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1 Introduction

CB: # 86_PDCPstatus_report

-  CU-CP informs CU-UP that UE has been configured: info seems needed; check details

- CU-CP configures CU-UP to send PDCP status report to UE: whether this is needed; if so, need to identify the correct IE to use; check details

(CT - moderator)

rev in R3-204057
3136 rev in R3-204058
Summary of offline disc R3-204059
2 Summary of offline disc R3-204059For the Chairman’s Notes
Propose the following:
R3-20xxxa, R3-20xxxc merged

R3-20xxxc rev [in xxxg] – agreed

R3-20xxxd rev [in xxxh] – agreed

R3-20xxxe rev [in xxxi] – agreed

R3-20xxxf rev [in xxxj] – endorsed

Propose to capture the following:

Agreement text…
Agreement text…

WA: carefully crafted text…

Issue 1: no consensus

Issue 2: issue is acknowledged; need to further check the impact on xxx. May be possible to address with a pure st2 change. To be continued…
3 Discussion 
3.1 Issue 1: whether the CU-CP needs to configure PDCP status report from CU-UP to UE?
The PDCP status report is used to inform the transmitter PDCP entity about the PDCP PDUs which were received or not received by the receiver PDCP entity, such that non-received PDCP SDUs can be retransmitted and received PDCP SDUs need not be retransmitted. In downlink direction, the gNB is free to decide for which bearer status report is sent.
when the uplink PDCP SDUs were received from UE side, the gNB could also send PDCP status report for the successful delivery of PDCP SDU to UE. In CP/UP separation architecture, the CU-CP entity shall decide for which bearers a report send and delivery this configuration information per DRB to the CU-UP entity.
Therefore, the CU-CP needs to inform CU-UP whether UE has been configured to report PDCP status and whether PDCP status should be sent to from CU-UP to UE as well. If company has different view, input is appreciated

	Company
	Comment

	Ericsson
	Yes. CU-CP needs to inform the CU-UP that the UE was configured to send PDCP status report in the uplink (via statusReportRequired flag in PDCP-Config IE in RRC). CU-CP can also ask the CU-UP to send PDCP status report in the downlink to the UE

	
	

	
	


3.2 Issue 2: whether to introduce a new IE to indicate the downlink and uplink configuration of PDCP status report per DRB?

[2] and [3] propose to introduce a new IE in PDCP Configuration IE to indicate the downlink and uplink configuration of PDCP status report per DRB.  If company has different view, input is appreciated
	Company
	Comment

	Ericsson
	Support the proposal, with the following comment:

For the PDCP Status Report Indication IE in the PDCP Configuration IE, I think that we should only keep the uplink part. This IE would be used by the CU-CP to inform the CU-UP of the UE PDCP entity configuration. And only PDCP status report in the uplink (i.e. PDCP status report send by the UE to the gNB(-CU-UP)) can be configured in the UE. Also, I think that this part was acceptable by everybody.

For PDCP status report in the downlink (i.e. send by the gNB(-CU-UP) to the UE), I would prefer that we introduce a dedicated IE in BEARER CONTEXT SETUP/MODIFICATION REQUEST messages. It may be added to the PDCP Configuration IE too. But not as a new codepoint in the PDCP Status Report Indication IE. The reason is that this is not about the UE PDCP entity configuration, but about CU-CP control of the PDCP status report in the downlink.

	
	

	
	


4 Conclusion, Recommendations [if needed]
If needed
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