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1 Introduction

CB: # 114_SecurityIndication

- Check SA3 spec and identify whether it is an issue

- If yes, check details of the solution

(CT - moderator)

Summary of offline in R3-214270
2 For the Chairman’s Notes
Propose the following:
R3-20xxxa, R3-20xxxc merged

R3-20xxxc rev [in xxxg] – agreed

R3-20xxxd rev [in xxxh] – agreed

R3-20xxxe rev [in xxxi] – agreed

R3-20xxxf rev [in xxxj] – endorsed

Propose to capture the following:

Agreement text…
Agreement text…

WA: carefully crafted text…

Issue 1: no consensus

Issue 2: issue is acknowledged; need to further check the impact on xxx. May be possible to address with a pure st2 change. To be continued…
3 Discussion 
3.1 whether the security configuration of DRB can be changed by intra-cell handover?

During online discussion, one company pointed out the security indication of radio bearer cannot change. According to the chair notes, we need to check with SA3 specification and identify whether it is an issue.
In TS33.501 clauses 6.1.1,
Further, in the Path-Switch message, the target ng-eNB/gNB shall send the UE's UP security policy and corresponding PDU session ID received from the source gNB to the SMF. The SMF shall verify that the UE's UP security policy received from the target ng-eNB/gNB is the same as the UE's UP security policy that the SMF has locally stored. If there is a mismatch, the SMF shall send its locally stored UE's UP security policy of the corresponding PDU sessions to the target gNB. This UP security policy information, if included by the SMF, is delivered to the target ng-eNB/gNB in the Path-Switch Acknowledge message. The SMF shall support logging capabilities for this event and may take additional measures, such as raising an alarm. 
It is concluded that SMF does not change security policy but shall provide the correct security configuration to NG-RAN if the UP security policy was tampered with. This is an abnormal case in network. But if the mismatch happened, the target node shall update security policy.
So, in TS38.413 clauses 8.4.4.2, the text on RAN’s behavior is:

In Ts33.501, the behavior of target node is as below:

The target node shall update security policy for DRB and CU-UP if the UE’s UP security policy from SMF mismatch with that from the source node. During the intra-cell handover procedure, the DRB can be released and added in the same message. 
The UE shall perform the following actions based on a received RadioBearerConfig IE:

1>
if the RadioBearerConfig includes the srb3-ToRelease:

2>
perform the SRB release as specified in 5.3.5.6.2;

1>
if the RadioBearerConfig includes the srb-ToAddModList or if any DAPS bearer is configured:

2>
perform the SRB addition or reconfiguration as specified in 5.3.5.6.3;

1>
if the RadioBearerConfig includes the drb-ToReleaseList:

2>
perform DRB release as specified in 5.3.5.6.4;

1>
if the RadioBearerConfig includes the drb-ToAddModList:

2>
perform DRB addition or reconfiguration as specified in 5.3.5.6.5.
According to the agreement in RAN2#104, the restriction on the RB removal and add with the same RB-ID in the same RRC message is not allowed was removed.
Therefore, the network can reconfigure the security configuration of DRB by intra-cell Handover.
If companies have different views, input is appreciated
	Company
	Comment

	
	

	
	

	
	


3.2 Solution Review
CRs in [2]and [3] are proposing to include security indication IE in the PDU Session Resource To Modify List IE. The semantics description of security indication IE shall be removed and corresponding text on behavior of CU-UP need to be added.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>Security Indication 
	O
	
	9.3.1.23
	
	-
	-

	>PDU Session Resource DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	-
	-

	>NG UL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-


Do you agree on the CRs in R3-213908 and R3-213909?. 
	Company
	Comment

	
	

	
	

	
	


4 Conclusion, Recommendations [if needed]
If needed
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For each PDU session included in the PATH SWITCH REQUEST message, if the Current QoS Parameters Set Index IE is included in the Path Switch Request Transfer IE the SMF shall consider it as the currently fulfilled QoS parameters set among the alternative QoS parameters for the involved QoS flow.


If the Security Indication IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall behave as specified in TS 33.501 [13].


If the UL NG-U UP TNL Information IE is included within the Path Switch Request Acknowledge Transfer IE of the PATH SWITCH REQUEST ACKNOWLEDGE message, the NG-RAN node shall store this information and use it as the uplink termination point for the user plane data for this PDU session.





If the target gNB receives UE's UP security policy from the SMF in the Path-Switch Acknowledge message, the target gNB shall update the UE's UP security policy with the received UE's UP security policy. If UE's current UP confidentiality and/or UP integrity protection activation is different from the received UE's UP security policy, then the target gNB shall initiate intra-cell handover procedure which includes RRC Connection Reconfiguration procedure to reconfigure the DRBs to activate or de-activate the UP integrity/confidentiality as per the received policy from SMF.








