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1	Introduction
[bookmark: _Hlk71888919]This paper summarizes the following email discussion:
CB: # 22_EHC
- Two options on the table
- Solution down-selection, provide CRs if agreeable
(ZTE - moderator)
Summary of offline disc in R3-214156

2	For the Chairman’s Notes
[TBD]
3	Discussion (Phase 1)
[bookmark: _Hlk527071819]At RAN3#112e, the issue of missing EHC IE to restrict the number of established DL EHC issue was proposed in[1] and is discussed in offline disc[2], and the following open issue for PDC was captured in the Chair’s Minutes.
FFS how to restrict the number of established DL EHC contexts. 
FFS how total number of EHC contexts for the UE is guaranteed to be less than or equal to the maxNumberEHC-Contexts in case of multiple CU-UPs. To be continued.
And in this meeting, two companies provide the solution both with two options. But there are some minor difference.

Overview of papers:
[bookmark: OLE_LINK1]In Huawei and China Unicom’s Option 1([3][4]): maxCID-EHC-DL parameter is added in the EHC Parameters IE
In Huawei and China Unicom’s Option 2([3][5]): maxCID-EHC-DL IE is added in the BEARER CONTEXT SETUP REQUEST message and BEARER CONTEXT MODIFICATION REQUEST message.
In Huawei’s both options, there is not description for configuration restriction in case of multiple CU-UPs.  

In ZTE’s Option 1([6][7]): maxCID-EHC-DL parameter is added in the EHC Parameters IE
In ZTE’s Option 2[(6][8]): maxCID-EHC parameter is added in the EHC Parameters IE.
In ZTE’s both options, there is description for configuration restriction in case of multiple CU-UPs that the total number of established EHC contexts across all bearers for the UE should be less than or equal to the value of maxNumberEHC-Contexts parameter as indicated by the UE. 
[bookmark: OLE_LINK8]
Moderator’s Summary and Proposal:
There is difference for the contribution on the following, and should be discussed in RAN3:
· Add maxCID-EHC-DL parameter or maxCID-EHC parameter
· Add new EHC parameter in EHC Parameters IE or in the BEARER CONTEXT SETUP REQUEST message and BEARER CONTEXT MODIFICATION REQUEST message.
· Whether or how to description to restrict that the total number of EHC contexts for the UE is guaranteed to be less than or equal to the maxNumberEHC-Contexts in case of multiple CU-UPs

Question 1: Do companies prefer to add maxCID-EHC-DL parameter or maxCID-EHC parameter?
Option 1: maxCID-EHC-DL
Option 2: maxCID-EHC
	Company
	Option
	Comments

	ZTE
	Option 2
	If maxCID-EHC-DL and maxCID-EHC-UL are configured separately, the number of DL EHC contexts and the number of UL EHC contexts cannot share the maxNumberEHC-Contexts(e.g. UE capability) flexibly during the EHC contexts establishment stage. E.g. the maxNumberEHC-Contexts is defined as the maximal number of DL EHC contexts and UL EHC contexts, and can be used by DL EHC contexts only or UL EHC contexts, so long as that the total number of EHC contexts does not exceed maxNumberEHC-Contexts.

So we prefer to configure maxCID-EHC (the maximal number of DL EHC contexts and UL EHC contexts) as that in RoHC.

	Huawei
	Option 1.
	First, I acknowledge that the first option may cause some waste of EHC resources. However, I want to note that configure a total CID value based on the number of actually used EHC resource is risky and not feasible in some cases. This is mainly due to the following two reasons:
1. Option 2 is not suitable for use cases where UE supports only very few UL EHC contexts. With the second option, CU-UP determines how many DL resources it can use based on how many UL contexts has been established. However, the UE may want to establish more UL contexts in the future. If the resource reserved for UL is consumed by DL in advance, it in the end leads to performance loss in uplink. For example, if only 2 EHC contexts are reserved for UE, and UE uses one of them, but later DL thinks “Oh UL use only one EHC resource, we can use the other one in the DL.” Then later the UL cannot establish UL EHC contexts anymore, even it wants to.
2. I want to mention that establish EHC context is a dynamic progress. This means there exist delay for CU-UP/UE to know a new EHC context resource is used on the other hand. It could happen that the UL is establishing an EHC context at the moment, but the DL doesn’t realize it immediately, so DL continue to establish DL EHC context at the same time, which could also cause the total number of established contexts (UL+DL) exceeds UE’s capability.
Based on the above, option 1 is more feasible and has less drawbacks. 

	
	
	

	
	
	

	
	
	

	
	
	



Proposed conclusion: Capture the following in the Chair’s Notes:

Question 2: Do companies prefer to add the new EHC parameter in the EHC Parameters IE [4][7][8]or in the BEARER CONTEXT SETUP REQUEST message and BEARER CONTEXT MODIFICATION REQUEST message[5]?
Option 1: add the new EHC parameter in EHC Parameters IE
Option 2: add the new EHC parameter in the BEARER CONTEXT SETUP REQUEST message and BEARER CONTEXT MODIFICATION REQUEST message
	Company
	Option
	Comments

	ZTE
	Option 1
	Usually, the EHC related configuration over E1 is included in EHC Parameters IE.

	Huawei
	Both OK
	We in fact don’t have strong views about the two options. Both are fine.
Here I just want to state the advantage of option 2. Compared to option 1 where the new IE is added on a per-DRB basis, the second method is configured on a per-UE basis. Note that option 2 is more flexible, because in the first option, if certain amount of DL resources is assigned to a certain DRB, but only fewer DL EHC contexts are actually used in that DRB, it causes waste of EHC resources. With option 2, we can configure the resource in a more flexible way.

	
	
	

	
	
	

	
	
	

	
	
	



Proposed conclusion: Capture the following in the Chair’s Notes:

Question 3: Do companies prefer to specify the restriction that the total number of EHC contexts for the UE is guaranteed to be less than or equal to the maxNumberEHC-Contexts in case of multiple CU-UPs?
	Company
	Yes/No
	Comments

	ZTE
	Yes
	Since this CR is used to guarantee that the total number of EHC contexts for the UE is less than or equal to the maxNumberEHC-Contexts(e.g. UE capability), the explicit restriction description is very important to guarantee that the total number of EHC contexts for the UE is less than or equal to the maxNumberEHC-Contextss.

	Huawei
	Yes
	Such restriction description is necessary. I am a bit not understand why the moderator thinks the papers in [3] [4] [5] lack the description for configuration restriction. I think in [3], the restriction is clearly stated. If it is about the description in CR [4] and [5], I agree with the moderator, and we can add such description later. 

	
	
	

	
	
	

	
	
	

	
	
	



Proposed conclusion: Capture the following in the Chair’s Notes:

Question 4: Based on the answers for the previous questions, which CR do companies prefer to be agreed?
CR 1: the CR in [4]
CR 2: the CR in [5]
CR 3: the CR in [7]
CR 4: the CR in [8]
CR 5:  Other or merged from above CRs, if needed.
	Company
	Option
	Comments

	ZTE
	CR 4
	Only CR 3 and CR 4 have the restriction that the total number of EHC contexts for the UE is guaranteed to be less than or equal to the maxNumberEHC-Contexts.
But the restriction in CR 3 should be “The total value of maxCID-EHC-DL and maxCID-EHC-UL across all bearers for the UE should be less than or equal to the value of maxNumberEHC-Contexts parameter as indicated by the UE.” Furthermore, with the CR3,  the number of DL EHC contexts and the number of UL EHC contexts cannot share the maxNumberEHC-Contexts(e.g. UE capability) flexibly during the EHC contexts establishment stage.

For the CR4, although a CU-UP cannot know the number of UL EHC contexts of other CU-UPs in case of multiple CU-UPs, it can be based  gNB implementation as that in RoHC, e.g. during EHC parameters configuration stage, it can assume that each CU-UP configured with EHC may establish maxCID-EHC-UL number of UL EHC contexts.

	Huawei 
	CR 1,2,3
	[bookmark: _GoBack]As stated in the previous questions, the solution in CR 4 is not feasible and has more drawbacks. We don’t have strong views about the other solutions, we think all can work. The methods shown in CR 1 and CR 3 are in fact the same… 

	
	
	

	
	
	

	
	
	

	
	
	



Proposed conclusion: Capture the following in the Chair’s Notes:
4	Conclusions, Recommendations
[bookmark: _Hlk71890264]Capture the following in the Chair’s Notes:
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