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1 Introduction
This document contains a TP for SON BLCR for TS36.423.
[bookmark: _GoBack]TP for SON BLCR for TS 36.423
Start of the change

[bookmark: _Toc98882561][bookmark: _Toc105523097][bookmark: _Toc106130641][bookmark: _Toc113839792][bookmark: _Toc138864640][bookmark: OLE_LINK102][bookmark: _Toc5646119]8.3.16	Access and Mobility Indication
[bookmark: _Toc5646120][bookmark: _Toc44497475][bookmark: _Toc45107863][bookmark: _Toc45901483][bookmark: _Toc51850562][bookmark: _Toc56693565][bookmark: _Toc64447108][bookmark: _Toc66286602][bookmark: _Toc98882562][bookmark: _Toc105523098][bookmark: _Toc106130642][bookmark: _Toc113839793][bookmark: _Toc138864641]8.3.16.1	General
[bookmark: _Toc5646121]The purpose of the Access and Mobility Indication procedure is to transfer Access and Mobility related information between E-UTRAN nodes.
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Figure 8.3.16.2-1: Access and Mobility Indication. Successful operation – eNB-initiated


Figure 8.3.16.2-2: Access and Mobility Indication. Successful operation – eNB-initiated
[bookmark: OLE_LINK90]The eNB initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to the en-gNB.
The eNB1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to the eNB2.
[bookmark: _Hlk135993196]If the PSCell List Container IE is included in the ACCESS AND MOBILITY INDICATION message, the eNB2 may use it to identify the en-gNB to which the RA Report Container IE should be forwarded.
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Not applicable.
Start of the next change

9.1.2.50	ACCESS AND MOBILITY INDICATION
This message is sent by the eNB to the eNB/en-gNB to transfer access and mobility related information.
[bookmark: OLE_LINK91][bookmark: OLE_LINK92]Direction: eNB  en-gNB, eNB1  eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NR RACH Report List
	
	0..1
	
	
	YES
	ignore

	>NR RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	>>NR RACH Report Container
	M
	
	OCTET STRING
	RACH-ReportList-r16 IE  as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	

	>>UE Assistant Identifier
	O
	
	en-gNB UE X2AP ID
9.2.100
	
	–
	

	>>PSCell List Container
	O
	
	OCTET STRING
	[FFS – Name to be decided by RAN2] IE as defined in subclause [FFS – to be decided by RAN2] in TS 36.331 [9].
	YES
	ignore



	Range bound
	Explanation

	maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.
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