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2 For the Chairman’s Notes
[bookmark: _Hlk180115204]It is proposed to capture the following RAN3 agreements in the chairman’s notes:
Proposal 1:  It is agreed that “after Cell A gNB has received and accepted the UL WUS Configuration request from the NES Cell gNB, it broadcasts in SIBx at the first opportunity.
[bookmark: _Hlk190959797]Proposal 2: It is agreed from the signalling point of view, in UL WUS Configuration Request (naming FFS) from NES Cell gNB to Cell A gNB, one option is “start with UL WUS Configuration”. This codepoint/choice is used to trigger Cell A to broadcast UL WUS configuration in SIBx as in Proposal 1.
[bookmark: _Hlk190960128]Note: How to implement in the specification the option “start with UL WUS Configuration” is to be further refined.
It is proposed to agree R3-250845 (Xn TP) capturing the above agreements. 
Proposal 3: It is agreed that NES Cell gNB can “stop” (naming FFS) Cell A to broadcast UL WUS configuration. 
But it is not agreed if the class 1 or class 2 procedure is used. For further discussion.
[bookmark: _Hlk179954607][bookmark: _CR8_4_3_2][bookmark: _CR8_4_3_3][bookmark: _CR8_4_11_2]3 Discussion on Support on-demand SIB1 for UEs
We have reached the below agreements:
It is agreed that “after Cell A gNB has received and accepted the UL WUS Configuration request from the NES Cell gNB, it broadcasts SIB at the first opportunity, as shown in the below figure:
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It is agreed from the signalling point of view, in UL WUS Configuration Req (naming FFS) from NES Cell gNB to Cell A gNB an option to trigger Cell A to broadcast UL WUS configruation in SIB.
It is agreed that NES Cell gNB can “stop” (naming FFS) Cell A to broadcast UL WUS configuration. But it is not agreed if the class 1 procedure or class 2 procedure is used. For further discussion.

The XnTP capture the above agreement is in R3-25xxxx. 
6 Moderator Summary
Capture the agreement in the XnAP TP.
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