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[bookmark: _Toc194089716]5.3	Procedures of the M1u (5GMSu Provisioning) interface
[bookmark: _Toc194089783]Procedures at this reference point are for further study.
5.4	Procedures of the M2u (5GMSu content egest) interface
[bookmark: _Toc194089784]Procedures at this reference point are for further study.
5.5	Procedures of the M3u interface
[bookmark: _Toc194089820]Procedures at this reference point are for further study.
5.6	Procedures of the M4u (Media Streaming) interface
[bookmark: _Toc68899530][bookmark: _Toc71214281][bookmark: _Toc71721955][bookmark: _Toc74859007][bookmark: _Toc194089823]Procedures at this reference point are for further study.
5.7	Procedures of the M5u (Media Session Handling) interface
[bookmark: _Toc146626901][bookmark: _Toc194089835]Procedures at this reference point are for further study.
5.8	Procedures of the M6u (UE Media Session Handling) interface
[bookmark: _Toc194089843]Procedures at this reference point are for further study.
5.9	Procedures of the M7u (UE Media Streamer) interface
[bookmark: _Toc68899548][bookmark: _Toc71214299][bookmark: _Toc71721973][bookmark: _Toc74859025][bookmark: _Toc194089846]Procedures at this reference point are for further study.
5.10	Procedures of the M8u interface
This clause defines basic procedures at reference point M8u.
No specific procedures are defined but it is expected that the 5GMSu Application Provider can provide media session entry points to a 5GMSu-Aware Application through reference point M8u. The 5GMSu-Aware Application would then initiate the uplink media session by providing such an entry point to the 5GMSu Client through reference point M7u. Multiple alternative entry points of the same uplink media streaming service may be provided.
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