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[bookmark: _Toc152687565][bookmark: _Toc129708869][bookmark: _Toc181014524]* * * First Change * * * *
[bookmark: _Toc195793262]7.2.1.2	Codecs Parameter String
The Codecs Parameter String provides means to identify the codec needed to decode and render the content in the Bitstream. The codecs parameter strings shall also include the profile and level information where applicable. The content of this parameter shall conform to the id-simple production of IETF RFC 6381:2011, subclause 3.2, without the enclosing DQUOTE characters. The codec identifier for the media format, mapped into the name space for codecs as specified in IETF RFC 6381:2011, subclause 3.3, shall be used.
* * * Next Change * * * *
[bookmark: _Toc195793274][bookmark: _Toc191022763]B.2.2	Mapping of Operation Points to Decoder API
Table B.2.2-1	provides a mapping of operation points to Web Codecs decoder API.
Table B.2.2-1	Mapping of Operation Points to Decoder API
Editor’s Note: This needs to be completed.
	OperationnOperation Point
	Codecs String
	Video Chunk
	Video Decoder Config

	3GPP-AVC-HD
	'avc1.640029' or 'avc3.640029'
	Tbd, see clause 7.2.3
	Tbd, see clause 7.2.3

	3GPP-HEVC-HD
	'hvc1.2.4.L123.B0' or 'hev1.2.4.L123.B0'
	Tbd, see clause 7.2.3
	Tbd, see clause 7.2.3

	3GPP-HEVC-HD-HDR
	'hvc1.2.4.L123.B0' or 'hev1.2.4.L123.B0'
	Tbd, see clause 7.2.3
	Tbd, see clause 7.2.3

	3GPP-HEVC-UHD-HDR
	'hvc1.2.4.L153.B0' or 'hev1.2.4.L153.B0'
	Tbd, see clause 7.2.3
	Tbd, see clause 7.2.3

	3GPP-HEVC-3DTV
	tbd
	Tbd, see clause 7.2.3
	Tbd, see clause 7.2.3

	3GPP-MV-HEVC-3DTV
	'desc.usecase=vstereo+codec=hvc1.1.6.L93.B0'(Note 1) or 'hvc1.2.4.L153.B0' or 'hev1.2.4.L153.B0' tbd
	Tbd, see clause 7.2.3
	Tbd, see clause 7.2.3

	Note 1: 'desc' 4CC is used to signal rendering capabilities. 'usecase' specifies the intended use case of the media, here 'vstereo' implying that the resource contains a stereo video pair. 'codec' embeds the codec-specific string.



* * * End of Changes * * * *

