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T3-000001
Draft report from T3 #11, Sophia Antipolis, 8 - 10 December, 1999
T3 secretary
revised - see T3-000016

T3-000002
Draft agenda for T3 #12, Rome, 17 - 21 January, 2000
T3 secretary
revised

T3-000003
3G TS 31.101 v3.0.0 "UICC - Terminal interface; Physical and logical characteristics"
T3 secretary
noted

T3-000004
3G TS 31.102 v3.0.0 "Characteristics of the USIM Application"
T3 secretary
noted

T3-000005
3G TS 31.110 v3.0.0 "Numbering system for telecommunication IC card applications"
T3 secretary
noted

T3-000006
3G TS 31.111 v1.0.0 "USIM application toolkit"
T3 secretary
noted

T3-000007
Q.1741 v7.1 (formerly Q.FSU), "IMT-2000 Functionality and  Signalling Requirements for UIM"
Q.1741 editors
discussed

T3-000008
CR 21.111 - Clarification of USIM application selection
Gemplus
discussed - see T3-000042

T3-000009
Discussion document on 31.102: FDN / BDN implementation
FT 
discussed

T3-000010
CR 31.102 R99: Fixed Dialling Numbers
FT 
revised - see T3-000032 

T3-000011
CR 31.102 R99: Mandatory status for the EFs KcGPRS and LOCIGPRS
Gemplus 
revised - see T3-000023

T3-000012
CR 31.102 R99: Mandatory status for the EF containing the Packet switched domain keys
Gemplus 
revised - see T3-000094

T3-000013
LS from WAG SCEG: WAP provisioning on the SIM
WAP SCEG
discussed - see T3-000043

T3-000014
Report from (U)SIM R-UIM officials meeting #2, Rome, 17 January, 2000
Secretary
replaced by T3-000019

T3-000015
not issued

not issued

T3-000016
Report from T3 #11, Sophia Antipolis, 8 - 10 December, 1999
T3 secretary
approved

T3-000017
List of release 99 open issues compiled by TSG-SA #6
SP-99639
noted

T3-000018
LS to S1 on application selection
T3
revised - see T3-000042

T3-000019
Report from (U)SIM R-UIM officials meeting #2, Rome, 17 January, 2000
Secretary
noted

T3-000020
CR 31.110 R99 Addition of USIM version coding 
Schlumberger
revised - see T3-000028

T3-000021
CR 31.102 R99 Removal of EFappi
Schlumberger
revised - see T3-000027

T3-000022
CR 31.102 R99 implementation of BDN (Barred Dialling Numbers)
T3
revised - see T3-000029

T3-000023
CR 31.102 R99: Mandatory status for the EFs KcGPRS and LOCIGPRS
Gemplus
revised - see T3-000030

T3-000024
LS from N1: re:Capability configuration parameters (ref T3-99420)
N1 (N1-000153)


T3-000025
LS from N1: SAT Handover notification and termination of call
N1 (N1-000182)
noted

T3-000026
LS from T2: 5 or 6 digits IMSI HPLMN
T2 (T2-991029)
postponed -> T3 #14

T3-000027
CR 31.102-001 R99 Removal of EFappi
T3 
agreed -> TSG-T #7

T3-000028
CR 31.110-001 R99 Addition of USIM version coding 
T3 
agreed -> TSG-T #7

T3-000029
CR 31.102 R99 implementation of BDN (Barred Dialling Numbers)
T3
revised - see T3-000087

T3-000030
CR 31.102-002 R99: Mandatory status for the EFs KcGPRS&LOCIGPRS
T3 
agreed -> TSG-T #7

T3-000031
not issued

not issued

T3-000032
CR 31.102 R99 implementation of FDN (Fixed Dialling Numbers)
FT
revised - see T3-000084

T3-000033
Discussion document: Clarification of Security Issues
NTT DoCoMo


T3-000034
CR 31.101 R99 - Security Attributes
31.101 editing grp
revised - see T3-000105

T3-000035
CR 31.101 R99 - Incorporation of USAT
31.101 editing grp
discussed

T3-000036
CR 31.101 R99 - File Control Parameters
31.101 editing grp
discussed

T3-000037
CR 31.101 R99 - Definition of application session initialisation / termination procedure
31.101 editing grp
revised - see T3-000161

T3-000038
CR 31.101 R99 - Addition of missing status words
31.101 editing grp
discussed

T3-000039
CR 31.102 R99 - Introduction of e-mail addresses in the Phone Book
31.102 editing grp
discussed

T3-000040
Discussion document: Power consumption
Gemplus
postponed -> T3#13

T3-000041
31.102 action items after the T3 #12 meeting at Rome
31.102 rapporteur
noted

T3-000042
LS to S1: USIM application selection
T3
approved (by email on 28/1)

T3-000043
LS to WAP Forum SCEG
T3
approved (by email on 28/1)

T3-000044
Draft report from T3 #12, Rome, 17 - 21 January, 2000
T3 secretary
revised - see T3-000085

T3-000045
Draft agenda for T3 #13, Tokyo, 21 - 24 February, 2000
T3 secretary
revised - see report

T3-000046
LS from S3: re:UE personalisation (reply to T3-99413)
S3 (S3-000088)
noted

T3-000047
LS from R2: re:Network Selection Issues (reply to T3-99423)
R2 (R2-000280)
noted

T3-000048
LS from S1 to T2/S3 cc T3: Secure interoperation with GSM
S1 (S1-991072)
noted

T3-000049
LS from S3: USIM triggered authentication and key setting during PS connections
S3 (S3-000075)
discussed

T3-000050
Discussion document on 31.102: Remarks to the proposal for Implementation of "Phone Book" in USIM
Ericsson
discussed

T3-000051
FDN issues
France Telecom
discussed

T3-000052
CR 31.102 R99: Alignment with 33.102 - "Cipher key and integrity key lifetime"
T-Mobil
revised - see T3-000096

T3-000053
CR 31.102 R99: Alignment with 33.102 - AUTHENTICATE Command
T-Mobil
incorporated in T3-000097

T3-000054
CR 31.102: Authentication
T-Mobil
revised - see T3-000098

T3-000055
CR 31.102: Alignment of terminology for authentication; addition of Kc-GPRS procedure
T-Mobil
revised - see T3-000128

T3-000056
CR 31.102: Enhanced User Identity Confidentiality
T-Mobil
revised - see T3-000075

T3-000057
Proposed Work Item: "Use of local link (RS232,  Bluetooth, USB, Irda) as a bearer for USAT"
Gemplus
discussed - see T3-000103

T3-000058
LS from WAP forum to SMG9: Question about PROVIDE LOCAL INFORMATION command in SIM toolkit
WAP forum (WTA)
discussed - see T3-000102

T3-000059
CR 31.102: Collection of editorial changes
31.102 group
revised - see T3-000166

T3-000060
CR 31.102: Introduction of e-mail addresses in the Phone Book
31.102 group
revised - see T3-000141

T3-000061
CR 31.102: EF_LOCI access conditions
G&D 
revised - see T3-000092

T3-000062
CR 31.102: Annex G: phone book example
G&D 
reivsed - see T3-000110

T3-000063
CR 31.101: Indication of the UMTS application state to the USIM (initialised, terminated)
Schlumberger


T3-000064
Proposed T3 work item: "UICC-ME fast protocol"
Gemplus & Schlumberger
revised - see T3-000104

T3-000065
LS from SMG9 to Java Card Forum on SIM API testing
SMG9 (9-00-0113)
discussed - see T3-000108

T3-000066
List of specifications proposed for transfer from SMG9 to T3
T3 Secretary
noted

T3-000067
GSM 02.48 R98 v7.0.0
T3 Secretary
noted

T3-000068
GSM 02.19 R98 v7.1.0
T3 Secretary
noted

T3-000069
GSM 03.19 R98 v7.1.0
T3 Secretary
noted

T3-000070
GSM 03.48 R99 v8.2.0
T3 Secretary
noted

T3-000071
CRs to GSM 11.11 R99 as approved at SMG #31 (14 - 16 Feb, 2000)
T3 Secretary
discussed

T3-000072
CRs to GSM 11.14 R99 as approved at SMG #31 (14 - 16 Feb, 2000)
T3 Secretary
discussed

T3-000073
CR to GSM EG 201 220 as approved at SMG #31 (14 - 16 Feb, 2000)
T3 Secretary
discussed

T3-000074
LS from S1 to T3: re:USIM application selection
S1 (S1-000102)
discussed - see T3-000136

T3-000075
CR 31.102: Enhanced User Identity Confidentiality
T-Mobil
revised - see T3-000099

T3-000076
CR 33.102: Refinement of EUIC (revision no. 1 of S3-000081)
T-Mobil (S3-000098)
noted

T3-000077
CR 33.103: Refinement EUIC (according to TS 33.102)
T-Mobil (S3-000099)
noted

T3-000078
LS from S3 to T2,T3 Location of conversion functions c2 and c3
S3-000090
discussed - see T3-000116

T3-000079
CR 31.102 Emergency call codes
Gemplus
revised - see T3-000093

T3-000080
CR 31.101: Correction to 31.101 on FCI
NTT DoCoMo


T3-000081
CR 31.102: Correction to USIM specific FCP coding
NTT DoCoMo
revised - see T3-000113

T3-000082
CR 31.102: Correction for EFs regarding UE personalisation.
NTT DoCoMo
revised - see T3-000114

T3-000083
CR 31.102: Correction for Authenticate Command
NTT DoCoMo
incorporated in T3-000097

T3-000084
CR 31.102 R99 implementation of FDN (Fixed Dialling Numbers)
FT
revised - see T3-000090

T3-000085
Report from T3 #12, Rome, 17 - 21 January, 2000
T3
approved

T3-000086
CR 21.111: Alignment with 33.102 regarding the data intergrity of singalling elements and user identity confidentiality
T-Mobil
revised - see T3-000095

T3-000087
CR 31.102 R99 implementation of BDN (Barred Dialling Numbers)
FT
revised - see T3-000091

T3-000088
3G TS 31.111 v1.1.0
31.111 rapporteur
revised - see T3-000138

T3-000089
Presentation of Security Attributes and PIN Management
Nokia
discussed

T3-000090
CR 31.102-003 R99 Implementation of FDN (Fixed Dialling Numbers)
T3
revised - see T3-000135

T3-000091
CR 31.102 R99 Implementation of BDN (Barred Dialling Numbers)
T3
revised - see T3-000112

T3-000092
CR 31.102-026 R99 EF_LOCI access conditions (is incorrectly numbered CR 31.102-004 on the document)
T3 
agreed -> TSG-T #7

T3-000093
CR 31.102-005 R99 Emergency call codes
T3 
agreed -> TSG-T #7

T3-000094
CR 31.102-006 R99 Mandatory status for the EF containing the Packet switched domain keys
T3 
agreed -> TSG-T #7

T3-000095
CR 21.111-002 R99: Alignment with 33.102 regarding the data integrity of signalling elements and user identity confidentiality
T3
agreed -> TSG-T #7

T3-000096
CR 31.102 R99: Alignment with 33.102 - "Cipher key and integrity key lifetime"
T3
revised - see T3-000124

T3-000097
CR 31.102 R99: Alignment with 33.102 - AUTHENTICATE Command
T3
revised - see T3-000125

T3-000098
CR 31.102: Authentication
T3
revised - see T3-000126

T3-000099
CR 31.102: Enhanced User Identity Confidentiality
T3
revised - see T3-000129

T3-000100
CRs to GSM 11.11 R99 as approved at SMG #30 (9 - 11 Nov, 1999)
T3 secretary
discussed

T3-000101
CR 31.102: Alignment with GSM 11.11 R'99
T3 
revised - see T3-000140

T3-000102
LS to WAP re:Question about PROVIDE LOCAL INFORMATION command in SIM toolkit
T3 
revised - see T3-000120

T3-000103
LS to T2 Proposed new  workitem on local link
T3 
revised - see T3-000121

T3-000104
Draft Work item on fast protocol
T3 
revised - see T3-000122

T3-000105
CR 31.101-001r1 R99: Security Attributes
T3
revised - see T3-000171

T3-000106
CR 31.102 R99: Addition of security procedures
T3
revised - see T3-000150

T3-000107
CR 31.102 R99: APN control list
France Telecom
revised - see T3-000123

T3-000108
Draft work item description: Tests for SIM API
T3
revised - see T3-000111

T3-000109
LS from S2: re:Clarification of the information storage in USIM" (reply to T3-99-432
S2 (S2-000306)
noted

T3-000110
CR 31.102: Annex G: phone book example
T3
revised - see T3-000158

T3-000111
Draft work item description: Tests for SIM API
T3
agreed -> TSG-T #7

T3-000112
CR 31.102 R99 Implementation of BDN (Barred Dialling Numbers)
T3
revised - see T3-000117

T3-000113
CR 31.102: Correction to USIM specific FCP coding
NTT DoCoMo
revised - see T3-000133

T3-000114
CR 31.102: Correction for EFs regarding UE personalisation.
NTT DoCoMo
revised - see T3-000134

T3-000115
CR 31.102: Operator controlled PLMN selection
T3
revised - see T3-000146

T3-000116
LS to T2 and S3 re:Conversion functions c2 and c3
T3
approved -> T2 and S3

T3-000117
CR 31.102-004 rev1 R99 Barred Dialling Numbers (BDN)
T3
revised - see T3-000130

T3-000118
CR 31.102: Removal of SoLSA files from Release 99
31.102 group 
revised - see T3-000132

T3-000119
Discussion document: Proposed changes to 31.111 Terminal profile
31.111 drafting group
discussed - see T3-000152

T3-000120
LS to WAP re:Question about PROVIDE LOCAL INFORMATION command in SIM toolkit
T3
approved -> WAP forum

T3-000121
LS to T2 Proposed new  work item on local link
T3
approved (LS) -> T2

T3-000122
Draft Work item on fast protocol
T3 
agreed -> TSG-T #7

T3-000123
CR 31.102 R99: APN control list
France Telecom
revised - see T3-000154

T3-000124
CR 31.102 R99: Alignment with 33.102 - "Cipher key and integrity key lifetime"
T3
revised - see T3-000144

T3-000125
CR 31.102 R99: Alignment with 33.102 - AUTHENTICATE Command
T3
revised - see T3-000143

T3-000126
CR 31.102-007 R99: Authentication
T3
agreed -> TSG-T #7

T3-000127
CR 31.101 R99: Reservation of file IDs
31.101 rapp
revised - see T3-000131

T3-000128
CR 31.102-008 R99: Alignment of terminology for authentication; addition of Kc-GPRS procedure
T3
agreed -> TSG-T #7

T3-000129
CR 31.102-013 R99: Enhanced User Identity Confidentiality
T3
agreed conditionally 

T3-000130
CR 31.102-004 rev2 R99 Barred Dialling Numbers (BDN)
T3
revised - see T3-000151

T3-000131
CR 31.101-010 R99: Reservation of file IDs
T3
agreed -> TSG-T #7

T3-000132
CR 31.102-011 R99: Removal of SoLSA feature from Release 99
T3
agreed -> TSG-T #7

T3-000133
CR 31.102-009 R99: Correction to USIM specific FCP coding
T3
agreed -> TSG-T #7

T3-000134
CR 31.102-010 R99: Correction for EFs regarding UE personalisation.
T3
agreed -> TSG-T #7

T3-000135
CR 31.102-003r3 R99 Implementation of FDN (Fixed Dialling Numbers)
T3
agreed -> TSG-T #7

T3-000136
LS to S1 on Application selection
T3
approved -> S1

T3-000137
CR 31.110-002 Clarification of management of country codes and card issuer identifiers
T3
agreed -> TSG-T #7

T3-000138
3G TS 31.111 v1.2.0
T3
agreed -TSG-T for approval

T3-000139
Discussion document: Introduction of CPHS features
Orange
postponed - TS #14

T3-000140
CR 31.102 R99: Alignment with GSM 11.11 R99
T3
revised - see T3-000165

T3-000141
CR 31.102 R99: Introduction of e-mail addresses in the Phone Book
T3
revised - see T3-000153

T3-000142
CR 31.102-021 R99: Collection of editorial changes
T3
revised - see T3-000167

T3-000143
CR 31.102-012 R99: Alignment with 33.102 - AUTHENTICATE Command 
T3
agreed -> TSG-T #7

T3-000144
CR 31.102-018 R99: Alignment with 33.102 - Cipher key and integrity key lifetime
T3
agreed -> TSG-T #7

T3-000145
CR to 22.011 on network selection as approved at SMG #31
SA #6 (S1-99606)
noted

T3-000146
CR 31.102-019: Operator controlled PLMN selection
T3
agreed -> TSG-T #7

T3-000147
CR 31.101-002r1: Incorporation of the USAT features.
31.101 group
revised - see T3-000155

T3-000148
CR 31.101-003r1: File Control Parameters
31.101 group
revised - see T3-000156

T3-000149
CR 31.101-004 R99: Coding of status words
31.101 group
revised - see T3-000157

T3-000150
CR 31.102 R99: Addition of security procedures (updated T3-000106)
T3
revised - see T3-000175

T3-000151
CR 31.102-004r3 R99: Barred Dialling Numbers (BDN)
T3
agreed -> TSG-T #7

T3-000152
LS to SMG9: Modification of GSM 11.14 Changes to Terminal Profile
T3
approved -> SMG9

T3-000153
CR 31.102-014 R99: Introduction of e-mail addresses in the Phone Book
T3
agreed -> TSG-T #7

T3-000154
CR 31.102-015 R99: APN control list
T3
agreed -> TSG-T #7

T3-000155
CR 31.101-002r2: Incorporation of the USAT features.
T3
agreed -> TSG-T #7

T3-000156
CR 31.101-003r2: File Control Parameters
T3
revised - see T3-000178

T3-000157
CR 31.101-004r1 R99: Coding of status words
T3
agreed -> TSG-T #7

T3-000158
CR 31.102-016 R99: Phone book example
T3 
agreed -> TSG-T #7

T3-000159
CR 31.102-xxx R99: Support of voltage classes
T3
revised - see T3-000266

T3-000160
CR 31.102-xxx R99: Preferred language selection
T3
postponed -> T3 #15

T3-000161
CR 31.101-006 R99: Definition of application session related procedures
T3
agreed -> TSG-T #7

T3-000162
CR 31.101-xxx R99: Editorial changes
T3
revised - see T3-000168

T3-000163
CR 31.101-xxx R99: Power consumption
T3
revised - see T3-000169

T3-000164
CR 31.101-xxx R99: Changes to UICC specific files
T3
revised - see T3-000170

T3-000165
CR 31.102-017 R99: Alignment with GSM 11.11 R99
T3
agreed -> TSG-T #7

T3-000166
CR 31.102-020 R99: Changes to 31.102 to align with 24.008
T3 
agreed -> TSG-T #7

T3-000167
CR 31.102-021 R99: Collection of 31.102 editorial changes - part 1
T3
agreed -> TSG-T #7

T3-000168
CR 31.101-007 R99: Collection of 31.101 editorial changes
T3
agreed -> TSG-T #7

T3-000169
CR 31.101-008 R99: Power consumption
T3 
agreed -> TSG-T #7

T3-000170
CR 31.101-009 R99: Changes to UICC specific files

agreed -> TSG-T #7

T3-000171
CR 31.101-001r2 R99: Security Attributes
T3
revised - see T3-000176

T3-000172
CR 31.102-023 R99: Update to pre-personalisation values in Annex E
T3
agreed -> TP-07

T3-000173
CR 31.102-024 R99: Update to "EF changes via Data Download or USAT applications" table in Annex H
T3
agreed -> TP-07

T3-000174
CR 31.102-022 R99: Collection of 31.102 editorial changes - part 2
31.102 group
withdrawn

T3-000175
CR 31.102-025 R99: Addition of security procedures
T3
revised - see T3-000177

T3-000176
CR 31.101-001r3 R99: Security Attributes
T3
agreed -> TP-07

T3-000177
CR 31.102-025r1 R99: Addition of security procedures
T3
agreed -> TP-07

T3-000178
CR 31.101-003r3: File Control Parameters
T3
agreed -> TP-07

T3-000179
Draft report from T3 #13, Tokyo, 21 - 24 February, 2000
T3 secretary
approved without mods

T3-000180
--Reserved for approved report--
T3 secretary


T3-000181
Draft Agenda for T3 #14, Visby, 24 - 26 May, 2000
T3 secretary


T3-000182
LS from S3 to N1 cc T3 "UE triggered authentication and key agreement during connections"
S3 (S3-000213)
noted

T3-000183
LS from N1 to S3 cc T3 "re:USIM triggered authentication and key setting during PS connections"
N1 (N1-000449)
noted

T3-000184
LS from N1 to T3 "5 or 6 digits IMSI HPLMN"
N1 (N1-000450)
discussed

T3-000185
LS from S1 "re:New SIM toolkit feature: "Auto-answer & Mute-ringing""
S1 (S1-000121)
noted

T3-000186
Proposal for the Release 2000 Features, Building Blocks and Work Tasks Version 1.0
S2


T3-000187
LS from T2 MExE "MExE provisioning on the SIM/USIM"
T2 MExE (T2x000025)
discussed - see T3-000xxx

T3-000188
LS from T2 MExE "Suggestion for a new mandatory HPLMNlen entry on the SIM cards"
T2 MExE (T2x000025)
discussed

T3-000189
LS from S1: Introduction of  a user controlled switch of the priority of the user and operator preferred PLMN list
S1 (S1-000245)
discussed

T3-000190
LS from S1 to T3 "re: USIM Application selection"
S1 (S1-000339)
discussed

T3-000191
Request for feedback on TR22.976 Study on Release 2000 services and capabilities
S1-IP-00099
postponed -> T3 #15

T3-000192
CR 31.102 R99 Alignment with 33.102 regarding key set identifier
T-Mobil
revised - see T3-000290

T3-000193
CR 31.102 R99 Alignment with 33.102 regarding conversion functions
T-Mobil
revised - see T3-000291

T3-000194
CR 31.102 R99 Alignment to GSM 11.11 - Introduction of CPBCCH information and Investigation Scan indicator
Ericsson
revised - see T3-000254

T3-000195
CR 31.102 R99 Alignment to GSM 11.11 - Terminology and some additions
Ericsson 
revised - see T3-000255

T3-000196
Discussion document: Clarification on the files that can be linked.
Ericsson 


T3-000197
CR 31.102 R00 Addition of a User Data file on the UICC.
Ericsson 


T3-000198
CR 31.102 R99 PLMN Radio Access Technology (RAT)
France Telecom 
withdrawn

T3-000199
Discussion document on 31.102: Corrections to SFIs and USIM initialisation
Nokia
revised - see T3-000218

T3-000200
Discussion document on 31.101: Transport of APDU by T=0
Gemplus
discussed - see T3-000275

T3-000201
Discussion document: Work split between "New SMG9" and T3
SMG9/T3 Secretary
discussed

T3-000202
CR 31.101 R99 Use of status codes 6200, 6400 and 6500
Gemplus
revised - see T3-000276

T3-000203
CR 31.101 R99 Correction of P2 value for the ACTIVATE and DEACTIVATE commands
Gemplus
revised - see T3-000262

T3-000204
CR 31.101 R99 Clarification of the UICC characteristics byte
Gemplus
revised - see T3-000263

T3-000205
Presentation: Bluetooth connection issues
Bouygues
noted

T3-000206
Check List on open issues TS 31.102 V3.1.0
31.102 rapporteur
discussed

T3-000207
Draft Test plan for GSM 03.19 (Java SIM API)
Microelectronica Española SA
noted

T3-000208
Draft report of TSG-T #7 (Madrid, 12 - 14 March 2000)
TSG-T Secretary
noted

T3-000209
Draft report of T3 ad hoc on "Fast ME-UICC protocol study"
ad hoc secretary
discussed

T3-000210
Draft report of T3 ad hoc on "USAT local link"
ad hoc secretary
discussed

T3-000211
CR 31.101 R99 Correction of ATR examples
Gemplus
revised - see T3-000278

T3-000212
CR 31.101 R99 SEARCH RECORD command: alignment with ISO/IEC 7816-9
Gemplus
revised - see T3-000279

T3-000213
CR 31.101 R99 Correction of ACTIVATE/DEACTIVATE commands
Gemplus
withdrawn - see T3-000264

T3-000214
CR 31.101 R99 Clarification of the file descriptor
Gemplus
revised - see T3-000265

T3-000215
CR 31.101 R99 Selection by path correction
Gemplus
revised - see T3-000277

T3-000216
CR 31.102 R99 Deletion of EF(LOCIGSM) and EF(LOCIGPRS)
Gemplus
revised - see T3-000268

T3-000217
Discussion document: Clarification on 3G AKA for GSM R99 mobiles
Gemplus
discussed

T3-000218
Discussion document on 31.102: corrections required for R99
Nokia
discussed

T3-000219
CR 31.102 R99 Separation of operator and user controlled PLNM selector
Nokia
withdrawn

T3-000220
CR 31.102 R99 Addition of procedures for reading and updating the content of the Enabled Services Table.
Nokia
revised  - see T3-000246

T3-000221
CR 31.102 R99 Addition of files to be read at USIM initialization
Nokia
revised - see T3-000280

T3-000222
CR 31.102 R99 Addition of SFI values to files read at initialisation of the USIM application
Nokia
revised - see T3-000297

T3-000223
Proposed LS to N1, cc S1 "Emergency Call Indication in the network"
Nokia
postponed -> T3 #15

T3-000224
Report from ISOIEC JTC1/SC 17 WG4 meeting in New York
Nokia
noted

T3-000225
Discussion document on "storage of bookmarks on the UICC/USIM
Gemplus
discussed

T3-000226
LS from T2 Questions and issues as a basis for discussion on Multi-mode UEs
T2 multimode rapporteur
discussed - see T3-000258

T3-000227
CR 03.48- R98: Correction
Schlumberger
revised - see T3-000288

T3-000228
CR 03.19-A002 R98: Clarifications and corrections
Schlumberger
revised - see T3-000289

T3-000229
CR 11.14 R99 Alignment with TS 31.111 regarding PROVIDE LOCAL INFORMATION (same as 9-00-0247)
New SMG9
discussed

T3-000230
CR 11.14 R00 Modification of GET INPUT regarding #, *, and + keys
France Telecom
postponed -> T3 #15

T3-000231
Draft specification terminal local mode
T2 (T2-000336)
postponed -> T3 #15

T3-000232
CR 11.11 RPLMN Correction (same as 9-00-0251)

discussed

T3-000233
not allocated

not allocated

T3-000234
CR 31.102 R99 removal of EUIC feature from R99
T-Mobil
revised - see T3-000259

T3-000235
CR 31.102 R99 Alignment with 33.102 Replace COUNT by START
T-Mobil
revised - see T3-000260

T3-000236
not allocated

not allocated

T3-000237
CR 31.102-027 R99 introduction of the PLMN selection preference indicator
T-Mobil
revised - see T3-000261

T3-000238
CR 31.101 R99 Error detection and character repetition
31.101 rapporteur
revised - see T3-000256

T3-000239
CR 31.111 R99 Release 99 alignement of 31.111 with GSM 11.14
T3
revised - see T3-000257

T3-000240
Draft LS to Security issues in ME user input
T3
revised - see T3-000301

T3-000241
Discussion document. Clarification of access condition for EFARR
Bull CP8


T3-000242
LS to WAP forum. Realtime requirements telecommuncation applications
T3 
revised - see T3-000294

T3-000243
Draft R00 WI description for extension of 03.48
Vodafone
revised - see T3-000285

T3-000244
Draft R00 WI for SIM toolkit interpreter protocol
Vodafone
revised - see T3-000286

T3-000245
not allocated

not allocated

T3-000246
CR 31.102-042 R99: Addition of procedures for reading and updating the content of the Enabled Services Table.
T3
agreed -> TP-08

T3-000247
CR 31.111 R00 New event for display parameters (same as 9-00-0186)
Alcatel
postponed -> T3 #15

T3-000248
CR 31.111 Correction of SAT commands for using GPRS in bearer independent protocol feature (same as 9-00-0190)
Bouygues
revised - see T3-000295

T3-000249
CR 31.111 Clarification of ME/SIM interface for bearer independent protocol feature (same as 9-00-0189)
Bouygues
revised - see T3-000296

T3-000250
CR 31.111 Clarification for Alpha Identifier in PLAY TONE (same as 9-00-0204)
France Telecom
postponed -> T3 #15

T3-000251
LS from JCF Tests Suites for 03.19 APIs (same as  9-00-0215)
JCF
discussed

T3-000252
Draft Report of the JCF SIM API Task Force *1 hosted by Schlumberger, the 9th to 10th of May 2000 (same as 9-00-0216)
JCF
discussed

T3-000253
CR 31.102 PLMN Selection additions
Ericsson
revised - see T3-000271

T3-000254
CR 31.102 R99 Alignment to GSM 11.11 - Introduction of CPBCCH information and Investigation Scan indicator
Ericsson
revised - see T3-000272

T3-000255
CR 31.102 R99 Alignment to GSM 11.11 - Terminology and some additions
Ericsson 
revised - see T3-000281

T3-000256
CR 31.101-011 R99: Error detection and character repetition
T3
agreed -> TP-08

T3-000257
CR 31.111-001 R99: Release 99 alignement of 31.111 with GSM 11.14
T3
agreed -> TP-08

T3-000258
LS to T2 on multimode issues
T3
revised - see T3-000298

T3-000259
CR 31.102-028 R99: removal of EUIC feature from R99
T3
agreed -> TP-08

T3-000260
CR 31.102-029 R99: Alignment with 33.102 Replace COUNT by START
T3
agreed -> TP-08

T3-000261
CR 31.102-027 r1 R99: Introduction of the PLMN selection preference indicator
T3
agreed -> TP-08 (but postponed at TP-08)

T3-000262
CR 31.101-013 R99: Correction of P2 value for the ACTIVATE and DEACTIVATE commands
T3
agreed -> TP-08

T3-000263
CR 31.101-014 R99: Clarification of the UICC characteristics byte
T3
agreed -> TP-08

T3-000264
CR 31.101-015 R99: Correction of ACTIVATE/DEACTIVATE commands
T3
agreed -> TP-08

T3-000265
CR 31.101-016 R99: Clarification of the file descriptor
T3
agreed -> TP-08

T3-000266
CR 31.102-xxx R99: Support of voltage classes
T3
revised - see T3-000299

T3-000267
Draft Work item description: Report on SIM/USIM interoperation
T3
revised - see T3-000302

T3-000268
CR 31.102-034 R99: Deletion of EF(LOCIGSM) and EF(LOCIGPRS)
T3
agreed -> TP-08

T3-000269
LS from S3 Hexadecimal coding of IMEI
S3 (S3-000352)
noted

T3-000270
Draft LS to S1, S3, T2 Security issues with ME user input and DTMF tones
T3
revised - see T3-000301

T3-000271
CR 31.102-030 R99: PLMN Selection additions
T3 
agreed -> TP-08 (but postponed at TP-08)

T3-000272
CR 31.102-031 R99: Alignment to GSM 11.11 - Introduction of CPBCCH information and Investigation Scan indicator
T3
agreed -> TP-08

T3-000273
CR 31.102-032 R99 HPLMN Length (equivalent to 9-00-0237)
T3
revised - see T3-000292

T3-000274
CR 31.102-033 R99: LAI, RAI and CNL : alignment with GSM 04.08 (9-00-0236)
T3
revised - see T3-000317

T3-000275
CR 31.101 R99 Correction to T=0 mechanism
T3 
revised - see T3-000305

T3-000276
CR 31.101-012 R99: Use of status codes 6200, 6400 and 6500
T3
agreed -> TP-08

T3-000277
CR 31.101-017 R99: Selection by path correction
T3
agreed -> TP-08

T3-000278
CR 31.101-018 R99 Correction of ATR examples
T3
revised - see T3-000287

T3-000279
CR 31.101-019 R99: SEARCH RECORD command: alignment with ISO/IEC 7816-9
T3
agreed -> TP-08

T3-000280
CR 31.102-035 R99 Addition of files to be read at USIM initialization
Nokia
revised - see T3-000293

T3-000281
CR 31.102-036 R99: Alignment to GSM 11.11 regarding PLNM access Terminology
T3 
agreed -> TP-08 (but postponed at TP-08)

T3-000282
R00 Work item description "Addition of CPHS features"
T3
agreed -> TP-08

T3-000283
LS to S1, T2 on Proposal for bookmark EF
T3
approved

T3-000284
LS to WAP in proposal for bookmark EF
T3
approved

T3-000285
R00 Work item description "Enhancements to 03.48"
T3
agreed -> TP-08

T3-000286
Draft R00 WI for SIM toolkit interpreter protocol
T3
revised - see T3-000300

T3-000287
CR 31.101-018 r1 R99: Correction of ATR examples
T3
agreed -> TP-08

T3-000288
CR 03.48-A011 R98: Definition of the TAR for the Card Manager
T3
agreed -> TP-08

T3-000289
CR 03.19-A002 r1 R98: Clarifications of EVENT_FORMATTED_SMS_PP_UPD, applet example
T3
agreed -> TP-08

T3-000290
CR 31.102-037 R99: Alignment with 33.102 regarding key set identifier
T3
agreed -> TP-08

T3-000291
CR 31.102-041 R99: Alignment with 33.102 regarding conversion functions
T3
agreed -> TP-08

T3-000292
CR 31.102-032r1 R99 HPLMN Length (equivalent to 9-00-0237)
T3
revised - see T3-000309

T3-000293
CR 31.102-035 R99: Files to be read at USIM initialization
T3
agreed -> TP-08

T3-000294
LS to WAP forum. Realtime requirements telecommuncation applications
T3 
approved

T3-000295
CR 31.111-003 R99: Correction of SAT commands for using GPRS in bearer independent protocol feature
T3 
revised - see T3-000321

T3-000296
CR 31.111-004 R99: Clarification of ME/SIM interface for bearer independent protocol feature
T3 
revised - see T3-000322

T3-000297
CR 31.102-038 R99 Addition of SFI values to files read at initialisation of the USIM application
T3
revised - see T3-000307

T3-000298
LS to T2 on multimode issues
T3
approved

T3-000299
CR 31.102-039 R99: Support of voltage classes
T3
agreed -> TP-08

T3-000300
R00 Work item description "SIM toolkit interpreter protocol"
T3
agreed -> TP-08

T3-000301
LS to S1, S3, T2 Security issues with ME user input and DTMF tones
T3
approved

T3-000302
R00 Work item description "Report on SIM/USIM interoperation"
T3 
agreed -> TP-08

T3-000303
CR 21.111-003 R99: Clarification of USIM application selection
T3
agreed -> TP-08

T3-000304
CR 21.111-004 R99: Alignment with 33.102: Enhanced User Identity Confidentiality (EUIC)
T3
agreed -> TP-08

T3-000305
CR 31.101-020 R99: Correction to T=0 mechanism
T3
agreed -> TP-08

T3-000306
LS to N1 GPRS connection set up by SIM to create a channel between SIM and the end point destination
T3
revised - see T3-000313

T3-000307
CR 31.102-038r1 R99 Addition of SFI values to files read at initialisation of the USIM application
T3
revised - see T3-000310

T3-000308
CR 31.101-021 R99 Alignment with new S1 R99 requirements on application selection
T3
revised - see T3-000311

T3-000309
CR 31.102-032 r2 R99: HPLMN Length
T3
agreed -> TP-08

T3-000310
CR 31.102-038 r2 R99: Addition of SFI values to files read at initialisation of the USIM application
T3
agreed -> TP-08

T3-000311
CR 31.101-021 r1 R99: Alignment with new S1 R99 requirements on application selection
T3
revised - see T3-000320

T3-000312
CR 31.102-040 R99: Addition of of files for MExE
T3
agreed -> TP-08

T3-000313
LS to N1 GPRS connection set up by SIM to create a channel between SIM and the end point destination
T3
approved

T3-000314
CR 31.101-022 R99: Correction of the application activation termination precedures
T3
revised - see T3-000318

T3-000315
CR 31.102-043 R99: Correction of the application activation termination precedures
T3
revised - see T3-000319

T3-000316
CR 31.111-002 R99: Correction of the application activation termination precedures
T3
agreed -> TP-08

T3-000317
CR 31.102-033 r1 R99: LAI, RAI and CNL : alignment with GSM 04.08
T3
agreed -> TP-08

T3-000318
CR 31.101-022 R99: Correction of the application activation termination precedures
Gemplus, Schlumberger
agreed -> TP-08

T3-000319
CR 31.102-043 R99: Correction of the application activation termination precedures
Gemplus, Schlumberger
agreed -> TP-08

T3-000320
CR 31.101-021 r2 R99: Alignment with new S1 R99 requirements on application selection
T3
postponed -> T3 #15

T3-000321
CR 31.111-003 R99: Correction of SAT commands for using GPRS in bearer independent protocol feature
T3 
agreed -> TP-08

T3-000322
CR 31.111-004 R99: Clarification of ME/SIM interface for bearer independent protocol feature
T3 
agreed -> TP-08
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