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Tdoc�Title�Source�Status��T3-010001�Draft Report for T3 #16, Seoul, 13 - 15  November, 2000�T3 secretary�revised - see T3-010002��T3-010002�Report for T3 #16, Seoul, 13 - 15  November, 2000�T3�approved��T3-010003�Draft Agenda for T3 #17, Berlin, 15 - 17 January, 2000�T3 secretary�discussed - see report��T3-010004�Status of T3 specifications after TSG-T #10�T3 secretary�noted��T3-010005�LS from N1 to T3 cc S1: re: "Emergency Call Indication in the network" (ref T3-000455)�N1 (N1-0001331)�noted��T3-010006�LS from S1 to T3, S3: re: "UMTS-AKA for GSM R’99 Mobiles” & support of UMTS AKA for GSM only R4 MEs"�S1 (S1-000867)�noted��T3-010007�LS from S1 to T3: re: "SAT/USAT Control of IP Multimedia Services" (ref T3-000483)�S1 (S1-000817)�discussed - see T3-010070��T3-010008�LS from T2 to WAP Forum cc T3: re: "Standardised Methods of Identifying Bookmarks"�T2 (T2-000800)�noted��T3-010009�LS from T2 to IrDA cc T3: "Potential Use of IrMC’s vBookmark"�T2 (T2-000801)�noted��T3-010010�LS from T2 to T3, S2, S3, N1: re: "IM Subsystem Address Storage on USIM"�T2 (T2-000804)�noted��T3-010011�CR 31.102- R99: Correction of APN feature�France Telecom�revised - see T3-010054��T3-010012�Request of 4 TAR-values attribution to EMV payment solution�Europay, France Telecom, Oberthur�forwarded to EP SCP��T3-010013�Allocation of a TAR value for File System Management�France Telecom�forwarded to EP SCP��T3-010014�CR 03.48- R99: OTA counter management�France Telecom���T3-010015�CR 31.111- Rel-4: Get Reader Status - correction to card identifier tag�Motorola�revised - see T3-010046��T3-010016�CR 31.111- Rel-4: Added identification of the “pressed key” to the User Activity event.�Celltick Technologies�revised - see T3-010043��T3-010017�TR ab.cde on SIM/USIM Internal and External Interworking Aspects�rapporteur�revised - see T3-01-0087��T3-010018�CR 31.102- R99: Clarification on EF(ANR) and EF(SNE)�Gemplus�revised - see T3-010055��T3-010019�CR 31.111- R99: Correction of TERMINAL PROFILE�Gemplus�revised - see T3-010051��T3-010020�CR 31.102- R99: Correction of the PROFILE download procedure�Gemplus�revised - see T3-010056��T3-010021�Addition of UTRA to the technology indicator�Gemplus�revised - see T3-010053��T3-010022�LS from GGRF: Reservation of a file identifier for iDEN�GGRF�discussed - see T3-010047��T3-010023�CR 31.102- R99: Indication of minimum clock frequency required by the USIM application�Nokia�revised - see T3-010057��T3-010024�CR 31.102- R99: Correction of APN use�Gemplus�withdrawn��T3-010025�CR 31.111- R99: Correction of OPEN CHANNEL for CS bearer�Gemplus�withdrawn��T3-010026�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Client use case.�Gemplus�revised - see T3-010071��T3-010027�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Server use case.�Gemplus�revised - see T3-010072��T3-010028�ETSI Bake-off Service – Review 2000 & Business Plan 2001�ETSI Director General�noted��T3-010029�Background information for T3-010016 (CR 31.111: Added identification of the “pressed key” to the User Activity event”�Celltick Technologies�revised - see T3-010042��T3-010030�Proposed new specification for a USAT interpreter stage 2�Gemplus�noted��T3-010031�CR 31.102- Rel-4: Introduction of features from the Common PCN Handset Specification (CPHS): mailbox numbers and indicators�WI rapporteur�revised - see T3-010079��T3-010032�CR 31.102- Rel-4: Introduction of features from the Common PCN Handset Specification (CPHS): Operator name display.�WI rapporteur�revised - see T3-010078��T3-010033�CR 31.102- R99: General Corrections�31.102 rapporteur�revised - see T3-010092��T3-010034�CR 31.102- R99: Correction to default HPLMN RAT�Nokia�revised - see T3-010044��T3-010035�CR 11.11- R99: Alignment between GSM 11.11 and TS 31.102 on default HPLMN RAT�Nokia�revised - see T3-010045��T3-010036�withdrawn (was identical to T3-010030)��withdrawn��T3-010037�3GPP TS 22.112 V1.1.0 "USAT Interpreter; Stage 1; (Release 4)"�22.112 rapporteur�noted��T3-010038�Report (Draft) from T3 ad hoc #24, (Java SIM API testing), Sophia-Antipolis, 9 - 11 January 2001�ad hoc secretary�noted��T3-010039�CR 03.19- R98: Clarification of the SIM Toolkit Framework behaviour and API�API SWG�revised - see T3-010063��T3-010040�CR 03.48- R99: Clarification of the Anti Replay Counter management�API SWG�revised - see T3-010084��T3-010041�T2 status report to TSG-T #10 (December 2000)�T2 secretary�noted��T3-010042�Background information for T3-010043 (CR 31.111: Added identification of the “pressed key” to the User Activity event”�Celltick Technologies�discussed��T3-010043�CR 31.111- Rel-4: Added identification of the “pressed key” to the User Activity event.�Celltick Technologies�revised - see T3-010066��T3-010044�CR 31.102-066 R99: Correction to default HPLMN RAT�Nokia�agreed -> TP-11��T3-010045�CR 11.11-A128 R99: Alignment between GSM 11.11 and TS 31.102 on default HPLMN RAT�Nokia�agreed -> TP-11��T3-010046�CR 31.111- Rel-4: Addition of partial APDUs for large data transfers�Motorola�not issued��T3-010047�CR 11.11-A127 R99: Addition to note for the iDEN file ID, ''7F31'�T3�agreed -> TP-11��T3-010048�LS from T2 to T3: Bluetooth as USAT local link mechanism�T2 (T2-000689)�discussed��T3-010049�LS from T2 to T3: Introduction of features from the CPHS for 3G Rel-4�T2 (T2-000770)�discussed��T3-010050�LS from T2 to T3, TSG-T, S3, N1: UE functionality split over physical devices�T2 (T2-000793)�noted��T3-010051�CR 31.111-025 R99: Correction of TERMINAL PROFILE�T3�agreed -> TP-11��T3-010052�CR 31.111-026 Rel-4: Correction of TERMINAL PROFILE�T3�agreed -> TP-11��T3-010053�CR 31.111-027 Rel-4: Addition of UTRAN to the technology indicator�T3�agreed -> TP-11��T3-010054�CR 31.102-065 R99: Correction and clarification of the APN Control feature�T3�revised - see T3-010073��T3-010055�CR 31.102-067 R99: Clarification on EF(ANR), EF(SNE) and EF(EMAIL)�T3�revised - see T3-010095��T3-010056�CR 31.102-068 R99: Correction of the PROFILE download procedure�T3�revised - see T3-010106��T3-010057�CR 31.102- R99: Indication of minimum clock frequency required by the USIM application�Nokia�revised - see T3-010097��T3-010058�LS to S3: Indication of minimum clock frequency required by the USIM application�T3�approved��T3-010059�Report of 31.102 splinter group day 1�31.102 rapporteur�noted��T3-010060�GSM 11.13 v1.1.0 "Test specification for SIM API for Java Card ™"�Rapporteur�noted��T3-010061�3GPP work plan�MCC�discussed��T3-010062�Presentation on results of recent meetings on Testing API and T3 SWG API�API SWG / Ad hoc chair�discussed��T3-010063�CR 03.19-A009 R98: Clarification of the SIM Toolkit Framework behaviour and API�T3�agreed -> TP-11��T3-010064�CR 03.19-A010 R99: Clarification of the SIM Toolkit Framework behaviour and API�T3�agreed -> TP-11��T3-010065�LS from S2: IM Subsystem Address Storage on USIM�S2 (S2-002111)�noted��T3-010066�CR 31.111- Rel-4: Added identification of the “pressed key” to the user activity event.�Celltick Technologies�revised - see T3-010096��T3-010067�CR 31.111- Rel-4: Modification to timeout of GET INKEY�T3 splintergroup�revised - see T3-010089��T3-010068�CR 31.111- Rel-4: Modification to timeout of DISPLAY TEXT with user clear�T3 splintergroup�revised - see T3-010094��T3-010069�LS to S1: Introduction of key Identification Feature in USIM Toolkit�T3�postponed ->T3 #18��T3-010070�LS to S1: SAT/USAT Control of IP Multimedia Services�T3�approved��T3-010071�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Client use case.�Gemplus�discussed -> T3 #18��T3-010072�CR 31.111- Rel-4: Use of USAT Bearer independent protocol for local links. Server use case.�Gemplus�discussed -> T3 #18��T3-010073�CR 31.102-065 r1 R99: Correction and clarification of the APN Control feature�T3�revised - see T3-010100��T3-010074�CR 31.111- Rel-4: New command "SELECT RECORD"�T3�withdrawn��T3-010075�Summary from T3 ad hocs #21 and #22 on the USAT interpreter.�USAT ad hoc chair�discussed��T3-010076�Proposal on USAT interpreter byte codes (stage 3)�USAT interpreter ad hoc�noted��T3-010077�LS to T2: Clarification on USAT local link mechanism�T3�approved��T3-010078�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�One2one and Orange�revised - see T3-010090��T3-010079�CR 31.102- Rel-4: Introduction of the voice mail feature from the Common PCN Handset Specification (CPHS)�One2one and Orange�revised - see T3-010086��T3-010080�CR 31.102-069 Rel-4: Clarification of EFARR access conditions�T3�agreed -> TP-11��T3-010081�LS to T2: Addition of CPHS features for Rel-4�T3�revised - see T3-010091��T3-010082�CR 23.040 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�revised - see T3-010104��T3-010083�CR 23.038 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�revised - see T3-010105��T3-010084�CR 03.48- R99: Clarification of the Anti Replay Counter management�API SWG�revised - see T3-010107��T3-010085�LS from S3 to N1 cc T3: Authentication request retransmission�S3 (S3-000761)�noted��T3-010086�CR 31.102- Rel-4: Introduction of the voice mail feature from the Common PCN Handset Specification (CPHS)�T3�revised - see T3-010101��T3-010087�TR 31.900 v0.1.0 on SIM/USIM Internal and External Interworking Aspects�T3�revised - see T3-010110��T3-010088�LS to T2 S1 and S3: Request for comments on TR 31.900 v0.1.0 "SIM/USIM Internal and External Interworking Aspects"�T3�revised - see T3-010109��T3-010089�CR 31.111- Rel-4: Modification to timeout of GET INKEY�T3 splintergroup�discussed ->T3 #18��T3-010090�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�revised - see T3-010099��T3-010091�LS to T2: Addition of CPHS features for Rel-4�T3�revised - see T3-010112��T3-010092�CR 31.102-071 R99: General Corrections�T3���T3-010093�Background information for T3-010066 on new event for key identification�Celltick Technologies�discussed ->T3 #18��T3-010094�CR 31.111- Rel-4: Modification to timeout of DISPLAY TEXT with user clear�T3 splintergroup�discussed ->T3 #18��T3-010095�CR 31.102-067 r1 R99: Clarification on EF(ANR), EF(SNE) and EF(EMAIL)�T3�revised - see T3-010113��T3-010096�CR 31.111- Rel-4: Addition of Key identification event�T3�revised - see T3-010108��T3-010097�CR 31.102-070 R99: Indication of minimum clock frequency required by the USIM application�Nokia�agreed -> TP-11��T3-010098�CR 31.102- Rel-4: Inclusion of operator name list�Orange, Cingular, Voicestream, One 2 One�discussed -> T3 #18��T3-010099�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�revised - see T3-010102��T3-010100�CR 31.102-065 r2 R99: Correction and clarification of the APN Control feature�T3�revised - see T3-010114��T3-010101�CR 31.102- Rel-4: Introduction of the voice mail feature from the Common PCN Handset Specification (CPHS)�T3�discussed -> T3 #18��T3-010102�CR 31.102- Rel-4: Introduction of the HPLMN Network Name feature from the Common PCN Handset Specification (CPHS)�T3�discussed -> T3 #18��T3-010103�LS to S1 on new feature "Operator PLMN Name List"�T3�revised - see T3-010115��T3-010104�CR 23.040 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�attached to LS in T3-010112��T3-010105�CR 23.038 Rel-4: "Message Waiting Indication Status Storage on the (U)SIM"�T3�attached to LS in T3-010112��T3-010106�CR 31.102-068 r1 R99: Correction of the PROFILE download procedure�T3�agreed -> TP-11��T3-010107�CR 03.48-A015 R99: Clarification of the Anti Replay Counter management�API SWG�agreed -> TP-11��T3-010108�CR 31.111- Rel-4: Addition of Key identification event�T3�discussed ->T3 #18��T3-010109�LS to T2 S1 and S3: Request for comments on TR 31.900 v0.2.0 "SIM/USIM Internal and External Interworking Aspects"�T3�approved��T3-010110�TR 31.900 v0.2.0 on SIM/USIM Internal and External Interworking Aspects�T3�noted��T3-010111�LS to T2: Discussion document on UE functionality split over physical devices�T3�approved��T3-010112�LS to T2: Addition of CPHS features for Rel-4�T3�approved��T3-010113�CR 31.102-067 r2 R99: Clarification on EF(ANR), EF(SNE) and EF(EMAIL)�T3�agreed -> TP-11��T3-010114�CR 31.102-065 r3 R99: Correction and clarification of the APN Control feature�T3�agreed -> TP-11��T3-010115�LS to S1 and S3: New feature "Operator PLMN Name List"�T3�approved�����������������������������������������������������������������������������
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