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1. Overall Description:

RAN2 discussed some remaining issues related to NR V2X cell (re-)selection and reached the following agreements:

Agreements on cell reselection: 

1:
To follow LTE principle, for NR V2X, RRC_Connected UE can also perform cell reselection due to its sidelink service.

2:
If a carrier doesn’t broadcast the V2X SIB but provide it by on-demand, then this frequency should be indicated by other frequency as anchor frequency in the V2X SIB. There will be no specification impact in TS 38.304 and TS38.331.

3:
For a concerned frequency, If UE supports both NR and LTE SL, but UE’s camped cell can only provide one SL RAT configuration in the concerned frequency, then pre-configured SL resource on that frequency cannot be used on the other RAT if the UE is also in-coverage of that RAT.

4:
In the case UE supports both NR and LTE SL RAT, but UE’s camped cell can only provide one SL RAT configuration, then if the UE is also in coverage for the other RAT, then the UE may acquire the other SL RAT configuration by reading the broadcast V2X SIB on the concerned carrier. There will be no specification impact.
2. Actions:

To RAN2 group

RAN2 respectfully requests CT1 to take the above into account in the related work.

3. Date of Next TSG-RAN2 Meetings:

3GPPRAN2#111
17 - 28 August 2020   
online.

3GPPRAN2#112
2 – 13 November 2020   
online

