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1. Overall Description:	Comment by Ericsson: Wang Min-> perhaps it is helpful to add some background information on the adaptation layer, i.e., the functionalities. Which can help SA3 to understand the intentions that the adaptation layer is designed..
Based on the following agreements from RAN2#113bis, 
Proposal 3: For both DL and UL transmission of Uu radio bearers other than SRB0, identity information of a remote UE and its Uu radio bearer are included in the header of adaptation layer over Uu. FFS for SRB0. FFS if the presence of adaptation layer header can be configurable. (24/24)	Comment by Ericsson: Wang Min-> we may also add agreements on the adaptation layer for the PC5 interface	Comment by Apple - Zhibin Wu: No strong view. But so far, we have no agreements on the UE ID to be used in PC5 Adaptation header.
Proposal 3b: The UE ID in the adaptation layer header is a local, temporary remote UE ID. FFS whether the local, temporary remote UE ID is assigned by the relay UE, or the serving gNB of the relay UE. (23/24)
RAN2 discussed how to configure the remote UE ID in the adaptation layer, and reached the following agreements during RAN2#115
Proposal 8		Serving gNB of relay UE assigns the local/temp remote UE ID.

2. Actions:
To SA3: RAN2 respectfully requests SA3 to take the above agreements into account.

3. Dates of Next TSG-RAN WG2 Meetings:
TSG RAN WG2 Meeting #116-e	1 November– 12 November 2021	eMeeting
TSG RAN WG2 Meeting #117	21 February – 25 February 2022	Athens, GR
