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	Reason for change:
	The data field is ciphered, however the definition of the data field, i.e. the coverage of security, is not clear in the current PDCP specification.

[bookmark: _GoBack]Specifically for Release 16, it is not clear whether to cipher the EHC header. However, the EHC header is ciphered according to RAN2#107bis agreements:
The EHC function is in PDCP
The EHC header is located after the SDAP header, and it is ciphered  

	
	

	Summary of change:
	To add a NOTE “All fields other than PDCP PDU header and MAC-I belong to Data field” to Section 6.3.3 to clarify the coverage of ciphering. 

Impact analysis
Impacted functionality: 
Security

Inter-operability: 
There are no interoperabiltiy issue foreseen for Release 15. This CR is for consistency with Release 16 specification to avoid further confusion. 

	
	

	Consequences if not approved:
	Which part of PDCP PDU UE shall cipher remains unclear. It may cause unnecessary deciphering failure.
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<Start of modification>
[bookmark: _Toc46523589]6.3.3	Data
Length: Variable
The Data field may include either one of the following:
-	Uncompressed PDCP SDU (user plane data, or control plane data); or
-	Compressed PDCP SDU (user plane data only); or
-	UDC header and UDC Data Block if UDC is configured.
NOTE:	All fields other than PDCP PDU header and MAC-I belong to Data field.‎
<End of modification>
