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1	Introduction
This document relates to this offline discussion:
	* [POST116bis-e][515][RA Part] CP open issues (Ericsson) 
Scope:
- List of critical open issues to be resolved for WI completion
- Updated CR 38.331 for information and review 
NOTE: NO contributions on these critical open issues are expected
Deadline:
- Open issues list Jan. 28th
- Company inputs Feb. 15th
This document captures a list of remaining open issues for TS 38.331 for RIP.
Note: The draft running CR attempts to capture agreements and a baseline framework for continued updates as a result of when RACH specific agreements are made in WI-specific discussions (e.g. RedCap, CE, Slicing etc).
The following delegates participated in the discussion:
	Company
	Contact Name, Email

	Ericsson
	Henrik.enbuske@ericsson.com

	
	

	
	

	
	

	
	

	
	



[bookmark: _Ref178064866]2	Open issue list to current running CR
Below is a list of open issues which does not fit under WI-specific Open Issues and are RIP specific.
	Slogan
	Open issue description

	Criticality

	Remark

	FFS if we remove the FeatureCombination from RACH common config and only keep 2)

	1) If the indication in RACH-ConfigCommon allows to associate an additional whole RACH resource to a specific feature combination. This feature combination may then be considered the default one associated to all ROs of an additional RACH configuration,

	Should be addressed early
	Construct with or without will work but overall structure needs changes and thus this benefits from early decision
Current version of the running CR has this top level removed. Compare with previous version for changes

	WI Specific parameters
	· Signaling and parameters to be implemented from WI-specific discussions
	Noncritical
	Expected to be added as part of output from WI-specific agreements/progress.
Currently only place holder is captured which needs WI input.

	Mapping between 2-step RA preambles and PUSCH resources for MsgA
	· It is unclear if the legacy mapping mechanism between 2-step preambles to MsgA PUSCH resources can be used as it is.
	Should be addressed
	RAN2 needs to make sure the mapping is clear. If it is clear, this issue can be closed, if unclear, RAN2 should make sure it is clear.

	L1 parameters 
	· Remaining, yet to be implemented after WI Specific discussions
	TBD
	

	
	· 
	
	

	FFS if CE indication is configured, then the RACH partition is only applicable to the RACH procedure where CE is required. Otherwise, if CE indication is not configured, then the RACH partition is applicable to the RACH procedure where CE is not required. (if CE is considered as part of feature combination)

	· COND construct or similar - to be confirmed
	TBD
	

	Maximum number of additional RACH configurations

	· Define constraints in multiplicity (6.4)
	Noncritical
	maxAdditionalRACH-r17					INTEGER ::= TBD      -- Maximum number of additional RACH configurations


	Multiple bit use for Slicing. 
	· To determine if one or multiple bits use for Slicing. 
	TBD
	To be defined once we have the meaning and use of multiple bits from Slicing WI
Slicing WI should define how many slices there might be in total. Then the indication may just reflect this number. Up to Slicing WI to define the mapping between slice ID and PLMN or priority or other. 
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Please provide input below:
	Company 
	Comments / new open issues

	
	

	
	

	
	





3.	Other General Open Issues

	Slogan
	Open issue description

	Criticality
	Remark

	
	
	
	

	
	
	
	

	
	
	
	



Please provide input below:
	Company 
	Comments / new open issues

	
	

	
	

	
	



4.	Summary and Conclusion with Proposals
Based on the discussion above it is proposed:
No table of figures entries found.
