

	
3GPP TSG-RAN2 Meeting # 116bis-e	R2-2201963
Online, 17 - 25 January 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.300
	CR
	draft CR
	rev
	-
	Current version:
	16.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Running 38300 CR for NR coverage enhancements

	
	

	Source to WG:
	China Telecom

	Source to TSG:
	R2

	
	

	Work item code:
	NR_cov_enh-Core
	
	Date:
	2022-01-28

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	This is a draft of the running NR coverage enhancements CR for 38.300. To be updated as the work progresses.

	
	

	Summary of change:
	Introduce new section for the description of NR coverage enhancement feature except the RACH aspects decided by the RACH common session.

	
	

	Consequences if not approved:
	NR coverage enhancements is not supported in 38.300

	
	

	Clauses affected:
	TBD

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR should be lifted to the latest version of the specification.

	
	

	This CR's revision history:
	 Revisions of R2-2200515 based on post RAN2#116bis-e offline discussions.



Page 1


[bookmark: _Toc5285019]First Modified Subclause
[bookmark: _Toc20387885][bookmark: _Toc29375964][bookmark: _Toc37231821][bookmark: _Toc46501874][bookmark: _Toc51971222][bookmark: _Toc52551205][bookmark: _Toc76504857]3	Abbreviations and Definitions
[bookmark: _Toc20387886][bookmark: _Toc29375965][bookmark: _Toc37231822][bookmark: _Toc46501875][bookmark: _Toc51971223][bookmark: _Toc52551206][bookmark: _Toc90589731]3.1	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1], in TS 36.300 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] and TS 36.300 [2].
5GC	5G Core Network
5GS	5G System
5QI	5G QoS Identifier
A-CSI	Aperiodic CSI
AKA	Authentication and Key Agreement
AMBR	Aggregate Maximum Bit Rate
AMC	Adaptive Modulation and Coding
AMF	Access and Mobility Management Function
ARP	Allocation and Retention Priority
BA	Bandwidth Adaptation
BCH	Broadcast Channel
BH	Backhaul
BL	Bandwidth reduced Low complexity
BPSK	Binary Phase Shift Keying
C-RNTI	Cell RNTI
CAG	Closed Access Group
CAPC	Channel Access Priority Class
CBRA	Contention Based Random Access
CCE	Control Channel Element
CD-SSB	Cell Defining SSB
CFRA	Contention Free Random Access
CHO	Conditional Handover
CIoT	Cellular Internet of Things
CLI	Cross Link interference
CMAS	Commercial Mobile Alert Service
CORESET	Control Resource Set
CP	Cyclic Prefix
CPC	Conditional PSCell Change
DAG	Directed Acyclic Graph
DAPS	Dual Active Protocol Stack
DFT	Discrete Fourier Transform
DCI	Downlink Control Information
DCP	DCI with CRC scrambled by PS-RNTI
DL-AoD	Downlink Angle-of-Departure
DL-SCH	Downlink Shared Channel
DL-TDOA	Downlink Time Difference Of Arrival
DMRS	Demodulation Reference Signal
DRX	Discontinuous Reception
E-CID	Enhanced Cell-ID (positioning method)
EHC	Ethernet Header Compression
ETWS	Earthquake and Tsunami Warning System
FS	Feature Set
GFBR	Guaranteed Flow Bit Rate
HRNN	Human-Readable Network Name
IAB	Integrated Access and Backhaul
I-RNTI	Inactive RNTI
INT-RNTI	Interruption RNTI
KPAS	Korean Public Alarm System
LDPC	Low Density Parity Check
MDBV	Maximum Data Burst Volume
MIB	Master Information Block
MICO	Mobile Initiated Connection Only
MFBR	Maximum Flow Bit Rate
MMTEL	Multimedia telephony
MNO	Mobile Network Operator
MPE	Maximum Permissible Exposure
MT	Mobile Termination
MU-MIMO	Multi User MIMO
Multi-RTT	Multi-Round Trip Time
NB-IoT	Narrow Band Internet of Things
NCGI	NR Cell Global Identifier
NCR	Neighbour Cell Relation
NCRT	Neighbour Cell Relation Table
NGAP	NG Application Protocol
NID	Network Identifier
NPN	Non-Public Network
NR	NR Radio Access
P-MPR	Power Management Maximum Power Reduction
P-RNTI	Paging RNTI
PCH	Paging Channel
PCI	Physical Cell Identifier
PDCCH	Physical Downlink Control Channel
PDSCH	Physical Downlink Shared Channel
PLMN	Public Land Mobile Network
PNI-NPN	Public Network Integrated NPN
PO	Paging Occasion
PRACH	Physical Random Access Channel
PRB	Physical Resource Block
PRG	Precoding Resource block Group
PS-RNTI	Power Saving RNTI
PSS	Primary Synchronisation Signal
PUCCH	Physical Uplink Control Channel
PUSCH	Physical Uplink Shared Channel
PWS	Public Warning System
QAM	Quadrature Amplitude Modulation
QFI	QoS Flow ID
QPSK	Quadrature Phase Shift Keying
RA	Random Access
RA-RNTI	Random Access RNTI
RACH	Random Access Channel
RANAC	RAN-based Notification Area Code
REG	Resource Element Group
RIM	Remote Interference Management
RMSI	Remaining Minimum SI
RNA	RAN-based Notification Area
RNAU	RAN-based Notification Area Update
RNTI	Radio Network Temporary Identifier
RQA	Reflective QoS Attribute
RQoS	Reflective Quality of Service
RS	Reference Signal
RSRP	Reference Signal Received Power
RSRQ	Reference Signal Received Quality
RSSI	Received Signal Strength Indicator
RSTD	Reference Signal Time Difference
SCS	SubCarrier Spacing
SD	Slice Differentiator
SDAP	Service Data Adaptation Protocol
SFI-RNTI	Slot Format Indication RNTI
SIB	System Information Block
SI-RNTI	System Information RNTI
SLA	Service Level Agreement
SMC	Security Mode Command
SMF	Session Management Function
S-NSSAI	Single Network Slice Selection Assistance Information
SNPN	Stand-alone Non-Public Network
SNPN ID	Stand-alone Non-Public Network Identity
SPS	Semi-Persistent Scheduling
SR	Scheduling Request
SRS	Sounding Reference Signal
SRVCC	Single Radio Voice Call Continuity
SS	Synchronization Signal
SSB	SS/PBCH block
SSS	Secondary Synchronisation Signal
SST	Slice/Service Type
SU-MIMO	Single User MIMO
SUL	Supplementary Uplink
TA	Timing Advance
TB	Transport Block
TPC	Transmit Power Control
TRP	Transmit/Receive Point
UCI	Uplink Control Information
UL-AoA	Uplink Angles of Arrival
UL-RTOA	Uplink Relative Time of Arrival
UL-SCH	Uplink Shared Channel
UPF	User Plane Function
URLLC	Ultra-Reliable and Low Latency Communications
V2X	Vehicle-to-Everything
Xn-C	Xn-Control plane
Xn-U	Xn-User plane
XnAP	Xn Application Protocol
[bookmark: _Toc5707233][bookmark: _Hlk6564133][bookmark: _Hlk6564150][bookmark: _Toc29376160]Next Modified Subclause
18	Support for NR coverage enhancements
To improve NR uplink coverage for both FR1 and FR2 as well as TDD and FDD, the following enhancements on PUSCH, PUCCH and MSG3 PUSCH are supported: 
-	For PUSCH repetition Type A, the maximum number of repetitions is increased up to 32, applicable to both PUSCH transmission with and without dynamic grant. In addition, counting based on available slots is supported, the increased maximum number of repetitions for counting based on available slots and counting based on physical slots are both 32.
-	TB processing over multi-slot is supported for PUSCH transmission with and without dynamic grant. For a single transmission of TB processing over multi-slot PUSCH, the TB size is based on all the allocated REs across the multiple slots, and the number of slots is counted based on the available slots for UL transmission. In addition, repetition of TB processing over multi-slot PUSCH is also supported.
-	DMRS bundling is supported for PUSCH repetition Type A scheduled by DCI format 0_1 or 0_2, for PUSCH repetition Type A with configured grant, for PUSCH repetition Type B, for TB processing over multi-slot PUSCH and for PUCCH repetitions of PUCCH format 1, 3, 4. 
-	Dynamic PUCCH repetition factor indication configured per PUCCH resource is introduced, applicable to all PUCCH formats. 
-	PUSCH repetition Type A for MSG3 transmission is supported on both NUL and SUL, applicable to 4-step CBRA. If configured, the UE requests MSG3 repetition via separate PRACH resource when the RSRP of DL path-loss reference is lower than a configured threshold. 
Editor’s Note: The support for repetition of CFRA PUSCH is FFS, depending on whether the work assumption made in RAN1#107-e meeting that support repetition for CFRA PUSCH is confirmed in RAN1 or not. 
End of Changes
Annex	1- RAN1 agreements on NR coverage enhancements
RAN1 #104-e
	PUSCH enhancements:

	Select one of the following alternatives, considering the aspect whether or not the determination of all the available slots should be done prior to the first actual transmission of the repetitions (other alternatives are not precluded)
-        Alt1: Whether or not a slot is determined as available for UL transmissions depends on RRC configurations (at least tdd_ul_dl configuration, FFS: other RRC configurations) and does not depend on dynamic signaling (at least SFI, FFS: other dynamic signaling e.g. CI, PUSCH priority for URLLC).
-        Alt2: Whether or not a slot is determined as available for UL transmissions depends on RRC configurations (at least tdd_ul_dl configuration, FFS: other RRC configurations) and also depends on dynamic signaling (at least SFI, FFS: other dynamic signaling e.g. CI, PUSCH priority for URLLC).
	No impact

	The maximum number of repetitions for DG-PUSCH is also applicable to CG-PUSCH.
	Captured

	For defining available slots: a slot is determined as unavailable if at least one of the symbols indicated by TDRA for a PUSCH in the slot overlaps with the symbol not intended for UL transmissions
· FFS details
	stage-3 level agreement, not captured in stage-2 specifications

	Rel-17 PUSCH repetition Type A supports the increase of maximum number of repetitions with repetition factors configured in a TDRA list with a row index indicated either by the configured grant configuration or by TDRA field in a DCI.
· FFS: increasing the maximum number of repetitions with repetition factor configured in PUSCH-Config and/or ConfiguredGrantConfig.
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion:
Discuss further to select one of the following alternatives:
· Alt-a: The determination of all the available slots has to be done prior to the first actual transmission of the repetitions.
· Alt-b: The determination of all the available slots does not have to be done prior to the first actual transmission of the repetitions. The timeline requirement is per repetition basis.
	No impact

	Consider one or two of the following options as starting points to design time domain resource determination of TBoMS
· PUSCH repetition type A like TDRA, i.e., the number of allocated symbols is the same in each slot.
· PUSCH repetition type B like TDRA, i.e., the number of allocated symbols in each slot can be different
	No impact

	The same number of PRBs per symbol is allocated across slots for TBoMS transmission.
	stage-3 level agreement, not captured in stage-2 specifications

	Consecutive physical slots for UL transmission can be used for TBoMS for unpaired spectrum 
· To resolve in RAN1#104b-e whether to support non-consecutive physical slots for UL transmission for TBoMS for unpaired spectrum 
Consecutive physical slots for UL transmission can be used for TBoMS for paired spectrum and the SUL band 
· FFS if non-consecutive physical slots for UL transmission are also supported for paired spectrum and the SUL band
	stage-3 level agreement, not captured in stage-2 specifications

	For TBoMS, the maximum supported TBS should not exceed legacy maximum supported TBS in Rel-15/16, for the same number of layers. 
· FFS: Details and further constraints on the applicability of TBoMS.
	stage-3 level agreement, not captured in stage-2 specifications

	One or two of the following approaches will be considered as a starting point to decide how NInfo for TBoMS is calculated (aiming for down selection in RAN1 #104-bis-e):
· Approach 1: Based on all REs determined across the symbols or slots (FFS whether symbols or slots are used) over which the TBoMS transmission is allocated
· Approach 2: Based on the number of REs determined in the first L symbols over which the TBoMS transmission is allocated, scaled by K≥1.
· FFS: the definition of K
Note: L is the number of symbols determined using the SLIV of PUSCH indicated via TDRA
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed, and details on how to handle such scenarios.
	No impact

	One or two of the following options will be considered (aiming for down-selection in RAN1#104b-e) to calculate NohPRB for TBoMS:
· Option 1: NohPRB is assumed to be the same for all the slots over which the TBoMS transmission is allocated and can be configured by xOverhead as in Rel-15/16.
· Option 2: NohPRB is calculated depending on both xOverhead and the number of symbols or slots (FFS whether symbol or slot are used) over which the TBoMS transmission is allocated.
· FFS: if either the number of symbols or the number of slots is used. 
· FFS: if xOverhead is separately configured from the one in Rel-15/16.
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols allocated over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed.
	No impact

	Following potential use cases are considered for joint channel estimation for PUSCH:
· Use case 1: back-to-back PUSCH transmissions within one slot.
· Use case 2: non-back-to-back PUSCH transmissions within one slot.
· Use case 3: back-to-back PUSCH transmissions across consecutive slots.
· Use case 4: non-back-to-back PUSCH transmissions across consecutive slots.
· Use case 5: PUSCH transmissions across non-consecutive slots.
Note: RAN1 assumes “back-to-back PUSCH transmission” has zero gap in-between adjacent PUSCH transmissions.
	No impact

	For back-to-back PUSCH transmissions across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation at least for the following case:
· Over back-to-back PUSCH transmissions (of the same TB) for repetition type A scheduled by dynamic grant or configured grant
· FFS details (including possible other cases)
	stage-3 level agreement, not captured in stage-2 specifications

	For joint channel estimation, a time domain window is introduced to facilitate further discussion, during which UE is expected to maintain power consistency and phase continuity among PUSCH transmissions subject to power consistency and phase continuity requirements.
· FFS: whether the window should be specified
· FFS: the length of the time domain window is defined by a set of repetitions/slots/symbols
· FFS: single or multiple time domain windows
· FFS: relation with UE capability
· FFS: the time domain window may or may not be configured.
· FFS: whether the term "time domain window" is used in the specification or replaced by other technical terms
· FFS: Whether the window is determined by the power consistency and phase continuity requirements and/or by other factors is to be decided.
	No impact

	Companies are encouraged to study optimization of DMRS granularity in time domain with joint channel estimation, including:
· Use cases
· Simulations results
· Enhanced schemes, e.g.,
· Different DMRS density for different PUSCH transmissions
· No DMRS for some PUSCH transmissions
· If applicable, impact of dynamic changes, e.g., cancellation of a repetition and companies report the evaluation method.
Companies are encouraged to study optimization of DMRS location in time domain with joint channel estimation, including:
· Use cases
· Simulations results
· Enhanced schemes, e.g.,
· DMRS equally spaced among PUSCH transmissions
· DMRS located in special slots
· Orphan symbol used for DMRS
· If applicable, impact of dynamic changes, e.g., cancellation of a repetition and companies report the evaluation method.
Note: the simulation assumptions for DM-RS in TR 38.830 are used as baseline for performance evaluation on optimization of DMRS location/granularity in time domain.
· Take into account impairments such as frequency offset, and report corresponding parametrization together with the results. Further discuss impairment details.
	No impact

	Working assumption:
· For back-to-back PUSCH transmissions across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following case:
· Over back-to-back PUSCH transmissions for one TB processed over multiple slots
· It’s subject to UE capability
	No impact

	For joint channel estimation.
· Take into account the residual frequency error, e.g., +/- 0.1 ppm as upper bound. 
Companies can report other values and frequency error model.
	No impact

	PUCCH enhancements:

	Down select from the following two options to support dynamic PUCCH repetition factor indication.
· Option 1 (without DCI enhancement): Enhance RRC signaling to allow configuration of PUCCH repetition factor per PUCCH resource. PUCCH repetition factor is implicitly indicated by DCI.
· FFS details, e.g., via reusing the “PUCCH resource indicator” field (without increase # bits of it), starting CCE index (when applicable) of DCI, by PDCCH aggregation level, etc.
· FFS: RRC signaling enhancement details
· Option 2 (with DCI enhancement): PUCCH repetition factor is explicitly indicated by DCI
· e.g., introduce a new field or increase the number of bits of an existing field (e.g., PRI) in DCI for PUCCH repetition factor indication
· FFS whether there is a need for RRC update
	No impact

	Subject to the prerequisite of DMRS bundling for PUCCH repetitions, enhance inter-slot frequency hopping pattern for PUCCH repetitions with DMRS bundling. 
· FFS: details in inter-slot frequency hopping pattern enhancement, e.g., additional frequency hopping patterns than Rel-16.
· Strive for common design for PUSCH/PUCCH with DMRS bundling as much as possible
	No impact

	Subject to the prerequisites of DMRS bundling for PUCCH repetitions, support enabling PUCCH repetitions with DMRS bundling via RRC configuration. 
· FFS: the configuration is per UE or per PUCCH resource. 
· FFS: whether additional dynamic signaling is needed to enable/disable PUCCH repetitions with DMRS bundling
· FFS: necessity of additional signaling/configuration of DMRS bundling duration/window and associated size
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion: In Rel-17, deprioritize the study of DMRS pattern/location/granularity optimization for PUCCH coverage enhancement in AI 8.8.2. This conclusion could be revisited after the progress on the study of DMRS pattern/location/granularity optimization for PUSCH coverage enhancement in AI 8.8.1.3. 
	No impact

	Conclusion: For the study of enhancing inter-slot frequency hopping pattern for PUCCH repetitions with DMRS bundling, at least the following aspects can be considered:
· Performance tradeoff between maximizing # consecutive UL slots in one frequency hop (to achieve more DMRS bundling gain) and maximizing # hops (to achieve more diversity gain)
· Note: the maximum # frequency hopping positions is still 2 as in Rel-15/16.
· Interaction between hopping boundary determination and TDD configuration
	No impact

	Conclusion: For the simulations to study the enhancement of inter-slot frequency hopping pattern for PUCCH repetitions with DMRS bundling, simulation assumptions in 38.830 are reused as a starting point. 
Note: Additional simulation scenarios/assumptions are not precluded. 
	No impact

	Type A PUSCH repetitions for Msg3:

	For indication of the number of repetitions for Msg3 initial transmission, down-select one option from the options below.
· Option1: UL grant scheduling Msg3.
· FFS details.
· FFS fallbackRAR UL grant. 
· Note: Optimization specific for fallbackRAR UL grant in 2-step RACH is not considered in Rel-17 CovEnh WI, if supported.
· Option2: DCI format 1_0 with CRC scrambled by RA-RNTI
· FFS details. 
· Option3: SIB1 only
Any modifications of RAR UL grant or DCI format 1_0 with CRC scrambled by RA-RNTI for indicating Msg3 repetitions shall not impact the legacy UE interpretation of the RAR or DCI format 1_0 with CRC scrambled by RA-RNTI respectively.
	No impact

	For indication of the number of repetitions for Msg3 re-transmission, down-select one option from the options below.
Option1: DCI format 0_0 with CRC scrambled by TC-RNTI.
FFS details.
Any modifications of DCI format 0_0 with CRC scrambled by TC-RNTI for indicating Msg3 repetitions shall not impact the legacy UE interpretation of the DCI format 0_0 with CRC scrambled by TC-RNTI.
Option2: Can be determined based on the repetition number  for  Msg3 initial transmission
	No impact

	Support inter-slot frequency hopping for repetition of Msg3 initial and re-transmission.
FFS details, e.g., signaling etc.
	stage-3 level agreement, not captured in stage-2 specifications 

	For Msg3 PUSCH repetition, the following options are considered, aiming for down-selection in RAN1#104b-e:
·  Option 1-1: For gNB scheduled Msg3 PUSCH repetition without UE request,
· A UE indicates to support of Msg3 PUSCH repetition via separate PRACH occasion or separate PRACH preamble in case of shared PRACH occasions.
· For a UE supporting Msg3 PUSCH repetition, gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions.
· FFS details if any.
· Option 1-2: For gNB scheduled Msg3 PUSCH repetition without UE request,
· gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions.
· For UE does not support Msg3 PUSCH repetition, UE transmits Msg3 PUSCH without repetition
· For UE does support Msg3 PUSCH repetition, UE transmits Msg3 PUSCH with repetition as indicated by gNB and UE uses, e.g., separate DMRS configuration or UCI multiplexing with Msg3 PUSCH (or other ways)
· Note: e.g., this can be for differentiation between UEs not supporting Msg3 PUSCH repetition and Rel-17 CE UEs supporting Msg3 PUSCH repetition or between RACH procedure with Msg3 PUSCH repetition and Msg3 PUSCH without repetition, etc.
· gNB blindly decodes Msg3 PUSCH with two different assumptions, w/ and w/o repetition.
· FFS details if any.
· Option 2-1: For UE triggered Msg3 PUSCH repetition with gNB indicating the number of repetitions,
· A UE can trigger RACH procedure with Msg3 PUSCH repetition via separate PRACH occasion or separate PRACH preamble in case of shared PRACH occasions.
· Whether a UE would trigger is based on some conditions, e.g., measured SS-RSRP threshold, which may or may not have spec impact.
· If Msg3 PUSCH repetition is triggered by UE, gNB decides the number of repetitions for Msg3 PUSCH 3 (re)-transmission.  
· FFS details if any.
· Option 2-2: For UE triggered Msg3 PUSCH repetition with gNB indicating the number of repetitions,
· gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions.
· If Msg3 PUSCH repetition is scheduled, UE transmits Msg3 PUSCH with or without repetition. If UE transmits Msg3 PUSCH repetition, the number of repetition follows the indication of gNB and UE uses e.g., separate DMRS configuration or UCI multiplexing with Msg3 PUSCH (or other ways)
· Whether a UE would trigger is based on some conditions, e.g., measured SS-RSRP threshold, which may or may not have spec impact.
· FFS details if any.
· Other options are not precluded. 
	No impact



RAN1 #104b-e
	PUSCH enhancements:

	[bookmark: _Hlk69480891]Non-consecutive physical slots for UL transmission can be used to transmit TBoMS at least for unpaired spectrum.
· How TBoMS is transmitted over non-consecutive physical slots for UL transmission for unpaired spectrum is to be discussed further. 
· Whether and how non-consecutive physical slots for UL transmission can be used to transmit TBoMS for paired spectrum and SUL band as well, is to be discussed further.
	stage-3 level agreement, not captured in stage-2 specifications

	Working Assumption
The concept of transmission occasion for TBoMS (TOT) is utilized for the purpose of discussion, where a TOT is constituted of time domain resources which may or may not span multiple slots
· FFS: details, whether multiple slots which constitute a TOT are consecutive or non-consecutive physical slots for UL transmissions
· FFS: other details. 
· FFS: whether such concept will be specified or not.
	No impact

	For the definition of a single TBoMS, down select among the following options:
· Option 1: Only one TOT is determined for a TBoMS. The TB is transmitted on the TOT using a single RV. 
· FFS: whether and how the single RV is rate matched across the TOT, e.g., continuous rate-matching across the TOT, rate matched for each slot and so on.
· Option 2: Only one TOT is determined for a TBoMS. The TB is transmitted on the TOT using different RVs.
· FFS: how RV index is refreshed within the TOT, e.g. after each slot boundary, at every jump between two non-contiguous resources, if any, and so on. 
· Option 3: Multiple TOTs are determined for a TBoMS. The TB is transmitted on the multiple TOTs using a single RV. 
· FFS: how the single RV is rate matched across single or multiple TOTs, e.g., rate matched for each TOT, rate matched for all the TOTs, rate matched for each slot and so on. 
· Option 4: Multiple TOTs are determined for a TBoMS. The TB is transmitted on the multiple TOTs using different RVs. 
· FFS: whether and how RV index is refreshed within one TOT, e.g. after each slot boundary, at every jump between two non-contiguous resources, if any, and so on. 
· FFS: the exact TBS determination procedure. 
· FFS: whether a single TBoMS can be repeated or not.
· FFS: other implications, e.g., power control, collision handling and so on. 
	No impact

	For joint channel estimation, specify a time domain window during which a UE is expected to maintain power consistency and phase continuity among PUSCH transmissions subject to power consistency and phase continuity requirements.
· FFS how the time domain window is determined (e.g., via explicit configuration and/or implicitly derived) and whether or not to have the possibility of enabling/disabling the time domain window
· FFS the units the time domain window (e.g. repetitions, slots, and/or symbols)
· FFS : association between the potential use case(s) and units of the time window
· FFS: single or multiple time domain windows
· FFS: relation with UE capability
· FFS: whether the term "time domain window" is used in the specification or replaced by other technical terms
· FFS whether or not to further consider impacting of timing advance
	stage-3 level agreement, not captured in stage-2 specifications

	A new DMRS pattern equally spaced among PUSCH transmissions is not considered for joint channel estimation in Rel-17.
	No impact

	For inter-slot frequency hopping with inter-slot bundling, down select on the following two options:
· Option 1: The bundle size (time domain hopping interval) equals to the time domain window size.
· Option 2: The bundle size (time domain hopping interval) can be different from the time domain window size.
· FFS: Whether the bundle size (time domain hopping interval) is explicitly configured or implicitly determined.
· FFS: Whether/How the bundle size (time domain hopping interval) is defined separately for FDD and TDD.
· FFS: relation between the bundle size (time domain hopping interval) and the time domain window size

Conclusion:
For optimization of DMRS granularity in time domain with joint channel estimation, the proponents are encouraged to provide more simulation results in next meeting
	No impact

	For the time domain window for joint channel estimation, down select on the following two options:
· Option 1: The unit of the time domain window is defined separately for the following PUSCH transmissions:
· PUSCH repetition type A
· PUSCH repetition type B, if agreed
· TBoMS, if agreed
· Different TB, if agreed
· Option 2: The unit of the time domain window is the same for the following PUSCH transmission:
· PUSCH repetition type A
· PUSCH repetition type B, if agreed
· TBoMS, if agreed
· Different TB, if agreed
	No impact

	For back-to-back PUSCH transmissions across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following cases:
· Over back-to-back PUSCH transmissions (of the same TB) for repetition type B scheduled by dynamic grant or configured grant, if it reuses only those joint channel estimation specification enhancements defined to support repetition Type A. 
· FFS: additional specification enhancements on top of that defined to support repetition Type A
· Only for single layer transmissions
· Subject to UE capability
· FFS: Over back-to-back PUSCH transmissions with different TBs
	stage-3 level agreement, not captured in stage-2 specifications

	Type A PUSCH repetitions for Msg3:

	For Msg3 PUSCH repetition, support the following modified Option 2-1. 
· Option 2-1: For UE requested Msg3 PUSCH repetition with gNB indicating the number of repetitions,
· A UE can request Msg3 PUSCH repetition via separate PRACH resources (FFS details, e.g., separate PRACH occasion or separate PRACH preamble in case of shared PRACH occasions after SSB association, etc.).
· Whether a UE would request trigger is based on some conditions, e.g., measured SS-RSRP threshold, which may or may not have spec impact.
· If Msg3 PUSCH repetition is requested triggered by UE, gNB decides whether to schedule Msg3 PUSCH repetition or not. If scheduled, gNB decides the number of repetitions for Msg3 PUSCH 3 (re)-transmission.  
· FFS the UE capability of supporting Msg3 PUSCH repetition can be reported after initial access procedure as usual
· FFS details if any.
	Partly captured

	For the determination of RV for Msg3 PUSCH repetition, 
· RV of the first repetition is determined in the same way as legacy.
· Use RV 0 for the first repetition of Msg3 PUSCH initial transmission.
· Use a dynamically indicated RV id via DCI 0_0 with CRC scrambled by TC-RNTI for the first repetition of Msg3 PUSCH re-transmission.
· FFS determination of the RV sequence.  
	stage-3 level agreement, not captured in stage-2 specifications

	For indication of the number of repetitions for Msg3 initial transmission, Option 1 (i.e., using UL grant scheduling Msg3) is adopted.
· FFS additionally using MAC RAR for indication.
	stage-3 level agreement, not captured in stage-2 specifications

	For indication of the number of repetitions for Msg3 re-transmission, Option 1 (i.e., using DCI format 0_0 with CRC scrambled by TC-RNTI) is adopted. 
	stage-3 level agreement, not captured in stage-2 specifications

	Working assumption: 
The number of repetitions is counted on the basis of available slots for Type A PUSCH repetitions for Msg3.
· FFS: the determination of available slots.
	No impact



RAN1 #105-e
	PUSCH enhancements:

	RV cycling is based on available slot for the Type A PUSCH repetition enhancement with repetitions counted based on available slot in Rel-17.
	stage-3 level agreement, not captured in stage-2 specifications

	Down-selection in RAN1#106-e:
· Alt 1: The maximum number of repetitions supported by Rel-17 PUSCH repetition Type A is 32, irrespective of counting method,
· Alt 2: The maximum number of repetitions supported by Rel-17 PUSCH repetition Type A is: 32 for the counting based on physical slots; and 16 (i.e. no change from Rel-16) for the counting based on available slots.
	No impact

	Conclusion:
The following agreement in RAN1#104-e is applied to all slots including special slots.
For defining available slots: a slot is determined as unavailable if at least one of the symbols indicated by TDRA for a PUSCH in the slot overlaps with the symbol not intended for UL transmissions.
FFS details.
	stage-3 level agreement, not captured in stage-2 specifications

	In addition to {1, 2, 3, 4, 7, 8, 12, 16} and {32}, the following additional value set for repetition factor is supported in Rel-17.
· {20, 24, 28}
	stage-3 level agreement, not captured in stage-2 specifications

	Each available slot identified by the UE is considered as a transmission occasion for PUSCH repetition.
· RV is cycled across transmission occasions, irrespective of whether PUSCH transmission in the transmission occasion is further omitted or not.
	stage-3 level agreement, not captured in stage-2 specifications

	If PUSCH symbol in a slot overlaps with flexible symbol(s) with SSB transmission, the slot is determined as not available during the counting of repetitions. As there is no PUSCH in the slot, no PUSCH omission applies to the slot.
	stage-3 level agreement, not captured in stage-2 specifications

	Select one from the following (further refinement of the alternatives can be further discussed), for the procedure of Rel-17 PUSCH repetition Type A (other alternatives are not precluded)
· Alt 1-B consisting of two steps
· Step 1: Determine available slots for K repetitions based on RRC configuration(s) in addition to TDRA in the DCI scheduling the PUSCH, CG configuration or activation DCI
· Step 2: The UE determines whether to drop a PUSCH repetition or not according to Rel-15/16 PUSCH dropping rules, but the PUSCH repetition is still counted in the K repetitions.
· Alt 1-B’ consisting of two steps
· Step 1: Determine K repetitions based on available slots, where the available slot is the UL slot and flexible slot indicated by tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationDedicated.
· Step 2: The UE determines whether to drop a PUSCH repetition or not according to Rel-15/16 PUSCH dropping rules, but the PUSCH repetition is still counted in the K repetitions.
· FFS: handling of dynamic signaling (e.g. UL CI, DCI for high priority channel), e.g., UE without CI capability
· Alt 2-A consisting of a single step
· Step 1: Determine available slots for K repetitions based on RRC configuration(s) and dynamic signaling (e.g. SFI, UL CI, DCI for high priority channel) in addition to TDRA in the DCI scheduling the PUSCH, CG configuration or activation DCI
· Alt 2-B consisting of two steps
· Step 1: Determine available slots for K repetitions based on RRC configuration(s) and dynamic SFI in addition to TDRA in the DCI scheduling the PUSCH, CG configuration or activation DCI
· FFS timeline for the dynamic signalling
· Step 2: The UE determines whether to drop a PUSCH repetition or not according to Rel-15/16 PUSCH dropping rules, but the PUSCH repetition is still counted in the K repetitions.
	No impact

	For TBS determination of TBoMS:
· NohPRB is configured by xOverhead and represents the overhead per slot.
· NohPRB is assumed to be the same for all the slots over which the TBoMS transmission is allocated. 
Note: xOverhead configuration is as per Rel-15/16.
	stage-3 level agreement, not captured in stage-2 specifications

	The following 2 options for time domain resource determination for TBoMS are considered for down-selection during RAN1 #105-e:
· Option 1: Time domain resource determination for TBoMS can be performed only via PUSCH repetition Type A like TDRA. 
· Option 2: Time domain resource determination for TBoMS can be performed via PUSCH repetition Type A like TDRA or via PUSCH repetition Type B like TDRA.
 The use of PUSCH repetition Type B like TDRA for time domain resource determination is according to an additional UE capability for a TBoMS capable UE.
 FFS DMRS pattern for PUSCH repetition Type B like TDRA
	No impact

	Working assumption
A transmission occasion for TBoMS (TOT) is constituted of at least one slot or multiple consecutive physical slots for UL transmission 
· FFS: whether the concept of TOT will be used for designing aspects related to signal generation, e.g., rate-matching, power control, etc.
· FFS: whether such concept will be specified or not.
	No impact

	The structure of TBoMS will be according to only one of these two options (to be down-selected in RAN1#106-e)
· Option 3, if a design based on single RV is adopted. 
· Option 4, if a design based on different RVs is adopted. 
FFS: other details, e.g., rate-matching, TBS determination, collision handling, etc. 
The single RV is not constrained to have only the same coded bits in each slot or in each TOT
The concept of TOT as per the corresponding Working assumption is used to define Option 3 and Option 4 and may or may not be used to design other details, e.g., rate-matching, TBS determination, collision handling and so on. 
	No impact

	Time domain resource determination for TBoMS can be performed only via PUSCH repetition Type A like TDRA. 
· FFS: details
· FFS: whether or not optimizations for time domain resource determination are necessary for allocating resource in the S slots (for the unpaired spectrum case) 
	stage-3 level agreement, not captured in stage-2 specifications

	Working assumption
Allocating resources for TBoMS in the special slot in TDD is possible according to the agreed time domain resource determination for TBoMS.
	No impact

	The following three options for rate-matching for TBoMS are considered for down-selection during RAN1 #106-e, where only one option will be selected:
· Option a: Rate-matching is performed per slot;
· Option b: Rate matching is performed continuously across all the allocated slot(s) per TOT;
· Option c: Rate matching is performed continuously across all the allocated slots/TOTs for TBoMS
Note: “rate-matching is performed per X” means that the time unit for the bit selection and bit interleaving is X. 
Note2: the above 3 options imply that the UL resource in the time unit may or may not be consecutive (depending on the given option)
	No impact

	Number of slots allocated for TBoMS is determined by using a row index of a TDRA list, configured via RRC.
· FFS: details.
	stage-3 level agreement, not captured in stage-2 specifications

	The following approach is used to calculate NInfo for TBoMS:
· Approach 2: Based on the number of REs determined in the first L symbols over which the TBoMS transmission is allocated, scaled by K≥1.
· FFS: the definition of K.
L is the number of symbols determined using the SLIV of PUSCH indicated via TDRA
FFS: impacts and further details if repetitions of TBoMS is supported.
FFS: whether the symbols over which the TBoMS transmission is allocated are the same or can be different from the symbols over which the TBoMS transmission is performed, and details on how to handle such scenarios.
	stage-3 level agreement, not captured in stage-2 specifications

	Joint channel estimation over non-back-to-back PUSCH transmissions within one slot is not supported.
	No impact

	Definition of the maximum duration: a maximum time duration during which UE is able to maintain power consistency and phase continuity subject to power consistency and phase continuity requirements. 
· FFS whether or not such a definition is necessary for RAN1 specifications.
· Note: whether such a definition is to be specified in RAN4 specifications is up to RAN4.
· FFS the maximum duration may be reported by UE.
· Note: it is understood that for a UE, the maximum duration is no less than the time domain window duration
	No impact

	Send LS to RAN4 asking the following questions
· For joint channel estimation, is there a maximum duration during which UE is able to maintain power consistency and phase continuity under certain tolerance level? If any, how long is it?
· What factors determine the maximum duration?
· Whether the maximum duration should be the same for different cases for both PUSCH and PUCCH?
· Whether the maximum duration is dependent on the modulation order of transmission, e.g., QPSK, 16QAM, 64QAM? 
· Whether the maximum duration is dependent on UL waveform (DFT-s-OFDM vs. OFDM)?
· Whether the maximum duration is band specific?
· Besides the factors listed above, whether or not the maximum duration is further dependent on UE capabilities (e.g., multiple possible values for a given set of factor(s)), and if so, whether the UE should report such a duration
Draft LS to RAN4 is approved, with final LS in R1-2106212.
	No impact

	Optimization of DMRS granularity in time domain for PUSCH is not considered for joint channel estimation in Rel-17.
	No impact

	For back-to-back PUSCH transmissions within one slot, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following cases:
· Over back-to-back PUSCH transmissions (of the same TB) for repetition type B scheduled by dynamic grant or configured grant, if it reuses only those joint channel estimation specification enhancements defined to support repetition Type A with consecutive slots 
· FFS: additional specification enhancements on top of that defined to support repetition Type A
· Only for single layer transmissions
· Subject to UE capability
	stage-3 level agreement, not captured in stage-2 specifications

	Joint channel estimation over back-to-back PUSCH transmissions with different TBs within one slot is not supported.
	No impact

	Working assumption:
For non-back-to-back PUSCH transmissions (at least for the case of the same TB) across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following cases:
· Over non-back-to-back PUSCH transmissions (of the same TB) for repetition type A scheduled by dynamic grant or configured grant.
· Over non-back-to-back PUSCH transmissions (of the same TB) for repetition type B scheduled by dynamic grant or configured grant, if it reuses only those joint channel estimation specification enhancements defined to support repetition Type A. 
· FFS: additional specification enhancements on top of that defined to support repetition Type A
· Only for single layer transmissions
· Subject to UE capability
· FFS: Over non-back-to-back PUSCH transmissions with different TBs
· FFS: Over non-back-to-back PUSCH transmissions for TBoMS 
· For the non-back-to-back PUSCH transmissions, it is defined as at least when there is no UL transmission between the two successive PUSCH transmissions
· Subject to UE capability with details FFS (e.g., separate vs. joint capability for type A & type B, w.r.t. OFF power requirements, etc.)
FFS: Joint channel estimation over non-back-to-back PUSCH transmissions with other uplink transmissions between the two successive PUSCH transmissions across consecutive slot.
	No impact

	Joint channel estimation for PUSCH transmissions is enabled or disabled via RRC configuration for a UE
· FFS: whether additional dynamic signaling is needed to enable/disable joint channel estimation for PUSCH transmissions
· Note: the enabling of such a feature is subject to certain prerequisites
· FFS RRC parameter details (including explicit vs. implicit configuration)
FFS For joint channel estimation for PUSCH, the time domain window is not explicitly enabled or disabled separately from joint channel estimation.
Note: Enabling/disabling of joint channel estimation for PUSCH transmissions means enabling/disabling of DMRS bundling for PUSCH transmissions under the condition of power consistency and phase continuity.
	stage-3 level agreement, not captured in stage-2 specifications

	For joint channel estimation for PUSCH repetition type A of PUSCH repetitons of the same TB, down select one of the following alternatives for the time domain window.
· Alt 1: All the repetitions are covered by one single time domain window
· The start of the window is the first PUSCH transmission
· FFS: how to handle non-consecutive physical slots for UL transmission, e.g., due to DL/UL configuration for unpaired spectrum
· FFS: frequency hopping and precoder cycling
· Alt 2: All the repetitions are covered by one or multiple time domain windows
· For the start of each window,
· The start of the first window is the first PUSCH transmission.
· FFS: how to determine the start of other windows, e.g., whether multiple windows are consecutive or non-consecutive, whether the start of the window depends on DL/UL configuration for unpaired spectrum
· For the length of each window,
· FFS Each window consists of at least two adjacent physical slots for UL transmission.
· The length of each window is no longer than the maximum duration.
· FFS: how to determine the length of each window
· FFS: whether the length of each window depends on DL/UL configuration for unpaired spectrum
· FFS: how to handle non-consecutive physical slots for UL transmission, e.g., due to DL/UL configuration for unpaired spectrum.
· FFS: frequency hopping and precoder cycling
· Other alternatives are not precluded.
	No impact

	PUCCH enhancements:

	For DMRS bundling for PUCCH repetitions, specify a time domain window during which a UE is expected to maintain power consistency and phase continuity among PUCCH repetitions subject to power consistency and phase continuity requirements.
· Strive for common design of the time domain window for PUSCH/PUCCH with DMRS bundling as much as possible. 
	stage-3 level agreement, not captured in stage-2 specifications

	Working assumption: In Rel-17, for a PUCCH with associated scheduling DCI, support the following for dynamic PUCCH repetition factor indication. 
· Enhance RRC signaling to allow configuration of PUCCH repetition factor per PUCCH resource. Reuse Rel-16 PUCCH resource indication mechanism based on “PUCCH resource indicator” (PRI) field and starting CCE index (when applicable based on Rel-16 spec) of DCI to indicate a PUCCH resource and its associated repetition factor.
· FFS: RRC signaling enhancement details
	No impact

	Conclusion: For PUCCH repetitions, the following use cases are deprioritized in RAN1 work on PUCCH DMRS bundling
· Use case 1: back-to-back PUCCH repetitions within one slot.
· Use case 2: non-back-to-back PUCCH repetitions within one slot.
· Use case 2a: no uplink transmission in the middle of two PUCCH repetitions 
· Use case 2b: other uplink transmissions in the middle of two PUCCH repetitions 
	No impact

	Type A PUSCH repetitions for Msg3:

	A UE requests Msg3 PUSCH repetition at least when the RSRP of the downlink pathloss reference is lower than an RSRP threshold.
· FFS the determination of the RSRP threshold.
	Partly captured

	For repetition indication of Msg3 re-transmission, select one options from the following two options.
· Option 1: Use the same mechanism as supported for Msg3 initial transmission.
· Option2: Use HARQ process number bit field in DCI format 0_0 with CRC scrambled by TC-RNTI.  
	No impact

	Available slot for Msg3 PUSCH repetition doesn’t depend on dynamic SFI in DCI format 2-0.
	No impact

	Available slot for Msg3 PUSCH repetition doesn’t depend on UL CI.
	No impact

	Use a fixed RV sequence [0 2 3 1] for repetition of Msg3 initial and re-transmission.
· The RV cycling for Msg3 initial transmission follows the rule specified in the first row in Table 6.1.2.1-2 in TS38.214. 
· The RV cycling for Msg3 re-transmission follows the rules specified in Table 6.1.2.1-2 in TS38.214.
· FFS: The RV cycling for Msg3 is based on transmission occasions on available slot.
	stage-3 level agreement, not captured in stage-2 specifications

	For requesting Msg3 PUSCH repetition, support the following:
·  Use separate preamble with shared RO configured by the same PRACH configuration index with legacy UEs.
· FFS whether to introduce a PRACH mask to indicate a sub-set of ROs associated with a same SSB index within an SSB-RO mapping cycle for requesting Msg3 repetition for a UE. 
· FFS definition of shared RO (e.g., whether the shared RO can be an RO with preamble(s) for 4-step RACH only or with preambles for both 4-step RACH and 2-step RACH).
· FFS whether or not to additionally support one (& only one) more option:
· E.g., option 2: Use separate RO configured by a separate PRACH configuration index from legacy UEs
· E.g., Option 3: Use separate RO, which include
· the separate RO configured by a separate RACH configuration index from legacy UE, and
· the remaining RO (if any) configured, by the same PRACH configuration index with legacy UEs, that cannot be used by legacy rules for PRACH transmission.
	stage-3 level agreement, not captured in stage-2 specifications

	Available slots for Msg3 PUSCH repetition do not depend on tdd-UL-DL-ConfigurationDedicated.
	No impact

	Available slot for Msg3 PUSCH repetition depends on TDD-UL-DL-Configcommon. 
	stage-3 level agreement, not captured in stage-2 specifications

	A slot is determined as available for Msg3 repetition only if the consecutive symbols allocated for Msg3 repetition in the slot are all available symbols. 
UL symbols indicated by TDD-UL-DL-Configcommon are determined as available for Msg3 repetition.
· FFS whether and how to use flexible symbols indicated by TDD-UL-DL-Configcommon.
	stage-3 level agreement, not captured in stage-2 specifications

	Using an information field from the existing information fields in RAR UL grant for indication of the number of repetition of Msg3 initial transmission 
· Down-select only one from the following information fields in RAR UL grant for indication of the number of repetition of Msg3 initial transmission. 
· TDRA information field with introducing a new TDRA table including the repetition factors.
· MCS information field
· TPC information field
· CSI request information field
· FDRA information field
The total size of RAR UL grant does not change.
Position of all fields in the bit sequence of the RAR UL grant does not change, regardless of whether they are repurposed or not.
FFS details, e.g., TDRA table selection, or whether/how to indicate which interpretation UE should use for the repurposed information field (legacy vs repurposed interpretation) etc. 
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion:
Companies are encouraged to perform additional evaluations regarding intra-slot frequency hopping for Msg 3 with repetition. Aim to conclude whether or not to support this feature in RAN1#106-e (note: if supported, the intention is to not configure intra- and inter-slot frequency hopping simultaneously)
	No impact



RAN1 #106-e
	Enhancements on PUSCH repetition type A:

	LS R1-2108458 is endorsed.
	No impact

	For Rel-17 PUSCH repetition Type A without joint channel estimation, no new inter-slot frequency hopping mechanism is introduced. 
	No impact

	Take Option 1-B as an agreement for the procedure of Rel-17 PUSCH repetitions counted on the basis of available slots.
· Alt 1-B consisting of two steps
· Step 1: Determine available slots for K repetitions based on RRC configuration(s) in addition to TDRA in the DCI scheduling the PUSCH, CG configuration or activation DCI
· Step 2: The UE determines whether to drop a PUSCH repetition or not according to Rel-15/16 PUSCH dropping rules, but the PUSCH repetition is still counted in the K repetitions.
· FFS: Rel-17 PUSCH dropping rules are also applied if introduced in other WI(s)
	stage-3 level agreement, not captured in stage-2 specifications

	For PUSCH repetition Type A for Rel-17 CG-PUSCH, semi-static flexible symbol is considered as available.
	stage-3 level agreement, not captured in stage-2 specifications

	For PUSCH repetition Type A for Rel-17 DG-PUSCH, semi-static flexible symbol is considered as available.
Note: The applicability for Msg 3 is to be discussed in 8.8.3
	stage-3 level agreement, not captured in stage-2 specifications

	DCI format 0_1 and DCI format 0_2 support Rel-17 PUSCH repetition Type A with the increased maximum repetition numbers configured in TDRA lists.
	stage-3 level agreement, not captured in stage-2 specifications

	For DG-PUSCH with counting based on the available slots, count of available slots continues until satisfying the conditions defined for DG-PUSCH repetition Type A in Rel-16.
	stage-3 level agreement, not captured in stage-2 specifications

	Working Assumption
The maximum number of repetitions accounted for available slots supported by Rel-17 PUSCH repetition Type A is 32
	No impact

	TB processing over multi-slot PUSCH:

	The number of slots allocated for TBoMS is counted based on the available slots for UL transmission. 
· The determination of available slots for PUSCH repetition type A, as defined in AI 8.8.1.1, is reused.
· Note: Available slots for FDD or SUL could be revisited according to discussion in AI 8.8.1.1
	stage-3 level agreement, not captured in stage-2 specifications

	Allocating resources for TBoMS in the special slot in TDD is possible according to the agreed time domain resource determination for TBoMS.
· No further optimization to allocate resources for TBoMS in the special slot is supported.
	stage-3 level agreement, not captured in stage-2 specifications

	TBoMS is supported for both configured grant and dynamic grant.
	Captured

	Working Assumption
Single TBoMS structure of Option 3 is selected
· Option 3: Multiple TOTs are determined for a TBoMS. The TB is transmitted on the multiple TOTs using a single RV. 
· FFS: how the single RV is rate matched across single or multiple TOTs, e.g., rate matched for each TOT, rate matched for all the TOTs, rate matched for each slot and so on. 
	No impact

	To calculate   for TBS determination, at least the scaling factor value =N is supported, where N is the number of allocated slots for a single TBoMS.
FFS: whether further values 1<K<N are supported.
FFS: details related to the indication of .
Note: No supporting the case K=1 for a single TBoMS.
	stage-3 level agreement, not captured in stage-2 specifications

	Repetitions of a single TBoMS are supported, where:
· The number of repetitions is denoted by M, i.e., the total number of allocated slots for TBoMS repetition is M*N.
· Note: M*N is no more than the max number of repetitions agreed for repetition Type A enhancement in agenda 8.8.1.1
· Available slot determination is according to existing agreements.
· The number and location of allocated symbols within an allocated slot for TBoMS transmission are the same among all repeated single TBoMS.
· FFS other aspects of TBoMS repetitions, e.g.:
· Details of time domain resource indication.
· Supported values for the number of TBoMS repetitions.
· How to indicate the number of TBoMS repetitions.
· Interactions with frequency hopping and precoder cycling across the M groups of N allocated slots for each single TBoMS repetition.
· Whether RV indices should be cycled across the M groups of N allocated slots for each single TBoMS repetition.
· Details of TBoMS retransmissions.
· Potential MAC layer impact, but should be decided by RAN2
Note: No additional dropping rule optimization will be introduced other than dropping rules for single TBoMS transmission. 
	Partly captured

	Conclusion
Bit interleaving performed per ToT is precluded, and ToT will not be used in further discussion.
	No impact

	The UE determines whether or not to drop a slot determined as available for TBoMS transmission according to Rel-15/16 PUSCH dropping rules, where the dropped slot is still counted in the N allocated slots for the single TBoMS transmission.
FFS: Rel-17 PUSCH dropping rules are also applied if introduced in other WI(s)
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion
The N allocated slots for the single TBoMS are defined as the number of slots after available slot determination for a single TBoMS transmission, before dropping rules are applied.
Note: the number of final transmitted slots for the single TBoMS may be lower than N, depending on dropping rules for TBoMS transmission.
	stage-3 level agreement, not captured in stage-2 specifications

	For non-back-to-back PUSCH transmissions (at least for the case of the same TB) across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following cases:
· Over non-back-to-back PUSCH transmissions (of the same TB) for repetition type A scheduled by dynamic grant or configured grant.
· Over non-back-to-back PUSCH transmissions (of the same TB) for repetition type B scheduled by dynamic grant or configured grant, if it reuses only those joint channel estimation specification enhancements defined to support repetition Type A. 
· FFS: additional specification enhancements on top of that defined to support repetition Type A
· Only for single layer transmissions
· Subject to UE capability
· FFS: Over non-back-to-back PUSCH transmissions with different TBs
· FFS: Over non-back-to-back PUSCH transmissions for TBoMS 
· For the non-back-to-back PUSCH transmissions, it is defined as at least when there is no UL transmission between the two successive PUSCH transmissions
· Subject to UE capability with details FFS (e.g., separate vs. joint capability for type A & type B, w.r.t. OFF power requirements, etc.)
FFS: Joint channel estimation over non-back-to-back PUSCH transmissions with other uplink transmissions between the two successive PUSCH transmissions across consecutive slot.
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion:
Optimization of DMRS location in time domain for PUSCH is not considered for joint channel estimation in Rel-17.
	No impact

	Joint channel estimation for PUSCH:

	Joint channel estimation for PUSCH transmissions and the time domain window are jointly enabled or disabled via RRC configuration for a UE.
· Note: Enabling/disabling of joint channel estimation for PUSCH transmissions means enabling/disabling of DMRS bundling for PUSCH transmissions under the condition of power consistency and phase continuity.
	stage-3 level agreement, not captured in stage-2 specifications

	Make down-selection between the following two alternatives:
· Alt 1: UE is not expected to receive TPC commands during the current time domain window.
· Alt 2: UE receives and accumulates TPC commands without taking effect during the current time domain window.
	No impact

	UE should not perform TA adjustment during the time domain window.
· FFS: UE does not expect to receive TA command to indicate TA adjustment during the TDW.
· FFS: UE ignores any TA command which indicates TA adjustment during the TDW.
· FFS: UE performs TA adjustment after the TDW if it receives any TA command indicating TA adjustment during the TDW.
	stage-3 level agreement, not captured in stage-2 specifications

	Working assumption:
For joint channel estimation for PUSCH repetition type A of PUSCH repetitions of the same TB, all the repetitions are covered by one or multiple consecutive/non-consecutive configured TDWs.
· Each configured TDW consists of one or multiple consecutive physical slots.
· The window length L of the configured TDW(s) can be explicitly configured with a single value.
· FFS: The maximum value of L
· FFS: Solutions to error propagation issue if L is longer than the maximum duration is to be discussed further.
· FFS: The window length L is configured per UL BWP
· The start of the first configured TDW is the first PUSCH transmission
· FFS: The first available slot/symbol, or the first physical slot/symbol for the first PUSCH transmission.
· The start of other configured TDWs can be implicitly determined prior to first repetition.
· FFS: The configured TDWs are consecutive for paired spectrum/SUL band
· FFS: The start of the configured TDWs for unpaired spectrum is implicitly determined based on semi-static DL/UL configuration.
· The end of the last configured TDW is the end of the last PUSCH transmission.
· FFS: The end of the configured TDW is the last available slot/symbol, or the last physical slot/symbol for the last PUSCH transmission.
· Within one configured TDW, one or multiple actual TDWs can be implicitly determined:
· The start of the first actual TDW is the first PUSCH transmission within the configured TDW.
· FFS: The first available slot/symbol, or the first physical slot/symbol for the first PUSCH transmission.
· After one actual TDW starts, UE is expected to maintain the power consistency and phase continuity until one of the following conditions is met, then the actual TDW is ended.
· The actual TDW reaches the end of the last PUSCH transmission within the configured TDW.
· FFS: The end of the actual TDW is the last available slot/symbol, or the last physical slot/symbol for the last PUSCH transmission.
· An event occurs that violates power consistency and phase continuity
· FFS: The events may include e.g., a DL slot based on DL/UL configuration for unpaired spectrum, the actual TDW reaches the maximum duration, DL reception/monitoring occasion for unpaired spectrum, high priority transmission, frequency hopping, precoder cycling.
· FFS: The end of the actual TDW is the last available slot/symbol of the PUSCH transmission right before an event such that the power consistency and phase continuity are violated.
· If the power consistency and phase continuity are violated due to an event, whether a new actual TDW is created is subject to UE capability of supporting restarting DMRS bundling.
· If UE is capable of restarting DM-RS bundling, one new actual TDW is created after the event, 
· FFS: The start of the new actual TDW is the first available slot/symbol for PUSCH transmission after the event.
· If UE is not capable of restarting DM-RS bundling, no new actual TDW is created until the end of the configured TDW.
· FFS: UE capability of restarting DMRS bundling is applied only to dynamic event or not
Note 1: A ‘configured TDW’ refers to a time domain window whose length can be configured to ‘L’ and whose start and end is determined as described above. 
Note 2: An ‘actual TDW’ refers to a time domain window during whose entire duration the DM-RS bundling is actually applied. An ‘actual TDW’ duration is always less than or equal to the ‘configure TDW’ duration.
Note 3: Whether the terms ‘configured TDW’ and ‘actual TDW’ are revised to other terms and if such terminology is used in specifications is to be further discussed.
	No impact

	PUCCH enhancements:

	In Rel-17, for a PUCCH with associated scheduling DCI, support the following for dynamic PUCCH repetition factor indication. 
· Enhance RRC signaling to allow configuration of PUCCH repetition factor per PUCCH resource. Reuse Rel-16 PUCCH resource indication mechanism based on “PUCCH resource indicator” (PRI) field and starting CCE index (when applicable based on Rel-16 spec) of DCI to indicate a PUCCH resource and its associated repetition factor.
· FFS: RRC signaling enhancement details
	Partly captured

	for a PUCCH resource, if both a new repetition parameter corresponding to Rel-17 dynamic PUCCH repetition factor indication and the Rel-15/16 nrofSlots are configured, the new repetition parameter overrides nrofSlots. 
	stage-3 level agreement, not captured in stage-2 specifications

	In Rel-17, reuse the Rel-16 PUCCH repetition factors 2, 4, 8. 
Do not support PUCCH repetition factor larger than 8 In Rel-17.
	No impact

	For DMRS bundling for PUCCH repetitions, RAN1 at least prioritize use cases 3 and 4a in R1-2104119.
	No impact

	Dynamic PUCCH repetition factor indication for SR or P/SP-CSI on PUCCH is not supported in Rel-17.
	stage-3 level agreement, not captured in stage-2 specifications

	Type A PUSCH repetitions for Msg3:

	Do NOT support fallback RAR UL grant in 2-step RACH for indicating Msg3 repetition. 
	No impact

	The separate preambles for requesting Msg3 repetition could be configured only in an RO configured with 4-step RACH preambles not for requesting Msg3 repetition.
	stage-3 level agreement, not captured in stage-2 specifications

	Working Assumption
Down-select only one from the following methods for indication of the number of repetition of Msg3 initial transmission.
· Alt 1: If TDRA information field is chosen, introducing a new configurable TDRA table including the repetition factors.
·  The new TDRA table is configured by SIB1, with selecting one of the two options below. 
· Option 1: The new TDRA table includes separate new indication for K2, mapping type, SLIV and repetition factor. 
· Option 2: The new TDRA table includes legacy indication for K2, mapping type and SLIV from legacy TDRA table, and new indication for repetition factor.
·  If a new TDRA table is not configured, the legacy default TDRA table is used, and repetition factor K=1 is applied.
· Alt 2: If MCS information field is chosen, repurpose the MCS information field as follows.
· X MSB bits of the MCS information field are used for repetition indication. 
·  FFS the value of X.
·  FFS whether the X bits are directly used for indicating the repetition factor (i.e., the decimal value of X is equal to the repetition factor) or used for selecting one repetition factor from a predefined/SIB1 configured set. 
· Alt 3: If TPC information field is chosen, repurpose the TPC information field by selecting one of the two options below.
· Option 1: X LSB bits of the TPC information field are used for repetition indication. 
·  FFS the value of X.
·  FFS whether the X bits are directly used for indicating the repetition factor (i.e., the decimal value of X is equal to the repetition factor) or used for selecting one repetition factor from a predefined/SIB1 configured set. 
· Option 2: A predefined TPC command table with including repetition factor K is introduced. 
·  FFS details. 
	No impact

	Down-select one of the two options on how a UE should interpret the selected information field for indication of the number of repetitions.
· Option 1:
· When a UE requests Msg3 repetition, the new TDRA table or repurposed information field is applied. gNB schedules Msg3 with or without repetition for the UE requesting Msg3 repetition.
· Repetition factor K=1 is included in the TDRA table or one entry/codepoint of the repurposed information field.
· When the UE doesn’t request Msg3 repetition (including legacy UE), the legacy TDRA table or legacy information field is applied. gNB schedules Msg3 without repetition for the UE not requesting Msg3 repetition.
· Option 2:
· When a UE requests Msg3 repetition, gNB schedules Msg3 with or without repetition by respectively using the new TDRA table or legacy TDRA table; or gNB schedules Msg3 with or without repetition by respectively using repurposed information field or legacy interpretation of information field. Whether the UE should apply the new or the legacy TDRA table, or apply repurposed or legacy interpretation of the information field, is indicated by gNB. 
· FFS details, e.g. implicit or explicit indication or predefined.
· Repetition factor K=1 is NOT included in the TDRA table or one entry/codepoint of the repurposed information field.
· When the UE doesn't request Msg3 repetition (including legacy UE), gNB schedules Msg3 without repetition. The UE applies the legacy TDRA table, or the legacy interpretation of the information field.
	No impact

	Support at least repetition factor K = {2, 4} for Msg3 PUSCH repetition. 
·  FFS whether to support other values, e.g., 8. 
Note: K=1 is supported and how to support K=1 is FFS.
	stage-3 level agreement, not captured in stage-2 specifications

	The available slot of Msg3 PUSCH repetition is only determined by the tdd-UL-DL-ConfigurationCommon and ssb-PositionsInBurst, no other additional Rel-16 signals/signalings will be considered. 
· If a symbol for Msg3 repetition in a slot overlaps with SSB transmission [FFS:N Gap symbols after SSB], the slot is determined as not available during the counting of repetitions. As there is no Msg3 repetition in the slot, no Msg3 repetition omission applies to the slot.
	stage-3 level agreement, not captured in stage-2 specifications

	Do not support TBoMS for Msg3 in Rel-17 coverage enhancement WI.
	Captured



RAN1 #106b-e Agreements
	Final LS R1-2110642 is endorsed.
	No impact

	The higher layer parameters for Rel-17 NR in R1-2110573 is endorsed.
	stage-3 level agreement, not captured in stage-2 specifications

	Enhancements on PUSCH repetition type A:

	The maximum number of repetitions accounted for available slots supported by Rel-17 PUSCH repetition Type A is 32
	Captured

	Conclusion:
For CG-PUSCH repetitions counted on the basis of available slots, all the K transmission occasions including the 1st transmission occasion are determined on the basis of available slots.
	stage-3 level agreement, not captured in stage-2 specifications

	For CG-PUSCH repetition Type A with the counting based on available slots, the R16 existing restrictions as defined in Clause 6.1.2.3.1 of TS38.214 at least on the initial transmission of a transport block are applied, assuming the K repetitions of R17 determined based the rule of counting available slots.
	stage-3 level agreement, not captured in stage-2 specifications

	Observation
· Whether or not the counting based on available slots is applicable only to unpaired spectrum is not discussed under AI 8.8.1.1 in RAN1#106bis-e. Discussions on how HD-FDD RedCap UEs support the available slot counting may take place in AI 8.8.1.1 in RAN1#107-e, depending on the progress of RedCap WI discussions.
	No impact

	For the K repetitions of DG-PUSCH, Step 1 of the previously agreed two-step procedure (i.e., Alt 1-B) determines the K earliest available slots no earlier than the slot which is determined by the slot offset K2.
· No RAN1 spec impact is expected in terms of the relation with the slot which is determined by the slot offset K2.
· Note: The available slot determination is to be specified.
For the K repetitions of CG-PUSCH, Step 1 of the previously agreed two-step procedure (i.e., Alt 1-B) determines the K earliest available slots no earlier than the first slot which is determined by at least ConfiguredGrantConfig.
· No RAN1 spec impact is expected in terms of the relation with the first slot which is determined by at least ConfiguredGrantConfig.
· Note: The available slot determination is to be specified.
	No impact

	Only tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationDedicated and ssb-PositionsInBurst are considered for the determination of available slots.
Any other RRC configuration is not considered for the determination of available slots.
	stage-3 level agreement, not captured in stage-2 specifications

	The existing restriction “The UE is not expected to be configured with the time duration for the transmission of K repetitions larger than the time duration derived by the periodicity P” applies to both the counting based on physical slots and the counting based on available slots.
The above “the time duration for the transmission of K repetitions” means the time duration between the start of the 1st slot of the K repetitions and the end of the last slot of the K repetitions for any instance of a CG period.
	stage-3 level agreement, not captured in stage-2 specifications

	A single RRC paramter AvailableSlotCounting that applies to both DG-PUSCH and CG-PUSCH is introduced.
	stage-3 level agreement, not captured in stage-2 specifications

	Two enhancements are configured separately (simultaneous configurations allowed).
· If the new Rel-17 RRC parameter “AvailableSlotCounting” set to “enabled” is configured, numberofrepetitions-r17 may or may not be configured and the counting based on available slots is used.
· Otherwise, numberofrepetitions-r17 may or may not be configured and the counting based on physical slots is used.
	stage-3 level agreement, not captured in stage-2 specifications 

	TB processing over multi-slot PUSCH:

	For transmission power determination of TBoMS transmission in Rel-17, RAN1 to down-select one of the following two options:
· Option 1: The transmission power determination of TBoMS should be based on all the REs allocated in one available slot for the TBoMS transmission, excluding the overhead of reference signals
· Option 2: The transmission power determination of TBoMS should be based on all the REs allocated in the N available slots for the TBoMS transmission, excluding the overhead of reference signals.
FFS: details on BPRE
	No impact

	The number of MIMO layers (rank) for TBoMS transmission in Rel-17 is limited to 1. 
	stage-3 level agreement, not captured in stage-2 specifications

	For a single TBoMS transmission and TBoMS repetitions in Rel-17, at least the legacy Rel-15/16 inter-slot frequency hopping framework used in PUSCH repetition Type A is supported.
· FFS: other frequency hopping schemes.
	stage-3 level agreement, not captured in stage-2 specifications 

	The number N of allocated slots for TBoMS is indicated via a new column added to the TDRA table configured via PUSCH-TimeDomainAllocationList. The column for configuring the number of repetitions in the TDRA for Rel-17 PUSCH repetition Type A, i.e., numberOfRepetitions, is used for indicating the number of repetitions M of a single TBoMS, when TBoMS transmission is enabled.
FFS: supported values of N and M.
FFS: how to enable the TBoMS transmission
FFS: details of retransmission of TBoMS
	stage-3 level agreement, not captured in stage-2 specifications

	For the repetition of a single TBoMS transmission, redundancy versions (RVs) are cycled across the TBoMS repetitions. The legacy Rel-15/16 RV sequences and RV index indication are reused.
Conclusion
Values 1<K<N for the scaling factor to calculate N_info for TBS determination for TBoMS transmission in Rel-17 are not supported.
	stage-3 level agreement, not captured in stage-2 specifications

	At least the following values are supported in Rel-17 for the number N of allocated slots for the single TBoMS:
· [image: ]
FFS: whether N=1 is also supported depends on how TBoMS transmission feature is enabled (or disabled)
FFS: other values, if any.
FFS: further constraints on N*M
	stage-3 level agreement, not captured in stage-2 specifications

	The following values are supported in Rel-17 for the number M of repetitions of the single TBoMS:
· [image: ]
FFS: further constraints on N*M, e.g., N*M is a valid value according to agreements in AI 8.8.1.1
	stage-3 level agreement, not captured in stage-2 specifications

	BPRE for TBOMS is calculated as [image: ] where N is the number of slots allocated for a single TBOMS and [image: ] is the number of allocated REs in one allocated slot of a single TBOMS.
Note: How this equation or its equivalent is captured in the specification is left to the editor
	stage-3 level agreement, not captured in stage-2 specifications

	For a single TBoMS transmission and TBoMS repetitions in Rel-17, the legacy Rel-15/16 intra-slot frequency hopping framework used in PUSCH repetition Type A is supported.
· FFS: other frequency hopping schemes.
	stage-3 level agreement, not captured in stage-2 specifications 

	Working Assumption
For TBoMS in Rel-17, the following is supported:
· Bit interleaving is performed per slot.
·       The index of the starting coded bit for each transmitted slot is predetermined prior to the start of the TBoMS transmission.
· Transmission is limited to one CB only.
· FFS: whether UCI multiplexing bits or cancellation/dropping of coded bits, if any, have to be known prior to the determination of the index of the starting coded bit for each transmitted slot or not
· FFS: Performance with UCI multiplexing on single and multiple slots of a single TBoMS
Note: How UCI multiplexing and cancellation/dropping of coded bits influence the sequence of coded bits transmitted in each slot of a single TBOMS is to be further discussed. Some knowledge on UCI to be multiplexed or cancellation/dropping of coded bits in each slot of a single TBOMS may be known prior to the start of a single TBOMS transmission. How this is to be handled is to be discussed further.
	No impact

	For the bit selection for each transmitted slot for TBoMS, one of the following is to be down selected in RAN1 #107-e for determining the index of the starting coded bit in the circular buffer:
· Option B: the index of the starting coded bit in the circular buffer is the index continuous from the position of the last bit selected in the previous allocated slot.
· Option C: the index of the starting coded bit in the circular buffer is the index continuous from the position of the last bit selected in the previous allocated slot, regardless of whether UCI multiplexing occurred in the previous allocated slot or not.
FFS: whether the index of the starting coded bit for each transmitted slot is expressed as a multiple integer of the lifting size Zc
Note: Dropping/cancellation rules are not considered for the starting bit position determination in both Option B and Option C.
	No impact

	For TBoMS transmission in Rel-17:
· TBoMS feature is enabled (or disabled) by configuring (or not) the number of allocated slots for a single TBoMS (N) in a row of the TDRA table.
· TBoMS transmission is enabled when N>1, where N is the number of allocated slots for a single TBoMS.
· Single-slot PUSCH transmission is enabled when N=1.
· Supported combinations of N and M that can be configured in the TDRA table, these combinations are constrained by retransmission are to be further discussed
	stage-3 level agreement, not captured in stage-2 specifications 

	Joint channel estimation for PUSCH:

	· For PUSCH repetition type A counting based on physical slots
· The start of the first configured TDW is the first physical slot for the first PUSCH transmission.
· The end of the last configured TDW is the last physical slot for the last PUSCH transmission.
· For PUSCH repetition type A counting based on available slots
· The start of the first configured TDW is the first available slot for the first PUSCH transmission.
· The end of the last configured TDW is the last available slot for the last PUSCH transmission. 
· Note: The determination of available slots for PUSCH repetition Type A is defined in AI 8.8.1.1.
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion:
Joint channel estimation over PUSCH transmissions across non-consecutive slots is not supported in Rel-17.
	No impact

	Down-select one of the following options in this meeting:
Option 1: 
· The maximum value of window length L of the configured TDW should not exceed the maximum duration, which is reported as UE capability as the duration where UE is able to maintain power consistency and phase continuity subject to power consistency and phase continuity requirements.
Option 1’: 
· The maximum value of window length L of the configured TDW should not exceed the maximum duration, which is reported as UE capability as the duration where UE is able to maintain power consistency and phase continuity subject to power consistency and phase continuity requirements.
· If L is not configured, default behavior should be defined, e.g., the configured TDW length is equal to all repetitions
Option 3’: 
· Whether the window length L of the configured TDW can be longer than maximum duration is subject to UE capability.
· If UE is capable of L being longer than maximum duration,
· The maximum value of the window length L of the configured TDW is the duration of all repetitions.
· FFS: whether L cannot be other values other than the duration of all repetitions, if it is longer than the maximum duration.
· If L is longer than the maximum duration, UE does not expect dynamic events.
· FFS: details of dynamic events
	No impact

	For DG-PUSCH, Type1 CG-PUSCH and Type2 CG-PUSCH, the window length L of the configured TDW is at least configured by RRC.
FFS: For DG-PUSCH and Type2 CG-PUSCH, whether the window length L of the configured TDW can be indicated by DCI or indicated by TDRA table with one additional entry.
	stage-3 level agreement, not captured in stage-2 specifications

	The window length L of the RRC configured TDW is configured separately for PUSCH and PUCCH.
· For PUSCH, L is configured per BWP.
FFS whether the window length L can be configured with each row in the TDRA table
	stage-3 level agreement, not captured in stage-2 specifications

	For PUSCH repetition type A counting based on physical slots
· The configured TDWs are consecutive, where the start of other configured TDWs is the first physical slot right after the last physical slot of a previous configured TDW.
For PUSCH repetition type A counting based on available slots
· The configured TDWs are determined based on available slots, where start of a configured TDWs is the first available slot after the last available slot of a previous configured TDW.
· Note: The determination of available slots for PUSCH repetition Type A is defined in AI 8.8.1.1.
	stage-3 level agreement, not captured in stage-2 specifications

	Working assumption:
· The start of the first actual TDW is the first symbol (at least determined by TDRA table) for the first PUSCH transmission in an available slot within the configured TDW.
· The end of the actual TDW is
· the last symbol (at least determined by TDRA table) for the last PUSCH transmission in an available slot within the configured TDW if the actual TDW reaches the end of the last PUSCH transmission within the configured TDW.
· the last symbol (at least determined by TDRA table) of the PUSCH transmission right before the event if an event occurs that violates power consistency and phase continuity, and the PUSCH transmission is in an available slot.
· For UE capable of restarting DM-RS bundling, the start of the new actual TDW is the first symbol (at least determined by TDRA table) for PUSCH transmission after the event violates power consistency and phase continuity, and the PUSCH transmission is in an available slot.
	No impact

	For back-to-back PUSCH transmissions across consecutive slots, support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following case:
· Over back-to-back PUSCH transmissions for one TB processed over multiple slots
· It’s subject to UE capability
· if it reuses only those joint channel estimation specification enhancements defined to support repetition Type A
	stage-3 level agreement, not captured in stage-2 specifications 

	For non-back-to-back PUSCH transmissions across consecutive slots (no uplink transmission in the middle of two PUSCH transmissions), support necessary design aspects (under the condition of power consistency and phase continuity) to enable joint channel estimation for the following case:
· Over non-back-to-back PUSCH transmissions for one TB processed over multiple slots
· It’s subject to UE capability
· if it reuses only those joint channel estimation specification enhancements defined to support repetition Type A
	stage-3 level agreement, not captured in stage-2 specifications

	Down-select one of the following options:
· Option 1: If DM-RS bundling is supported, UE is mandatory to support restarting DM-RS bundling due to semi-static events. UE capability of restarting DMRS bundling is applied only to dynamic events.
· Option 2: UE capability of restarting DMRS bundling is applied to both semi-static events and dynamic events.
	No impact

	Support at least the following events that violate power consistency and phase continuity.
· Dropping/cancellation based on Rel-15/16 collision rules.
· FFS: Rel-17 collision rules.
· DL slot or DL reception/monitoring based on semi-static DL/UL configuration for unpaired spectrum.
· FFS: Other UL transmission in between PUSCH/PUCCH transmissions.
· Gap between two PUSCH/PUCCH transmissions exceeds 13 symbols.
· FFS: Transmission parameters need to be changed due to network-indicated operations, including: Tx power, UL beam/TPMI, and RB allocation.
· FFS: TPC command.
· FFS: TA adjustment.
· FFS: The actual TDW reaches the maximum duration.
· FFS: Frequency hopping.
· FFS: Precoder cycling.
· FFS: other events.
· FFS: whether events are semi-static events or dynamic events.
· FFS: the time duration of an event.
	stage-3 level agreement, not captured in stage-2 specifications

	Introduce two RRC parameters to indicate enabling of DM-RS bundling and the window length of the configured TDW respectively.
	stage-3 level agreement, not captured in stage-2 specifications

	Introduce a new RRC parameter for when UE restarts a PUSCH bundling window.
	stage-3 level agreement, not captured in stage-2 specifications

	PUCCH enhancements:

	Dynamic signaling to enable/disable DMRS bundling for PUCCH or PUSCH repetitions is not supported in Rel-17.  
	No impact

	For the interaction between inter-slot frequency hopping and DMRS bundling for PUCCH/PUSCH repetitions, a UE perform the “hopping intervals determination”, “configured TDW determination”, and “actual TDW determination” in a sequential ordering. One option of the following options is to be selected.   
· Option 1: “hopping intervals determination” -> “configured TDW determination” -> “actual TDW determination”
· Option 2: “configured TDW determination” -> “hopping intervals determination” -> “actual TDW determination”
· Option 4: “configured TDW determination” -> “actual TDW determination” and “hopping intervals determination”
Note: option 1, and 2, and 3 assume a hopping interval can be different than an actual TDW. Option 4 assumes a hopping interval is the same as an actual TDW. 
	No impact

	Support dynamic PUCCH repetition factor indication for all PUCCH formats including format 0, 1, 2, 3, 4 with a unified mechanism as agreed in RAN1#106e under agenda 8.8.2. 
Note: it does not impact the discussion of slot level or sub-slot level repetition
	Partly captured

	[bookmark: _Toc65764519]Type A PUSCH repetitions for Msg3:

	LS R1-2110585 is endorsed.
	No impact

	Working Assumption 
Down-select only one from the following methods for indication of the number of repetitions of Msg3 initial transmission.
· Alt 1: If TDRA information field is chosen, Option 2 is supported. 
·   The candidate values for repetition factor could be chosen from {[1], 2, 3, 4, 7, 8, [12], [16]} 
· Alt 2: If MCS information field is chosen, repurpose the MCS information field as follows.
· 2 MSB bits of the MCS information field are used for selecting one repetition factor from a SIB1 configured set with 4 candidate values.
·  The set of candidate values for repetition factor could be chosen from {[1], 2, 3, 4, 7, 8, [12], [16]}
Note: Whether ‘1’ is included depends on the outcome of interpretation of the selected information field.
	No impact

	Include the following into the reply LS to R1-2108712(R2-2109195). 
RAN1 thinks at least the number of preambles per SSB per RO for request of Msg3 repetition, is needed. It’s up to RAN2 whether to indicate the start of preamble index for request of Msg3 repetition with shared RO.
	No impact

	Include the following into the reply LS to R1-2108712(R2-2109195). 
· From RAN1 perspective, there is no need to separately configure the following legacy RACH parameters configured in RACH-ConfigCommon for requesting Msg3 PUSCH repetition with shared RO on a given UL carrier. 
· prach-ConfigurationIndex
· msg1-FDM
· msg1-FrequencyStart
· zeroCorrelationZoneConfig
· totalNumberOfRA-Preambles
· ssb-perRACH-OccasionAndCB-PreamblesPerSSB
· FFS: rsrp-ThresholdSSB 
· rsrp-ThresholdSSB-SUL
· prach-RootSequenceIndex
· msg1-SubcarrierSpacing
· restrictedSetConfig
· msg3-transformPrecoder
Conclusion: 
There is no consensus to additionally support intra-slot frequency hopping for Msg3 PUSCH with repetition in Rel-17. 
Note: intra-slot FH is supported when a UE is scheduled Msg3 PUSCH without repetition.
	No impact

	Include the following into the reply LS to R1-2108712(R2-2109195)
· From RAN1 perspective, it can be beneficial to separately configure rsrp-ThreBsholdSS for requesting Msg3 PUSCH repetition with shared RO on a given UL carrier.
	No impact

	If UE is indicated with Msg3 PUSCH with repetition, the frequency hopping flag information field in UL RAR grant or DCI format 0_0 with CRC scrambled by TC-RNTI is reused to enable/disable inter-slot frequency hopping.
	stage-3 level agreement, not captured in stage-2 specifications 

	The Rel-15/16 Msg3 PUSCH collision handling rules are reused for transmission of Msg3 PUSCH repetition in an available slot.
· FFS whether collision with downlink symbols indicated by tdd-UL-DL-ConfigurationDedicated is an exceptional case, i.e., Msg3 PUSCH repetition cannot be canceled by downlink symbols indicated by tdd-UL-DL-ConfigurationDedicated in Rel-17.
FFS: Rel-17 Msg3 PUSCH collision rules are also applied if introduced in other WI(s)
	No impact



RAN1 #107-e
	Enhancements on PUSCH repetition type A:

	The counting based on available slots is applicable to unpaired spectrum, paired spectrum and SUL
· For paired spectrum and SUL except HD-FDD, all slots are considered as available slots in the first step of determining the available slots.
	stage-3 level agreement, not captured in stage-2 specifications 

	For HD-FDD RedCap Ues supporting the counting based on available slots.
· For CG-PUSCH, ssb-PositionsInBurst is used in the first step of determining of available slots.
· A slot is not counted in the number of available slots if at least one of the symbols indicated by the indexed row of the used resource allocation table in the slot overlaps with a symbol of an SS/PBCH block with index provided by ssb-PositionInBurst.
· FFS: For DG-PUSCH
· Note: Neither tdd-UL-DL-ConfigurationCommon nor tdd-UL-DL-ConfigurationDedicated is configured for FDD.
	stage-3 level agreement, not captured in stage-2 specifications

	Rel-17 does not support numberOfRepetitions-r17 for DG-PUSCH scheduled by DCI format 0_0 and for Type 2 CG-PUSCH activated by DCI format 0_0.
	stage-3 level agreement, not captured in stage-2 specifications

	repK-r17 supporting up-to-32 repetitions is introduced and is applicable to Type 1 CG-PUSCH and Type 2 CG-PUSCH (irrespective of the activating DCI format).
· Note: No RAN1 spec impact is expected.
· The possible values of repK-r17 includes 16 and 32. FFS: other values.
	stage-3 level agreement, not captured in stage-2 specifications

	numberOfRepetitions-r17 is not applicable to Type 1 CG-PUSCH repetition type A.
	stage-3 level agreement, not captured in stage-2 specifications

	All the following combinations support the counting based on available slots.
· DG-PUSCH with Rel-15 repetition factor
· Type-1 CG-PUSCH with Rel-15 repetition factor
· Type-2 CG-PUSCH with Rel-15 repetition factor
· DG-PUSCH with Rel-16 repetition factor
· Type-2 CG-PUSCH with Rel-16 repetition factor
· DG-PUSCH with Rel-17 repetition factor
· Type-1 CG-PUSCH with Rel-17 repetition factor, if supported in Issue#1-1
· Type-2 CG-PUSCH with Rel-17 repetition factor
	stage-3 level agreement, not captured in stage-2 specifications

	 Conclusion:
· Rel-17 PUSCH repetition Type A with K>1 does not support PUSCH transmission without UL-SCH.
	stage-3 level agreement, not captured in stage-2 specifications

	For repK-r17,
· The value range of repK-17 is {1, 2, 4, 8, 12, 16, 24, 32}.
· repK-r17 is included in ConfiguredGrantConfig.
· When repK-r17 is provided, the legacy repK is not provided.
	stage-3 level agreement, not captured in stage-2 specifications

	For HD-FDD RedCap Ues supporting the counting based on available slots.
	stage-3 level agreement, not captured in stage-2 specifications

	For DG-PUSCH, ssb-PositionsInBurst is used in the first step of determining of available slots.
· A slot is not counted in the number of available slots if at least one of the symbols indicated by the indexed row of the used resource allocation table in the slot overlaps with a symbol of an SS/PBCH block with index provided by ssb-PositionInBurst.
Note: Neither tdd-UL-DL-ConfigurationCommon nor tdd-UL-DL-ConfigurationDedicated is configured for FDD.
	stage-3 level agreement, not captured in stage-2 specifications

	TB processing over multi-slot PUSCH:

	A single RV is used to transmit a single TBoMS.
Note: It is common assumption for option B and option C for “Starting bit in each slot for the single TBoMS”
Note: below working assumption does not need confirm.
Working Assumption
Single TBoMS structure of Option 3 is selected
· Option 3: Multiple TOTs are determined for a TBoMS. The TB is transmitted on the multiple TOTs using a single RV. 
FFS: how the single RV is rate matched across single or multiple TOTs, e.g., rate matched for each TOT, rate matched for all the TOTs, rate matched for each slot and so on.
	stage-3 level agreement, not captured in stage-2 specifications

	For TBoMS in Rel-17, the following is supported:
· Bit interleaving is performed per slot.
·       The index of the starting coded bit for each transmitted slot is predetermined prior to the start of the TBoMS transmission.
· Transmission is limited to one CB only.
· FFS: whether UCI multiplexing bits or cancellation/dropping of coded bits, if any, have to be known prior to the determination of the index of the starting coded bit for each transmitted slot or not
· FFS: Performance with UCI multiplexing on single and multiple slots of a single TBoMS

Note: How UCI multiplexing and cancellation/dropping of coded bits influence the sequence of coded bits transmitted in each slot of a single TBOMS is to be further discussed. Some knowledge on UCI to be multiplexed or cancellation/dropping of coded bits in each slot of a single TBOMS may be known prior to the start of a single TBOMS transmission. How this is to be handled is to be discussed further.
	stage-3 level agreement, not captured in stage-2 specifications 

	Conclusion:
There is no consensus in RAN1 to introduce any restriction on the combinations of N and M that can be configured in the TDRA table, other than the already agreed N*M <= 32 restriction.
	No impact

	For TBoMS, UCI is multiplexed on the individual overlapping slot for UL transmission in one carrier
FFS: timeline requirements
FFS: details on the calculation of the number of coded modulation symbols per layer for UCI multiplexing on a single TBoMS.
Note: no new UCI multiplexing mechanism other than existing puncturing or rate-matching is introduced for TBoMS in Rel-17.
	stage-3 level agreement, not captured in stage-2 specifications

	For TBoMS repetitions, if the parameter numberOfRepetitions is not configured in the TDRA table, then the number of repetitions M of a single TBoMS is equal to 1.
	stage-3 level agreement, not captured in stage-2 specifications

	For a configured grant type 2, if M=1, or if M>1 and the configured grant is configured with startingFromRV0 set to 'off', the initial transmission of the transport block may only start at the first slot of the N*M slots determined as available for PUSCH transmission of TBoMS. Otherwise, the initial transmission of the transport block may start at
- The first slot of the N*M slots determined as available for PUSCH transmission of TBoMS if the configured RV sequence is {0,2,3,1},
- The first slot of any of the M groups of N slots determined as available for PUSCH transmission of TBoMS associated with RV=0, if the configured RV sequence is {0,3,0,3} or {0,0,0,0}.
Note: It is up to Editor to decide how to capture these rules.
	stage-3 level agreement, not captured in stage-2 specifications

	For UCI multiplexing on an available slot for TBoMS, the following are supported in Rel-17 for calculating [image: ], [image: ], [image: ],  and [image: ]:
· [image: ]  is the number of symbols in an available slot for TBoMS in which UCI is multiplexed.
· The CB size is scaled by [image: ], where N is the number of slots allocated for TBoMS, i.e., [image: ] becomes [image: ].
Note: It is up to the Editor to decide how to capture the scaling in the specification.
	stage-3 level agreement, not captured in stage-2 specifications

	The UE does not expect NW to indicate a TBoMS configuration which results in a TBS which exceeds the maximum TBS for single CB transmission.
	stage-3 level agreement, not captured in stage-2 specifications

	For the retransmission of a single TBoMS with or without repetition in Rel-17:
· The gNB schedules only complete retransmissions of TBs.
· How the retransmission of the entire TB is done is up to gNB, e.g., could be single slot PUSCH retransmission or TBoMS retransmission, etc.
Note: this has no specification impact.
	No impact

	Joint channel estimation for PUSCH:

	Support Option 1’-a
Option 1’-a: 
· If L is configured, the maximum value of window length L of the configured TDW should not exceed the maximum duration, which is reported as UE capability as the duration where UE is able to maintain power consistency and phase continuity subject to power consistency and phase continuity requirements.
· If L is not configured, the default value of L = min (maximum duration, duration of all PUSCH repetitions)
	stage-3 level agreement, not captured in stage-2 specifications

	For non-back-to-back PUSCH/PUCCH transmissions across consecutive slots, the other uplink transmission in the middle of two PUSCH/PUCCH transmissions constitutes an event that violates power consistency and phase continuity.
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion:
· Dynamic indication of the window length L of the configured TDW by DCI or indicated by TDRA table with one additional entry is not supported.
	No impact

	The start of the first actual TDW is the first symbol (at least determined by TDRA table) for the first PUSCH transmission in an available slot within the configured TDW.
The end of the actual TDW is
· the last symbol (at least determined by TDRA table) for the last PUSCH transmission in an available slot within the configured TDW if the actual TDW reaches the end of the last PUSCH transmission within the configured TDW.
· the last symbol (at least determined by TDRA table) of the PUSCH transmission right before the event if an event occurs that violates power consistency and phase continuity, and the PUSCH transmission is in an available slot.
For UE capable of restarting DM-RS bundling, the start of the new actual TDW is the first symbol (at least determined by TDRA table) for PUSCH transmission after the event violates power consistency and phase continuity, and the PUSCH transmission is in an available slot.
	stage-3 level agreement, not captured in stage-2 specifications

	The action of gNB indicated TA commands constitutes an event that violates power consistency and phase continuity.
	stage-3 level agreement, not captured in stage-2 specifications

	If DM-RS bundling is supported, UE is mandatory to support restarting DM-RS bundling due to semi-static events. UE capability of restarting DMRS bundling is applied only to dynamic events.
· An event is regarded as a dynamic event if it is triggered by a DCI or MAC-CE, otherwise it is regarded as a semi-static event.
· Note: At least frequency hopping event is considered as semi-static event.
	stage-3 level agreement, not captured in stage-2 specifications

	Working assumption:
· The action of group common TPC commands with format 2_2 does not constitute an event that violates power consistency and phase continuity.
· If UE is configured to accumulate TPC commands,
· If UE receives TPC commands that would take into effect during a configured TDW, UE accumulates TPC commands without taking effect during the current configured TDW. TPC commands take effect after the current configured TDW.
· If UE is not configured to accumulate TPC commands
· the last TPC command that would take effect within a configured TDW supersedes all previous TPC commands that take effect within that configured TDW and only the last TPC command is applied by the UE after the current configured TDW. 
· FFS: no more than 1 TPC command is expected to take effect during a configured TDW.
	No impact

	For joint channel estimation for PUSCH repetition type A of PUSCH repetitions of the same TB, all the repetitions are covered by one or multiple consecutive/non-consecutive configured TDWs.
· Each configured TDW consists of one or multiple consecutive physical slots.
· The window length L of the configured TDW(s) can be explicitly configured with a single value.
· FFS: The maximum value of L 
· FFS: Solutions to error propagation issue if L is longer than the maximum duration is to be discussed further.
· FFS: The window length L is configured per UL BWP
· The start of the first configured TDW is the first PUSCH transmission
· FFS: The first available slot/symbol, or the first physical slot/symbol for the first PUSCH transmission.
· The start of other configured TDWs can be implicitly determined prior to first repetition.
· FFS: The configured TDWs are consecutive for paired spectrum/SUL band
· FFS: The start of the configured TDWs for unpaired spectrum is implicitly determined based on semi-static DL/UL configuration.
· The end of the last configured TDW is the end of the last PUSCH transmission.
· FFS: The end of the configured TDW is the last available slot/symbol, or the last physical slot/symbol for the last PUSCH transmission.
· Within one configured TDW, one or multiple actual TDWs can be implicitly determined:
· The start of the first actual TDW is the first PUSCH transmission within the configured TDW.
· FFS: The first available slot/symbol, or the first physical slot/symbol for the first PUSCH transmission.
· After one actual TDW starts, UE is expected to maintain the power consistency and phase continuity until one of the following conditions is met, then the actual TDW is ended.
· The actual TDW reaches the end of the last PUSCH transmission within the configured TDW.
· FFS: The end of the actual TDW is the last available slot/symbol, or the last physical slot/symbol for the last PUSCH transmission.
· An event occurs that violates power consistency and phase continuity
· FFS: The events may include e.g., a DL slot based on DL/UL configuration for unpaired spectrum, the actual TDW reaches the maximum duration, DL reception/monitoring occasion for unpaired spectrum, high priority transmission, frequency hopping, precoder cycling.
· FFS: The end of the actual TDW is the last available slot/symbol of the PUSCH transmission right before an event such that the power consistency and phase continuity are violated.
· If the power consistency and phase continuity are violated due to an event, whether a new actual TDW is created is subject to UE capability of supporting restarting DMRS bundling.
· If UE is capable of restarting DM-RS bundling, one new actual TDW is created after the event, 
· FFS: The start of the new actual TDW is the first available slot/symbol for PUSCH transmission after the event.
· If UE is not capable of restarting DM-RS bundling, no new actual TDW is created until the end of the configured TDW.
· FFS: UE capability of restarting DMRS bundling is applied only to dynamic event or not
Note 1: A ‘configured TDW’ refers to a time domain window whose length can be configured to ‘L’ and whose start and end is determined as described above. 
Note 2: An ‘actual TDW’ refers to a time domain window during whose entire duration the DM-RS bundling is actually applied. An ‘actual TDW’ duration is always less than or equal to the ‘configure TDW’ duration.
Note 3: Whether the terms ‘configured TDW’ and ‘actual TDW’ are revised to other terms and if such terminology is used in specifications is to be further discussed.
	stage-3 level agreement, not captured in stage-2 specifications

	The candidate values of the window length L of the configured TDW can be any integer value that is larger than 1 and no larger than the maximum duration.
	stage-3 level agreement, not captured in stage-2 specifications

	The following agreement is clarified as follows.
· For PUSCH repetition type A counting based on available slots, 
“The configured TDWs are determined based on available slots” in the agreement means “The start of the configured TDWs is determined based on available slots”
	stage-3 level agreement, not captured in stage-2 specifications

	For PUSCH repetition type A counting based on physical slots
· The configured TDWs are consecutive, where the start of other configured TDWs is the first physical slot right after the last physical slot of a previous configured TDW.
For PUSCH repetition type A counting based on available slots
· The configured TDWs are determined based on available slots, where start of a configured TDWs is the first available slot after the last available slot of a previous configured TDW.
Note: The determination of available slots for PUSCH repetition Type A is defined in AI 8.8.1.1.
	stage-3 level agreement, not captured in stage-2 specifications

	UE should not perform UE autonomous TA adjustment during the actual time domain window.
	stage-3 level agreement, not captured in stage-2 specifications

	The TDW determination procedure agreed for PUSCH repetition type A is reused, when applicable, for PUSCH repetition type B and TBoMS with or without repetition.
No additional specification enhancements for PUSCH repetition type B and TBoMS.
	stage-3 level agreement, not captured in stage-2 specifications

	If DMRS bundling and UL beam switching for multi-TRP operation are configured simultaneously, UL beam switching for multi-TRP operation constitutes an event that violates power consistency and phase continuity.
FFS: UL beam switching for multi-TRP operation is regarded as a semi-static event.
	stage-3 level agreement, not captured in stage-2 specifications

	PUCCH enhancements:

	For a PUCCH resource to transmit a PUCCH without an associated scheduling DCI (e.g. P/SP-CSI or SR), if the PUCCH resource is configured with RRC parameter “nrofSlots-r17”, “nrofSlots-r17” is ignored and the RRC parameter “nrofSlots” is used for determining the repetition factor of the specific PUCCH resource.
	stage-3 level agreement, not captured in stage-2 specifications

	The following use case 5 of PUCCH DMRS bundling is not supported in Rel-17
· Use case 5: PUCCH repetitions across non-consecutive slots.
· Use case 5a: no uplink transmission in the middle of two PUCCH repetitions
· Use case 5b: other uplink transmissions in the middle of two PUCCH repetitions
	No impact

	For PUCCH DMRS bundling, when appliable, reuse the procedure developed for PUSCH DMRS bundling to determine configured TDW(s) and actual TDW(s).
· FFS: events for PUCCH actual TDW(s)
	stage-3 level agreement, not captured in stage-2 specifications

	For the interaction between inter-slot frequency hopping and DMRS bundling for PUCCH/PUSCH repetitions, a UE perform the “hopping intervals determination”, “configured TDW determination”, and “actual TDW determination” in a sequential ordering.  One option of the following options is to be selected.
· Option 1: “hopping intervals determination” -> “configured TDW determination” -> “actual TDW determination”
· FFS: DMRS bundling should be restarted in case of frequency hopping event
· FFS: whether same or separate RRC configuration(s) for hopping interval and configured TDW. 
· Option 2: “configured TDW determination” -> “hopping intervals determination” -> “actual TDW determination”
	No impact

	For the interaction between inter-slot frequency hopping and DMRS bundling for PUCCH/PUSCH repetitions, a UE performs the “hopping intervals determination”, “configured TDW determination”, and “actual TDW determination” in a sequential ordering, based on the following option 1.
· Option 1: “hopping intervals determination” -> “configured TDW determination” -> “actual TDW determination”
· DMRS bundling shall be restarted at the beginning of each frequency hop
· DMRS bunding is per actual TDW
· FFS: Frequency hopping pattern is determined by physical slot indices.
· FFS: different FH pattern determination for PUCCH and PUSCH
· FFS: details of FH pattern design
· Support separate RRC configuration(s) for hopping interval and configured TDW length. 
· if hopping interval is not configured, the default hopping interval is the same as the configured TDW length
· FFS: if both hopping interval and TDW length are not configured
· Note: hopping interval is only determined by the configuration of hopping interval if hopping interval is configured
	stage-3 level agreement, not captured in stage-2 specifications

	Type A PUSCH repetitions for Msg3:

	Flexible symbol indicated by tdd-UL-DL-ConfigurationCommon and not overlapped with SSB symbols indicated by ssb-PositionsInBurst can be regarded as available symbols for Msg3 PUSCH repetition.
Note: whether and how to introduce other potential mechanisms to use the flexible symbols are separately discussed.
Note: The Rel-15/16 rules are reused for collision handling between Msg3 PUSCH transmission and a CORESET for Type0-PDCCH CSS set indicated to a UE by pdcch-ConfigSIB1 in MIB in a set of flexible symbols indicated by tdd-UL-DL-ConfigurationCommon.
	stage-3 level agreement, not captured in stage-2 specifications

	Conclusion
· There is no consensus to additionally introduce explicit indication to indicate whether or not flexible slots/symbols configured via TDD-UL-DL-Configcommon are available for Msg3 repetition.
	No impact

	RV cycling for Msg3 PUSCH repetition is based on transmission occasions on available slots.
	stage-3 level agreement, not captured in stage-2 specifications

	For inter-slot FH for Msg3 PUSCH repetition, adopt the following legacy rules.
· The Rel-16 RB offset determination mechanism defined in Table 8.3-1 of TS 38.213 for intra-slot FH for Msg3 PUSCH is reused.
· The Rel-16 additional DMRS configuration defined in Clause 6.2.2 of TS 38.214 for Msg3 PUSCH in case intra-slot FH is disabled is reused.
· The Rel-16 inter-slot FH pattern defined in Clause 6.3.1 of TS 38.214 for PUSCH repetition type A is reused. 
	stage-3 level agreement, not captured in stage-2 specifications

	For indication of the number of repetitions of Msg3 initial transmission, Alt 2 (i.e., using MCS information field) is adopted. 
· Four candidate MCS indexes can be configured by SIB1 for Msg3 initial transmission. MCS 0~3 are applied if the configuration is absent.
· If the four candidate repetition factors are not configured, the default values are {1, 2, 3, 4}. 
	stage-3 level agreement, not captured in stage-2 specifications

	For repetition indication for Msg3 re-transmission, Option 1 (i.e., use the same mechanism as supported for Msg3 initial transmission) is adopted. 
· FFS:  MCS index to be used for Msg3 re-transmission
	stage-3 level agreement, not captured in stage-2 specifications

	Reuse legacy collision handling rule between Msg3 PUSCH transmission and downlink symbols indicated by tdd-UL-DL-ConfigurationDedicated.
Note: there is no specification impact.
	No impact

	Working assumption 
· Support repetition for a PUSCH scheduled by RAR UL grant, including both Msg3 PUSCH and CFRA PUSCH.
· Use the same mechanism of Msg3 PUSCH repetition, when applicable, for CFRA PUSCH with repetitions.
· No separate CFRA preamble/RO for repetition of CFRA PUSCH is introduced.
· No additional optimization specific for CFRA PUSCH is considered for CFRA PUSCH with repetition.
· No additional RAN1 specification impact.
Note: UE reports Msg3 repetition capability after initial access.
Note: The working assumption can be confirmed only if no additional RAN1 specification impact nor optimization specific for CFRA PUSCH. 
	Partly captured




Annex	2- RAN2 agreements on NR coverage enhancements 
RAN2#115e
	RAN2 should focus on Msg3 repetition for 4-step RACH, unless RAN1 makes solid conclusion to support Msg3 repetition for fallbackRAR.
	No impact

	Msg3 repetition is applicable to all cases that trigger 4-step CBRA procedure (can come back if we identify that some specific case should not be covered).
	Partly captured

	A separate RSRP threshold is introduced for requesting Msg3 repetition.
	Captured

	Extension of ra-ResponseWindow and ra-ContentionResolutionTimer are not needed for Msg3 repetition.
	No impact

	RAN2 confirms enhancing MAC RAR for indicating Msg3 repetition is not supported.
	No impact

	Postpone the discussion on UE capability (i.e. whether explicit UE capability is needed for indicating the support of Msg3 repetition).
	No impact

	Send an LS to RAN1, saying that support of Msg3 repetition on both NUL and SUL is feasible from RAN2 point of view and asking Q1 and Q2 to RAN1. In the LS also indicate that RAN2 thinks that preamble Group B with Msg3 repetition is feasible and ask RAN1 for confirmation. The LS is approved in R2-2109195.
	No impact




RAN2#116e
	Confirm Msg3 repetition is supported on both NUL and SUL, and network can configure different RSRP thresholds for requesting Msg3 repetition on NUL and SUL.
	Partly captured

	Group B preambles with Msg3 repetition is supported, it is up to network to decide whether to configure Group B together with Msg3 repetition.
	stage-3 level agreement, not captured in stage-2 specifications

	If Group B preambles with Msg3 repetition is configured, network can configure separate parameters for requesting Msg3 repetition, including ra-Msg3SizeGroupA, messagePowerOffsetGroupB and numberOfRA-PreamblesGroupA (ASN.1 details can be discussed in session on RACH partitioning)
	stage-3 level agreement, not captured in stage-2 specifications

	ra-ContentionResolutionTimer is started or restarted in the first symbol after all Msg3 repetitions
	stage-3 level agreement, not captured in stage-2 specifications

	In shared RO case, it is not supported to configure a separate set of RACH parameters (preambleReceivedTargetPower, powerRampingStep, preambleTransMax) for requesting Msg3 repetition.
	stage-3 level agreement, not captured in stage-2 specifications

	In shared RO case, it is not supported to separately configure following parameters for requesting Msg3 repetition:
prach-ConfigurationIndex
msg1-FDM
msg1-FrequencyStart
zeroCorrelationZoneConfig
totalNumberOfRA-Preambles
ssb-perRACH-OccasionAndCB-PreamblesPerSSB
rsrp-ThresholdSSB-SUL
prach-RootSequenceIndex
msg1-SubcarrierSpacing
restrictedSetConfig
msg3-transformPrecoder
	stage-3 level agreement, not captured in stage-2 specifications

	In shared RO case, it is up to the common RACH session to decide how to configure the number of preamble per SSB per RO, and how to indicate the start of preamble index for requesting Msg3 repetition.
	No impact

	A separate rsrp-ThresholdSSB threshold is introduced for requesting Msg3 repetition.
	stage-3 level agreement, not captured in stage-2 specifications

	From CE perspective, carrier selection and BWP selection are performed ahead of CE selection during RACH procedure.
	stage-3 level agreement, not captured in stage-2 specifications

	From CE perspective, UE compares the RSRP of DL path-loss reference with the Msg3 repetition threshold [rsrp-Threshold-Msg3Rep] during the RACH initialization procedure and decides whether to use CE or non-CE RA. 
	Partly captured

	From CE perspective, if CE RA is selected, then the decision doesn’t change during the entire RACH procedure (i.e. until RACH failure).
	stage-3 level agreement, not captured in stage-2 specifications
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