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Attachments:


1. Overall Description:

RAN2 has agreed to introduce a new NTN-specific SIB (SIBx) which is scheduled by SIB1. And at least the following serving cell information will be broadcast by SIBx:

1) Ephemeris;

2) Common TA parameters;

3) Validity duration for UL sync information;

4) t-Service (the timing information on when the serving cell is going to stop serving the area);
5) Cell reference location;

6) Epoch time;

7) K_mac;

8) Cell-specific Koffset;

9) Indication for network enabled/disabled TA report.

Note that, based on RAN2 agreements so far, 4)  can only be broadcast by quasi-earth fixed cells not by earth moving cells, and 5) can be broadcast by quasi-earth fixed cells (FFS for earth moving cells).

RAN2 also agreed that the validity duration for UL sync information applies to the whole SIBx and UE acquires the updated SIBx when the timer expires (FFS if this applies only to RRC_CONNECTED mode or to RRC_IDLE UEs as well).

Since some parameters also have RAN1 impact, RAN2 kindly asks if RAN1 foresees any problem (e.g., due to latency requirement) 

with the above agreements.

2. Actions:
To RAN1
ACTION: 
RAN1 is kindly requested to take the above information into account and see if there is any problem with the RAN2 agreements.
3. Date of Next TSG-RAN WG2 Meetings:

RAN2#117-e 
21 Feb - 3 Mar 2022
e-meeting
�We have agreed to remove “(e.g., due to latency requirement)” during online discussion as shown below.





Proposal 24: (10/12) Revise the draft LS to accommodate other information introduced to SIBx (i.e., K_mac, cell-specific Koffset, network enable/disable TA report), and remove “(e.g., due to latency requirement)”.


Revise the draft LS to accommodate other information introduced to SIBx (i.e., K_mac, cell-specific Koffset, network enable/disable TA report), and remove “(e.g., due to latency requirement)”.





�During the Tuesday CB, companies think it’s acceptable to re-include the deleted part to give RAN1 some hint on what could be the possible problem.
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-     Apple thinks 7 and 8 are covered in 2. Intel thinks the parameters are different. ZTE agrees 


-     QC thinks we should still ask about the timing implications. Nokia could accept to re-include that part. 


  Re-include the part of timing implications


-     Regarding the FFS about ntnUlSyncValidityDuration, QC thinks this could be included in this LS. Intel thinks we don't need to ask for this. ZTE thinks we should include


  Include reference to our agreement on ntnUlSyncValidityDuration


  Revised in R2-2201757





On that basis, I would tend to keep the online agreement and include that part, unless there is strong concern by companies.





