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[bookmark: _Toc37153581][bookmark: _Toc46501737][bookmark: _Toc518610664][bookmark: _Toc46501735]START OF FIRST CHANGE
[bookmark: _Toc90724001]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
BAP	Backhaul Adaptation Protocol
BC	Band Combination
BT	Bluetooth
DAPS	Dual Active Protocol Stack
DL	Downlink
EHC	Ethernet Header Compression
FS	Feature Set
FSPC	Feature Set Per Component-carrier
IAB-MT	Integrated Access Backhaul Mobile Termination
MAC	Medium Access Control
MCG	Master Cell Group
MN	Master Node
MR-DC	Multi-RAT Dual Connectivity
MUSIM	Multi-Universal Subscriber Identity Module
PDCP	Packet Data Convergence Protocol
RLC	Radio Link Control
RTT	Round Trip Time
SCG	Secondary Cell Group
SDAP	Service Data Adaptation Protocol
SN	Secondary Node
UL	Uplink
WLAN	Wireless Local Area Network
END OF FIRST CHANGE

START OF SECOND CHANGE
[bookmark: _Toc12750887][bookmark: _Toc29382251][bookmark: _Toc37093368][bookmark: _Toc37238644][bookmark: _Toc37238758][bookmark: _Toc46488653][bookmark: _Toc52574074][bookmark: _Toc52574160][bookmark: _Toc90724012]4.2.2	General parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2
DIFF

	accessStratumRelease
Indicates the access stratum release the UE supports as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	delayBudgetReporting
Indicates whether the UE supports delay budget reporting as specified in TS 38.331 [9].
	UE
	No
	No
	No

	dl-DedicatedMessageSegmentation-r16
Indicates whether the UE supports reception of segmented DL RRC messages.
	UE
	No
	No
	No

	[bookmark: _Hlk39677092]drx-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on DRX parameters for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	inactiveState
Indicates whether the UE supports RRC_INACTIVE as specified in TS 38.331 [9].
	UE
	Yes
	No
	No

	inDeviceCoexInd-r16
Indicates whether the UE supports IDC (In-Device Coexistence) assistance information as specified in TS 38.331 [9].
	UE
	No
	No
	No

	maxBW-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on the maximum aggregated bandwidth for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes

	maxCC-Preference-r16
Indicates whether the UE supports providing its preference of a cell group on the maximum number of secondary component carriers for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	maxMIMO-LayerPreference-r16
Indicates whether the UE supports providing its preference of a cell group on the maximum number of MIMO layers for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	Yes

	mcgRLF-RecoveryViaSCG-r16
Indicates whether the UE supports recovery from MCG RLF via split SRB1 (if supported) and via SRB3 (if supported) as specified in TS 38.331[9].
	UE
	No
	No
	No

	minSchedulingOffsetPreference-r16
Indicates whether the UE supports providing its preference on the minimum scheduling offset for cross-slot scheduling of the cell group for power saving in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	mpsPriorityIndication-r16
Indicates whether the UE supports mpsPriorityIndication on RRC release with redirect as defined in TS 38.331 [9].
	UE
	No
	No
	No

	musimGapRequest-r17
Indicates whether the UE supports providing MUSIM assistance information with MUSIM gap request as defined in TS 38.331 [9].
	UE
	No
	No
	No

	musimLeaveConnected-r17
Indicates whether the UE supports providing MUSIM assistance information with indication of leaving RRC_CONNECTED state as defined in TS 38.331 [9].
	UE
	No
	No
	No

	onDemandSIB-Connected-r16
Indicates whether the UE supports the on-demand request procedure of SIB(s) or posSIB(s) while in RRC_CONNECTED, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	overheatingInd
Indicates whether the UE supports overheating assistance information.
	UE
	No
	No
	No

	partialFR2-FallbackRX-Req
Indicates whether the UE meets only a partial set of the UE minimum receiver requirements for the eligible FR2 fallback band combinations as defined in Clause 4.2 of TS 38.101-2 [3] and Clause 4.2 of TS 38.101-3 [4]. If not indicated, the UE shall meet all the UE minimum receiver requirements for all the FR2 fallback combinations in TS 38.101-2 [3] and TS 38.101-3 [4]. The UE shall support configuration of any of the FR2 fallback band combinations regardless of the presence or the absence of this field.
	UE
	No
	No
	No

	redirectAtResumeByNAS-r16
Indicates whether the UE supports reception of redirectedCarrierInfo in an RRCRelease message in response to an RRCResumeRequest or RRCResumeRequest1 which is triggered by the NAS layer, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	reducedCP-Latency
Indicates whether the UE supports reduced control plane latency as defined in TS 38.331 [9]
	UE
	No
	No
	No

	referenceTimeProvision-r16
Indicates whether the UE supports provision of referenceTimeInfo in DLInformationTransfer message and in SIB9 and reference time information preference indication via assistance information, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	releasePreference-r16
Indicates whether the UE supports providing its preference assistance information to transition out of RRC_CONNECTED for power saving, as specified in TS 38.331 [9].
	UE
	No
	No
	No

	resumeWithStoredMCG-SCells-r16
Indicates whether the UE supports not deleting the stored MCG SCell configuration when initiating the resume procedure.
	UE
	No
	No
	No

	resumeWithStoredSCG-r16
Indicates whether the UE supports not deleting the stored SCG configuration when initiating resume. The UE which indicates support for resumeWithStoredSCG-r16 shall also indicate support for resumeWithSCG-Config-r16.
	UE
	No
	No
	No

	resumeWithSCG-Config-r16
Indicates whether the UE supports (re-)configuration of an SCG during the resume procedure.
	UE
	No
	No
	No

	splitSRB-WithOneUL-Path
Indicates whether the UE supports UL transmission via MCG path and DL reception via either MCG path or SCG path, as specified for the split SRB in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	No
	No
	No

	splitDRB-withUL-Both-MCG-SCG
Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode).
	UE
	Yes
	No
	No

	srb3
Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7]. The UE shall not set the FDD/TDD specific fields for this capability (i.e. it shall not include this field in UE-MRDC-CapabilityAddXDD-Mode). This field is not applied to NE-DC.
	UE
	Yes
	No
	No




END OF SECOND CHANGE

[bookmark: _Toc51971519][bookmark: _Toc46502171][bookmark: _Toc29376162][bookmark: _Toc60788154][bookmark: _Toc37232085][bookmark: _Toc20388080][bookmark: _Toc52551502]Annex: RAN2 Agreements (LTE_NR_MUSIM-Core; leading WG: RAN2; REL-17; WID: RP-202895)

RAN2#116-bis-e
1: Two capability bits are introduced, one for support gaps and another for “leaving connected”.  There is no need for different capability bits for periodic and aperiodic gaps.
2: Confirm that the MUSIM related capability is per UE (without FRx and xDD differentiation). 

RAN2#116-e

1	AS capability for paging collision avoidance is not needed (for any cases).
2	There is no need for AS capability for Busy indication.
6	There is no need for AS capability for Paging cause value.

Can discuss UE capabilities for periodic/aperiodic gap request and RRC processing delay requirements for MUSIM in Rel-17 further in the next RAN2 meeting.

The below is used as baseline for MUSIM capabilities (can still discuss exact details in the next meeting). FFS whether we need separate bits for periodic and aperiodic gaps. FFS if we need capability bit for leaving RRC_CONNECTED.
	Features 
	Index 
	Feature group 
	Components 
	Prerequisite feature groups 
	Type 
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC) 
	Need of FDD/TDD differentiation 
	Need of FR1/FR2 differentiation 
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2 
	Note 
	Mandatory/Optional 

	x. Rel-17 MUSIM 
	X-0 
	Gap support for MUSIM UE
	Indicates UE support periodic gap for MUSIM
	MUSIM support over NAS
	 UE
	No
	No 
	 
	 
	Optional with capability signalling

	
	
	
	Indicates UE support aperiodic gap for MUSIM
	MUSIM support over NAS
	 UE
	No
	No 
	 
	 
	Optional with capability signalling





