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1. Introduction
This is for the discussion of the following:
· [Post116bis-e][626][Relay] 38.351 running CR (OPPO)
      Scope: Check and endorse the running CR considering decisions of RAN2#116bis-e.

      Intended outcome: Endorsed CR

      Deadline:  Friday 2022-01-28 0800 UTC

	Company
	Name
	E-mail

	CATT
	Hao Xu
	xuhao@catt.cn

	Huawei, HiSilicon
	Yulong
	Shiyulong5@huawei.com

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


2. Phase-1 Discussion
Please be free to share your comment w.r.t to Draft_3GPP_TS_38.351_V0.3.0-V00_Rapp version using the following table, where each company can input multiple rows for multiple sections.
Draft_3GPP_TS_38.351_V0.3.0-V00_Rapp would be updated after Tuesday CB session.
	Company
	(sub)clause
	Comment

	CATT
	6.2.2
	For the revised EN,” Editor’s Note: Pending CB decision on whether Figure 6.2.2-1 is applicable to PC5 interface as well.”
For the yellow marked part, it is confused to me that for today’s CB, there will be extra discussion for the PC5 format part? You mean P2 “Proposal 2
(12/17) Remote UE obtains the local ID from the gNB via Uu RRC messages including RRCSetup/RRCReconfiguration/RRCResume/RRCReestablishment.” in 1831?

	CATT
	6.3.2
	WA: Remote local UE ID is 8 bits.
No strong view, just suggest keeping the EN and mark the above status.

	Huawei, HiSilicon
	5.3.1 and also related section
	“-
Determine the egress RLC channel in accordance with clause 5.3.1.2;

-
Submit this SRAP Data PDU to the selected egress RLC channel.”

We should use “select” for the egress RLC selection, to be aligned with the following “submit this xxx to the selected egress RLC..” 

	Huawei, HiSilicon
	5.3.1.2
	It should be clarified the selected “egress PC5 RLC channel” is on the PC5 connection for relay, rather than any other PC5 connection at remote UE.

	Huawei, HiSilicon
	5.3.3
	For the BEARER ID filed of SRB0, it is not captured. Our understanding is that relay UE constructs the Uu SRAP header and add the “0” for SRB0 case.

See below agreement:

Adaptation layer is not present over PC5 hop for SRB0

For SRB0, adaptation layer is present over Uu hop for DL.

	Huawei, HiSilicon
	6.3.5
	The length of R bit should 1. It refers to each one individual R. Also the EN below R bit should be removed.


	
	
	

	
	
	


3. Conclusion
4. Reference
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