[bookmark: OLE_LINK50][bookmark: OLE_LINK51][bookmark: OLE_LINK52]3GPP TSG RAN WG2 Meeting #119-e	 Draft_R2-2208934
Online, August, 2022

Title:	[Draft] LS on resource pool index in DCI format 3_0
[bookmark: OLE_LINK57][bookmark: OLE_LINK58]Response to:	-
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Release:	Release 17
Work Item:	NR_SL_Rrelay-Core	Comment by Apple - Zhibin Wu 2: NR_SL_relay-Core 

Source:	vivo [To be RAN2]
To:	RAN1
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	-

Contact person:	Xiao XIAO
	xiao.xiao@vivo.com
	
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	-

1	Overall description
In Rel-17, RAN2 introduced mode-1 dedicated discovery resource pool configuration for NR SL discovery transmission, i.e. sl-DiscTxPoolScheduling, as now specified in TS 38.331. However, RAN2 found that current DCI Format 3_0, as specified in TS 38.212, cannot schedule any resource in the pool(s) indicated by sl-DiscTxPoolScheduling, since the “Resource pool index” field in DCI format 3_0 is currently unable to refer to any pool configured by sl-DiscTxPoolScheduling.
RAN2 discussed above issue and reached the agreement that the parameter “I” related to the “Resource pool index” field in DCI Format 3_0 in TS 38.212 is the number of resource pools for transmission configured by the higher layer parameter sl-TxPoolScheduling, if configured, and sl-DiscTxPoolScheduling, if configured. 
RAN2 would like to request RAN1 to take above RAN2 agreement into account and make necessary specification change. It is also RAN2’s understanding that it is finally up to RAN1 on how to fix this issue in their specificationsAlso, according to TS 38.331, the total number of the resource pools configured in sl-TxPoolScheduling and those configured in sl-DiscTxPoolScheduling is no larger than 8.	Comment by OPPO(Boyuan)-v2: RAN2 does not have such agreement.	Comment by Huawei - Jagdeep: Agree with Oppo. 
We can possibly instead clarify that It is also RAN2 understanding that the total number of Resource pools (including discovery dedicated RP and normal RP) will not be larger than 8  above this paragraph. 
This might be helpful to RAN 1 and they can consider this aspect when updating the specs.

Suggested addition above this paragraph- 
It is also RAN2 understanding that the total number of Resource pools (including discovery dedicated RP and normal RP) will not be larger than 8.

	Comment by Apple - Zhibin Wu 2: I think this restriction mentioned by Huawei is only applicable to “dedicated TX pools for both NR sidelink communication and NR sidelink discovery”.. 	Comment by Rapp: Above comment from Huawei is a good point, as this is the basis on which we made this RAN2 agreement: only if this restriction holds, is it sufficient to only make a clarification on this “Resource pool index” field to resolve this issue. On the specific wording, let’s directly use the field names for these pools to avoid any ambiguity. RAN1 only cares about how many TX pools can be totally configured in this regard.	Comment by Rapp: As another finding, current spec has already clarifies this limitation (i.e. no lager than 8) with the following field description:

where the sl-DiscTxPoolScheduling is included in this SL-BWP-Config IE. So this is what is really specified in the current TS 38.331, instead of just RAN2 understanding. 
2	Actions
To RAN1 
ACTION: 	RAN2 respectfully request RAN1 to take above RAN2 agreement into account, make necessary specification change and provide feedback (if any concern).

3	Dates of next TSG RAN WG2 meetings
TSG RAN WG2 Meeting #119bis-e	10 October – 19 October 2022	e-Meeting
TSG RAN WG2 Meeting #120	14 November – 18 November 2022	Toulouse, France	Comment by OPPO(Boyuan)-v2: Date should be updated	Comment by Huawei - Jagdeep: 11 November – 14 November	Comment by Rapp: Fixed with right date and latest meeting venue info. 
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- SL-BWP-Config field descriptions -

= s/-BWP-DiscPoolConfig -
This field indicates the NR sidelink discovery dedicated resource pool configurations on the configured sidelink BWP. The total number of Rx/Tx resource pools configured for
communication and discovery does not exceed the maximum number of Rx/Tx resource pool for NR sidelink communication (i.e. maxNrofRXPool-r16/maxNrofTXPool-r16). .





