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1. Overall Description:
RAN2 thanks RAN1 for the LS on 1-symbol PRS.
During RAN2#121-bis-e meeting, RAN2 decidesagreed the following on 1-symbol PRS: to introduce 1-symbol PRS in line with the RAN1 agreement, and RAN2 decides to update:


	Agreements:
RAN2 will introduce 1-symbol PRS in line with the RAN1 agreement.
Reply LS to RAN1 to ask if a PDC change is also needed.
LPP CR is agreed in principle; other CRs to be seen next meeting, evolved from the CRs at this meeting.
Restrictions to the search window can be considered next meeting in LPP.
Capability to be aligned with RAN1 feature list.


TS 37.355 to extend the dl-prs-NumSymbols, dl-prs-NumSymbolsReq and dl-PRS-ResourceSymbolOffset for PRS configuration in Rel-18;	Comment by Nokia (Mani): We don’t need this level of detail now as these are only agreed in principle. Discussion on search window restriction may result in further updates to LPP. We can send final agreed CR to RAN1 in the next meeting.	Comment by Lenovo: Agree
RAN2 would also like to ask the following question to RAN1:

Question: Do we need changes to DL PRS configuration used for RTT-based Propagation Delay Compensation? TS 38.331 to extent the numSymbols and dl-PRS-ResourceSymbolOffset for PDC PRS configuration in Rel-18.	Comment by Nokia (Mani): We did not agree the RRC CR. So, this is not needed.	Comment by Lenovo: There are further corrections to the AIP LPP CR to be made, so we need to see the LPP CR at next meeting again, e.g.

-Cover page: Title should say “Introduction …” instead of “Correction …”; in the title the TEI tag for the feature is missing.
-In ASN.1 the value “n1” needs to be added after the extension marker and with suffix “-v18xy”.
-We wonder whether there is a need to define the whole value range INTEGER (0..13) for dl-PRS-ResourceSymbolOffset-r18 instead of value 13 only as NCE?

Restrictions to the search window can be considered next meeting in LPP.
UE capability of 1-symbol PRS in LPP and RRC specifications will be updated in next meeting according to RAN1’s latest UE feature list.

	Comment by ZTE - Yu Pan: No need to check with R1 whether 1-symbol PRS should be used for PDC or not. R1 already agreed on the 1-symbol PRS UE capability report for PDC PRS	Comment by Lenovo: We have not officially received yet the features list from RAN1, so it’s ok to add the question.
2. Actions:
To RAN WG1
ACTION: RAN2 respectfully asks RAN1 to take above information into consideration and provide answer to the question asked.

3. Date of Next RAN WG2 Meetings:
RAN2#122                      22-26 May 2023                     Incheon, KR
RAN2#123                      21-25 August 2023                  Toulouse, FR





