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1. Overall Description:
During RAN2#123, the following agreements have been achieved for the SL-PRS priority

	Define 8 priority levels for SL-PRS priority, same as the number of priority levels for SL-SCH. RAN2 understand that the SL-PRS priority levels are mapped from the sidelink positioning/ranging QoS


The following agreements have been achieved for resource allocation for SL-PRS

	The SL-PRS priority can be provided by the UE’s own high layer when it triggers the SL-PRS transmission. 

When aperiodic/one-shot SL-PRS transmission is triggered for UE configured with Scheme 1 SL-PRS resource allocation, at least for the case when LMF is not involved in giving the grant, design a new MAC CE for the UE to send to the gNB for SL-PRS resource request. 

At least when periodic SL-PRS transmission is triggered for UE configured with Scheme 1 SL-PRS resource allocation, at least for the case when LMF is not involved in giving the grant, the UE sends an RRC message to the gNB for providing the assistance information for CG configuration. 


The following agreements have been achieved for CBR measurements

	Support CBR measurement on both shared and dedicated resource pool for SL-PRS transmission. 


2. Actions:

To RAN1/SA2: 
ACTION: 
RAN2 respectfully asks RAN1/SA2 to take the agreements in SL-PRS priority in the future work and provide feedbacks on relevant agreements





· 
· 
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN WG2 Meeting R2-123-bis

Xiamen


2023‑10‑09
2023‑10‑13

TSG-RAN WG2 Meeting R2-124


Chicago


2023‑11‑13
2023‑11‑17

�This action is not needed. This is not in the scope of the post email discussion, since we didn’t have time to discuss this issue and didn’t agree to consult R1. 


If R1 have such kind of agreement in the future, surely we will know.


�the below has been formally agreed





The SL-PRS priority can be provided by the UE’s own high layer when it triggers the SL-PRS transmission. (14/14) The following issues are open and can be raised in the LS for RAN1 input:


	Whether the UE’s higher layer can provide SL-PRS priority for the SL-PRS triggered by peer UE


	Whether the peer UE triggers the SL-PRS transmission can provide the SL-PRS priority








