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1	Introduction
This document shows text proposal Alternative 1 for [Post123][756]. 
2	Alt2: Text proposal to running CR of TS38.321 (R2-2309067)

[bookmark: _Toc510018652][bookmark: _Toc524434611]Start of change
5.1.1b	Selection of the set of Random Access resources for the Random Access procedure
Editor’s NOTE: The RAN1 agreements on early indication have not been captured to wait for further corresponding RAN2 progress. 
The MAC entity shall:
1>	if the BWP selected for Random Access procedure is configured with both set(s) of Random Access resources with msg3-Repetitions set to true and set(s) of Random Access resources without msg3-Repetitions set to true and the RSRP of the downlink pathloss reference is less than rsrp-ThresholdMsg3; or
1>	if the BWP selected for Random Access procedure is only configured with the set(s) of Random Access resources with msg3-Repetitions set to true:
2>	assume Msg3 repetition is applicable for the current Random Access procedure.
1>	else:
2>	assume Msg3 repetition is not applicable for the current Random Access procedure.
NOTE 1:	Void.
1>	if contention-free Random Access Resources have not been provided for this Random Access procedure and one or more of the features including (e)RedCap and/or Slicing and/or SDT and/or MSG3 repetition is applicable for this Random Access procedure:
NOTE 2: The applicability of SDT is determined by MAC entity according to clause 5.27. The applicability of NSAG-ID is determined by upper layers when the Random Access procedure is initiated. The applicability of (e)RedCap is also determined by upper layers when Random Access procedure is initiated and it is applicable to the Random Access procedures initiated by PDCCH orders and any Random Access procedure initiated by the MAC entity.	Comment by Xiaomi: Does that mean for eRedcap UE, both “eRedcap’ and “Redcap ” will be applicable for RA procedure?
2>	if none of the sets of Random Access resources are available for any feature applicable to the current Random Access procedure (as specified in clause 5.1.1c):
3>	select the set(s) of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for this Random Access procedure.
2>	else if there is one set of Random Access resources available which can be used for indicating all features triggering this Random Access procedure:
3>	select this set of Random Access resources for this Random Access procedure.
2>	else (i.e. there are one or more sets of Random Access resources available that are configured with indication(s) for a subset of all features triggering this Random Access procedure):
3>	select a set of Random Access resources from the available set(s) of Random Access resources based on the priority order indicated by upper layers as specified in clause 5.1.1d for this Random Access Procedure.
1>	else if contention-free Random Access Resources have been provided for this Random Access procedure and (e)RedCap is applicable for the current Random Access procedure and there is one set of Random Access resources available that is only configured with (e)RedCap indication:
2>	select this set of Random Access resources for this Random Access procedure.
1>	else:
2>	select the set of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for the current Random Access procedure.
[bookmark: _Toc131023380]5.1.1c	Availability of the set of Random Access resources
The MAC entity shall for each set of configured Random Access resources for 4-step RA type and for each set of configured Random Access resources for 2-step RA type:



1>	if redCap is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which RedCap is not applicable.
1>	if enhRedCap is set to true for a set of Random Access resources:	Comment by SunYoung Lee (Nokia): This is to prevent use of this RA resource set by RedCap and other features.
2>	consider the set of Random Access resources as not available for a Random Access procedure for which eRedCap is not applicable.
1>	if smallData is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure which is not triggered for SDT.
1>	if NSAG-List is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure unless it is triggered for any one of the NSAG-ID(s) in the NSAG-List.
1>	if msg3-Repetitions is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure if Msg3 repetition is not applicable.
1>	if a set of Random Access resources is not configured with FeatureCombination:
2>	consider the set of Random Access resources to not associated with any feature. 
[bookmark: OLE_LINK1]If eRedCap is applicable for the current Random Access procedure and there is no set of Random Access resources for which RedCap is set to true, the MAC entity shall for each set of configured Random Access resources [for 4-step RA type]:	Comment by SunYoung Lee (Nokia): As the above condition checks are for ‘each set’, it is not a good design to have another condition related to ‘all sets’ under ‘each set’. So I take the liberty to separate the action of fallback with a condition ‘if the current RA procedure is eRedCap related and there is no RA resource set for eRedCap’.
1>	if redCap is set to true for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which (e)RedCap is not applicable.

[bookmark: _Toc131023381]5.1.1d	Selection of the set of Random Access resources based on feature prioritization
The MAC entity shall:
1>	among the available sets of Random Access resources for this Random Access procedure (as specified in clause 5.1.1c), identify those configured with a feature which has the highest priority assigned in featurePriorities among all the features applicable to this Random Access procedure as specified in TS 38.331 [5].
1>	if a single set of Random Access resources is identified:
2>	select this set of Random Access resources.
1>	else if more than one set of Random Access resources is identified:
2>	repeat the procedure taking as an input the identified sets of Random Access resources and the feature applicable to the current Random Access procedure with the highest priority assigned in featurePriorities among all the features applicable to this Random Access procedure, except the features considered already.
1>	else (i.e. no set of Random Access resources is identified):
2>	repeat the procedure taking as an input the previous identified available sets of Random Access resources and the feature applicable to the current Random Access procedure with the highest priority assigned in featurePriorities among all the features applicable to this Random Access procedure, except the features considered already.
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