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	Apple
	6.3.2

	ServingCellConfigCommon

Suggest to introduce a new Parameter atg-config which includes the following 4 IEs. And 
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For example, 

ServingCellConfigCommon ::=         SEQUENCE {

……

atg-Config-r18                      ATG-Config-r18                                                      OPTIONAL  -- Need R

……

}

ATG-Config-r18 ::=             SEQUENCE {

    referenceLocation-r18                 ReferenceLocation-r17                                              OPTIONAL,    -- Need R

    cellSpecificKoffset-r18               INTEGER(FFS)                                                        OPTIONAL,    -- Need R

    heightBS-r18                             FFS                                                                  OPTIONAL,     -- Need R

    ta-Report-ATG-r18                       ENUMERATED {enabled}                                              OPTIONAL    -- Need R

    ...

}


	

	Apple
	6.3.1
	In SIBxx
We can also use ATG-Config-r18 in SIBxx to simplify the structure. 

SIBxx-r18 ::= SEQUENCE {

atg-Config-r18                      ATG-Config-r18                                                          referenceLocation-r18                   ReferenceLocation-r17       OPTIONAL,    -- Need R
    hsA-cellReselectionSet-r18             ENUMERATED {true}            OPTIONAL,    -- Need R

    cellSpecificKoffset-r18                INTEGER(FFS)                   OPTIONAL,    -- Need R

    heightBS-r18                             FFS                              OPTIONAL,     -- Need R

    ta-Report-ATG-r18                       ENUMERATED {enabled}          OPTIONAL,    -- Need R
    atg-NeighCellConfigList-r18           ATG-NeighCellConfigList-r18      OPTIONAL,     -- Need R
    lateNonCriticalExtension               OCTET STRING
                   OPTIONAL,

    ...

}
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	Avoid the change on change. 
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


