

	
3GPP TSG-RAN WG2 Meeting #125	R2-240xxxx
Athens, Greece, Feb. 26th – Mar. 1st, 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38306
	CR
	draft
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction on NES UE capabilities to 38306 

	
	

	Source to WG:
	vivo, CATT

	Source to TSG:
	RAN2

	
	

	Work item code:
	Netw_Energy_NR-Core
	
	Date:
	2024-03-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Capture the following RAN2#125 agreement on the NES UE capabilities:

=> Add the limitation that a UE supporting cell DTX shall also indicate support of longDRX-Cycle in the field description of nes-CellDTX-DRX to capture the agreement.

	
	

	Summary of change:
	1. Add the limitation that a UE supporting cell DTX shall also indicate support of longDRX-Cycle in the field description of nes-CellDTX-DRX-r18
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START OF THE CHANGE
[bookmark: _Toc146751288]4.2	UE Capability Parameters
[bookmark: _Toc12750892][bookmark: _Toc29382256][bookmark: _Toc37093373][bookmark: _Toc37238649][bookmark: _Toc37238763][bookmark: _Toc46488658][bookmark: _Toc52574079][bookmark: _Toc52574165][bookmark: _Toc146751295]4.2.7	Physical layer parameters
[bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc37093375][bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc146751297]4.2.7.2	BandNR parameters
< unchanged part is omitted>
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	nes-CellDTX-DRX-r18
[bookmark: _Hlk160451656]Indicates whether the UE supports cell DTX and/or DRX operation by RRC configuration. The supported number of cell DTX/DRX patterns per cell group is 2, regardless of each pattern is for cell DTX only, cell DRX only, or both. A UE supporting cell DTX (a UE which indicates cellDTXonly or both for nes-CellDTX-DRX-r18) shall also indicate support of longDRX-Cycle.	Comment by Alexey Kulakov, Vodafone: Could we think about better wording please: 
1: cellDTXonly is written all together. In non-changed part it is cell DTX only.
2. cellDTXonly or both: "Both" means cell cell DTX and cell DRX, but it is not written in this part. 
My suggestion: . A UE supporting cell DTX (a UE which indicates cell DTX only or cell DTX and Cell DRX for nes-CellDTX-DRX-r18) shall also indicate support of longDRX-Cycle.	Comment by Ericsson: We think it is simpler to just refer to the UE capability fields: 

"If the UE sets this field to the value cellDTXonly or both, it shall also indicate support of longDRX-Cycle".	Comment by Netw_Energy_NR-Core: Thanks to Vodafone and Ericsson for your good comments. Both have a point. 

- If we go with Vodafone’s version, I might revise a bit to make it neater:
‘A UE indicating support of cell DTX only or support of both cell DTX and cell DRX shall also indicate support of longDRX-Cycle.’

- If we go with Ericsson’s version, I might revise a bit on it as:
‘A UE setting this field to the value cellDTXonly or both shall also indicate support of longDRX-Cycle.’

Let’s hear more comments from other companies to see with which version to go.	Comment by Huawei (Marcin): We agree with Ericsson that referring to the UE cap fields is the most straightforward way to do it. 	Comment by Jarkko T. Koskela (Nokia): Agree with Ericsson proposal is bit more according to regular way of capturing. 
	Band
	No
	N/A
	N/A


< unchanged part is omitted>
END OF THE CHANGE

