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Title:	Reply LS on L2ID and User Info for L2 based U2ULS to SA2 on L2ID and user info	Comment by 作者: Would this be titled as a “reply LS”?	Comment by 作者: Rapp: This title is copied from ChairNote, I will request to change the title when requesting Tdoc
[bookmark: _Hlk159265245]Response to:	R2-2400072 (S2-2313796) Reply LS on L2ID and User Info for L2 based U2U
Release:	Rel-18
Work Item:	NR_SL_relay_enh-Core

Source:	Qualcomm [To be RAN2]
To:	SA2, CT1	Comment by 作者: CC “CT1, SA3”?	Comment by 作者: OPPO: Based on the RAN2 agreement, this shold be sent to SA2 and CT1

Agreements:
There are no concurrent PC5 connection setup procedures between a single source remote UE and different target remote UEs via the same relay UE.  RAN2 will not capture this in a spec and it is left to SA2 to decide if there is something to capture.
Before receiving Layer-2 ID from AS layer, source Remote UE does not trigger PC5 connection setup procedure towards another target Remote UE via the same relay UE.
During Local ID assignment, Relay UE indicates to the source Remote UE layer-2 ID of the target Remote UE ID in RRCReconfigurationSidelink.
Source Remote UE indicates layer-2 ID of the target Remote UE to ProSe layer.
Source Remote UE AS layer maintains Layer-2 ID and local ID mapping per relay UE.
LS to SA2 and CT1 to indicate our agreements.
	Comment by 作者: Nokia: I agree, CT1 should also be in the TO field	Comment by 作者: Rapp: ok to CT1, but CT3 seems not needed.

Contact Person:	
Name:	Jianhua Liu
E-mail Address:	 jianhua@qti.qualcomm.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments: NA
1. Overall Description:
RAN2 thanks SA2 for the reply LS on L2ID and User Info for L2 based U2U. 
According toIn regards of SA2 reply, RAN2 discusses discussed which Remote UE ID should be used in AS layer when assigning Local ID and related interactions between AS layer and ProSe layer, and achieved the following agreements.
Agreements:
There are no concurrent PC5 connection setup procedures between a single source remote UE and different target remote UEs via the same relay UE. RAN2 will not capture this in a spec and it is left to SA2 to decide if there is something to capture.
Before receiving Layer-2 ID from AS layer, source Remote UE does not trigger PC5 connection setup procedure towards another target Remote UE via the same relay UE.
During Local ID assignment, Relay UE indicates to the source Remote UE layer-2 ID of the target Remote UE ID in RRCReconfigurationSidelink.
Source Remote UE indicates layer-2 ID of the target Remote UE to ProSe layer.
Source Remote UE AS layer maintains Layer-2 ID and local ID mapping per relay UE.
RAN2 respectfully asks SA2 and CT1 to take the above information agreements into account, and provide feedback if having any concerns.	Comment by 作者: Nokia: According to the agreement we also ask them to check if there is need to update SA2/CT1 specifications.	Comment by 作者: Rapp: it is enough to inform them our agreements, SA2 and CT1 can decide whether to update their specification, we don't need to ask them to do it.
2. Actions:
To: RAN1SA2	Comment by 作者: OPPO: And CT1
ACTION: RAN2 respectfully asks SA2 to take the above information into account, and provide feedback if having any  concerns.	Comment by 作者: OPPO: and CT1	Comment by 作者: Nokia, see above
3. Date of Next RAN2 Meetings: 
TSG-RAN WG2 Meeting #125bis     			15 – 19 April 2024			Changsha, China
TSG-RAN WG2 Meeting #126     			20 – 24 May 2024	      Fukuoka City, Japan

