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[bookmark: _Toc29241660][bookmark: _Toc37153129][bookmark: _Toc37237075][bookmark: _Toc46494273][bookmark: _Toc52535168][bookmark: _Toc185280412]6.10	SON features
[bookmark: _Toc29241661][bookmark: _Toc37153130][bookmark: _Toc37237076][bookmark: _Toc46494274][bookmark: _Toc52535169][bookmark: _Toc185280413]6.10.1	Radio Link Failure Report for inter-RAT MRO
It is optional for UE to include previousUTRA-CellId and selectedUTRA-CellId in RLF-Report upon request from the network as specified in TS 36.331 [5].
[bookmark: _Toc46494275][bookmark: _Toc52535170][bookmark: _Toc185280414]6.10.2	Radio Link Failure Report for NB-IoT
It is optional for UE to support the storage of RLF-Report and the reporting in UEInformationResponse message as specified in TS 36.331 [5] when connected to EPC. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc46494276][bookmark: _Toc52535171][bookmark: _Toc185280415]6.10.3	Radio Link Failure Report for inter-RAT MRO NR
It is optional for UE to include previousNR-PCellId, failedNR-PCellId and nrReconnectCellId in RLF-Report upon request from the network as specified in TS 36.331 [5].
[bookmark: _Toc185280416]6.10.4	LTE RLF report for voice fallback in LTE
It is optional for UE to include voiceFallbackHO in RLF-Report upon request from the network as specified in TS 36.331 [5], when an RLF occurs shortly after successful HO from NR to E-UTRAN for voice fallback.
6.10.5	SCG failure information for EN-DC MRO
It is optional for UE to include previousPSCellId, failedPSCellId, timeSCG-Failure and perRA-InfoListNR in SCGFailureInformationNR message as specified in TS 36.331 [5].
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