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[bookmark: _Toc518610662][bookmark: _Toc37153579][bookmark: _Toc46501733][bookmark: _Toc52579304][bookmark: _Toc109140343]
[bookmark: _Toc60777428][bookmark: _Toc185578053]6.3.3	UE capability information elements
<Unnecessary part omitted>

[bookmark: _Toc60777480][bookmark: _Toc185578123]–	SON-Parameters
The IE SON-Parameters contains SON related parameters.
SON-Parameters information element
-- ASN1START
-- TAG-SON-PARAMETERS-START

SON-Parameters-r16 ::= SEQUENCE {
    rach-Report-r16        ENUMERATED {supported}    OPTIONAL,
    ...,
    [[
    rlfReportCHO-r17       ENUMERATED {supported}    OPTIONAL,
    rlfReportDAPS-r17      ENUMERATED {supported}    OPTIONAL,
    success-HO-Report-r17  ENUMERATED {supported}    OPTIONAL,
    twoStepRACH-Report-r17 ENUMERATED {supported}    OPTIONAL,
    pscell-MHI-Report-r17  ENUMERATED {supported}    OPTIONAL,
    onDemandSI-Report-r17  ENUMERATED {supported}    OPTIONAL
    ]],
    [[
    cef-ReportRedCap-r17   ENUMERATED {supported}    OPTIONAL,
    rlf-ReportRedCap-r17   ENUMERATED {supported}    OPTIONAL
    ]],
    [[
    spr-Report-r18            ENUMERATED {supported} OPTIONAL,
    successIRAT-HO-Report-r18 ENUMERATED {supported} OPTIONAL
    ]],
    [[
    rlfReport-LTM-r19                                ENUMERATED {supported}    OPTIONAL,
rlfReportCondHandoverWithCandSCG-r19             ENUMERATED {supported}    OPTIONAL
	]]
}

-- TAG-SON-PARAMETERS-STOP
-- ASN1STOP

<Unnecessary part omitted>

[bookmark: _Toc60777485][bookmark: _Toc185578130]–	UE-BasedPerfMeas-Parameters
The IE UE-BasedPerfMeas-Parameters contains UE-based performance measurement parameters.
UE-BasedPerfMeas-Parameters information element
-- ASN1START
-- TAG-UE-BASEDPERFMEAS-PARAMETERS-START

UE-BasedPerfMeas-Parameters-r16 ::= SEQUENCE {
    barometerMeasReport-r16      ENUMERATED {supported}        OPTIONAL,
    immMeasBT-r16                ENUMERATED {supported}        OPTIONAL,
    immMeasWLAN-r16              ENUMERATED {supported}        OPTIONAL,
    loggedMeasBT-r16             ENUMERATED {supported}        OPTIONAL,
    loggedMeasurements-r16       ENUMERATED {supported}        OPTIONAL,
    loggedMeasWLAN-r16           ENUMERATED {supported}        OPTIONAL,
    orientationMeasReport-r16    ENUMERATED {supported}        OPTIONAL,
    speedMeasReport-r16          ENUMERATED {supported}        OPTIONAL,
    gnss-Location-r16            ENUMERATED {supported}        OPTIONAL,
    ulPDCP-Delay-r16             ENUMERATED {supported}        OPTIONAL,
    ...,
    [[
    sigBasedLogMDT-OverrideProtect-r17 ENUMERATED {supported}  OPTIONAL,
    multipleCEF-Report-r17             ENUMERATED {supported}  OPTIONAL,
    excessPacketDelay-r17              ENUMERATED {supported}  OPTIONAL,
    earlyMeasLog-r17                   ENUMERATED {supported}  OPTIONAL
    ]],
    [[
    loggedMDT-PNI-NPN-r18              ENUMERATED {supported}  OPTIONAL,
    loggedMDT-SNPN-r18                 ENUMERATED {supported}  OPTIONAL
    ]],
    [[
    geoAreaScopeChecking-r19  	ENUMERATED {supported}  OPTIONAL
	]]
}

-- TAG-UE-BASEDPERFMEAS-PARAMETERS-STOP
-- ASN1STOP
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