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START OF CHANGES
[bookmark: _Toc210311037][bookmark: _Toc201294785][bookmark: _Toc193462498][bookmark: _Toc193445429][bookmark: _Toc193451234][bookmark: _Toc60776730]5.2.2.4.13	Actions upon reception of SIB12
Upon receiving SIB12, the UE shall:
1>	if the UE has stored at least one segment of SIB12 and the value tag of SIB12 has changed since a previous segment was stored:
2>	discard all stored segments;
1>	store the segment;
1>	if all segments have been received:
2>	assemble SIB12-IEs from the received segments;
2>	if sl-FreqInfoList/sl-FreqInfoListSizeExt is included in SIB12-IEs:
3>	if configured to receive NR sidelink communication:
4>	use the resource pool(s) indicated by sl-RxPool for NR sidelink communication reception, as specified in 5.8.7;
3>	if configured to transmit NR sidelink communication:
4>	use the resource pool(s) indicated by sl-TxPoolSelectedNormal, or sl-TxPoolExceptional for NR sidelink communication transmission, as specified in 5.8.8;
4>	perform CBR measurement on the transmission resource pool(s) indicated by sl-TxPoolSelectedNormal or sl-TxPoolExceptional for NR sidelink communication transmission, as specified in 5.5.3.1;
4>	use the synchronization configuration parameters for NR sidelink communication on frequencies included in sl-FreqInfoList/sl-FreqInfoListSizeExt, as specified in 5.8.5;
3>	if configured to perform SL-PRS measurement:
4>	use the resource pool(s) indicated by sl-RxPool for SL-PRS measurement, as specified in 5.8.18.2;
3>	if configured to transmit SL-PRS:
4>	use the resource pool(s) indicated by sl-TxPoolSelectedNormal, or sl-TxPoolExceptional for SL-PRS transmission, as specified in 5.8.18.3;
4>	perform CBR measurement on the transmission resource pool(s) indicated by sl-TxPoolSelectedNormal or sl-TxPoolExceptional for SL-PRS, as specified in 5.5.3.1;
4>	use the synchronization configuration parameters for NR sidelink positioning on frequencies included in sl-FreqInfoList/sl-FreqInfoListSizeExt, as specified in 5.8.5;
3>	if configured to receive NR sidelink discovery:
4>	use the resource pool(s) indicated by sl-DiscRxPool or sl-RxPool for NR sidelink discovery reception, as specified in 5.8.13.2;
3>	if configured to transmit NR sidelink discovery:
4>	if the UE is configured by upper layers to transmit single hop NR sidelink L2 U2N relay discovery messages and sl-L2U2N-Relay is included in SIB12; or
4>	if the UE is configured by upper layers to transmit multi hop NR sidelink L2 U2N relay discovery messages and sl-L2U2N-MH-Relay is included in SIB12; or
4>	if the UE is configured by upper layers to transmit NR sidelink L3 U2N relay discovery messages and sl-L3U2N-RelayDiscovery is included in SIB12; or
4>	if the UE is configured by upper layers to transmit NR sidelink non-relay discovery messages and sl-NonRelayDiscovery is included in SIB12; or
4>	if the UE is configured by upper layers to transmit NR sidelink L2 U2U relay discovery messages and sl-L2-U2U-Relay is included in SIB12; or
4>	if the UE is configured by upper layers to transmit NR sidelink L3 U2U relay discovery messages and sl-L3-U2U-RelayDiscovery is included in SIB12:
5>	use the resource pool(s) indicated by sl-DiscTxPoolSelected, sl-TxPoolExceptional or sl-TxPoolSelectedNormal for NR sidelink discovery transmission, as specified in 5.8.13.3;
5>	perform CBR measurement on the transmission resource pool(s) indicated by sl-TxPoolSelectedNormal, sl-DiscTxPoolSelected or sl-TxPoolExceptional for NR sidelink discovery transmission, as specified in 5.5.3.1;
5>	use the synchronization configuration parameters for NR sidelink discovery on frequencies included in sl-FreqInfoList, as specified in 5.8.5;
2>	if sl-RadioBearerConfigList or sl-RLC-BearerConfigList is included in sl-ConfigCommonNR:
3>	perform sidelink DRB addition/modification/release as specified in 5.8.9.1a.1/5.8.9.1a.2;
3>	if sl-RLC-BearerConfigListSizeExt is included in SIB12-IEs:
4>	perform additional sidelink RLC bearer addition/modification/release as specified in 5.8.9.1a.5/5.8.9.1a.6;
2> if sl-MeasConfigCommon is included in sl-ConfigCommonNR:
3> store the NR sidelink measurement configuration;
2>	if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs:
3>	store the NR sidelink DRX configuration and configure lower layers to perform sidelink DRX operation for groupcast and broadcast as specified in TS 38.321 [3];
1>	if the UE is acting as L2 U2N Remote UE:
2>	if the sl-TimersAndConstantsRemoteUE is included in SIB12:
3>	use values for timers T300, T301 and T319 as included in the sl-TimersAndConstantsRemoteUE received in SIB12;
2>	else:
3>	use values for timers T300, T301 and T319 as included in the ue-TimersAndConstants received in SIB1;
The UE should discard any stored segments for SIB12 if the complete SIB12 has not been assembled within a period of 3 hours. The UE shall discard any stored segments for SIB12 upon cell (re-)selection.
NOTE:	The L2 U2U UE is allowed to use previous configuration based on SIB12 before receiving dedicated configuration during and immediately after state transition from idle/inactive to connected.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc210311061]5.3.2	Paging
[bookmark: _Toc210311062]5.3.2.1	General


Figure 5.3.2.1-1: Paging
The purpose of this procedure is:
-	to transmit paging information to a UE in RRC_IDLE or RRC_INACTIVE.
-	to transmit paging information for a L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE to its serving L2 U2N Relay UE in any RRC state.
[bookmark: _Toc210311063]5.3.2.2	Initiation
The network initiates the paging procedure by transmitting the Paging message at the UE's paging occasion as specified in TS 38.304 [20]. The network may address multiple UEs within a Paging message by including one PagingRecord for each UE. The network may also include one or multiple TMGI(s) in the Paging message to page UEs for specific MBS multicast session(s).
[bookmark: _Toc210311064]5.3.2.3	Reception of the Paging message by the UE or PagingRecord by the L2 U2N Remote UE
Upon receiving the Paging message by the UE or receiving PagingRecord from its connected parent L2 U2N Relay UE by a L2 U2N Remote UE, the UE shall:
1>	if in RRC_IDLE, for each of the PagingRecord, if any, included in the Paging message, or
1>	if in RRC_IDLE, for the PagingRecord, if any, included in the UuMessageTransferSidelink message received from the connected parent L2 U2N Relay UE:
2>	if the ue-Identity included in the PagingRecord matches the UE identity allocated by upper layers:
3>	if upper layers indicate the support of paging cause:
4>	forward the ue-Identity, accessType (if present) and paging cause (if determined) to the upper layers;
3>	else:
4>	forward the ue-Identity and accessType (if present) to the upper layers;
NOTE 1:	If the parent L2 U2N Relay UE supports the MUSIM feature, it can forward the paging cause to the connected L2 U2N Remote UE or to the child UE.
1>	if in RRC_INACTIVE, for each of the PagingRecord, if any, included in the Paging message, or
1>	if in RRC_INACTIVE, for the PagingRecord, if any, included in the UuMessageTransferSidelink message received from the connected parent L2 U2N Relay UE:
2>	if the ue-Identity included in the PagingRecord matches the UE's stored fullI-RNTI:
3>	if the UE is configured by upper layers with Access Identity 1:
4>	initiate the RRC connection resumption procedure according to 5.3.13 with resumeCause set to mps-PriorityAccess;
3>	else if the UE is configured by upper layers with Access Identity 2:
4>	initiate the RRC connection resumption procedure according to 5.3.13 with resumeCause set to mcs-PriorityAccess;
3>	else if the UE is configured by upper layers with one or more Access Identities equal to 11-15:
4>	initiate the RRC connection resumption procedure according to 5.3.13 with resumeCause set to highPriorityAccess;
3>	else if mt-SDT indication was included in the Paging message and if the conditions for initiating SDT for a resume procedure initiated in response to RAN paging according to 5.3.13.1b are fulfilled:
4>	if pagingGroupList was not included in the Paging message; or
4>	if pagingGroupList was included in the Paging message but the UE has not joined any MBS session(s) indicated by the TMGI(s) included in the pagingGroupList; or
4>	if pagingGroupList was included in the Paging message, all the MBS session(s) indicated by the TMGI(s) included in the pagingGroupList that the UE has joined are configured to be received in RRC_INACTIVE, and inactiveReceptionAllowed was included for all these MBS session(s):
5>	initiate the RRC connection resumption procedure according to 5.3.13 with resumeCause set to mt-SDT;
NOTE 1a:	If a UE receives a Paging message including mt-SDT indication and inactiveReceptionAllowed indications for all the multicast session(s) the UE has joined and the UE initiates RRC connection resume, the UE starts monitoring the corresponding G-RNTI(s), if configured, and if multicast MCCH is present, the UE starts monitoring the Multicast MCCH-RNTI and acquires the MBSMulticastConfiguration message on multicast MCCH.
4>	else:
5>	initiate the RRC connection resumption procedure according to 5.3.13 with resumeCause set to mt-Access;
3>	else:
4>	initiate the RRC connection resumption procedure according to 5.3.13 with resumeCause set to mt-Access;
NOTE 2:	If both conditions for initiating MT-SDT and MO-SDT according to 5.3.13.1b are fulfilled, UE may initiate RRC connection resumption procedure for MT-SDT or MO-SDT based on implementation.
NOTE 3:	A MUSIM UE may not initiate the RRC connection resumption procedure, e.g. when it decides not to respond to the Paging message due to UE implementation constraints as specified in TS 24.501 [23].
2>	else if the ue-Identity included in the PagingRecord matches the UE identity allocated by upper layers:
3>	if upper layers indicate the support of paging cause:
4>	forward the ue-Identity, accessType (if present) and paging cause (if determined) to the upper layers;
3>	else:
4>	forward the ue-Identity and accessType (if present) to the upper layers;
3>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'other';
1>	if in RRC_IDLE, for each TMGI included in pagingGroupList, if any, included in the Paging message:
2>	if the UE has joined an MBS session indicated by the TMGI included in the pagingGroupList:
3>	forward the TMGI to the upper layers;
1>	if in RRC_INACTIVE and the UE has joined one or more MBS session(s) indicated by the TMGI(s) included in the pagingGroupList:
2>	if PagingRecordList is not included in the Paging message; or
2>	if none of the ue-Identity included in any of the PagingRecord matches the UE identity allocated by upper layers or the UE's stored fullI-RNTI:
3>	if the UE is not configured to receive multicast in RRC_INACTIVE for at least one of the MBS sessions indicated by the TMGI(s) included in pagingGroupList that the UE has joined; or
3>	if inactiveReceptionAllowed is not included for at least one of the MBS sessions indicated by the TMGI(s) included in pagingGroupList that the UE has joined:
4>	initiate the RRC connection resumption procedure according to 5.3.13.1d;
3>	else:
4>	start monitoring the G-RNTI(s), if configured, corresponding to the TMGI(s);
4> if the UE was notified to stop monitoring the G-RNTI(s) for all the joined multicast sessions that are configured for reception in RRC_INACTIVE:
5>	apply the multicast PTM configuration provided in RRCRelease;
5>	if multicast MCCH is present:
6>	start monitoring the Multicast MCCH-RNTI;
6>	acquire the MBSMulticastConfiguration message on multicast MCCH;
4>	else if the UE was notified to stop monitoring the G-RNTI for at least one of the multicast sessions indicated by the TMGI(s) included in pagingGroupList for which the PTM configuration was not included in RRCRelease message:
5>	apply the multicast PTM configuration provided in RRCRelease;
5>	acquire the MBSMulticastConfiguration message on multicast MCCH;
2>	else if the ue-Identity included in any of the PagingRecord matches the UE identity allocated by upper layers:
3>	forward the TMGI(s) to the upper layers;
1>	if the UE is acting as a L2 U2N Relay UE in case of single hop or L2 Last U2N Relay UE, for each of the PagingRecord, if any, included in the Paging message:
2>	if the ue-Identity included in the PagingRecord in the Paging message matches the UE identity in sl-PagingIdentityRemoteUE included in sl-PagingInfo-RemoteUE or sl-PagingInfo-RemoteUE-List received in RemoteUEInformationSidelink message from a L2 U2N Remote UE or from a child L2 U2N Relay UE:
3>	inititate the Uu Message transfer in sidelink to that UE as specified in 5.8.9.9;
[bookmark: _Toc60776743]END OF CHANGES

START OF CHANGES

[bookmark: _Toc201294811][bookmark: _Toc210311065]5.3.3	RRC connection establishment
[bookmark: _Toc201294812][bookmark: _Toc210311066]5.3.3.1	General


Figure 5.3.3.1-1: RRC connection establishment, successful


Figure 5.3.3.1-2: RRC connection establishment, network reject
The purpose of this procedure is to establish an RRC connection. RRC connection establishment involves SRB1 establishment. The procedure is also used to transfer the initial NAS dedicated information/ message from the UE to the network.
The network applies the procedure e.g.as follows:
-	When establishing an RRC connection;
-	When UE is resuming or re-establishing an RRC connection, and the network is not able to retrieve or verify the UE context. In this case, UE receives RRCSetup and responds with RRCSetupComplete.
[bookmark: _Toc201294813][bookmark: _Toc210311067]5.3.3.1a	Conditions for establishing RRC Connection for NR sidelink communication/discovery/V2X sidelink communication/MP operation
For NR sidelink communication/discovery, an RRC connection establishment is initiated only in the following cases:
1>	if configured by upper layers to transmit NR sidelink communication and related data is available for transmission:
2>	if the frequency on which the UE is configured to transmit NR sidelink communication is included in sl-FreqInfoList/sl-FreqInfoListSizeExt within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 does not include sl-TxPoolSelectedNormal for the concerned frequency;
1>	if configured by upper layers to transmit NR sidelink discovery and related data is available for transmission:
2>	if the UE is configured by upper layers to transmit NR sidelink L2 U2U relay discovery messages and sl-L2-U2U-Relay-r18 is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink L3 U2U relay discovery messages and sl-L3-U2U-RelayDiscovery is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink single hop L2 U2N relay discovery messages and sl-L2U2N-Relay is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink multi hop L2 relay discovery messages and sl-L2U2N-MH-Relay is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink L3 U2N relay discovery messages and sl-L3U2N-RelayDiscovery is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink non-relay discovery messages and sl-NonRelayDiscovery is included in SIB12:
3>	if the frequency on which the UE is configured to transmit NR sidelink discovery is included in sl-FreqInfoList within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 includes neither sl-DiscTxPoolSelected nor sl-TxPoolSelectedNormal for the concerned frequency;
For L2 U2N Relay UE in RRC_IDLE, an RRC connection establishment is initiated in the following cases:
1>	if any message is received from a L2 U2N Remote UE or from a child U2N Relay UE via SL-RLC0 as specified in 9.1.1.4 or SL-RLC1 as specified in 9.2.4; or
1>	if RemoteUEInformationSidelink containing the connectionForMP is received from a L2 U2N Remote UE as specified in 5.8.9.8.3;
For V2X sidelink communication, an RRC connection is initiated only when the conditions specified for V2X sidelink communication in clause 5.3.3.1a of TS 36.331 [10] are met.
NOTE 1:	Upper layers initiate an RRC connection (except if the RRC connection is initiated at the L2 U2N Relay UE upon reception of a message from a L2 U2N Remote UE or from a child U2N Relay UE via SL-RLC0 or SL-RLC1, or upon reception of RemoteUEInformationSidelink message containing the connectionForMP). The interaction with NAS is left to UE implementation.
For N3C relay UE in RRC_IDLE, an RRC connection establishment is initiated when a N3C remote UE indicates it to enter RRC_CONNECTED state.
NOTE 2:	How/when the N3C remote UE to indicate N3C relay UE to enter RRC_CONNECTED state is left to UE implementation, e.g. before reporting relay UE information with non-3GPP connection(s).
[bookmark: _Toc201294814][bookmark: _Toc210311068]5.3.3.1b	Void
[bookmark: _Toc201294815][bookmark: _Toc210311069]5.3.3.2	Initiation
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE and it has acquired essential system information, or for sidelink communication as specified in clause 5.3.3.1a.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall:
1>	if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:
2>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	if the upper layers provide NSAG information and one or more S-NSSAI(s) triggering the access attempt (TS 23.501 [32] and TS 24.501 [23]):
2>	apply the NSAG with highest NSAG priority among the NSAGs that are included in SIB1 (i.e., in FeatureCombination and/or in RA-PrioritizationSliceInfo), and that are associated with the S-NSSAI(s) triggering the access attempt, in the Random Access procedure (TS 38.321 [3], clause 5.1);
NOTE:	If there are multiple NSAGs with the same highest NAS-provided NSAG priority identified for access attempt as above, it is left to UE implementation to select the NSAG to be applied in the Random Access procedure.
1>	if the UE is acting as L2 U2N Remote UE or is acting as L2 Intermediate U2N Relay UE:
2>	establish a SRAP entity as specified in TS 38.351 [66], if no SRAP entity has been established;
2>	apply the specified configuration of SL-RLC0 as specified in 9.1.1.4;
2>	apply the SDAP configuration and PDCP configuration as specified in 9.1.1.2 for SRB0;
1>	else:
2>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
2>	apply the default MAC Cell Group configuration as specified in 9.2.2;
2>	apply the CCCH configuration as specified in 9.1.1.2;
2>	apply the timeAlignmentTimerCommon included in SIB1;
1>	start timer T300;
1>	initiate transmission of the RRCSetupRequest message in accordance with 5.3.3.3;
[bookmark: _Toc201294816][bookmark: _Toc210311070]5.3.3.3	Actions related to transmission of RRCSetupRequest message
The UE shall set the contents of RRCSetupRequest message as follows:
1>	set the ue-Identity as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	set the ue-Identity to ng-5G-S-TMSI-Part1;
2>	else:
3>	draw a 39-bit random value in the range 0..239-1 and set the ue-Identity to this value;
NOTE 1:	Upper layers provide the 5G-S-TMSI if the UE is registered in the TA of the current cell.
1>	if the establishment of the RRC connection is the result of release with redirect with mpsPriorityIndication (either in NR or E-UTRAN):
2>	set the establishmentCause to mps-PriorityAccess;
1>	else:
2>	set the establishmentCause in accordance with the information received from upper layers;
NOTE 2:	In case the L2 U2N Relay UE initiates RRC connection establishment triggered either by reception of message from a L2 U2N Remote UE or from a child UE via SL-RLC0 or SL-RLC1, or by reception of message RemoteUEInformationSidelink containing the connectionForMP, as specified in 5.3.3.1a, the L2 U2N Relay UE sets the establishmentCause by implementation, but: (1) for SL-RLC0, it can only set the emergency, mps-PriorityAccess, or mcs-PriorityAccess as establishmentCause if the same cause value is in the message received from the L2 U2N Remote UE or from a child UE via SL-RLC0; and (2) for SL-RLC1, it sets the establishmentCause to emergency if the message received from the L2 U2N Remote UE or from a child UE via SL-RLC1 is over PC5 link established for emergency service as indicated by upper layer [72].
1>	if ta-Report or ta-ReportATG is configured with value enabled and the UE supports TA reporting:
2>	indicate TA report initiation to lower layers;
The UE shall submit the RRCSetupRequest message to lower layers for transmission.
If the UE is an (e)RedCap UE and the RedCap-specific initial downlink BWP is not associated with CD-SSB, the UE may continue cell re-selection related measurements as well as cell re-selection evaluation, otherwise the UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.6.
NOTE 3:	For L2 U2N Remote UE or L2 Intermediate U2N Relay UE in RRC_IDLE, the cell (re)selection procedure as specified in TS 38.304 [20] and relay (re)selection procedure as specified in 5.8.15.3 are performed independently and up to UE implementation to select either a cell or a L2 U2N Relay UE.
[bookmark: _Toc201294817][bookmark: _Toc210311071]5.3.3.4	Reception of the RRCSetup by the UE
The UE shall perform the following actions upon reception of the RRCSetup:
1>	if the RRCSetup is received in response to an RRCReestablishmentRequest; or
1>	if the RRCSetup is received in response to an RRCResumeRequest or RRCResumeRequest1:
2>	if the UE is NCR-MT:
3>	indicate to NCR-Fwd to cease forwarding;
2>	if sdt-MAC-PHY-CG-Config is configured:
3>	instruct the MAC entity to stop the cg-SDT-TimeAlignmentTimer, if it is running;
3>	instruct the MAC entity to start the timeAlignmentTimer associated with the PTAG indicated by tag-Id, if it is not running;
2>	if srs-PosRRC-Inactive is configured:
3>	instruct the MAC entity to stop the inactivePosSRS-TimeAlignmentTimer, if it is running;
2>	if srs-PosRRC-InactiveValidityAreaPreConfigList or srs-PosRRC-InactiveValidityAreaNonPreConfig is configured:
3>	instruct the MAC entity to stop the inactivePosSRS-ValidityAreaTAT, if it is running;
2>	if the UE is configured to receive MBS multicast in RRC_INACTIVE:
3>	reset MAC;
2>	discard any stored UE Inactive AS context and suspendConfig;
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0 and broadcast MRBs, including release of the RLC entities, of the associated PDCP entities and of SDAP;
2>	release the RRC configuration except for the default L1 parameter values, default MAC Cell Group configuration, CCCH configuration and broadcast MRBs;
2>	indicate to upper layers fallback of the RRC connection;
2>	for each application layer measurement configuration with appLayerIdleInactiveConfig absent:
3>	forward the measConfigAppLayerId and inform upper layers about the release of the application layer measurement configuration;
3>	release the application layer measurement configuration;
3>	discard any application layer measurement reports which were not yet fully submitted to lower layers for transmission;
3>	consider itself not to be configured to send application layer measurement reports for the measConfigAppLayerId;
2>	stop timer T380, if running;
1>	perform the cell group configuration procedure in accordance with the received masterCellGroup and as specified in 5.3.5.5;
1>	perform the radio bearer configuration procedure in accordance with the received radioBearerConfig and as specified in 5.3.5.6;
1>	if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;
1>	stop timer T300, T301, T319;
1>	if T319a is running:
2>	stop T319a;
2>	consider SDT procedure is not ongoing;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
1>	if T302 is running:
2>	stop timer T302;
2>	perform the actions as specified in 5.3.14.4;
1>	stop timer T320, if running;
1>	if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:
2>	if T331 is running:
3>	stop timer T331;
3>	perform the actions as specified in 5.7.8.3;
2>	enter RRC_CONNECTED;
2>	stop the cell re-selection procedure;
2>	stop relay (re)selection procedure if any for L2 U2N Remote UE or L2 Intermediate U2N Relay UE;
1>	consider the current cell to be the PCell;
1>	perform the L2 U2N Remote UE or L2 Intermediate U2N Relay UE configuration procedure in accordance with the received sl-L2RemoteUE-Config as specified in 5.3.5.16;
1>	perform the sidelink dedicated configuration procedure in accordance with the received sl-ConfigDedicatedNR as specified in 5.3.5.14;
1>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
1>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in VarRLF-Report:
2>	if reconnectCellId in VarRLF-Report is not set after failing to perform reestablishment and if this is the first RRCSetup received by the UE after declaring the failure:
3>	if the UE supports RLF-Report for conditional handover and if choCellId in VarRLF-Report is set; or
3>	if the UE supports RLF-Report for MCG LTM cell switch and if ltm-RecoveryCellId in VarRLF-Report is set:
4>	set timeUntilReconnection in VarRLF-Report to the time that elapsed since the radio link failure or reconfiguration with sync failure experienced in the failedPCellId stored in VarRLF-Report;
3>	else:
4>	set timeUntilReconnection in VarRLF-Report to the time that elapsed since the last radio link failure or reconfiguration with sync failure;
3>	set nrReconnectCellId in reconnectCellId in VarRLF-Report to the global cell identity and the tracking area code of the PCell;
1>	if the UE supports RLF report for inter-RAT MRO NR as defined in TS 36.306 [62], and if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:
2>	if reconnectCellId in VarRLF-Report of TS 36.331[10] is not set after failing to perform reestablishment and if this is the first RRCSetup received by the UE after declaring the failure:
3>	set timeUntilReconnection in VarRLF-Report of TS 36.331[10] to the time that elapsed since the last radio link failure or handover failure in LTE;
3>	set nrReconnectCellId in reconnectCellId in VarRLF-Report of TS 36.331[10] to the global cell identity and the tracking area code of the PCell;
1>	for each application layer measurement configuration with appLayerIdleInactiveConfig configured:
2>	if the RPLMN is not included in plmn-IdentityList in VarAppLayerPLMN-ListConfig:
3>	forward the measConfigAppLayerId and inform upper layers about the release of the application layer measurement configuration;
3>	release the application layer measurement configuration including its fields in the UE variables VarAppLayerIdleConfig and VarAppLayerPLMN-ListConfig;
3>	discard any application layer measurement reports which were not yet fully submitted to lower layers for transmission;
3>	consider itself not to be configured to send application layer measurement reports for the measConfigAppLayerId;
1>	set the content of RRCSetupComplete message as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	if the RRCSetup is received in response to an RRCSetupRequest:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI-Part2;
3>	else:
4>	set the ng-5G-S-TMSI-Value to ng-5G-S-TMSI;
2>	if upper layers selected an SNPN or a PLMN and in case of PLMN UE is either allowed or instructed to access the PLMN via a cell for which at least one CAG ID is broadcast:
3>	set the selectedPLMN-Identity from the npn-IdentityInfoList;
2>	else:
3>	set the selectedPLMN-Identity to the PLMN selected by upper layers from the plmn-IdentityInfoList;
2>	if upper layers provide the 'Registered AMF':
3>	include and set the registeredAMF as follows:
4>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
5>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
4>	set the amf-Identifier to the value received from upper layers;
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [21]):
3>	include the s-NSSAI-List and set the content to the values provided by the upper layers;
2>	if upper layers provide onboarding request indication:
3>	include the onboardingRequest;
2>	set the dedicatedNAS-Message to include the information received from upper layers;
2>	if connecting as an IAB-node but not as a mobile IAB-node:
3>	include the iab-NodeIndication;
2>	else if connecting as a mobile IAB-node:
3>	include the mobileIAB-NodeIndication;
2>	if connecting as an NCR-node:
3>	include the ncr-NodeIndication;
2>	if the SIB1 contains idleModeMeasurementsNR and the UE has NR idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport; or
2>	if the SIB1 contains idleModeMeasurementsEUTRA and the UE has E-UTRA idle/inactive measurement information available in VarMeasIdleReport:
3>	include the idleMeasAvailable;
2>	if the SIB1 contains reselectionMeasurementsNR:
3>	if measReselectionCarrierListNR is present in VarMeasReselectionConfig and the UE has NR reselection measurements available for any frequency listed in measReselectionCarrierListNR in VarMeasReselectionConfig; or
3>	if measReselectionCarrierListNR is not present in VarMeasReselectionConfig and if the UE has NR reselection measurements available:
4>	include the reselectionMeasAvailable;
2>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport; or
2>	if the UE has logged measurements available for NR and if the current registered SNPN identity is included in snpn-ConfigID-List stored in VarLogMeasReport:
3>	include the logMeasAvailable in the RRCSetupComplete message;
3>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableBT in the RRCSetupComplete message;
3>	if WLAN measurement results are included in the logged measurements the UE has available for NR:
4>	include the logMeasAvailableWLAN in the RRCSetupComplete message;
2>	if the sigLoggedMeasType in VarLogMeasReport is included; or
2>	if the UE supports the override protection of the signalling based logged MDT for inter-RAT (i.e. LTE to NR), and if the sigLoggedMeasType in VarLogMeasReport of TS 36.331 [10] is included:
3>	if T330 timer is running (associated to the logged measurement configuration for NR or for LTE):
4>	set sigLogMeasConfigAvailable to true in the RRCSetupComplete message;
3>	else:
4>	if the UE has logged measurements in VarLogMeasReport or in VarLogMeasReport of TS 36.331 [10]:
5>	set sigLogMeasConfigAvailable to false in the RRCSetupComplete message;
2>	if the UE has connection establishment failure or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport or in at least one of the entries of VarConnEstFailReportList; or
2>	if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport or VarConnEstFailReportList and if the current registered SNPN identity is equal to snpn-Identity stored in VarConnEstFailReport or any entry of VarConnEstFailReportList:
3>	include connEstFailInfoAvailable in the RRCSetupComplete message;
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report, or
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10], and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]; or
2>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarRLF-Report:
3>	include rlf-InfoAvailable in the RRCSetupComplete message;
2>	if the UE has successful handover information available in VarSuccessHO-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessHO-Report; or
2>	if the UE has successful handover information available in VarSuccessHO-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessHO-Report:
3>	include successHO-InfoAvailable in the RRCSetupComplete message;
2>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the RPLMN is included in plmn-IdentityList stored in VarSuccessPSCell-Report; or
2>	if the UE has successful PSCell change or addition information available in VarSuccessPSCell-Report and if the current registered SNPN identity is included in snpn-IdentityList stored in the VarSuccessPSCell-Report:
3>	include successPSCell-InfoAvailable in the RRCSetupComplete message;
2>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
3>	include the mobilityHistoryAvail in the RRCSetupComplete message;
2>	if the UE has at least one stored application layer measurement configuration with appLayerIdleInactiveConfig configured:
3>	include measConfigReportAppLayerAvailable in the RRCSetupComplete message;
2>	if the UE supports uplink RRC message segmentation of UECapabilityInformation according to the network indication rrc-SegAllowed:
3>	may include the ul-RRC-Segmentation in the RRCSetupComplete message;
2>	if the UE supports uplink RRC message segmentation of UECapabilityInformation according to the network indication rrc-MaxCapaSegAllowed:
3>	include the ul-RRC-MaxCapaSegments in the RRCSetupComplete message;
2>	if the RRCSetup is received in response to an RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest:
3>	if speedStateReselectionPars is configured in the SIB2:
4>	include the mobilityState in the RRCSetupComplete message and set it to the mobility state (as specified in TS 38.304 [20]) of the UE just prior to entering RRC_CONNECTED state;
2>	if SIB1 contains musim-CapRestrictionAllowed:
3>	if supported, include the musim-CapRestrictionInd in the RRCSetupComplete message upon determining it has temporary capability restriction;
2>	if the UE has flight path information available:
3>	include flightPathInfoAvailable;
1>	submit the RRCSetupComplete message to lower layers for transmission, upon which the procedure ends.
NOTE:	Upon reception of musim-CapRestrictionInd in RRCSetupComplete, it is up to network implementation to configure the UE with a limited configuration that is used until network sends RRCReconfiguration based on the actual restricted UE capabilities included in UEAssistanceInformation.
[bookmark: _Toc201294818][bookmark: _Toc210311072]5.3.3.5	Reception of the RRCReject by the UE
The UE shall:
1>	perform the actions as specified in 5.3.15;
[bookmark: _Toc201294819][bookmark: _Toc210311073]5.3.3.6	Cell re-selection or cell selection or relay (re)selection while T390, T300 or T302 is running (UE in RRC_IDLE)
The UE shall:
1>	if cell reselection occurs while T300 or T302 is running; or
1>	if relay (re)selection or cell selection by a L2 U2N Remote UE or by a L2 Intermediate U2N Relay UE, occurs while T300 is running; or
1>	if cell changes due to relay (re)selection or cell selection by a L2 U2N Remote UE or L2 Intermediate U2N Relay UE while T302 is running:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC connection failure';
1>	else:
2>	if cell selection or reselection occurs while T390 is running; or
2>	cell change due to relay selection or reselection occurs while T390 is running:
3>	stop T390 for all access categories;
3>	perform the actions as specified in 5.3.14.4.
[bookmark: _Toc201294820][bookmark: _Toc210311074]5.3.3.7	T300 expiry
The UE shall:
1>	if timer T300 expires:
2>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established (except broadcast MRBs);
2>	if the UE supports RRC Connection Establishment failure with temporary offset and the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:
3>	for a period as indicated by connEstFailOffsetValidity:
4>	use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];
NOTE 1:	When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.
2>	if the UE supports multiple CEF report:
3>	if the UE is not in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-identity in networkIdentity stored in VarConnEstFailReport; or
3>	if the UE is in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the registered SNPN identity is equal to snpn-Identity in networkIdentity stored in VarConnEstFailReport:
4>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport and if the maxCEFReport-r17 has not been reached:
5>	append the VarConnEstFailReport as a new entry in the VarConnEstFailReportList;
2>	if the UE is not in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity in networkIdentity stored in VarConnEstFailReport; or
2>	if the UE is in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the registered SNPN identity is not equal to snpn-Identity in networkIdentity stored in VarConnEstFailReport; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReportList and if the RPLMN is not equal to plmn-identity in networkIdentity stored in any entry of VarConnEstFailReportList;or
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReportList and if the registered SNPN identity is not equal to snpn-Identity in networkIdentity stored in any entry of VarConnEstFailReportList:
3>	clear the content included in VarConnEstFailReportList;
2>	clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection establishment failure information in the VarConnEstFailReport by setting its fields as follows:
3>	if the UE is not in SNPN access mode:
4>	set the plmn-Identity in networkIdentity to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityInfoList in SIB1;
3>	else if the UE is in SNPN access mode:
4>	set the snpn-Identity in networkIdentity to include the SNPN identity selected by upper layers (see TS 24.501 [23]) from the list of SNPN(s) included in the npn-IdentityInfoList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, tracking area code, the cell level and SS/PBCH block level RSRP, and RSRQ, and SS/PBCH block indexes, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection establishment failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE 2:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as follows:
4>	if available, set the commonLocationInfo to include the detailed location information;
4>	if available, set the bt-LocationInfo to include the Bluetooth measurement results, in order of decreasing RSSI for Bluetooth beacons;
4>	if available, set the wlan-LocationInfo to include the WLAN measurement results, in order of decreasing RSSI for WLAN APs;
4>	if available, set the sensor-LocationInfo to include the sensor measurement results as follows;
5>	if available, include the sensor-MeasurementInformation;
5>	if available, include the sensor-MotionInformation;
NOTE 3:	Which location information related configuration is used by the UE to make the locationInfo available for inclusion in the VarConnEstFailReport is left to UE implementation.
3>	set perRAInfoList to indicate the performed random access procedure related information as specified in 5.7.10.5;
3>	if the numberOfConnFail is smaller than 8:
4>	increment the numberOfConnFail by 1;
2>	inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;
The UE may discard the connection establishment failure or connection resume failure information, i.e. release the UE variable VarConnEstFailReport and the UE variable VarConnEstFailReportList, 48 hours after the last connection establishment failure is detected.
The L2 U2N Relay UE either indicates to upper layers (to trigger PC5 unicast link release with the connected L2 U2N Remote UE(s) or with its child UE(s)) or sends NotificationMessageSidelink message to the connected L2 U2N Remote UE(s) or to the child UE(s) in accordance with 5.8.9.10.
[bookmark: _Toc201294821][bookmark: _Toc210311075]5.3.3.8	Abortion of RRC connection establishment
If upper layers abort the RRC connection establishment procedure, due to a NAS procedure being aborted as specified in TS 24.501 [23], while the UE has not yet entered RRC_CONNECTED, the UE shall:
1>	stop timer T300, if running;
1>	reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established (except broadcast MRBs).
The L2 U2N Relay UE either indicates to upper layers (to trigger PC5 unicast link release with the connected L2 U2N Remote UE(s) or with its child UE(s)) or sends NotificationMessageSidelink message to the connected L2 U2N Remote UE(s) or to the child UE(s) in accordance with 5.8.9.10.
The L2 U2N Remote UE or the L2 First U2N Relay UE or L2 Intermediate U2N Relay UE indicates to upper layers to trigger PC5 unicast link release with its connected parent L2 U2N Relay UE.
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[bookmark: _Toc210311085]5.3.5.5	Cell Group configuration
[bookmark: _Toc210311086]5.3.5.5.1	General
The network configures the UE with Master Cell Group (MCG), and zero or one Secondary Cell Group (SCG). In (NG)EN-DC, the MCG is configured as specified in TS 36.331 [10], and for NE-DC, the SCG is configured as specified in TS 36.331 [10]. The network provides the configuration parameters for a cell group in the CellGroupConfig IE.
The UE performs the following actions based on a received CellGroupConfig IE:
1>	if the CellGroupConfig contains the spCellConfig with reconfigurationWithSync:
2>	perform Reconfiguration with sync according to 5.3.5.5.2;
2>	resume all suspended radio bearers except the SRBs for the source cell group, and resume SCG transmission for all radio bearers, and resume BH RLC channels and resume SCG transmission for BH RLC channels for IAB-MT, if suspended;
NOTE 1:	If the SCG is deactivated, resuming SCG transmission for all radio bearers does not imply that PDCP PDUs can be transmitted or received on SCG RLC bearers.
1>	if the CellGroupConfig contains the rlc-BearerToReleaseList or rlc-BearerToReleaseListExt:
2>	perform RLC bearer release as specified in 5.3.5.5.3;
1>	if the CellGroupConfig contains the rlc-BearerToAddModList:
2>	perform the RLC bearer addition/modification as specified in 5.3.5.5.4;
1>	if the CellGroupConfig contains the mac-CellGroupConfig:
2>	configure the MAC entity of this cell group as specified in 5.3.5.5.5;
1>	if the CellGroupConfig contains the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.5.5.8;
1>	if the CellGroupConfig contains the spCellConfig:
2>	configure the SpCell as specified in 5.3.5.5.7;
1>	if the CellGroupConfig contains the sCellToAddModList:
2>	perform SCell addition/modification as specified in 5.3.5.5.9;
1>	if the CellGroupConfig contains the bh-RLC-ChannelToReleaseList:
2>	perform BH RLC channel release as specified in 5.3.5.5.10;
1>	if the CellGroupConfig contains the bh-RLC-ChannelToAddModList:
2>	perform the BH RLC channel addition/modification as specified in 5.3.5.5.11;
1>	if the CellGroupConfig contains the uu-RelayRLC-ChannelToReleaseList:
2>	perform Uu Relay RLC channel release as specified in 5.3.5.5.12;
1>	if the CellGroupConfig contains the uu-RelayRLC-ChannelToAddModList:
2>	perform the Uu Relay RLC channel addition/modification as specified in 5.3.5.5.13;
1>	if the CellGroupConfig contains the ncr-FwdConfig:
2>	perform the NCR-Fwd configuration as specified in 5.3.5.5.14;
1>	if the CellGroupConfig contains the autonomousDenialParameters:
2>	consider itself to be allowed to deny any transmission in a particular UL slot if during the number of slots indicated by autonomousDenialValidity, preceding and including this particular slot, it autonomously denied fewer UL slots than indicated by autonomousDenialSlots within the same cell group;
NOTE 2:	When counting the number of denied UL slots, the UE sums up the denied UL slots across all serving cells within the same cell group. When counting the number of slots indicated by autonomousDenialValidity, the UE sums up the UL slots across all serving cells within the same cell group.
NOTE 3:	When multiple denied UL slots across all serving cells partially or fully overlap in the time domain, the number of denied UL slots across all serving cells is counted as one denied UL slot, based on the longest slot.
[bookmark: _Toc210311087]5.3.5.5.2	Reconfiguration with sync
The UE shall perform the following actions to execute a reconfiguration with sync.
1>	if the AS security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	stop timer T430 if running;
1>	if no DAPS bearer is configured:
2>	stop timer T310 for the corresponding SpCell, if running;
1>	if this procedure is executed for the MCG:
2>	if timer T316 is running;
3>	stop timer T316;
3>	if the UE supports RLF-Report for fast MCG recovery procedure as specified in TS 38.306 [26]:
4>	set the elapsedTimeT316 in the VarRLF-Report to the value of the elapsed time of the timer T316;
4>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
3>	else:
4>	clear the information included in VarRLF-Report, if any;
2>	resume MCG transmission, if suspended.
1>	stop timer T312 for the corresponding SpCell, if running;
1>	if sl-PathSwitchConfig is included:
2>	apply the value of the newUE-Identity as the C-RNTI;
2>	if sl-IndirectPathMaintain is not included in reconfigurationWithSync:
3>	if the UE is L2 U2N remote UE at source side:
4>	indicate to upper layer to trigger PC5 unicast link release with the source L2 U2N Relay UE;
3>	consider the target L2 U2N Relay UE to be the one indicated by the targetRelayUE-Identity in the sl-PathSwitchConfig;
3>	start timer T420 for the corresponding target L2 U2N Relay UE with the timer value set to t420, as included in the sl-PathSwitchConfig;
3>	indicate to upper layer (to trigger the PC5 unicast link establishment) with the target L2 U2N Relay UE indicated by the targetRelayUE-Identity;
3>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
2>	else:
3>	consider the connected L2 U2N Relay UE on the indirect path as the target L2 U2N relay UE, and maintain the PC5 connection with the L2 U2N Relay UE;
1>	else (sl-PathSwitchConfig is not included):
2>	if this procedure is executed for the MCG or if this procedure is executed for an SCG not indicated as deactivated in the E-UTRA or NR RRC message in which the RRCReconfiguration message is embedded:
3>	start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;
2>	if the frequencyInfoDL is included:
3>	consider the target SpCell to be one on the SSB frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;
2>	else:
3>	consider the target SpCell to be one on the SSB frequency of the source SpCell with a physical cell identity indicated by the physCellId;
2>	if this procedure is performed due to an LTM cell switch execution:
3>	if UE is performing LTM cell switch conditions evaluation based on L1 measurements:
4>	request lower layers to stop the LTM conditions evaluation based on L1 measurements for all the LTM candidate configurations;
3>	if UE is performing LTM cell switch conditions evaluation based on L3 measurements:
4>	stop the LTM cell switch conditions evaluation based on L3 measurements for all the LTM candidate configurations;
3>	start synchronising to the DL of the indicated LTM candidate cell, if no DL synchronization for the indicated LTM candidate cell has been already acquired;
2>	else:
3>	if the target SpCell is different from current SpCell:
4>	stop the LTM conditions evaluation, if any, for all the LTM candidate configurations;
4>	if the UE is performing LTM cell switch conditions evaluation based on L1 measurements:
5>	request lower layers to stop the LTM cell switch conditions evaluation for all LTM candidate configurations;
3>	start synchronising to the DL of the target SpCell;
2>	apply the specified BCCH configuration defined in 9.1.1.1 for the target SpCell;
2>	acquire the MIB of the target SpCell, which is scheduled as specified in TS 38.213 [13];
2>	if NTN-Config is configured for the target cell:
3>	start timer T430 with the timer value set to ntn-UlSyncValidityDuration from the subframe indicated by epochTime, according to the target cell NTN-Config;
NOTE 1:	The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.
NOTE 2:	The UE may omit reading the MIB if the UE already has the required timing information, or the timing information is not needed for random access, or if not needed for RACH-less initial UL transmission.
NOTE 2a:	A UE with DAPS bearer does not monitor for system information updates in the source PCell.
2>	If any DAPS bearer is configured:
3>	create a MAC entity for the target cell group with the same configuration as the MAC entity for the source cell group;
3>	for each DAPS bearer:
4>	establish an RLC entity or entities for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
NOTE 2b:	In order to understand if a DAPS bearer is configured, the UE needs to check the presence of the field daps-Config within the RadioBearerConfig IE received in radioBearerConfig or radioBearerConfig2.
3>	for each SRB:
4>	establish an RLC entity for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
3>	suspend SRBs for the source cell group;
NOTE 3:	Void
3>	apply the value of the newUE-Identity as the C-RNTI in the target cell group;
3>	configure lower layers for the target SpCell in accordance with the received spCellConfigCommon;
3>	configure lower layers for the target SpCell in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	else:
3>	reset the MAC entity of this cell group;
3>	consider the SCell(s) of this cell group, if configured, that are not included in the SCellToAddModList in the RRCReconfiguration message, to be in deactivated state;
3>	apply the value of the newUE-Identity as the C-RNTI for this cell group;
3>	configure lower layers in accordance with the received spCellConfigCommon;
3>	if rach-LessHO is included:
4>	configure lower layers in accordance with rach-LessHO for the target SpCell;
3>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	if the UE is acting as L2 U2N Remote UE at the source side:
3>	if the sl-IndirectPathMaintain is not included in reconfigurationWithSync:
4>	indicate upper layer to trigger PC5 unicast link release.
Upon L2 U2N Relay UE receiving reconfigurationWithSync, it either indicates to upper layers (to trigger PC5 unicast link release with the connected L2 U2N Remote UE(s) or with its child UE(s)) or sends NotificationMessageSidelink message to the connected L2 U2N Remote UE(s) or to the child UE(s) in accordance with 5.8.9.10.
NOTE 4:	The MP direct path release is realized by direct-to-indirect path switch procedure (i.e. sl-PathSwitchConfig and sl-indirectPathMaintain included in RRCReconfiguration message), where MP is configured in source side.
[bookmark: _Toc60776765]END OF CHANGES

START OF CHANGES

[bookmark: _Toc193462556][bookmark: _Toc201294843][bookmark: _Toc193451291][bookmark: _Toc193445486][bookmark: _Toc60776774]5.3.5.5.12	Uu Relay RLC channel release
[bookmark: _Hlk210666936]The L2 U2N Relay UE in case of single hop or L2 Last U2N Relay UE or N3C relay UE shall:
1>	for each Uu-RelayRLC-ChannelID value included in the uu-RelayRLC-ChannelToReleaseList that is part of the current configuration within the same cell group (LCH release):
2>	release the RLC entity as specified in TS 38.322 [4], clause 5.1.3;
2>	release the corresponding logical channel.
[bookmark: _Toc201294844][bookmark: _Toc193445487][bookmark: _Toc193462557][bookmark: _Toc193451292]5.3.5.5.13	Uu Relay RLC channel addition/modification
For each Uu-RelayRLC-ChannelConfig received in the uu-RelayRLC-ChannelToAddModList the L2 U2N Relay UE in case of single hop or L2 Last U2N Relay UE or N3C relay UE shall:
1>	if the current configuration contains a Uu Relay RLC channel with the same uu-RelayRLC-ChannelID within the same cell group:
2>	if reestablishRLC is received:
3>	re-establish the RLC entity as specified in TS 38.322 [4];
2>	reconfigure the RLC entity in accordance with the received rlc-Config;
2>	reconfigure the logical channel in accordance with the received mac-LogicalChannelConfig;
1>	else (a logical channel with the given uu-RelayRLC-ChannelID was not configured before within the same cell group):
2>	establish an RLC entity in accordance with the received rlc-Config;
2>	configure this MAC entity with a logical channel in accordance to the received mac-LogicalChannelConfig.

END OF CHANGES

START OF CHANGES

[bookmark: _Toc193451335][bookmark: _Toc193445530][bookmark: _Toc201294887][bookmark: _Toc193462600][bookmark: _Toc60776800]5.3.5.15.3	L2 U2N or U2U Remote UE Addition/Modification
The L2 U2N Relay UE shall:
1>	if no SRAP entity has been established:
2>	establish a SRAP entity as specified in TS 38.351 [66];
1>	for each sl-L2IdentityRemote value included in the sl-RemoteUE-ToAddModList that is not part of the current UE configuration (L2 U2N Remote UE Addition):
2>	configure the parameters to SRAP entity in accordance with the sl-SRAP-ConfigRelay and sl-SRAP-ConfigRelay-ToAddModList if applicable;
2>	if SRB1 is included in sl-MappingToAddModList, and sl-EgressRLC-ChannelPC5 is configured:
3>	release SL-RLC1, if established;
3>	associate the PC5 Relay RLC channel as indicated by sl-EgressRLC-ChannelPC5 with SRB1;
2>	else: (i.e. SRB1 is not included in sl-MappingToAddModList, or SRB1 is included in sl-MappingToAddModList, but sl-EgressRLC-ChannelPC5 is not configured)
3>	if SL-RLC1 is not established:
4>	apply the default configuration of SL-RLC1 as specified in clause 9.2.4 and associate it with the SRB1;
1>	for each sl-L2IdentityRemote value included in the sl-RemoteUE-ToAddModList that is part of the current UE configuration (L2 U2N Remote UE modification):
2>	modify the configuration in accordance with the sl-SRAP-ConfigRelay and sl-SRAP-ConfigRelay-ToAddModList/ sl-SRAP-ConfigRelay-ToReleaseList if applicable;
Note 1: The network will not configure Intermediate U2N Relay UEs and its indirectly connected child UEs with SL-RLC1 using both default and with dedicated configurations simultaneously.	Comment by Apple - Zhibin Wu: The intention of the NOTE is to say that NW will not configure differently about SRB1 forwarding for its direct child and indirect child. The current form is confusing. So, I think the NOTE needs to be revised to add “
……intermediate U2N relay UE’s direct child and its indirectly conncted child UEs under this direct child with ……
The L2 U2U Relay UE shall:
1>	if no SRAP entity has been established:
2>	establish a SRAP entity as specified in TS 38.351 [66];
1>	for each target L2 U2U Remote UE indicated in sl-L2IdentityRemoteUE value included in the sl-U2U-RemoteUE-ToAddModList that is not part of the current UE configuration (target L2 U2U Remote UE Addition):
2>	for each source L2 U2U Remote UE indicated in sl-SourceUE-Identity in accordance with one entry of the sl-SourceRemoteUE-ToAddModList:
3>	configure the parameters to SRAP entity in accordance with the sl-SRAP-ConfigU2U;
1>	for each target L2 U2U Remote UE indicated in sl-L2IdentityRemote value included in the sl-U2U-RemoteUE-ToAddModList that is part of the current UE configuration (target L2 U2U Remote UE modification):
2>	for each source L2 U2U Remote UE indicated in sl-SourceUE-Identity included in the sl-SourceRemoteUE-ToReleaseList (source L2 U2U Remote UE Release):
3>	release the configuration associated with the source L2 U2U Remote UE;
2>	for the source L2 U2U Remote UE indicated in sl-SourceUE-Identity included in the sl-SourceRemoteUE-ToAddModList that is not part of the current UE configuration (source L2 U2U Remote UE Addition):
3>	configure the parameters to SRAP entity in accordance with the sl-SRAP-ConfigU2U;
2>	for the source L2 U2U Remote UE indicated in sl-SourceUE-Identity included in the sl-SourceRemoteUE-ToAddModList that is part of the current UE configuration (source L2 U2U Remote UE modification):
3>	modify the configuration in accordance with the sl-SRAP-ConfigU2U;
END OF CHANGES

START OF CHANGES
[bookmark: _Toc210311195]5.3.10	Radio link failure related actions
[bookmark: _Toc210311196]5.3.10.1	Detection of physical layer problems in RRC_CONNECTED
The UE shall:
1>	if any DAPS bearer is configured, upon receiving N310 consecutive "out-of-sync" indications for the source SpCell from lower layers and T304 is running:
2>	start timer T310 for the source SpCell.
1>	upon receiving N310 consecutive "out-of-sync" indications for the SpCell from lower layers while neither T300, T301, T304, T311, T316 nor T319 are running:
2>	start timer T310 for the corresponding SpCell.
[bookmark: _Toc210311197]5.3.10.2	Recovery of physical layer problems
Upon receiving N311 consecutive "in-sync" indications for the SpCell from lower layers while T310 is running, the UE shall:
1>	stop timer T310 for the corresponding SpCell.
1>	stop timer T312 for the corresponding SpCell, if running.
NOTE 1:	In this case, the UE maintains the RRC connection without explicit signalling, i.e. the UE maintains the entire radio resource configuration.
NOTE 2:	Periods in time where neither "in-sync" nor "out-of-sync" is reported by L1 do not affect the evaluation of the number of consecutive "in-sync" or "out-of-sync" indications.
[bookmark: _Toc210311198]5.3.10.3	Detection of radio link failure
The UE shall:
1>	if any DAPS bearer is configured and T304 is running:
2>	upon T310 expiry in source SpCell; or
2>	upon random access problem indication from source MCG MAC; or
2>	upon indication from source MCG RLC that the maximum number of retransmissions has been reached; or
2>	upon consistent uplink LBT failure indication from source MCG MAC:
3>	consider radio link failure to be detected for the source MCG i.e. source RLF;
3>	suspend the transmission and reception of all DRBs and multicast MRBs in the source MCG;
3>	reset MAC for the source MCG;
3>	release the source connection.
1>	else:
2>	during a DAPS handover: the following only applies for the target PCell;
2>	upon T310 expiry in PCell; or
2>	upon T312 expiry in PCell; or
2>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running and SDT procedure is not ongoing; or
2>	upon indication from MCG RLC that the maximum number of retransmissions has been reached while SDT procedure is not ongoing; or
2>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the MCG; or
2>	upon consistent uplink LBT failure indication from MCG MAC while T304 is not running:
3>	if the indication is from MCG RLC and CA duplication is configured and activated for MCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
4>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
3>	else:
4>	consider radio link failure to be detected for the MCG, i.e. MCG RLF;
4>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
4>	release CSI-LoggedMeasurementConfig, if configured;
4>	release loggedDataCollectionAssistanceConfig, if configured;
4>	discard the logged measurement entries included in VarCSI-LogMeasReport, if any;
NOTE 1:	Void.
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB or multicast MRB or, for IAB and NCR, SRB2, have not been setup:
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	store the radio link failure information in the VarRLF-Report as described in clause 5.3.10.5;
5>	if MP is configured:
6>	if T316 is configured, and MP indirect path transmission is not suspended; and
6>	if neither MP indirect path change nor MP indirect path addition is ongoing:
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
5>	else:
6>	if the UE supports RLF-Report for fast MCG recovery procedure and if T316 is configured:
7>	if the SCG is deactivated at the moment of detecting RLF in the MCG:
8>	set the mcg-RecoveryFailureCause in the VarRLF-Report to scg-Deactivated;
8>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
7>	else if SCG transmission is suspended at the moment of detecting RLF in the MCG:
8>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
8>	set the scg-FailureCause value in the VarRLF-Report according to 5.7.3.5;
8>	set the elapsedTimeSCG-Failure in the VarRLF-Report to the time elapsed between SCG failure and the MCG failure;
6>	if T316 is configured; and
6>	if SCG transmission is not suspended; and
6>	if the SCG is not deactivated; and
6>	if neither PSCell change nor PSCell addition is ongoing (i.e. timer T304 for the NR PSCell is not running in case of NR-DC or timer T307 of the E-UTRA PSCell is not running as specified in TS 36.331 [10], clause 5.3.10.10, in NE-DC):
7>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
6>	else:
7>	initiate the connection re-establishment procedure as specified in 5.3.7.
A L2/L3 U2N Relay UE, L2 U2N Relay UE in case of single hop or the L2 Last U2N Relay UE shall:
1>	upon detecting radio link failure:
2>	either indicate to upper layers (to trigger PC5 unicast link release with with the connected L2 U2N Remote UE(s) or with its child UE(s)) or send NotificationMessageSidelink to the connected L2/L3 U2N Remote UE(s) or to the child UE(s)) in accordance with 5.8.9.10.
A N3C Relay UE shall:
1>	upon detecting radio link failure:
2>	indicates to the associated N3C remote UE via the Non-3GPP Connection.
NOTE 2:	How the N3C Relay UE indicates Uu RLF on the Non-3GPP Connection is left to implementation.
The UE shall:
1>	upon T310 expiry in PSCell; or
1>	upon T312 expiry in PSCell; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC that the maximum number of retransmissions has been reached; or
1>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the SCG; or
1>	upon consistent uplink LBT failure indication from SCG MAC:
2>	if the indication is from SCG RLC and CA duplication is configured and activated for SCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	if the SCG is deactivated:
4>	stop radio link monitoring on the SCG;
4>	indicate to lower layers to stop beam failure detection on the PSCell;
3>	if MCG transmission is not suspended:
4>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
3>	else:
4>	if the UE is in NR-DC:
5>	if the UE supports RLF-Report for fast MCG recovery procedure and if the UE detected SCG failure while the timer T316 was running:
6>	set the pSCellId in the VarRLF-Report to the global cell identity of the PSCell, if available, otherwise to the physical cell identity and carrier frequency of the PSCell;
6>	set the scg-FailureCause in the VarRLF-Report value according to 5.7.3.5;
6>	set the elapsedTimeSCG-Failure in the VarRLF-Report to the time elapsed between MCG failure and the SCG failure;
6>	include scg-FailedAfterMCG;
5>	initiate the connection re-establishment procedure as specified in 5.3.7;
4>	else (the UE is in (NG)EN-DC):
5>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7;
[bookmark: _Toc193445589][bookmark: _Toc193451394][bookmark: _Toc201294946][bookmark: _Toc60776830][bookmark: _Toc193462659]END OF CHANGES
[bookmark: _Toc60776832][bookmark: _Toc193445591][bookmark: _Toc193462661][bookmark: _Toc193451396][bookmark: _Toc201294948]
START OF CHANGES
[bookmark: _Toc210311205]5.3.13.1a	Conditions for resuming RRC Connection for NR sidelink communication/positioning/discovery/V2X sidelink communication
For NR sidelink communication/positioning/discovery an RRC connection is resumed only in the following cases:
1>	if configured by upper layers to transmit NR sidelink communication and related data is available for transmission:
2>	if the frequency on which the UE is configured to transmit NR sidelink communication is included in sl-FreqInfoList/sl-FreqInfoListSizeExt within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 does not include sl-TxPoolSelectedNormal for the concerned frequency;
1>	if configured by upper layers to transmit NR sidelink discovery and related data is available for transmission:
2>	if the UE is configured by upper layers to transmit NR sidelink L2 U2U relay discovery messages and sl-L2-U2U-Relay-r18 is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink L3 U2U relay discovery messages and sl-L3-U2U-RelayDiscovery is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink single hop L2 U2N relay discovery messages and sl-L2U2N-Relay is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink multi hop L2 U2N relay discovery messages and sl-L2U2N-MH-Relay is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink L3 U2N relay discovery messages and sl-L3U2N-RelayDiscovery is included in SIB12; or
2>	if the UE is configured by upper layers to transmit NR sidelink non-relay discovery messages and sl-NonRelayDiscovery is included in SIB12:
3>	if the frequency on which the UE is configured to transmit NR sidelink discovery is included in sl-FreqInfoList within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 does not include sl-DiscTxPoolSelected or sl-TxPoolSelectedNormal for the concerned frequency;
1>	if configured by upper layers to perform NR sidelink positioning and indicated by upper layers to transmit SL-PRS:
2>	if the frequency on which the UE is configured to transmit SL-PRS is included in sl-FreqInfoList/sl-FreqInfoListSizeExt within SIB12 provided by the cell on which the UE camps; and if the valid version of SIB12 does not include sl-PRS-ResourcesSharedSL-PRS-RP-r18 in sl-TxPoolSelectedNormal for the concerned frequency; or
2>	if the frequency on which the UE is configured to transmit SL-PRS is included in sl-PosFreqInfoList within SIB23 provided by the cell on which the UE camps; and if the valid version of SIB23 does not include sl-PRS-TxPoolSelectedNormal for the concerned frequency;
For L2 U2N Relay UE in RRC_INACTIVE, an RRC connection establishment is resumed in the following cases:
1>	if any message is received from the L2 U2N Remote UE or from a child UE via SL-RLC0 as specified in 9.1.1.4 or SL-RLC1 as specified in 9.2.4; or
1>	if RemoteUEInformationSidelink containing the connectionForMP is received from a L2 U2N Remote UE as specified in 5.8.9.8.3;
For V2X sidelink communication an RRC connection resume is initiated only when the conditions specified for V2X sidelink communication in clause 5.3.3.1a of TS 36.331 [10] are met.
NOTE:	Upper layers initiate an RRC connection resume (except if the RRC connection resume is initiated at the L2 U2N Relay UE upon reception of a message from a L2 U2N Remote UE via SL-RLC0 or SL-RLC1, or upon reception of RemoteUEInformationSidelink message containing the connectionForMP). The interaction with NAS is left to UE implementation.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc210311212]5.3.13.5	Handling of failure to resume RRC Connection
The UE shall:
1>	if timer T319 expires:
2>	if the UE supports multiple CEF report:
3>	if UE is not in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-identity in networkIdentity stored in VarConnEstFailReport; or
3>	if the UE is in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the registered SNPN identity is equal to snpn-identity in networkIdentity stored in VarConnEstFailReport:
4>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport and if the maxCEFReport-r17 has not been reached:
5>	append the VarConnEstFailReport as a new entry in the VarConnEstFailReportList;
2>	if the UE is not in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the RPLMN is not equal to plmn-identity stored in VarConnEstFailReport; or
2>	if the UE is in SNPN access mode and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReport and if the registered SNPN identity is not equal to snpn-identity in networkIdentity stored in VarConnEstFailReport; or
2>	if the cell identity of current cell is not equal to the cell identity stored in measResultFailedCell in VarConnEstFailReport:
3>	reset the numberOfConnFail to 0;
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReportList and if the RPLMN is not equal to plmn-identity in networkIdentity stored in any entry of VarConnEstFailReportList:
2>	if the UE supports multiple CEF report and if the UE has connection establishment failure information or connection resume failure information available in VarConnEstFailReportList and if the registered SNPN identity is not equal to snpn-identity in networkIdentity stored in any entry of VarConnEstFailReportList:
3>	clear the content included in VarConnEstFailReportList;
2> clear the content included in VarConnEstFailReport except for the numberOfConnFail, if any;
2>	store the following connection resume failure information in the VarConnEstFailReport by setting its fields as follows:
3>	if the UE is not in SNPN access mode:
4>	set the plmn-Identity to the PLMN selected by upper layers (see TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityInfoList in SIB1;
3>	else if the UE is in SNPN access mode:
4>	set the snpn-Identity in networkIdentity to include the SNPN identity selected by upper layers (see TS 24.501 [23]) from the list of SNPN(s) included in the npn-IdentityInfoList in SIB1;
3>	set the measResultFailedCell to include the global cell identity, tracking area code, the cell level and SS/PBCH block level RSRP, and RSRQ, and SS/PBCH block indexes, of the failed cell based on the available SSB measurements collected up to the moment the UE detected connection resume failure;
3>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies per RAT and according to the following:
4>	for each neighbour cell included, include the optional fields that are available;
NOTE:	The UE includes the latest results of the available measurements as used for cell reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 38.133 [14].
3>	if available, set the locationInfo as in 5.3.3.7;
3>	set perRAInfoList to indicate the performed random access procedure related information as specified in 5.7.10.5;
3>	if numberOfConnFail is smaller than 8:
4>	increment the numberOfConnFail by 1;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
1>	else if upon receiving integrity check failure indication from lower layers while T319 is running:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
1>	else if indication from the MCG RLC that the maximum number of retransmissions has been reached is received while SDT procedure is ongoing; or
1>	if random access problem indication is received from MCG MAC while SDT procedure is ongoing; or
1>	if the lower layers indicate that cg-SDT-TimeAlignmentTimer or the configuredGrantTimer expired before receiving network response for the UL CG-SDT transmission with CCCH message while SDT procedure is ongoing; or
1>	if integrity check failure indication is received from lower layers while SDT procedure is ongoing; or
1>	if T319a expires:
2>	consider SDT procedure is not ongoing;
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure'.
The UE may discard the connection resume failure or connection establishment failure information, i.e. release the UE variable VarConnEstFailReport and the UE variable VarConnEstFailReportList, 48 hours after the last connection resume failure is detected.
The L2 U2N Relay UE either indicates to upper layers (to trigger PC5 unicast link release with the connected L2 U2N Remote UE(s) or with its child UE(s)) or sends NotificationMessageSidelink message to the connected L2 U2N Remote UE(s) or to the child UE(s) in accordance with 5.8.9.10.
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[bookmark: _Toc210311227]5.3.15.1	Initiation
The UE initiates the procedure upon the reception of RRCReject when the UE tries to establish or resume an RRC connection.
[bookmark: _Toc210311228]5.3.15.2	Reception of the RRCReject by the UE
The UE shall:
1>	stop timer T300, if running;
1>	stop timer T319, if running;
1>	stop timer T319a, if running and consider SDT procedure is not ongoing;
1>	stop timer T302, if running;
1>	reset MAC and release the default MAC Cell Group configuration (except if the RRCReject is received in response to resuming RRC connection for multicast reception);
1>	if waitTime is configured in the RRCReject:
2>	start timer T302, with the timer value set to the waitTime;
1>	if RRCReject is received in response to a request from upper layers:
2>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2';
1>	if RRCReject is received in response to an RRCSetupRequest:
2>	inform upper layers about the failure to setup the RRC connection, upon which the procedure ends;
1>	else if RRCReject is received in response to an RRCResumeRequest or an RRCResumeRequest1:
2>	if resume is triggered by upper layers:
3>	inform upper layers about the failure to resume the RRC connection;
2>	if resume is triggered due to an RNA update; or
2>	if resume is triggered for SDT and T380 has expired:
3>	set the variable pendingRNA-Update to true;
2>	discard the current KgNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key derived in accordance with 5.3.13.3;
2>	if resume is triggered for SDT:
3>	for SRB2, if it is resumed and for SRB1:
4>	trigger the PDCP entity to perform SDU discard as specified in TS 38.323 [5];
4>	re-establish the RLC entity as specified in TS 38.322 [4];
3>	for each DRB that is not suspended:
4>	indicate PDCP suspend to lower layers;
4>	re-establish the RLC entity as specified in TS 38.322 [4];
2>	suspend SRB1 and the radio bearers configured for SDT, if any;
2>	the procedure ends.
Upon L2 U2N Relay UE receives RRCReject, it either indicates to upper layers (to trigger PC5 unicast link release with the connected L2 U2N Remote UE(s) or with its child UE(s)) or sends NotificationMessageSidelink message to the connected L2 U2N Remote UE(s) or to the child UE(s) in accordance with 5.8.9.10.
The RRC_INACTIVE UE shall continue to monitor paging while the timer T302 is running.
NOTE:	If timer T331 is running, the UE continues to perform idle/inactive measurements according to 5.7.8.
END OF CHANGES
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Figure 5.5.5.1-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.
<Omitted Text>
1>	if there is at least one applicable neighbouring cell or candidate L2 U2N Relay UE to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	if the measurement report concerns the candidate L2 U2N Relay UE:
4>	set the sl-MeasResultsCandRelay in measResultNeighCells to include the best candidate L2 U2N Relay UEs up to maxNrofRelayMeas in accordance with the following:
5>	if the reportType is set to eventTriggered:
6>	include the L2 U2N Relay UEs included in the relaysTriggeredList as defined within the VarMeasReportList for this measId;
5>	else:
6>	include the applicable L2 U2N Relay UEs for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
5>	for each L2 U2N Relay UE that is included in the sl-MeasResultsCandRelay:
6>	set the cellIdentity to include the cellAccessRelatedInfo contained in the discovery message received from the concerned L2 U2N Relay UE;
6>	set the sl-RelayUE-Identity to include the Source L2 ID of the concerned L2 U2N Relay UE;
6>	set the sl-MeasResult to include the SD-RSRP of the concerned L2 U2N Relay UE;
6> set the sl-RelayUE-HopType to single-hop if the number of hops contained in the discovery message is 1 or to multi-hop if the number of hops contained in the discovery message is > 1;
5>	for each included L2 U2N Relay UE, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
6>	set the sl-MeasResult to include the quantity(ies) indicated in the reportQuantityRelay within the concerned reportConfigRelay in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best L2 U2N Relay UE is included first;
6>	if the UE supports multipathRemoteUE-PC5L2 and idle/inactive relay UE reporting, and if the sl-RelayIndication is contained in the discovery message received from the concerned L2 U2N Relay UE:
7>	set the sl-RelayIndicationMP in the sl-MeasResultsCandRelay;

END OF CHANGES

START OF CHANGES
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Figure 5.8.3.1-1: Sidelink UE information for NR sidelink communication/discovery/positioning
The purpose of this procedure is to inform the network that the UE:
-	is interested or no longer interested to receive or transmit NR sidelink communication/discovery/positioning,
-	is requesting assignment or release of transmission resource for NR sidelink communication/discovery/positioning,
-	is reporting QoS parameters and QoS profile(s) related to NR sidelink communication,
-	is reporting mapped frequency(ies) for each QoS flow related to NR sidelink communication,
-	is reporting associated Tx Profile for each QoS flow related to NR sidelink groupcast and broadcast communication,
-	is reporting that a sidelink radio link failure, sidelink RRC reconfiguration failure or a sidelink carrier failure has been detected,
-	is reporting the sidelink UE capability information of the associated peer UE for unicast communication,
-	is reporting the RLC mode information of the sidelink data radio bearer(s) received from the associated peer UE for unicast communication,
[bookmark: _Toc60777008]-	is reporting the accepted sidelink DRX configuration received from the associated peer UE for NR sidelink unicast reception,
-	is reporting the sidelink DRX assistance information received from the associated peer UE for NR sidelink unicast transmission, when the UE is configured with sl-ScheduledConfig,
-	is reporting, for NR sidelink groupcast transmission, the sidelink DRX on/off indication for the associated Destination Layer-2 ID, when the UE is configured with sl-ScheduledConfig,
-	is reporting, for NR sidelink groupcast or broadcast reception, the Destination Layer-2 ID and QoS profile(s) associated with its interested services to which sidelink DRX is applied,
-	is reporting DRX configuration reject information from its associated peer UE for NR sidelink unicast transmission, when the UE is configured with sl-ScheduledConfig,
-	is reporting parameters related to single hop or multi hop U2N relay operation,
-	is reporting parameters related to U2U relay operation.
[bookmark: _Toc193445816][bookmark: _Toc193462889][bookmark: _Toc193451621][bookmark: _Toc201295176]5.8.3.2	Initiation
A UE capable of NR sidelink communication or NR sidelink discovery or NR sidelink U2N relay operation including multi hop relay operation or NR sidelink U2U relay operation or NR sidelink positioning that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving or transmitting NR sidelink communication or NR sidelink discovery or NR sidelink U2N relay operation including multi hop relay operation or NR sidelink U2U relay operation or SL-PRS transmission/reception in several cases including upon successful connection establishment or resuming, upon change of interest, upon changing QoS profile(s), upon receiving UECapabilityInformationSidelink from the associated peer UE, upon RLC mode information updated from the associated peer UE or upon change to a PCell providing SIB12 including sl-ConfigCommonNR, or upon change to a PCell providing SIB23 including sl-PosConfigCommonNR. A UE capable of NR sidelink communication may initiate the procedure to request assignment of dedicated sidelink DRB configuration and transmission resources for NR sidelink communication transmission. A UE capable of NR sidelink communication may initiate the procedure to report to the network that a sidelink radio link failure, sidelink RRC reconfiguration failure or sidelink carrier failure has been declared. A UE capable of NR sidelink discovery may initiate the procedure to request assignment of dedicated resources for NR sidelink discovery transmission or NR sidelink discovery reception. A UE capable of U2N relay operation including multi hop relay operation may initiate the procedure to report/update parameters for acting as U2N Relay UE or U2N Remote UE (including L2 U2N Remote UE's source L2 ID). A UE capable of U2U relay operation may initiate the procedure to report/update parameters for acting as U2U Relay UE or U2U Remote UE. A UE capable of NR sidelink positioning may initiate the procedure to request it is interested or no longer interested in either transmitting SL-PRS or receiving SL-PRS.
A UE capable of NR sidelink operation that is in RRC_CONNECTED may initiate the procedure to report the sidelink DRX configuration received from the associated peer UE for NR sidelink unicast reception, upon accepting the sidelink DRX configuration from the associated peer UE. A UE capable of NR sidelink communication that is configured with sl-ScheduledConfig and is performing sidelink unicast transmission may initiate the procedure to report the sidelink DRX assistance information or the sidelink DRX configuration reject information received from the associated peer UE, upon receiving either of them from the associated peer UE. A UE capable of NR sidelink communication that is configured with sl-ScheduledConfig and is performing sidelink groupcast transmission may initiate the procedure to report the sidelink DRX on/off indication for the associated Destination Layer-2 ID. A UE capable of NR sidelink communication that is in RRC_CONNECTED may initiate the procedure to report the frequency(ies) and Tx Profile associated with each QoS flow for NR sidelink groupcast or broadcast transmission. A UE capable of NR sidelink communication that is in RRC_CONNECTED may initiate the procedure to report the frequency(ies) associated with each QoS flow for NR sidelink unicast transmission.
A UE capable of NR sidelink operation that is in RRC_CONNECTED may initiate the procedure to report the Destination Layer-2 ID and QoS profile(s) associated with its interested service(s) that sidelink DRX is applied, for NR sidelink groupcast or broadcast reception.
Upon initiating this procedure, the UE shall:
1>	if SIB12 including sl-ConfigCommonNR is provided by the PCell:
2>	ensure having a valid version of SIB12 for the PCell;
2>	if configured by upper layers to receive NR sidelink communication on the frequency included in sl-FreqInfoList/sl-FreqInfoListSizeExt in SIB12 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqList; or if the frequency configured by upper layers to receive NR sidelink communication on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink communication reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink communication reception in accordance with 5.8.3.3;
2>	if configured by upper layers to transmit non-relay NR sidelink communication on the frequency included in sl-FreqInfoList/sl-FreqInfoListSizeExt in SIB12 of the PCell; or
2>	if configured by upper layer to transmit NR sidelink L3 U2U relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3-U2U-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqList; or if the information carried by the sl-TxResourceReqList has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink communication transmission resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink communication transmission resources in accordance with 5.8.3.3;
2>	if configured by upper layer to receive NR sidelink non-relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-NonRelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-NonRelayDiscovery; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqListDisc; or if the frequency configured by upper layers to receive NR sidelink non-relay discovery messages on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink non-relay discovery reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink non-relay discovery messages reception in accordance with 5.8.3.3;
[bookmark: _Hlk210667529]2>	if configured by upper layer to receive NR sidelink single hop L2 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to receive NR sidelink multi hop L2 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-MH-Relay; or if configured by upper layer to receive NR sidelink L3 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery; or
2>	if configured by upper layer to receive NR sidelink L2 U2U relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2-U2U-Relay; or
2>	if configured by upper layer to receive NR sidelink L3 U2U relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3-U2U-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of single hop L2 U2N relay operation; or connected to a PCell providing SIB12 but not including sl-L2U2N-MH-Relay in case of multi hop L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell providing SIB12 but not including sl-L2-U2U-Relay in case of L2 U2U relay operation; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell providing SIB12 but not including sl-L3-U2U-RelayDiscovery in case of L3 U2U relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqListDisc; or if the frequency configured by upper layers to receive NR sidelink relay discovery messages on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is capable of U2N Relay UE in case of single hop or Last U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon; or
4>	if the UE is capable of Intermediate U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommonMH; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon; or
4>	if the UE is capable of U2U Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommonU2U; or
4>	if the UE is selecting a U2U Relay UE / has a selected U2U Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommonU2U:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay discovery reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink relay discovery messages reception in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink non-relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-NonRelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-NonRelayDiscovery; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink non-relay discovery messages resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink non-relay discovery messages resources in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink single hop L2 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to transmit NR sidelink multi hop L2 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-MH-Relay or if configured by upper layer to transmit NR sidelink L3 U2N relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery; or
2>	if configured by upper layer to transmit NR sidelink L2 U2U relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2-U2U-Relay; or
2>	if configured by upper layer to transmit NR sidelink L3 U2U relay discovery messages on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3-U2U-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of single hop L2 U2N relay operation; or connected to a PCell providing SIB12 but not including sl-L2U2N-MH-Relay in case of multi hop L2 U2N relay operation; or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell providing SIB12 but not including sl-L2-U2U-Relay in case of L2 U2U relay operation;
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell providing SIB12 but not including sl-L3-U2U-RelayDiscovery in case of L3 U2U relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is capable of U2N Relay UE in case of single hopor of Last U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the U2N Relay UE or if the Last U2N Relay UE threshold conditions as specified in 5.8.14.2 are met; or
4>	if the UE is capable of Last U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the Last U2N Relay UE UE threshold condition as specified in 5.8.14.2 are met; or 
4> if the UE is capable of Last U2N Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommon and sl-RelayUE-ConfigCommonMH, and if the Last U2N Relay UE threshold condition as specified in 5.8.14.2 and 5.8.19.2 are met when the UE is not having the PC5 connection with the Candidate Child UE; or
4>	if the UE is capable of Intermediate U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met when the UE has the PC5 connection with the Parent UEand if SIB12 includes sl-RelayUE-ConfigCommonMH; or
4> if the UE is capable of Intermediate U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon and sl-RelayUE-ConfigCommonMH, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 and Intermediate Relay UE threshold as specified in 5.8.19.2 are both met when the UE is not having the PC5 connection with the Parent UE; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE/ configured with measurement object associated to L2 U2N Relay UEs, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met; or
4>	if the UE is capable of U2U Relay UE, and if SIB12 includes sl-RelayUE-ConfigCommonU2U, and if the U2U Relay UE threshold conditions as specified in 5.8.16.2 are met; or
4>	if the UE is selecting a U2U Relay UE / has a selected U2U Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommonU2U, and if the U2U Remote UE threshold conditions as specified in 5.8.17.2 are met:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay discovery messages resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink relay discovery messages resources in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink single hop L2 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to transmit NR sidelink multi hop L2 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-MH-Relay; or if configured by upper layer to transmit NR sidelink L3 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery; or
2>	if configured by upper layer to transmit NR sidelink L2 U2U relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2-U2U-Relay:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of single hop L2 U2N relay operation; or connected to a PCell providing SIB12 but not including sl-L2U2N-MH-Relay in case of multi hop L2 U2N relay operation; or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell providing SIB12 but not including sl-L2-U2U-Relay in case of L2 U2U relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqL2U2N-Relay; or if the information carried by the sl-TxResourceReqL2U2N-Relay has changed since the last transmission of the SidelinkUEInformationNR message; or if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqL3U2N-Relay; or if the information carried by the sl-TxResourceReqL3U2N-Relay has changed since the last transmission of the SidelinkUEInformationNR message; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqL2-U2U; or if the information carried by the sl-TxResourceReqL2-U2U has changed since the last transmission of the SidelinkUEInformationNR message; or
3>	if configured by upper layers not to transmit either NR sidelink L2 U2N relay communication or NR sidelink L3 U2N relay communication, and if the last transmission of the SidelinkUEInformationNR message includes both sl-TxResourceReqL2U2N-Relay and sl-TxResourceReqL3U2N-Relay:
4>	if the UE is capable of U2N Relay UE; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE; or
4>	if the UE is capable of L2 U2U Relay UE; or
4>	if the UE is selecting a L2 U2U Relay UE / has a selected L2 U2U Relay UE:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay communication transmission resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqL2U2N-Relay or sl-TxResourceReqL3U2N-Relay or sl-TxResourceReqL2-U2U:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink relay communication transmission resources in accordance with 5.8.3.3;
[bookmark: _Toc60777009]2>	if configured by upper layers to perform NR sidelink reception on the frequency included in sl-FreqInfoList/sl-FreqInfoListSizeExt in SIB12 of the PCell and if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs:
3>	if the UE received a sidelink DRX configuration in the RRCReconfigurationSidelink message for NR sidelink unicast reception from the associated peer UE and the UE accepted the sidelink DRX configuration:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxDRX-ReportList; or if the information carried by sl-RxDRX-ReportList has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report the sidelink DRX configuration in accordance with 5.8.3.3;
3>	else:
4>	if the last transmission of the SidelinkUEInformationNR message included sl-RxDRX-ReportList:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the sidelink DRX configuration is no longer used in accordance with 5.8.3.3;
3>	if the UE is performing NR sidelink groupcast or broadcast reception and is interested in a service that sidelink DRX is applied:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedGC-BC-DestList; or if the information carried by sl-RxInterestedGC-BC-DestList has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report the Destination Layer-2 ID and QoS profile(s) associated with the service(s) in accordance with 5.8.3.3;
3>	else:
4>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedGC-BC-DestList:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in the service that sidelink DRX is applied in accordance with 5.8.3.3;
2>	if configured by upper layers to perform NR sidelink transmission on the frequency included in sl-FreqInfoList in SIB12 of the PCell and if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs and if the UE is configured with sl-ScheduledConfig:
3>	if the UE received a sidelink DRX assistance information or a sidelink DRX configuration reject information from the associated peer UE for NR sidelink unicast transmission:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-DRX-InfoFromRxList, or sl-FailureList; or if the information carried by sl-DRX-InfoFromRxList, or sl-FailureList has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report the sidelink DRX assistance information or the sidelink DRX configuration reject information in accordance with 5.8.3.3;
NOTE:	After including the SL-DRX reject information in sl-FailureList in the last transmission of the SidelinkUEInformationNR message, it is up to UE implementation to consider another sidelink DRX rejection of a new SL DRX configuration from the same associated peer UE as "change" of sl-FailureList.
3>	if the UE is performing NR sidelink groupcast transmission:
4>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
4>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-DRX-ConfigCommonGC-BC; or
4>	if the last transmission of the SidelinkUEInformationNR message did not include sl-DRX-Indication; or if the information carried by sl-DRX-Indication has changed since the last transmission of the SidelinkUEInformationNR message:
5>	initiate transmission of the SidelinkUEInformationNR message to report sidelink DRX on/off indication for the corresponding destination in accordance with 5.8.3.3;
1>	if SIB23 including sl-PosConfigCommonNR is provided by the PCell:
2>	ensure having a valid version of SIB23 for the PCell;
2>	if configured to perform SL-PRS measurement on the frequency included in sl-PosFreqInfoList in SIB23 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB23 including sl-PosConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-PosRxInterestedFreqList; or if the frequency configured to receive SL-PRS has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the frequency of interest for SL-PRS reception in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-PosRxInterestedFreqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in SL-PRS reception in accordance with 5.8.3.3;
2>	if configured to transmit SL-PRS on the frequency included in sl-PosFreqInfoList in SIB23 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB23 including sl-PosConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-PosTxResourceReqList; or if the information carried by the sl-PosTxResourceReqList has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink positioning transmission resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-PosTxResourceReqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink positioning transmission resources in accordance with 5.8.3.3;
[bookmark: _Toc193445817][bookmark: _Toc193451622][bookmark: _Toc201295177][bookmark: _Toc193462890]5.8.3.3	Actions related to transmission of SidelinkUEInformationNR message
The UE shall set the contents of the SidelinkUEInformationNR message as follows and shall include all concerned information, irrespective of what triggered the procedure:
1>	if the UE initiates the procedure to indicate it is (no more) interested to receive NR sidelink communication/positioning; or
1>	if the UE initiates the procedure to request (configuration/ release) of NR sidelink communication/positioning transmission resources or to report to the network that a sidelink radio link failure, sidelink RRC reconfiguration failure or sidelink carrier failure has been declared; or
1>	if the UE initiates the procedure to report to the network the sidelink DRX configuration for NR sidelink unicast reception; or
1>	if the UE initiates the procedure to report to the network the sidelink DRX assistance information or the sidelink DRX configuration reject information for NR sidelink unicast transmission; or
1>	if the UE initiates the procedure to report to the network the Destination Layer-2 ID and QoS profile(s) associated with its interested service(s) that sidelink DRX is applied for NR sidelink groupcast or broadcast reception; or
1>	if the UE initiates the procedure to report to the network the Destination Layer-2 ID and the sidelink DRX on/off indication for the corresponding destination for NR sidelink groupcast transmission; or
1>	if the UE initiates the procedure to indicate it is (no more) interested to receive NR sidelink discovery messages; or
1>	if the UE initiates the procedure to request (configuration/ release) of NR sidelink discovery messages transmission resources; or
1>	if the UE initiates the procedure to request (configuration/ release) of NR sidelink U2N or U2U relay communication transmission resources or report other parameters related to U2N or U2U relay operation:
2>	if SIB12 including sl-ConfigCommonNR is provided by the PCell:
3>	if configured by upper layers to receive NR sidelink communication:
4>	include sl-RxInterestedFreqList and set it to the frequency for NR sidelink communication reception;
3>	if configured by upper layers to transmit non-relay NR sidelink communication and/or to transmit NR sidelink relay communication; or
3>	if configured by upper layers to transmit NR sidelink L3 U2U relay communication and SIB12 includes sl-L3-U2U-RelayDiscovery:
4>	include sl-TxResourceReqList and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink communication resource:
5>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink communication transmission;
5>	set sl-CastType to the cast type of the associated destination identity configured by the upper layer for the NR sidelink communication transmission;
5>	set sl-RLC-ModeIndicationList to include the RLC mode(s) and optionally QoS profile(s) of the sidelink QoS flow(s) of the associated RLC mode(s), if the associated bi-directional sidelink DRB(s) have been established due to the configuration by RRCReconfigurationSidelink;
5>	set sl-QoS-InfoList to include QoS profile(s) of the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink communication transmission;
5>	set sl-TxInterestedFreqList to indicate the frequency of the associated destination for NR sidelink communication transmission;
5>	set sl-TypeTxSyncList to the current synchronization reference type used on the associated sl-TxInterestedFreqList for NR sidelink communication transmission;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from the associated peer UE;
5>	if sl-FreqInfoListSizeExt is included in SIB12-IEs:
6>	set sl-QoS-InfoList to include the frequency(ies), and Tx Profile, if any, mapped to the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink groupcast and broadcast communication transmission;
4>	if a sidelink radio link failure or a sidelink RRC reconfiguration failure has been declared, according to clauses 5.8.9.3 and 5.8.9.1.8, respectively;
5>	include sl-FailureList and set its fields as follows for each destination for which it reports the NR sidelink communication failure:
6>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink communication transmission;
6>	if the sidelink RLF is detected as specified in clause 5.8.9.3:
7>	set sl-Failure as rlf for the associated destination for the NR sidelink communication transmission;
6>	else if RRCReconfigurationFailureSidelink is received:
7>	set sl-Failure as configFailure for the associated destination for the NR sidelink communication transmission;
4>	if a sidelink carrier failure has been indicated by MAC layer;
5>	include sl-CarrierFailureList and set its fields as follows for each destination for which it reports the sidelink carrier failure:
6>	set sl-DestinationIdentity to the destination identity for which the concerned sidelink carrier failure is indicated;
6>	set sl-CarrierFailure to include the concerned carrier for which the sidelink carrier failure is indicated;
3>	if SIB12 includes sl-NonRelayDiscovery and if configured by upper layers to receive NR sidelink non-relay discovery messages, or if SIB12 includes sl-L2U2N-Relay and if configured by upper layers to receive NR sidelink single hop L2 U2N relay discovery messages or if SIB12 includes sl-L2U2N-MH-Relay and if configured by upper layers to receive NR sidelink multi hop L2 U2N relay discovery messages, or if SIB12 includes sl-L3U2N-RelayDiscovery and if configured by upper layers to receive NR sidelink L3 U2N relay discovery messages; or
3>	if SIB12 includes sl-L2-U2U-Relay and if configured by upper layers to receive NR sidelink L2 U2U relay discovery messages; or
3>	if SIB12 includes sl-L3-U2U-RelayDiscovery and if configured by upper layers to receive NR sidelink L3 U2U relay discovery messages:
4>	include sl-RxInterestedFreqListDisc and set it to the frequency for NR sidelink discovery messages reception;
3>	if SIB12 includes sl-L2U2N-Relay or sl-L2U2N-MH-Relay and the UE is capable of L2 U2N remote UE:
4>	include sl-SourceIdentityRemoteUE and set it to the source identity configured by upper layer for NR sidelink L2 U2N relay communication transmission;
3>	if SIB12 includes sl-NonRelayDiscovery and if configured by upper layers to transmit NR sidelink non-relay discovery messages, or if SIB12 includes sl-L2U2N-Relay and if configured by upper layers to transmit NR sidelink single hop L2 U2N relay discovery messages, or if SIB12 includes sl-L2U2N-MH-Relay and if configured by upper layers to transmit NR sidelink multi hop L2 U2N relay discovery messages or if SIB12 includes sl-L3U2N-RelayDiscovery and if configured by upper layers to transmit NR sidelink L3 U2N relay discovery messages; or
3>	if SIB12 includes sl-L2-U2U-Relay and if configured by upper layers to transmit NR sidelink L2 U2U relay discovery messages; or
3>	if SIB12 includes sl-L3-U2U-RelayDiscovery and if configured by upper layers to transmit NR sidelink L3 U2U relay discovery messages:
4>	include sl-TxResourceReqListDisc and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink discovery messages resource:
5>	set sl-DestinationIdentityDisc to the destination identity configured by upper layer for NR sidelink discovery messages transmission;
5>	if the UE is acting as L2 U2N Relay UE:
6>	set sl-SourceIdentityRelayUE to the source identity configured by upper layer for NR sidelink L2 U2N relay discovery messages transmission;
5>	set sl-CastTypeDisc to the cast type of the associated destination identity for the NR sidelink discovery messages transmission;
5>	set sl-TxInterestedFreqListDisc to indicate the frequency of the associated destination for NR sidelink discovery messages transmission;
5>	set sl-TypeTxSyncListDisc to the current synchronization reference type used on the associated sl-TxInterestedFreqListDisc for NR sidelink discovery messages transmission;
5>	set sl-DiscoveryType to the current discovery type of the associated destination identity configured by the upper layer for NR sidelink discovery messages transmission;
5>	if the UE is acting as L2/L3 U2U Relay UE:
6>	include ue-TypeU2U and set it to relayUE;
5>	if the UE is acting as L2/L3 U2U Remote UE:
6>	include ue-TypeU2U and set it to remoteUE;
3>	if SIB12 includes sl-L2U2N-Relay and if configured by upper layers to transmit NR sidelink single hop L2 U2N relay communication and the UE is acting as L2 U2N Relay UE or if SIB12 includes sl-L2U2N-MH-Relay and if configured by upper layers to transmit NR sidelink multi hop L2 U2N relay communication and the UE is acting as L2 U2N Relay UE:
4>	include sl-TxResourceReqL2U2N-Relay in sl-TxResourceReqListCommRelay and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink L2 U2N relay communication resource:
5>	set sl-DestinationIdentityL2U2N to the destination identity configured by upper layer for NR sidelink L2 U2N relay communication transmission;
5>	set sl-TxInterestedFreqListL2U2N to indicate the frequency of the associated destination for NR sidelink L2 U2N relay communication transmission;
5>	set sl-TypeTxSyncListL2U2N to the current synchronization reference type used on the associated sl-TxInterestedFreqListL2U2N for NR sidelink L2 U2N relay communication transmission;
5>	set sl-LocalID-Request to request local ID for L2 U2N Remote UE transiting to RRC_CONNECTED or in RRC_CONNECTED state;
5>	set sl-PagingIdentityRemoteUE to the paging UE ID received from peer L2 U2N Remote UE, if it is not released as in 5.8.9.8.3;	Comment by Apple - Zhibin Wu: It seems we did not implement the agreement below in procedure text although we have changed ASN.1 to include “sl-PagingIdentityRemoteUEList-r19”:
- Introduce a paging ID list in SL-TxResourceReqL2U2N-Relay-r17 included in SUI message, used to report paging IDs of indirect child UEs at least for last relay UE, as in issue Z455.
I think we need to single out the last relay UE case to report a list in the procedure text.
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE;
4>	include ue-Type and set it to relayUE;
3>	if SIB12 includes sl-L2U2N-Relay and if configured by upper layers to transmit NR sidelink single hop L2 U2N relay communication and the UE has a selected L2 U2N Relay UE or if SIB12 includes sl-L2U2N-MH-Relay and if configured by upper layers to transmit NR sidelink multi hop L2 U2N relay communication and the UE has a selected L2 U2N Relay UE:
4>	include sl-TxResourceReqL2U2N-Relay in sl-TxResourceReqListCommRelay and set its fields (if needed) as follows to request network to assign NR sidelink L2 U2N relay communication resource:
5>	set sl-TxInterestedFreqListL2U2N to indicate the frequency of the associated destination for NR sidelink L2 U2N relay communication transmission;
5>	set sl-TypeTxSyncListL2U2N to the current synchronization reference type used on the associated sl-TxInterestedFreqListL2U2N for NR sidelink L2 U2N relay communication transmission;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE;
4>	include ue-Type and set it to remoteUE;
3>	if SIB12 includes sl-L3U2N-RelayDiscovery and if configured by upper layers to transmit NR sidelink L3 U2N relay communication:
4>	include sl-TxResourceReqL3U2N-Relay in sl-TxResourceReqListCommRelay and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink L3 U2N relay communication resource:
5>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink L3 U2N relay communication transmission;
5>	set sl-CastType to the cast type of the associated destination identity configured by the upper layer for the NR sidelink L3 U2N relay communication transmission;
5>	set sl-RLC-ModeIndicationList to include the RLC mode(s) and optionally QoS profile(s) of the sidelink QoS flow(s) of the associated RLC mode(s), if the associated bi-directional sidelink DRB(s) have been established due to the configuration by RRCReconfigurationSidelink;
5>	set sl-QoS-InfoList to include QoS profile(s) of the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink L3 U2N relay communication transmission;
5>	set sl-TxInterestedFreqList to indicate the frequency of the associated destination for NR sidelink L3 U2N relay communication transmission;
5>	set sl-TypeTxSyncList to the current synchronization reference type used on the associated sl-TxInterestedFreqList for NR sidelink L3 U2N relay communication transmission;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE;
4>	include ue-Type and set it to relayUE if the UE is acting as NR sidelink L3 U2N Relay UE or to remoteUE otherwise;
3>	if SIB12 includes sl-L2-U2U-Relay and if configured by upper layers to transmit NR sidelink L2 U2U relay communication and the UE is acting as L2 U2U Relay UE:
4>	include sl-TxResourceReqL2-U2U and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink L2 U2U relay communication resource:
5>	set sl-DestinationIdentityL2-U2U to the destination identity configured by upper layer for NR sidelink L2 U2U relay communication transmission to the target L2 U2U Remote UE;
5>	set sl-TxInterestedFreqListL2-U2U to indicate the frequency of the associated destination for NR sidelink L2 U2U relay communication transmission;
5>	set sl-TypeTxSyncListL2-U2U to the current synchronization reference type used on the associated sl-InterestedFreqListL2-U2U for NR sidelink L2 U2U relay communication transmission;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from the target L2 U2U Remote UE;
5>	include sl-U2U-InfoList and set its fields (if needed) for each entry as follows, to report the related information of the connected L2 U2U Remote UEs:
6>	include the source L2 U2U Remote UE's L2 ID in sl-SourceUE-Identity;
6>	include sl-PerSLRB-QoS-InfoList, with each entry including the per-SLRB second-hop QoS profile and the corresponding sl-RemoteUE-SLRB-Identity which is set to the same value as the sl-E2E-SLRB-Index received in UEInformationRequestSidelink message from the L2 U2U Remote UE for the same end-to-end SLRB;
5>	set sl-RLC-ModeIndicationListL2-U2U to include the RLC mode(s), if the associated bi-directional PC5 Relay RLC channel(s) has been established due to the configuration by RRCReconfigurationSidelink;
3>	if SIB12 includes sl-L2-U2U-Relay and if configured by upper layers to transmit NR sidelink L2 U2U relay communication and the UE has a selected L2 U2U Relay UE:
4>	include sl-TxResourceReqL2-U2U and set its fields (if needed) as follows to request network to assign NR sidelink L2 U2U relay communication resource:
5>	set sl-DestinationIdentityL2-U2U to the destination identity configured by upper layer for NR sidelink L2 U2U relay communication transmission to L2 U2U Relay UE;
5>	set sl-TxInterestedFreqListL2-U2U to indicate the frequency of the associated destination for NR sidelink L2 U2U relay communication transmission;
5>	set sl-TypeTxSyncListL2-U2U to the current synchronization reference type used on the associated sl-InterestedFreqListL2-U2U for NR sidelink L2 U2U relay communication transmission;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message received from L2 U2U Relay UE, if any;
5>	include sl-U2U-InfoList and set its fields (if needed) for each entry as follows to report the related end-to-end and the first hop information for the end-to-end PC5 connection with each target L2 U2U Remote UE:
6>	set sl-TargetUE-Identity to the destination identity configured by upper layer for NR sidelink L2 U2U relay communication transmission to the target L2 U2U Remote UE;
6>	set sl-E2E-QoS-InfoList to include end-to-end QoS profile(s) of the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink L2 U2U relay communication transmission to the target L2 U2U Remote UE;
6>	set sl-PerHop-QoS-InfoList to include the first-hop split PDB of the sidelink QoS flow(s) received from the sl-SplitQoS-InfoListPC5 in UEInformationResponseSidelink message for the associated destination in accordance with the received sl-TargetUE-Identity;
6>	set sl-CapabilityInformationTargetRemoteUE to include the related UE capability information received from the target L2 U2U Remote UE, if any;
3>	if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs:
4>	if configured by upper layers to perform NR sidelink reception:
5>	include sl-RxDRX-ReportList and set its fields (if needed) as follows for each destination for which it reports to network:
6>	set sl-DRX-ConfigFromTx to include the accepted sidelink DRX configuration of the associated destination for NR sidelink unicast communication, if received from the associated peer UE;
5>	include sl-RxInterestedGC-BC-DestList and set its fields (if needed) as follows for each Destination Layer-2 ID for which it reports to network:
6>	set sl-RxInterestedQoS-InfoList to include the QoS profile of its interested service(s) that sidelink DRX is applied for the associated destination for NR sidelink groupcast or broadcast reception;
NOTE 1:	It is up to UE implementation to set the QoS profile in sl-RxInterestedQoS-InfoList for reception of NR sidelink discovery message or ProSe Direct Link Establishment Request message as described in TS 24.554 [72], or for reception of Direct Link Establishment Request message as described in TS 24.587 [57].
6>	set sl-DestinationIdentity to the associated destination identity configured by upper layer for NR sidelink groupcast or broadcast reception;
4>	if configured by upper layers to perform NR sidelink transmission and configured with sl-ScheduledConfig:
5>	include sl-TxResourceReqList and/or sl-TxResourceReqListCommRelay and/or sl-FailureList and set its fields (if needed) as follows for each destination for which it reports to network:
6>	set sl-DRX-InfoFromRxList to include the sidelink DRX assistance information of the associated destination, if any, received from the associated peer UE;
6>	if the RRCReconfigurationCompleteSidelink message includes the sl-DRX-ConfigReject:
7>	set sl-Failure as drxReject-v1710 for the associated destination for the NR sidelink communication transmission;
6>	set sl-DRX-Indication to include the sidelink DRX on/off indication for the associated destination for NR sidelink groupcast transmission;
3>	if SIB12 includes sl-PRS-ResourcesSharedSL-PRS-RP:
4>	if configured to perform SL-PRS measurements:
5>	include sl-PosRxInterestedFreqList2 and set it to the frequency configured with sl-PRS-ResourcesSharedSL-PRS-RP for SL-PRS reception;
4>	if configured to transmit SL-PRS:
5>	include sl-PosTxResourceReqList and set its fields (if needed) as follows for each destination for which it requests network to assign SL-PRS resource:
6>	set sl-PosDestinationIdentity to the destination identity configured by upper layer for SL-PRS transmission;
6>	set sl-PosCastType to the cast type of the associated destination identity configured by the upper layer for SL-PRS transmission;
6>	set sl-PosTxInterestedFreqList2 to indicate the frequency configured with sl-PRS-ResourcesSharedSL-PRS-RP of the associated destination for SL-PRS transmission;
6>	set sl-PosTypeTxSyncList to the current synchronization reference type used on the associated sl-PosRxInterestedFreqList for SL-PRS transmission;
6>	set sl-PosQoS-InfoList to include the SL-PRS transmission QoS profile;
5>	include sl-TxResourceReqList and set its fields (if needed) as follows for each destination for which it requests network to assign SL-PRS resource:
6>	set sl-PosDestinationIdentity to the destination identity configured by upper layer for NR sidelink positioning transmission;
6>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from the associated peer UE;
2>	if SIB23 including sl-PosConfigCommonNR is provided by the PCell;
3>	if configured to transmit SL-PRS:
4>	include sl-PosTxResourceReqList and set its fields (if needed) as follows for each destination for which it requests network to assign SL-PRS resource:
5>	set sl-PosDestinationIdentity to the destination identity configured by upper layer for SL-PRS transmission;
5>	set sl-PosCastType to the cast type of the associated destination identity configured by the upper layer for the SL-PRS transmission;
5>	set sl-PosTxInterestedFreqList to indicate the frequency of the associated destination for SL-PRS transmission;
5>	set sl-PosTypeTxSyncList to the current synchronization reference type used on the associated sl-PosRxInterestedFreqList for SL-PRS transmission;
5>	set sl-PosQoS-InfoList to include the SL-PRS transmission QoS profile;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from the associated peer UE;
3>	if configured to perform SL-PRS measurements;
4>	include sl-PosRxInterestedFreqList and set it to the frequency for SL-PRS reception;
1>	if the UE initiates the procedure while connected to an E-UTRA PCell:
2>	submit the SidelinkUEInformationNR to lower layers via SRB1, embedded in E-UTRA RRC message ULInformationTransferIRAT as specified in TS 36.331 [10], clause 5.6.28;
1>	else:
2>	submit the SidelinkUEInformationNR message to lower layers for transmission.
[bookmark: _Toc60777010]NOTE 2:	When multiple lists are reported in SidelinkUEInformationNR, a UE can report up to maxNrofSL-Dest-r16 SL destinations in sl-TxResourceReqList, sl-TxResourceReqListDisc and sl-TxResourceReqListCommRelay in total.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc193445866][bookmark: _Toc193451671][bookmark: _Toc193462940][bookmark: _Toc201295227][bookmark: _Toc210311495]5.8.9.3	Sidelink radio link failure related actions
The UE shall:
1>	upon indication from sidelink RLC entity that the maximum number of retransmissions for a specific destination has been reached; or
1>	upon T400 expiry for a specific destination; or
1>	upon indication from MAC entity that HARQ-based Sidelink RLF for a specific destination has been detected; or
1>	upon integrity check failure indication from sidelink PDCP entity concerning SL-SRB2 or SL-SRB3 for a specific destination; or
1>	upon indication of consistent sidelink LBT failures for all RB sets for a specific destination from MAC entity:
2>	consider sidelink radio link failure to be detected for this destination;
2>	release the DRBs (if any) of this destination, according to clause 5.8.9.1a.1;
2>	release the SRBs of this destination, according to clause 5.8.9.1a.3;
2>	release the PC5 Relay RLC channels of this destination if configured, in according to clause 5.8.9.7.1;
2>	discard the NR sidelink communication related configuration of this destination;
2>	reset the sidelink specific MAC of this destination, except for end-to-end PC5 connection in L2 U2U Relay operation;
2>	consider the PC5-RRC connection is released for the destination;
2>	indicate the release of the PC5-RRC connection to the upper layers for this destination (i.e. PC5 is unavailable);
2>	if UE is in RRC_CONNECTED:
3>	if the UE is acting as L2 U2N Remote UE for the destination:
4>	if MP is configured, and neither MCG transmission nor indirect path transmission is suspended:
5>	initiate the indirect path failure information procedure as specified in 5.7.3c;
4>	else (i.e., MP is not configured, or MP is configured and MCG transmission or indirect path transmission is suspended):
5>	initiate the RRC connection re-establishment procedure as specified in 5.3.7;
3>	else:
4>	perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.8.3.3;
[bookmark: _Hlk208908900]2>	else (i.e. the UE is in RRC_IDLE or RRC_INACTIVE):
3>	if the UE is acting as L2 Intermediate U2N Relay UE for a destination and the destination is a child UE:
4>	perform the Remote UE information for NR sidelink communication procedure with its parent UE, as specified in 5.8.9.8;
2>	if the UE is acting as L2 U2U Relay UE for the destination which identifies a connected L2 U2U Remote UE:
3>	consider the end-to-end PC5 connection failure for the end-to-end PC5 connection(s) over the per-hop PC5 link established with the L2 U2U Remote UE;
3>	send NotificationMessageSidelink to the peer L2 U2U Remote UE(s) of the end-to-end PC5 connection(s), in accordance with 5.8.9.10.
3>	initiate the end-to-end PC5 connection failure related actions as specified in 5.8.9.3b;
2>	if the UE is acting as L2 U2U Remote UE for the destination which identifies a connected L2 U2U Relay UE:
3>	consider the end-to-end PC5 connection failure for the end-to-end PC5 connection(s) over the per-hop PC5 link established with the L2 U2U Relay UE;
3>	initiate the end-to-end PC5 connection failure related actions as specified in 5.8.9.3a;
NOTE:	It is up to UE implementation on whether and how to indicate to upper layers to maintain the keep-alive procedure [55].


[bookmark: _Toc193462907][bookmark: _Toc60777024][bookmark: _Toc193445834][bookmark: _Toc193451639][bookmark: _Toc201295194]END OF CHANGES

START OF CHANGES
[bookmark: _Toc193462957][bookmark: _Toc193445883][bookmark: _Toc201295244][bookmark: _Toc193451688][bookmark: _Toc60777051]5.8.9.8	Remote UE information
[bookmark: _Hlk209116675][bookmark: _Toc193462958][bookmark: _Toc193445884][bookmark: _Toc193451689][bookmark: _Toc201295245]5.8.9.8.1	General


Figure 5.8.9.8.1-1: Remote UE information
This procedure is used by the L2 U2N Remote UE or L2 Intermediate U2N Relay UE in RRC_IDLE/RRC_INACTIVE to inform about the required SIB(s) /posSIB(s), provide Paging related information to the connected parent L2 U2N Relay UE, request the SFN-DFN offset from the connected L2 U2N Relay UE in case of single hop, and trigger L2 U2N Relay UE in RRC_IDLE/RRC_INACTIVE to enter RRC_CONNECTED during indirect path addition/change in MP operation. This procedure is also used by the L2 U2U Remote UE to send end-to-end PC5 connection release/failure related information to L2 U2U Relay UE.
This procedure is used by the L2 U2N Remote UE in RRC_CONNECTED to request the SFN-DFN offset from the connected L2 U2N Relay UE in case of single hop.
NOTE:	MIB is not required by a L2 U2N Remote UE.
[bookmark: _Toc193451690][bookmark: _Toc193445885][bookmark: _Toc193462959][bookmark: _Toc201295246]5.8.9.8.2	Actions related to transmission of RemoteUEInformationSidelink message
When L2 U2N remote UE entering RRC_IDLE or RRC_INACTIVE, or upon change in any of the information in the RemoteUEInformationSidelink for L2 U2N Remote UE’s own SIB/posSIB/Paging or SFN-DFN offset request while in RRC_IDLE or RRC_INACTIVE, the L2 U2N Remote UE or L2 Intermediate U2N Relay UE shall:
1>	if the UE has SIB request information to provide (e.g. the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) in accordance with clause 5.2.2.1 and the requested SIB has not been indicated in RemoteUEInformationSidelink message to the parent L2 U2N Relay UE before):	Comment by Apple - Zhibin Wu: The “parent” word can be removed as we only describe single-hop case here
2>	include sl-RequestedSIB-List in the RemoteUEInformationSidelink to indicate the requested SIB(s);
1>	if the UE has not stored a valid version, in accordance with clause 5.2.2.2.1, of one or several posSIB(s) that the UE requires for a positioning operation, and the requested posSIB has not been indicated in RemoteUEInformationSidelink message to the parent L2 U2N Relay UE before, and the connected parent L2 U2N relay UE set posSIB-ForwardingSupported to supported:	Comment by Apple - Zhibin Wu: Same as above	Comment by Apple - Zhibin Wu: The “parent” word can be removed
2>	include sl-RequestedPosSIB-List in the RemoteUEInformationSidelink to indicate the requested posSIB(s);
1>	if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to supported:
2>	set sl-SFN-DFN-OffsetRequested to true;
1>	if the UE has paging related information to provide (e.g. the UE has not sent sl-PagingInfo-RemoteUE/ sl-PagingInfo-RemoteUE-List in the RemoteUEInformationSidelink message to the parent L2 U2N Relay UE before), set sl-PagingInfo-RemoteUE/ sl-PagingInfo-RemoteUE-List as follows:	Comment by Apple - Zhibin Wu: This change is not needed because the multi-hop case has been described separately below.	Comment by Apple - Zhibin Wu: Same as above
2>	if the L2 U2N Remote UE is in RRC_IDLE:
3>	include ng-5G-S-TMSI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer, set sl-PagingCycleRemoteUE to the value of UE specific Uu DRX cycle configured by upper layer;
2>	else if the L2 U2N Remote UE is in RRC_INACTIVE:
3>	include ng-5G-S-TMSI and fullI-RNTI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer,
4>	set sl-PagingCycleRemoteUE to the minimum value of UE specific Uu DRX cycles (configured by upper layer and configured by RRC);
3>	else:
4>	set sl-PagingCycleRemoteUE to the value of UE specific DRX cycle configured by RRC;
[bookmark: _Hlk209116601]2>	if any paging information is received from the Child UE:
3>	include the received paging information in the sl-PagingInfo-RemoteUE-List;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
When L2 Intermediate U2N Relay UE receives new or updated SIB/Paging request from one or more child UE(s) according to 5.8.9.8.3, or PC5 link to a Child UE is no longer available (e.g., due to SL RLF), the UE shall:
1>	if the UE is in RRC_IDLE or RRC_INACTIVE and there needs to be any variation of the requested SIB list:
2>	include sl-RequestedSIB-List in the RemoteUEInformationSidelink to indicate the requested SIB(s);
1>	if the UE has received paging related information from Child UE as specified in 5.8.9.8.3:
2> include the received paging information for Child UE(s) in the sl-PagingInfo-RemoteUE-List;
1>	if t a Child UE is no longer connected to the L2 U2N intermediate Relay UE (e.g. due to SL RLF):
2> update sl-PagingInfo-RemoteUE-List to exclude this Child UE;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
When entering RRC_CONNECTED, if L2 U2N remote UE or L2 Intermediate U2N Relay UE had sent sl-RequestedSIB-List, sl-RequestedPosSIB-List, and/or sl-PagingInfo-RemoteUE, the L2 U2N Remote UE or L2 Intermediate U2N Relay UE shall:
1>	set the sl-RequestedSIB-List to the value release if requested before;
1>	set the sl-RequestedPosSIB-List to the value release if requested before;
1>	set the sl-PagingInfo-RemoteUE to the value release if sent before;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
Upon any change in the need of SFN-DFN offset while in RRC_CONNECTED, the L2 U2N Remote UE shall:
1>	if the UE needs the SFN-DFN offset based on the request from upper layers and the connected L2 U2N relay UE set sfn-DFN-OffsetSupported to supported:
2>	set sl-SFN-DFN-OffsetRequested to true;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
The L2 U2N Remote UE in RRC_CONNECTED shall:
1>	if the UE is configured with sl-IndirectPathAddChange set to setup, and not configured with split SRB1 with duplication:
2>	include connectionForMP;
2>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
The L2 U2U Remote UE shall:
1>	upon end-to-end PC5-RRC connection release; or
1>	upon end-to-end PC5-RRC connection failure due to T400 expiry or integrity check failure of SL-SRB2 or SL-SRB3:
2>	include sl-DestinationIdentityRemoteUE;
2>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
[bookmark: _Toc201295247][bookmark: _Toc193451691][bookmark: _Toc193445886][bookmark: _Toc193462960]5.8.9.8.3	Reception of RemoteUEInformationSidelink message by the L2 U2N /U2U Relay UE
The L2 U2N Relay UE shall:
1>	if the RemoteUEInformationSidelink includes the sl-PagingInfo-RemoteUE/ sl-PagingInfo-RemoteUE-List:
2>	if the UE is in RRC_CONNECTED on an active BWP with common search space configured including pagingSearchSpace; or
2>	if the UE is in RRC_IDLE or RRC_INACTIVE:
3>	if the sl-PagingInfo-RemoteUE or sl-PagingInfo-RemoteUE-List is set to setup:
4>	monitor the Paging message at the L2 U2N Remote UE's paging occasion calculated according to sl-PagingIdentityRemoteUE and sl-PagingCycleRemoteUE included in sl-PagingInfo-RemoteUE;
3>	else (the sl-PagingInfo-RemoteUE or sl-PagingInfo-RemoteUE-List is set to release):
4>	stop monitoring the Paging message at the L2 U2N Remote UE's paging occasion;
4>	release the received paging information in sl-PagingInfo-RemoteUE;
2>	else:
3>	if the sl-PagingInfo-RemoteUE or sl-PagingInfo-RemoteUE-List is set to setup:
4>	include the received sl-PagingIdentityRemoteUE in SidelinkUEInformationNR message and perform Sidelink UE information transmission in accordance with 5.8.3;
3>	else (the sl-PagingInfo-RemoteUE or sl-PagingInfo-RemoteUE-List is set to release):
4>	initiate transmission of the SidelinkUEInformationNR message to release the sl-PagingIdentityRemoteUE in SidelinkUEInformationNR message in accordance with 5.8.3;	Comment by Apple - Zhibin Wu: If a list of paging ID is set to release, would be SUI report a list instead of a single “PagingIdentityRemoteUE”?
4>	release the received paging information in sl-PagingInfo-RemoteUE;
1>	if the RemoteUEInformationSidelink includes the sl-RequestedSIB-List:
2>	if the sl-RequestedSIB-List is set to setup:
3> if the L2 U2N Relay UE has not stored a valid version of SIB(s) indicated in sl-RequestedSIB-List:
4>	perform acquisition of the system information indicated in sl-RequestedSIB-List in accordance with 5.2.2 or 5.8.9.8.2;
3>	perform the Uu message transfer procedure in accordance with 5.8.9.9;
2>	if the sl-RequestedSIB-List is set to release:
3>	release received SIB request in sl-RequestedSIB-List;
1>	if the RemoteUEInformationSidelink includes the sl-RequestedPosSIB-List:
2>	if the sl-RequestedPosSIB-List is set to setup:
3> if the L2 U2N Relay UE has not stored a valid version of posSIB(s) indicated in sl-RequestedPosSIB-List:
4>	perform acquisition of the positioning system information indicated in sl-RequestedPosSIB-List in accordance with 5.2.2 or 5.8.9.8.2;
3>	perform the Uu message transfer procedure in accordance with 5.8.9.9;
2>	if the sl-RequestedPosSIB-List is set to release:
3>	release received posSIB request in sl-RequestedPosSIB-List.
1>	if the RemoteUEInformationSidelink includes the connectionForMP:
2>	if the L2 U2N Relay UE is in RRC_IDLE:
3>	initiate an RRC connection establishment as specified in 5.3.3;
2>	else if the L2 U2N Relay UE is in RRC_INACTIVE:
3>	initiate an RRC connection resume as specified in 5.3.13;
If the L2 U2N Relay UE is a L2 Intermediate U2N Relay UE, the UE shall:
1>	if the RemoteUEInformationSidelink includes the sl-RequestedSIB-List and UE is in RRC_IDLE or RRC_INACTIVE:
2>	update the list of SIB requests;
2) if the updated SIB request list is different from the one shared with its parent relay UE;
3>	trigger the Remote UE information for NR sidelink communication procedure with its parent UE, as specified in 5.8.9.8.2;
1>	if the RemoteUEInformationSidelink includes sl-PagingInfo-RemoteUE or sl-PagingInfo-RemoteUE-List:
2>	trigger the Remote UE information for NR sidelink communication procedure with its parent UE, as specified in 5.8.9.8.2.

The L2 U2U Relay UE shall:
1>	if the RemoteUEInformationSidelink includes the sl-DestinationIdentityRemoteUE:
2>	consider the end-to-end PC5 connection release for the end-to-end PC5 connection between the L2 U2U Remote UE and the peer L2 U2U Remote UE identified by sl-DestinationIdentityRemoteUE;
2>	initiate the end-to-end PC5 connection failure/release related actions as specified in 5.8.9.3b;
END OF CHANGES

START OF CHANGES

[bookmark: _Toc193445887][bookmark: _Toc193462961][bookmark: _Toc193451692][bookmark: _Toc201295248]5.8.9.9	Uu message transfer in sidelink
[bookmark: _Toc201295249][bookmark: _Toc193451693][bookmark: _Toc193462962][bookmark: _Toc193445888]5.8.9.9.1	General


Figure 5.8.9.9.1-1: Uu message transfer in sidelink
[bookmark: _Toc193451694][bookmark: _Toc201295250][bookmark: _Toc193445889][bookmark: _Toc193462963]The purpose of this procedure is to transfer Paging message and System Information from the L2 U2N Relay UE to the L2 U2N Remote UE (in case of single hop) or to the Child UE (in case of multi hop) in RRC_IDLE/RRC_INACTIVE.
5.8.9.9.2	Actions related to transmission of UuMessageTransferSidelink message
The L2 U2N Relay UE initiates the Uu message transfer procedure when at least one of the following conditions is met:
1>	upon receiving Paging message related to the connected L2 U2N Remote UE or the Child UE from network or Parent relay UE (including Paging message within RRCReconfiguration message);
1>	upon acquisition of the SIB(s) requested by the connected L2 U2N Remote UE or by the Child UE (as indicated in sl-RequestedSIB-List in the RemoteUEInformationSidelink) or upon receiving the updated SIB(s) from network or Parent relay UE which has been requested by the connected L2 U2N Remote UE or by the Child UE;
1>	upon acquisition of the posSIB(s) requested by the connected L2 U2N Remote UE or by the Child UE (as indicated in sl-RequestedPosSIB-List in the RemoteUEInformationSidelink) or upon receiving the updated posSIB(s) from network or Parent relay UE which have been requested by the connected L2 U2N Remote UE or by the Child UE;
1>	upon unsolicited SIB1 forwarding to the connected L2 U2N Remote UE or by the Child UE or upon receiving the updated SIB1 from network or Parent relay UE;
For each associated L2 U2N Remote UE or for each associated Child UE, the L2 U2N Relay UE shall set the contents of UuMessageTransferSidelink message as follows:
1>	include sl-PagingDelivery if the Paging message received from network or Parent relay UE containing the ue-Identity of the L2 U2N Remote UE;
1>	include sl-SIB1-Delivery if any of the conditions for initiating Uu message transfer procedure related to SIB1 are met;
1>	include sl-SystemInformationDelivery if any of the conditions for initiating Uu message transfer procedure related to System Information are met;
1>	submit the UuMessageTransferSidelink message to lower layers for transmission.
[bookmark: _Toc193451695][bookmark: _Toc201295251][bookmark: _Toc193445890][bookmark: _Toc193462964]NOTE:	The L2 U2N Relay UE may perform unsolicited forwarding of SIB1 to the L2 U2N Remote UE or to the Child UE based on UE implementation. A L2 U2N Remote UE configured with MP does not apply the SIB1 received from the L2 U2N Relay UE on the indirect path, if any.
5.8.9.9.3	Reception of the UuMessageTransferSidelink by the L2 U2N Remote UE
Upon receiving the UuMessageTransferSidelink message, the L2 U2N Remote UE shall:
1>	if sl-PagingDelivery is included:
2>	perform the paging reception procedure as specified in clause 5.3.2.3;
1>	if sl-SystemInformationDelivery and/or sl-SIB1-Delivery is included:
2>	perform the actions specified in clause 5.2.2.4.
5.8.9.9.4	Reception of the UuMessageTransferSidelink by the L2 Intermediate U2N Relay UE
Upon receiving the UuMessageTransferSidelink message from the connected L2 U2N Parent Relay UE, the L2 Intermediate U2N Relay UE shall:
1>	if sl-PagingDelivery contains the ue-Identity of the child UEs:
2>		consider the paging message of the child UE is acquired;
1>	if sl-SystemInformationDelivery requested by the child UEs and/or sl-SIB1-Delivery is included:
2>		consider the SIBs (other than SIB1) requested by the child UE is acquired;

[bookmark: _Toc201295252][bookmark: _Toc193462965][bookmark: _Toc193445891][bookmark: _Toc193451696]5.8.9.10	Notification Message
[bookmark: _Toc201295253][bookmark: _Toc193445892][bookmark: _Toc193462966][bookmark: _Toc193451697]5.8.9.10.1	General




Figure 5.8.9.8.1-1: Notification message in sidelink	Comment by Apple - Zhibin Wu: The numbering of the figure is wrong
[bookmark: _Toc201295254][bookmark: _Toc193445893][bookmark: _Toc193451698][bookmark: _Toc83739906][bookmark: _Toc193462967]This procedure is used by a U2N Relay UE to send notification to the connected U2N Remote UE or to the connected child UE, or used by a L2 U2U Relay UE to send notification to the L2 U2U Remote UE for an end-to-end PC5 connection when condition(s) as specified in 5.8.9.10.2 is met for the hop between the L2 U2U Relay UE and the peer L2 U2U Remote UE.
5.8.9.10.2	Initiation
The Relay UE may initiate the procedure when one of the following conditions is met:
1>	if the UE is acting as U2N Relay UE or Last U2N Relay UE:	Comment by Apple - Zhibin Wu: Do we need to add “in case of single hop”?
2>	upon Uu RLF as specified in 5.3.10;
2>	upon reception of an RRCReconfiguration including the reconfigurationWithSync;
2>	upon cell reselection;
2>	upon L2 U2N Relay UE's or Last U2N Relay UE’s RRC connection failure including RRC connection reject as specified in 5.3.3.5 and 5.3.13.10, and T300 expiry as specified in 5.3.3.7, and RRC resume failure as specified in 5.3.13.5;
1>	if the UE is acting as Intermediate U2N Relay UE:
2>	upon relay reselection;
2>	upon cell selection;
2>	upon PC5 RLF with its parent relay UE;
2>	upon reception of an RRCReconfiguration including the reconfigurationWithSync;
2>	upon reception of an NotificationMessageSidelink from the parent relay UE while in RRC_CONNECTED;
2> upon reception of PC5 unicast link release from the parent relay UE;	Comment by Huawei - Jagdeep: There is no need to have seprate trigger for RRC_IDLE/RRC_INACTIVE and RRC_CONNECTED Intermediate UE. A common trigger can be used without any reference to RRC State here and in section 5.8.9.10.3	Comment by Lianhai LH5 Wu: Suggest to use the following description because ‘reception  of PC5 unicast link release’ is not used in RRC specification. We can find that ‘PC5 unicast link release indicated by upper layer’ is used in other section of RRC specification.

upon PC5 unicast link release indicated by upper layer at Intermediate U2N Relay UE from the parent relay UE;
2>	upon L2 Intermediate U2N Relay UE's RRC connection failure including RRC connection reject as specified in 5.3.3.5 and 5.3.13.10, and T300 expiry as specified in 5.3.3.7, and RRC resume failure as specified in 5.3.13.5;
1>	if the UE is acting as L2 U2U Relay UE:
2>	upon detection of PC5 RLF for the hop between the L2 U2U Relay UE and L2 U2U Remote UE as specified in 5.8.9.3;
2>	upon PC5-RRC connection release for the per-hop link between the L2 U2U Relay UE and L2 U2U Remote UE as specified in 5.8.9.5;
Note 1: The Notification Message may be omitted not be sent by an Intermediate U2N relay UE in RRC_IDLE or RRC_INACTIVE to its child UEs if the relay reselection or cell selection does not cause the change of the serving cell.	Comment by Apple - Zhibin Wu: The NOTE format is still wrong

[bookmark: _Toc201295255][bookmark: _Toc193451699][bookmark: _Toc193445894][bookmark: _Toc193462968]5.8.9.10.3	Actions related to transmission of NotificationMessageSidelink message
The Relay UE shall set the indication type as follows:
1>	if the UE is acting as U2N Relay UE or Last U2N Relay UE:	Comment by Apple - Zhibin Wu: Add “in case of single hop”?
2>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RLF:
3>	set the indicationType as relayUE-Uu-RLF;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message due to reconfiguration with sync:
3>	set the indicationType as relayUE-HO;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message due to cell reselection:
3>	set the indicationType as relayUE-CellReselection;
2>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RRC connection establishment/Resume failure:
3>	set the indicationType as relayUE-Uu-RRC-Failure;
1>	if the UE is acting as Intermediate U2N Relay UE:
2>	if the UE initiates transmission of the NotificationMessageSidelink message due to relay reselection:
3>	set the mh-indicationType as relayUE-RelayReselection;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message due to cell selection:
3>	set the mh-indicationType as relayUE-CellSelection;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message due to PC5 RLF with its parent Relay UE:
3>	set the sl-iIndicationType as relayUE-PC5-RLF;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message due to reconfiguration with sync:
3>	set the indicationType as relayUE-HO;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message upon reception of the NotificationMessageSidelink message from the parent relay UE:
3>	set the indicationType as received from the parent relay UE;
2>	else if the UE initiates transmission of the NotificationMessageSidelink message upon reception of PC5 unicast link release for the parent relay UE:
3>	set the mh-indicationType as relayUE-Parent-PC5LinkRelease;
2>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RRC connection establishment/Resume failure:
3>	set the indicationType as relayUE-Uu-RRC-Failure;
2>	submit the NotificationMessageSidelink message to lower layers for transmission.
1>	if the UE is acting as L2 U2U Relay UE:
2>	if the UE initiates transmission of the NotificationMessageSidelink message due to PC5 RLF with L2 U2U Remote UE; or
2>	if the UE initiates transmission of the NotificationMessageSidelink message due to PC5-RRC connection release for the per-hop link between the L2 U2U Relay UE and L2 U2U Remote UE:
3>	set the sl-IndicationType as relayUE-PC5-RLF;
3>	set the sl-DestinationIdentityRemoteUE as the associated destination for L2 U2U Remote UE;
3>	submit the NotificationMessageSidelink message to lower layers for transmission;
[bookmark: _Toc201295256][bookmark: _Toc193462969][bookmark: _Toc193445895][bookmark: _Toc193451700]5.8.9.10.4	Actions related to reception of NotificationMessageSidelink message
Upon receiving the NotificationMessageSidelink, the Remote UE shall:
1>	if the UE is acting as U2N Remote UE:
2>	if the indicationType is included:
3>	if the UE is L2 U2N Remote UE in RRC_CONNECTED:
4>	if MP is configured and MCG transmission (i.e. direct path) is not suspended;
5>	if the indicationType is relayUE-HO;
6>	suspend indirect path transmission;
5>	else:
6>	initiate the indirect path failure information procedure as specified in 5.7.3c to report indirect path failure;
4>	else if T301 is not running, initiate the RRC connection re-establishment procedure as specified in 5.3.7;
3>	else (the UE is L3 U2N Remote UE, or L2 U2N Remote UE or child UE in RRC_IDLE or RRC_INACTIVE):
4>	if the PC5-RRC connection with the U2N Relay UE or with the U2N Parent Relay UE is determined to be released:
5>	indicate upper layers to trigger PC5 unicast link release;
4>	else (i.e., maintain the PC5 RRC connection):
5>	if the UE is L2 U2N Remote UE or child UE and the indicationType is relayUE-HO or relayUE-CellReselection:
6>	consider cell re-selection occurs;
NOTE 1:	For L3 U2N Remote UE, or L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE, it is up to Remote UE implementation whether to release or keep the PC5 unicast link.
[bookmark: _Hlk116982865]NOTE 2:	The L2 U2N Remote UE may ignore the NotificationMessageSidelink if it does not release the PC5 unicast link in source side yet during an indirect-to-direct path switch, i.e. T304 is running.
1>	if the UE is acting as L2 U2U Remote UE:
2>	if sl-IndicationType is relayUE-PC5-RLF:
3>	indicate PC5 RLF received from L2 U2U Relay UE to the upper layers for the indicated L2 U2U Remote UE based on the received sl-DestinationIdentityRemoteUE;
3>	consider the end-to-end PC5 connection failure for the end-to-end PC5 connection(s) over the per-hop PC5 link between the L2 U2U Relay UE and the L2 U2U Remote UE identified by sl-DestinationIdentityRemoteUE;
3>	perform the end-to-end PC5 connection failure related actions as specified in 5.8.9.3a;
NOTE 3:	It is up to the upper layers on whether to trigger U2U Relay reselection and whether to keep or release the PC5 link with the U2U Relay UE after the PC5 RLF indication received from U2U Relay UE.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc193445923][bookmark: _Toc193451728][bookmark: _Toc193462997][bookmark: _Toc201295284][bookmark: _Toc210311553]5.8.13	NR sidelink discovery
[bookmark: _Toc193445924][bookmark: _Toc193451729][bookmark: _Toc193462998][bookmark: _Toc201295285][bookmark: _Toc210311554]5.8.13.1	General
The purpose of this procedure is to perform NR sidelink discovery as specified in TS 23.304 [65].
[bookmark: _Toc193445925][bookmark: _Toc193451730][bookmark: _Toc193462999][bookmark: _Toc201295286][bookmark: _Toc210311555]5.8.13.2	NR sidelink discovery monitoring
A UE capable of NR sidelink discovery that is configured by upper layers to monitor NR sidelink discovery messages shall:
1>	if the frequency used for NR sidelink discovery is included in sl-FreqInfoToAddModList in RRCReconfiguration message and sl-DiscConfig is included in RRCReconfiguration; or if the frequency used for NR sidelink discovery is included in sl-FreqInfoList included in SIB12 and sl-DiscConfigCommon is included in SIB12:
2>	if the UE is configured with sl-DiscRxPool for NR sidelink discovery reception included in RRCReconfiguration message with reconfigurationWithSync (i.e. handover):
3>	configure lower layers to monitor sidelink control information and the corresponding data using the resource pool indicated by sl-DiscRxPool for NR sidelink discovery reception in RRCReconfiguration;
2>	else if the UE is configured with sl-RxPool for NR sidelink discovery reception included in RRCReconfiguration message with reconfigurationWithSync (i.e. handover):
3>	configure lower layers to monitor sidelink control information and the corresponding data using the resource pool indicated by sl-RxPool for NR sidelink discovery reception in RRCReconfiguration;
2>	else if the cell chosen for NR sidelink discovery reception provides SIB12:
3>	if sl-DiscRxPool for NR sidelink discovery reception is included in SIB12:
4>	configure lower layers to monitor sidelink control information and the corresponding data using the resource pool indicated by sl-DiscRxPool for NR sidelink discovery reception in SIB12;
3>	else if sl-RxPool for NR sidelink discovery reception is included in SIB12:
4>	configure lower layers to monitor sidelink control information and the corresponding data using the resource pool indicated by sl-RxPool for NR sidelink discovery reception in SIB12;
1>	else:
2>	if out of coverage on the concerned frequency for NR sidelink discovery:
3>	if sl-DiscRxPool was preconfigured:
4>	configure lower layers to monitor sidelink control information and the corresponding data using the resource pool that was preconfigured by sl-DiscRxPool for NR sidelink discovery reception in SL-PreconfigurationNR, as defined in clause 9.3;
3>	else:
4>	configure lower layers to monitor sidelink control information and the corresponding data using the resource pool that was preconfigured by sl-RxPool for NR sidelink discovery reception in SL-PreconfigurationNR, as defined in clause 9.3;
NOTE:	If sl-DiscRxPool and sl-RxPool are both included in SIB12 or preconfigured, it is up to UE implementation whether to monitor sidelink control information and the corresponding data using the resource pool indicated by sl-RxPool for NR sidelink discovery reception.
[bookmark: _Toc193445926][bookmark: _Toc193451731][bookmark: _Toc193463000][bookmark: _Toc201295287][bookmark: _Toc210311556]5.8.13.3	NR sidelink discovery transmission
A UE capable of NR sidelink discovery that is configured by upper layer to transmit NR sidelink discovery message shall:
1>	if the frequency used for NR sidelink discovery is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message; or if the frequency used for NR sidelink discovery is included in sl-FreqInfoList within SIB12:
2>	if the UE is in RRC_CONNECTED and uses the frequency included in sl-ConfigDedicatedNR within RRCReconfiguration message:
3>	if the UE is acting as NR sidelink U2N Relay UE or Last U2N Relay UE and sl-DiscConfig is included in RRCReconfiguration, and if the NR sidelink U2N Relay UE or Last U2N Relay UE threshold conditions as specified in 5.8.14.2 are met based on sl-RelayUE-Config; or
3>	if the UE is selecting NR sidelink U2N Relay UE / has a selected NR sidelink U2N Relay UE/ configured with measurement object associated to L2 U2N Relay UEs in both single hop or multi hop case and sl-DiscConfig is included in RRCReconfiguration, and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-RemoteUE-Config; or
3>	if the UE is acting as Last U2N Relay UE and sl-DiscConfig is included in RRCReconfiguration, and if the Last U2N Relay UE conditions as specified in 5.8.14.2 are met based on sl-RelayUE-Config; or 
3>	if the UE acting as Last U2N Relay UE is sending Discovery Response message with Model B as specified in TS 23.304 [65] and if sl-DiscConfig is included in RRCReconfiguration, and if the Last U2N Relay UE threshold condition as specified in 5.8.14.2 and if the NR sidelink multi-hop relay threshold conditions as specified in 5.8.19.2 are met based on sl-RelayUE-Config and sl-RelayUE-ConfigMH when the UE is not having the PC5 connection with the Candidate Child UE; or
3>	if the UE acting as Intermediate U2N Relay UE and sl-DiscConfig is included in RRCReconfiguration and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-RemoteUE-Config; or
3>	if the UE acting as Intermediate U2N Relay UE is sending Discovery Solicitation message or Discovery Response message with Model B as specified in TS 23.304 [65] and sl-DiscConfig is included in RRCReconfiguration and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-RemoteUE-Config and if the NR sidelink Intermediate U2N Relay UE multi-hop relay threshold conditions as specified in 5.8.19.2 are met based on sl-RelayUE-ConfigMH; or
3>	if the UE is selecting NR sidelink U2U Relay UE / has a selected NR sidelink U2U Relay UE and sl-DiscConfig is included in RRCReconfiguration, and if the NR sidelink U2U Remote UE threshold conditions associated with the peer NR Sidelink U2U Remote UE as specified in 5.8.17.2 are met based on sl-RemoteUE-ConfigU2U; or
3>	if the UE acting as Target Remote UE is performing U2U Relay Discovery with Model B and sl-DiscConfig is included in RRCReconfiguration, and if the NR sidelink U2U Remote UE threshold conditions associated with the NR sidelink U2U Relay UE as specified in 5.8.17.2 are met based on sl-RemoteUE-ConfigU2U; or
3>	if the UE acting as U2U Relay UE is performing U2U Relay Discovery with Model A as specified in TS 23.304[65], and neighbour UEs in discovery message to be transmitted meet the threshold conditions as specified in 5.8.16.3; or
3> if the UE acting as U2U Relay UE is sending Discovery Response message with Model B as specified in TS 23.304[65]; or
3>	if the UE acting as U2U Relay UE is sending Discovery Solicitation message with Model B as specified in TS 23.304[65] and sl-DiscConfig is included in RRCReconfiguration, and if the NR sidelink U2U Relay UE threshold conditions as specified in 5.8.16.2 are met based on sl-RelayUE-ConfigU2U; or
NOTE 1:	For U2U Relay UE and Target Remote UE, it can be up to UE implementation on cross-layer interaction for the AS layer condition check for discovery message forwarding.
3>	if the UE is performing NR sidelink non-relay discovery:
4>	if the UE is configured with sl-ScheduledConfig:
5>	if T310 for MCG or T311 is running; and if sl-TxPoolExceptional is included in sl-FreqInfoList for the concerned frequency in SIB12 or included in sl-ConfigDedicatedNR in RRCReconfiguration; or
5>	if T301 is running and the cell on which the UE initiated RRC connection re-establishment provides SIB12 including sl-TxPoolExceptional for the concerned frequency; or
5>	if T304 for MCG is running and the UE is configured with sl-TxPoolExceptional included in sl-ConfigDedicatedNR for the concerned frequency in RRCReconfiguration:
6>	configure lower layers to perform the sidelink resource allocation mode 2 based on random selection using the resource pool indicated by sl-TxPoolExceptional as defined in TS 38.321 [3] for NR sidelink discovery transmission;
5>	else:
6>	configure lower layers to perform the sidelink resource allocation mode 1 using the resource pool indicated by sl-DiscTxPoolScheduling or sl-TxPoolScheduling for NR sidelink discovery transmission on the concerned frequency in RRCReconfiguration;
5>	if T311 is running, configure the lower layers to release the resources indicated by rrc-ConfiguredSidelinkGrant (if any);
4>	if the UE is configured with sl-UE-SelectedConfig:
5>	if the sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency is included in the sl-ConfigDedicatedNR within RRCReconfiguration, and if a result of full/partial sensing, if selected and is allowed by sl-AllowedResourceSelectionConfig, on the resources configured in sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency included in sl-ConfigDedicatedNR within RRCReconfiguration is not available in accordance with TS 38.214 [19]; or
5>	if the sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency is not included in the sl-ConfigDedicatedNR within RRCReconfiguration, and a result of full/partial sensing, if selected and is allowed by sl-AllowedResourceSelectionConfig, on the resources configured in sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency included in sl-ConfigDedicatedNR within RRCReconfiguration is not available in accordance with TS 38.214 [19];
6>	if sl-TxPoolExceptional for the concerned frequency is included in RRCReconfiguration; or
6>	if the PCell provides SIB12 including sl-TxPoolExceptional in sl-FreqInfoList for the concerned frequency:
7>	configure lower layers to perform the sidelink resource allocation mode 2 based on random selection using the resource pool indicated by sl-TxPoolExceptional as defined in TS 38.321 [3] for NR sidelink discovery transmission;
5>	else, if the sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency is included in the sl-ConfigDedicatedNR within RRCReconfiguration:
6>	configure lower layers to perform the sidelink resource allocation mode 2 based on resource selection operation according to sl-AllowedResourceSelectionConfig (as defined in TS 38.321 [3] and TS 38.214 [19]) using the pools of resources indicated by sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency in RRCReconfiguration;
5>	else, if the sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency is included in the sl-ConfigDedicatedNR within RRCReconfiguration:
6>	configure lower layers to perform the sidelink resource allocation mode 2 based on resource selection operation according to sl-AllowedResourceSelectionConfig (as defined in TS 38.321 [3] and TS 38.214 [19]) using the pools of resources indicated by sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency in RRCReconfiguration;
2>	else if the cell chosen for NR sidelink discovery transmission provides SIB12:
3>	if the UE is acting as NR sidelink U2N Relay UE or Last U2N Relay UE and sl-DiscConfigCommon is included in SIB12, and if the NR sidelink U2N Relay UE or Last U2N Relay UE threshold conditions as specified in 5.8.14.2 are met based on sl-RelayUE-ConfigCommon in SIB12; or
3>	if the UE is selecting NR sidelink U2N Relay UE / has a selected NR sidelink U2N Relay UE in both single hop or multi hop case and sl-DiscConfigCommon is included in SIB12, and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-RemoteUE-ConfigCommon in SIB12; or
3> if the UE is acting as NR sidelink Last U2N Relay UE and sl-DiscConfigCommon is included in SIB12, and if the NR sidelink Last U2N Relay UE threshold conditions as specified in 5.8.14.2 are met based on sl-RelayUE-ConfigCommon in SIB12; or
3>	if the UE acting as Last U2N Relay UE is sending Discovery Response message with Model B as specified in TS 23.304 [65] and if sl-DiscConfigCommon is included in SIB12, and if the NR sidelink Last U2N Relay UE threshold conditions as specified in 5.8.14.2 and 5.8.19.2 are met based on sl-RelayUE-ConfigCommon and sl-RelayUE-ConfigCommonMH when the UE is not having the PC5 connection with the Candidate Child UE; or
3>	if the UE acting as Intermediate U2N Relay UE has an established PC5 link with the selected parent U2N Relay UE, and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-RemoteUE-ConfigCommon in SIB12; or
3>	if the UE acting as Intermediate U2N Relay UE is sending Discovery Solicitation message or Discovery Response message with Model B as specified in TS 23.304 [65] and sl-DiscConfigCommon is included in SIB12, and if the U2N Remote UE threshold conditions as specified in 5.8.15 are met based on sl-RemoteUE-ConfigCommon and if the NR sidelink Intermediate U2N Relay UE multi-hop relay threshold conditions as specified in 5.8.19.2 are met based on sl-RelayUE-ConfigCommonMH; or
3>	if the UE acting as Last U2N Relay UE is sending Discovery Response message with Model B as specified in TS 23.304 [65] and sl-DiscConfigCommon is included in SIB12, and if the NR sidelink multi-hop relay threshold conditions as specified in 5.8.19.2 are met based on sl-RelayUE-ConfigCommonMH; or
3>	if the UE is selecting NR sidelink U2U Relay UE / has a selected NR sidelink U2U Relay UE and sl-DiscConfigCommon is included in SIB12, and if the NR sidelink U2U Remote UE threshold conditions associated with the peer NR Sidelink U2U Remote UE as specified in 5.8.17.2 are met based on sl-RemoteUE-ConfigCommonU2U in SIB12; or
[bookmark: _Hlk143695228]3>	if the UE acting as Target Remote UE is performing U2U Relay Discovery with Model B and if the NR sidelink U2U Remote UE threshold conditions associated with the NR sidelink U2U Relay UE as specified in 5.8.17.2 are met based on sl-RemoteUE-ConfigCommonU2U in SIB12; or
3>	if the UE acting as U2U Relay UE is performing U2U Relay Discovery with Model A as specified in TS 23.304[65], and neighbor UEs in discovery message to be transmitted meet the threshold conditions as specified in 5.8.16.3; or
3> if the UE acting as U2U Relay UE is sending Discovery Response message with Model B as specified in TS 23.304[65]; or
3>	if the UE acting as U2U Relay UE is sending Discovery Solicitation message with Model B as specified in TS 23.304[65] and if the NR sidelink U2U Relay UE threshold conditions as specified in 5.8.16.2 are met based on sl-RelayUE-ConfigCommonU2U in SIB12; or
3>	if the UE is performing NR sidelink non-relay discovery:
4>	if SIB12 includes sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency, and a result of full/partial sensing, if selected and is allowed by sl-AllowedResourceSelectionConfig, on the resources configured in the sl-DiscTxPoolSelected for NR sidelink discovery transmission is available in accordance with TS 38.214 [19] or random selection, if allowed by sl-AllowedResourceSelectionConfig, is selected:
5>	configure lower layers to perform the sidelink resource allocation mode 2 based on resource selection operation according to sl-AllowedResourceSelectionConfig using the pools of resources indicated by sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency in SIB12 as defined in TS 38.321 [3];
4>	else if SIB12 includes sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency, and a result of full/partial sensing, if selected and is allowed by sl-AllowedResourceSelectionConfig, on the resources configured in the sl-TxPoolSelectedNormal for NR sidelink discovery transmission is available in accordance with TS 38.214 [19] or random selection, if allowed by sl-AllowedResourceSelectionConfig, is selected:
5>	configure lower layers to perform the sidelink resource allocation mode 2 based on resource selection operation according to sl-AllowedResourceSelectionConfig using the pools of resources indicated by sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency in SIB12 as defined in TS 38.321 [3];
4>	else if SIB12 includes sl-TxPoolExceptional for the concerned frequency:
5>	from the moment the UE initiates RRC connection establishment or RRC connection resume, until receiving an RRCReconfiguration including sl-ConfigDedicatedNR, or receiving an RRCRelease or an RRCReject; or
5>	if a result of full/partial sensing, if selected and is allowed by sl-AllowedResourceSelectionConfig, on the resources configured in sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency in SIB12 is not available in accordance with TS 38.214 [19]; or
5>	if sl-DiscTxPoolSelected for NR sidelink discovery transmission on the concerned frequency is not included in SIB12 and if a result of full/partial sensing, if selected and is allowed by sl-AllowedResourceSelectionConfig, on the resources configured in sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency in SIB12 is not available in accordance with TS 38.214 [19]:
6>	configure lower layers to perform the sidelink resource allocation mode 2 based on random selection (as defined in TS 38.321 [3]) using one of the pools of resources indicated by sl-TxPoolExceptional for NR sidelink discovery transmission on the concerned frequency;
[bookmark: OLE_LINK1]1>	else if out of coverage on the concerned frequency for NR sidelink discovery:
2>	if the UE is acting as L3 U2N Relay UE; or
2>	if the UE is selecting NR sidelink U2N Relay UE / has a selected NR sidelink U2N Relay UE in both single hop or multi hop case and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-PreconfigDiscConfig in SidelinkPreconfigNR; or
2>	if the UE acting as Intermediate U2N Relay UE has an established PC5 link with the selected parent U2N Relay UE, and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-PreconfigDiscConfig in SidelinkPreconfigNR; or
2>	if the UE acting as Intermediate U2N Relay UE is sending Discovery Solicitation message or Discovery Response message with Model B as specified in TS 23.304 [65] and if the NR sidelink U2N Remote UE threshold conditions as specified in 5.8.15.2 are met based on sl-PreconfigDiscConfig in SidelinkPreconfigNR and if the NR sidelink Intermediate U2N Relay UE multi-hop relay threshold conditions as specified in 5.8.19.2 are met based on sl-PreconfigDiscConfig in SidelinkPreconfigNR; or
2>	if the UE is selecting NR sidelink U2U Relay UE / has a selected NR sidelink U2U Relay UE and if the NR sidelink U2U Remote UE threshold conditions associated with the peer NR sidelink U2U Remote UE as specified in 5.8.17.2 are met based on sl-RemoteUE-PreconfigU2U in SidelinkPreconfigNR; or
2>	if the UE acting as Target Remote UE is performing U2U Relay Discovery with Model B and if the NR sidelink U2U Remote UE threshold conditions associated with the NR sidelink U2U Relay UE as specified in 5.8.17.2 are met based on sl-RemoteUE-PreconfigU2U in SidelinkPreconfigNR; or
[bookmark: _Hlk140481388]2>	if the UE acting as U2U Relay UE is performing U2U Relay Discovery with Model A as specified in TS 23.304[65], and neighbor UEs in discovery message to be transmitted meet the threshold conditions as specified in 5.8.16.3; or
2>	if the UE acting as U2U Relay UE is sending Discovery Response message with Model B as specified in TS 23.304[65]; or
2>	if the UE acting as U2U Relay UE is sending Discovery Solicitation message with Model B as specified in TS 23.304[65] and if the NR sidelink U2U Relay UE threshold conditions as specified in 5.8.16.2 are met based on sl-RelayUE-PreconfigU2U in SidelinkPreconfigNR; or
2>	if the UE is performing NR sidelink non-relay discovery:
3>	configure lower layers to perform the sidelink resource allocation mode 2 based on resource selection operation according to sl-AllowedResourceSelectionConfig (as defined in TS 38.321 [3] and TS 38.214 [19]) using the pools of resources indicated in sl-DiscTxPoolSelected or sl-TxPoolSelectedNormal for NR sidelink discovery transmission on the concerned frequency in SidelinkPreconfigNR.
NOTE 2:	It is up to UE implementation to determine, in accordance with TS 38.321[3], which resource pool to use if multiple resource pools are configured, and which resource allocation scheme is used in the AS based on UE capability (for a UE in RRC_IDLE/RRC_INACTIVE) and the allowed resource schemes sl-AllowedResourceSelectionConfig in the resource pool configuration.

END OF CHANGES
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[bookmark: _Toc201295288][bookmark: _Toc193451732][bookmark: _Toc193445927][bookmark: _Toc193463001]5.8.14	NR sidelink U2N Relay UE operation
[bookmark: _Toc193451733][bookmark: _Toc76472804][bookmark: _Toc36566841][bookmark: _Toc46483369][bookmark: _Toc36810272][bookmark: _Toc193463002][bookmark: _Toc46480901][bookmark: _Toc20487147][bookmark: _Toc193445928][bookmark: _Toc29342442][bookmark: _Toc29343581][bookmark: _Toc37082269][bookmark: _Toc36846636][bookmark: _Toc46482135][bookmark: _Toc201295289][bookmark: _Toc36939289]5.8.14.1	General
[bookmark: _Toc193463003][bookmark: _Toc201295290]This procedure is used by a UE supporting NR sidelink U2N Relay UE operation in case of single hop or by a UE supporting NR sidelink Last U2N Relay UE operation in case of multi hop configured by upper layers to transmit NR sidelink discovery messages to evaluate AS layer conditions.
5.8.14.2	NR sidelink U2N Relay UE threshold conditions
A UE capable of NR sidelink U2N Relay UE in case of single hop or Last U2N Relay UE operation shall:
1>	if the threshold conditions specified in this clause were previously not met:
2>	if threshHighRelay is not configured; or the RSRP measurement of the PCell, or the cell on which the UE camps, is below threshHighRelay by hystMaxRelay if configured; and
2>	if threshLowRelay is not configured; or the RSRP measurement of the PCell, or the cell on which the UE camps, is above threshLowRelay by hystMinRelay if configured:
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the RSRP measurement of the PCell, or the cell on which the UE camps, is above threshHighRelay if configured; or
2>	if the RSRP measurement of the PCell, or the cell on which the UE camps, is below threshLowRelay if configured;
3>	consider the threshold conditions not to be met (leave);
[bookmark: _Toc193451734][bookmark: _Toc193445929][bookmark: _Toc193463004][bookmark: _Toc201295291]5.8.15	NR sidelink U2N Remote UE operation
[bookmark: _Toc193445930][bookmark: _Toc201295292][bookmark: _Toc193463005][bookmark: _Toc193451735]5.8.15.1	General
This procedure is used by a UE supporting NR sidelink U2N Remote UE operation configured by upper layers to transmit NR sidelink discovery message to evaluate AS layer conditions. The procedure is also used to perform selection and reselection of NR sidelink U2N Relay UE.
[bookmark: _Toc201295293][bookmark: _Toc193445931][bookmark: _Toc193451736][bookmark: _Toc193463006]5.8.15.2	NR Sidelink U2N Remote UE threshold conditions
A UE capable of NR sidelink U2N Remote UE operation shall:
1>	if the threshold conditions specified in this clause were previously not met:
2>	if threshHighRemote is not configured; or the RSRP measurement of the PCell, or the cell on which the UE camps, is below threshHighRemote by hystMaxRemote if configured, or
2> if the UE has no serving cell:
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the RSRP measurement of the PCell, or the cell on which the UE camps, is above threshHighRemote if configured:
3>	consider the threshold conditions not to be met (leave);
The L2 U2N Remote UE not configured with MP considers the cell indicated by sl-ServingCellInfo in the SL-AccessInfo-L2U2N-r17 received from the connected L2 U2N Relay UE as the PCell/camping cell.
NOTE:	First U2N Relay UE and Intermediate U2N Relay UE first connects to the network via the parent U2N Relay UE(s) acting as a U2N Remote UE after checking the Remote UE threshold conditions above
[bookmark: _Toc201295294][bookmark: _Toc193445932][bookmark: _Toc193451737][bookmark: _Toc193463007]5.8.15.3	Selection and reselection of NR sidelink U2N Relay UE
A UE capable of NR sidelink U2N Remote UE operation that is configured by upper layers to search for a NR sidelink U2N Relay UE shall:
1>	if the UE has no serving cell; or
1>	if the RSRP measurement of the cell on which the UE camps (for L2 and L3 U2N Remote UE in RRC_IDLE or RRC_INACTIVE)/ the PCell (for L3 U2N Remote UE in RRC_CONNECTED) is below threshHighRemote within sl-RemoteUE-ConfigCommon/sl-RemoteUE-Config:
2>	if the UE does not have a selected NR sidelink U2N Relay UE; or
2>	if the UE has a selected NR sidelink U2N Relay UE, and SL-RSRP of the currently selected NR sidelink U2N Relay UE is available and is below sl-RSRP-Thresh; or
2>	if the UE has a selected NR sidelink U2N Relay UE, and SL-RSRP of the currently selected NR sidelink U2N Relay UE is not available, and SD-RSRP of the currently selected U2N Relay UE is below sl-RSRP-Thresh; or
NOTE 1:	U2N Remote UE uses SL-RSRP measurements for relay reselection trigger evaluation when there is data transmission from U2N Relay UE to U2N Remote UE, and it is left to UE implementation whether to use SL-RSRP or SD-RSRP for relay reselection trigger evaluation in case of no data transmission from U2N Relay UE to U2N Remote UE. If SD-RSRP is used, the discovery procedure will be performed between the U2N Remote UE and the selected U2N Relay UE.
2>	if the UE has a selected NR sidelink U2N Relay UE, and upper layers indicate not to use the currently selected NR sidelink U2N Relay UE; or
2>	if the UE has a selected NR sidelink U2N Relay UE, and upper layers request the release of the PC5-RRC connection; or
2>	if the UE has a selected NR sidelink U2N Relay UE, and sidelink radio link failure is detected on the PC5-RRC connection with the current U2N Relay UE as specified in clause 5.8.9.3:
3>	perform NR sidelink discovery procedure as specified in clause 5.8.13 in order to search for candidate NR sidelink U2N Relay UEs:
4>	when evaluating the one or more detected NR sidelink U2N Relay UEs, apply layer 3 filtering as specified in 5.5.3.2 across measurements that concern the same U2N Relay UE ID and using the sl-FilterCoefficientRSRP in SIB12 (if in RRC_IDLE/INACTIVE), the sl-FilterCoefficientRSRP in sl-ConfigDedicatedNR (if in RRC_CONNECTED) or the sl-FilterCoefficientRSRP in SidelinkPreconfigNR (out of coverage), before using the SD-RSRP measurement results;
4>	consider a candidate NR sidelink U2N Relay UE for which SD-RSRP exceeds sl-RSRP-Thresh by sl-HystMin has met the AS criteria;
3>	if the UE detects any suitable NR sidelink U2N Relay UE(s):
4>	consider one of the available suitable NR sidelink U2N relay UE(s) can be selected;
NOTE 2:	A candidate NR sidelink U2N Relay UE which meets all AS layer criteria defined in 5.8.15.3 and higher layer criteria defined in TS 23.304 [65] can be regarded as suitable NR sidelink U2N Relay UE by the NR sidelink U2N Remote UE. If multiple suitable NR sidelink U2N Relay UEs are available, it is up to Remote UE implementation to choose one NR sidelink U2N Relay UE. The details of the interaction with upper layers are up to UE implementation.
NOTE 3:	For L2 U2N Remote UEs in RRC_IDLE/INACTIVE and L3 U2N Remote UEs, the cell (re)selection procedure and relay (re)selection procedure run independently. If both suitable cells and suitable NR sidelink U2N Relay UEs are available, it is up to NR sidelink U2N Remote UE implementation to select either a cell or a NR sidelink U2N Relay UE. Furthermore, L3 U2N Remote UE's selection on both cell and NR sidelink U2N Relay UE is also based on UE implementation.
NOTE 4:	In case of multi-hop L2 U2N Relay communication, Tthe L2 U2N Remote UE may prioritize the selection or reselection of suitable NR sidelink U2N Relay UE based on any information available in the discovery message including the RRC State information relayUE-RRCState. The RRC State information in the discovery message RRC container reflects the state of the UE that sends the discovery message.
3>	else:
4>	consider no NR sidelink U2N Relay UE to be selected.
When evaluating the currently selected NR sidelink U2N Relay UE, the U2N Remote UE should apply layer 3 filtering as specified in 5.5.3.2 using the sl-FilterCoefficientRSRP in SIB12 (if in RRC_IDLE/INACTIVE), the sl-FilterCoefficientRSRP in sl-ConfigDedicatedNR (if in RRC_CONNECTED) or the sl-FilterCoefficientRSRP in SidelinkPreconfigNR (out of coverage), before using the SL-RSRP or SD-RSRP measurement results.
END OF CHANGES

START OF CHANGES

5.8.19	NR sidelink multi-hop U2N Relay UE operation
5.8.19.1	General
This procedure is used by a UE supporting NR sidelink U2N Relay UE operation in case of multi hop configured by upper layers to transmit NR sidelink discovery messages to evaluate AS layer conditions.
5.8.19.2	NR sidelink U2N Relay UE threshold conditions
A UE capable of NR sidelink U2N Relay UE as an Last U2N Relay UE operation and is not having the PC5 connection with the Candidate Child UE shall:
[bookmark: _Hlk209106898]1>	if the threshold conditions for sending the Discovery Solicitation Response message with Model B Discovery specified in this clause were previously not met:
2>	if sd-RSRP-ThreshDiscConfigMH is not configured; or the SD-RSRP of the Model B Discovery message received from the Candidate Child UE is available and is above the sd-RSRP-ThreshDiscConfigMH by sd-hystMaxRelayMH if configured; 
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the SD-RSRP of the Model B Discovery message received from the Candidate Child UE is available and is below the sd-RSRP-ThreshDiscConfigMH by sd-hystMaxRelayMH if configured;
3>	consider the threshold conditions not to be met (leave);
A UE capable of NR sidelink U2N Relay UE as an Intermediate U2N Relay UE operation and has not established the PC5 connection with its Parent relay UE shall:
1>	if the threshold conditions for sending the Discovery Solicitation message with Model B Discovery specified in this clause were previously not met:
2>	if sd-RSRP-ThreshDiscConfigMH is not configured; or the SD-RSRP of the Model B Discovery message received from the Candidate Child UE is available and is above the sd-RSRP-ThreshDiscConfigMH by sd-hystMaxRelayMH if configured; 
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the SD-RSRP of the Model B Discovery message received from the Candidate Child UE is available and is below the sd-RSRP-ThreshDiscConfigMH by sd-hystMaxRelayMH if configured;
3>	consider the threshold conditions not to be met (leave);

A UE capable of NR sidelink U2N Relay UE as an Intermediate U2N Relay UE operation and has established the PC5 connection with its Parent UE shall:
1>	if the threshold conditions for sending the Discovery Response message with Model B Discovery specified in this clause were previously not met:
2>	if sd-RSRP-ThreshDiscConfigMH is not configured; or the SD-RSRP of the Model B Discovery message received from the Candidate Child UE is available and is above the sd-RSRP-ThreshDiscConfigMH by sd-hystMaxRelayMH if configured; 
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the SD-RSRP of the Model B Discovery message received from the Candidate Child UE is available and is below the sd-RSRP-ThreshDiscConfigMH by sd-hystMaxRelayMH if configured;
3>	consider the threshold conditions not to be met (leave);


END OF CHANGES

START OF CHANGES
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6.2.2	Message definitions
<Omitted Text>

[bookmark: _Toc193446023][bookmark: _Toc193463098][bookmark: _Toc193451828][bookmark: _Toc201295385][bookmark: _Toc60777108][bookmark: MCCQCTEMPBM_00000112]–	RRCReconfiguration
The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) and AS security configuration.
Signalling radio bearer: SRB1 or SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCReconfiguration message
-- ASN1START
-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=                  SEQUENCE {
    rrc-TransactionIdentifier               RRC-TransactionIdentifier,
    criticalExtensions                      CHOICE {
        rrcReconfiguration                      RRCReconfiguration-IEs,
        criticalExtensionsFuture                SEQUENCE {}
    }
}

RRCReconfiguration-IEs ::=              SEQUENCE {
    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M
    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Cond SCG
    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M
    lateNonCriticalExtension                OCTET STRING (CONTAINING RRCReconfiguration-v15t0-IEs)                 OPTIONAL,
    nonCriticalExtension                    RRCReconfiguration-v1530-IEs                                           OPTIONAL
}

-- Regular non-critical extensions:
RRCReconfiguration-v1530-IEs ::=            SEQUENCE {
    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M
    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig
    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO
    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange
    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N
    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N
    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL
}

RRCReconfiguration-v1540-IEs ::=        SEQUENCE {
    otherConfig-v1540                       OtherConfig-v1540                                                      OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1560-IEs                                           OPTIONAL
}

RRCReconfiguration-v1560-IEs ::=         SEQUENCE {
    mrdc-SecondaryCellGroupConfig            SetupRelease { MRDC-SecondaryCellGroupConfig }                        OPTIONAL,   -- Need M
    radioBearerConfig2                       OCTET STRING (CONTAINING RadioBearerConfig)                           OPTIONAL,   -- Need M
    sk-Counter                               SK-Counter                                                            OPTIONAL,   -- Need N
    nonCriticalExtension                     RRCReconfiguration-v1610-IEs                                          OPTIONAL
}
RRCReconfiguration-v1610-IEs ::=        SEQUENCE {
    otherConfig-v1610                       OtherConfig-v1610                                                    OPTIONAL, -- Need M
    bap-Config-r16                          SetupRelease { BAP-Config-r16 }                                      OPTIONAL, -- Need M
    iab-IP-AddressConfigurationList-r16     IAB-IP-AddressConfigurationList-r16                                  OPTIONAL, -- Need M
    conditionalReconfiguration-r16          ConditionalReconfiguration-r16                                       OPTIONAL, -- Need M
    daps-SourceRelease-r16                  ENUMERATED{true}                                                     OPTIONAL, -- Need N
    t316-r16                                SetupRelease {T316-r16}                                              OPTIONAL, -- Need M
    needForGapsConfigNR-r16                 SetupRelease {NeedForGapsConfigNR-r16}                               OPTIONAL, -- Need M
    onDemandSIB-Request-r16                 SetupRelease { OnDemandSIB-Request-r16 }                             OPTIONAL, -- Need M
    dedicatedPosSysInfoDelivery-r16         OCTET STRING (CONTAINING PosSystemInformation-r16-IEs)               OPTIONAL, -- Need N
    sl-ConfigDedicatedNR-r16                SetupRelease {SL-ConfigDedicatedNR-r16}                              OPTIONAL, -- Need M
    sl-ConfigDedicatedEUTRA-Info-r16        SetupRelease {SL-ConfigDedicatedEUTRA-Info-r16}                      OPTIONAL, -- Need M
    targetCellSMTC-SCG-r16                  SSB-MTC                                                              OPTIONAL, -- Need S
    nonCriticalExtension                    RRCReconfiguration-v1700-IEs                                         OPTIONAL
}

RRCReconfiguration-v1700-IEs ::=        SEQUENCE {
    otherConfig-v1700                       OtherConfig-v1700                                              OPTIONAL, -- Need M
    sl-L2RelayUE-Config-r17                 SetupRelease { SL-L2RelayUE-Config-r17 }                       OPTIONAL, -- Need M
    sl-L2RemoteUE-Config-r17                SetupRelease { SL-L2RemoteUE-Config-r17 }                      OPTIONAL, -- Need M
    dedicatedPagingDelivery-r17             OCTET STRING (CONTAINING Paging)                               OPTIONAL, -- Cond PagingRelay
    needForGapNCSG-ConfigNR-r17             SetupRelease {NeedForGapNCSG-ConfigNR-r17}                     OPTIONAL, -- Need M
    needForGapNCSG-ConfigEUTRA-r17          SetupRelease {NeedForGapNCSG-ConfigEUTRA-r17}                  OPTIONAL, -- Need M
    musim-GapConfig-r17                     SetupRelease {MUSIM-GapConfig-r17}                             OPTIONAL, -- Need M
    ul-GapFR2-Config-r17                    SetupRelease { UL-GapFR2-Config-r17 }                          OPTIONAL, -- Need M
    scg-State-r17                           ENUMERATED { deactivated }                                     OPTIONAL, -- Need S
    appLayerMeasConfig-r17                  AppLayerMeasConfig-r17                                         OPTIONAL, -- Need M
    ue-TxTEG-RequestUL-TDOA-Config-r17      SetupRelease {UE-TxTEG-RequestUL-TDOA-Config-r17}              OPTIONAL, -- Need M
    nonCriticalExtension                    RRCReconfiguration-v1800-IEs                                   OPTIONAL
}

RRCReconfiguration-v1800-IEs ::=        SEQUENCE {
    needForInterruptionConfigNR-r18         ENUMERATED { disabled, enabled }                                   OPTIONAL, -- Need M
    aerial-Config-r18                           SetupRelease { Aerial-Config-r18 }                             OPTIONAL, -- Need M
    sl-IndirectPathAddChange-r18                SetupRelease { SL-IndirectPathAddChange-r18 }                  OPTIONAL, -- Need M
    n3c-IndirectPathAddChange-r18               SetupRelease { N3C-IndirectPathAddChange-r18 }                 OPTIONAL, -- Need M
    n3c-IndirectPathConfigRelay-r18             SetupRelease { N3C-IndirectPathConfigRelay-r18 }               OPTIONAL, -- Need M
    otherConfig-v1800                           OtherConfig-v1800                                              OPTIONAL, -- Need M
    srs-PosResourceSetAggBW-CombinationList-r18 SetupRelease { SRS-PosResourceSetAggBW-CombinationList-r18 }   OPTIONAL, -- Need M
    ltm-Config-r18                              SetupRelease {LTM-Config-r18}                                  OPTIONAL, -- Need M
    nonCriticalExtension                        RRCReconfiguration-v1830-IEs                                   OPTIONAL
}

RRCReconfiguration-v1830-IEs ::=        SEQUENCE {
    otherConfig-v1830                       OtherConfig-v1830                                                  OPTIONAL, -- Need M
    nonCriticalExtension                    SEQUENCE {}                                                        OPTIONAL
}

-- Late non-critical Rel-15 extensions:
RRCReconfiguration-v15t0-IEs ::=        SEQUENCE {
    -- Following field is only to be used for late REL-15 extensions
    lateNonCriticalExtension                OCTET STRING                                                       OPTIONAL,
    nonCriticalExtension                    RRCReconfiguration-v16k0-IEs                                       OPTIONAL
}

RRCReconfiguration-v16k0-IEs ::=        SEQUENCE {
    sl-ConfigDedicatedNR-v16k0              SetupRelease {SL-ConfigDedicatedNR-v16k0}                          OPTIONAL, -- Need M
    nonCriticalExtension                    SEQUENCE{}                                                         OPTIONAL
}

MRDC-SecondaryCellGroupConfig ::=       SEQUENCE {
    mrdc-ReleaseAndAdd                      ENUMERATED {true}                                                     OPTIONAL,   -- Need N
    mrdc-SecondaryCellGroup                 CHOICE {
        nr-SCG                                  OCTET STRING  (CONTAINING RRCReconfiguration),
        eutra-SCG                               OCTET STRING
    }
}

BAP-Config-r16 ::=                      SEQUENCE {
    bap-Address-r16                         BIT STRING (SIZE (10))                                    OPTIONAL, -- Need M
    defaultUL-BAP-RoutingID-r16             BAP-RoutingID-r16                                         OPTIONAL, -- Need M
    defaultUL-BH-RLC-Channel-r16            BH-RLC-ChannelID-r16                                      OPTIONAL, -- Need M
    flowControlFeedbackType-r16             ENUMERATED {perBH-RLC-Channel, perRoutingID, both}        OPTIONAL, -- Need R
    ...
}

MasterKeyUpdate ::=                 SEQUENCE {
    keySetChangeIndicator           BOOLEAN,
    nextHopChainingCount            NextHopChainingCount,
    nas-Container                   OCTET STRING                                                     OPTIONAL,    -- Cond securityNASC
    ...
}

OnDemandSIB-Request-r16 ::=                  SEQUENCE {
    onDemandSIB-RequestProhibitTimer-r16         ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, s30}
}

T316-r16 ::=         ENUMERATED {ms50, ms100, ms200, ms300, ms400, ms500, ms600, ms1000, ms1500, ms2000}

IAB-IP-AddressConfigurationList-r16 ::= SEQUENCE {
    iab-IP-AddressToAddModList-r16      SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressConfiguration-r16 OPTIONAL, -- Need N
    iab-IP-AddressToReleaseList-r16     SEQUENCE (SIZE(1..maxIAB-IP-Address-r16)) OF IAB-IP-AddressIndex-r16         OPTIONAL, -- Need N
    ...
}

IAB-IP-AddressConfiguration-r16 ::=     SEQUENCE {
    iab-IP-AddressIndex-r16                 IAB-IP-AddressIndex-r16,
    iab-IP-Address-r16                      IAB-IP-Address-r16                                                OPTIONAL,  -- Need M
    iab-IP-Usage-r16                        IAB-IP-Usage-r16                                                  OPTIONAL,  -- Need M
    iab-donor-DU-BAP-Address-r16            BIT STRING (SIZE(10))                                             OPTIONAL,  -- Need M
...
}

SL-ConfigDedicatedEUTRA-Info-r16 ::=            SEQUENCE {
    sl-ConfigDedicatedEUTRA-r16                    OCTET STRING                                              OPTIONAL,  -- Need M
    sl-TimeOffsetEUTRA-List-r16                    SEQUENCE (SIZE (8)) OF SL-TimeOffsetEUTRA-r16             OPTIONAL    -- Need M
}

SL-TimeOffsetEUTRA-r16 ::=        ENUMERATED {ms0, ms0dot25, ms0dot5, ms0dot625, ms0dot75, ms1, ms1dot25, ms1dot5, ms1dot75,
                                              ms2, ms2dot5, ms3, ms4, ms5, ms6, ms8, ms10, ms20}

UE-TxTEG-RequestUL-TDOA-Config-r17 ::=  CHOICE {
    oneShot-r17                             NULL,
    periodicReporting-r17                   ENUMERATED { ms160, ms320, ms1280, ms2560, ms61440, ms81920, ms368640, ms737280 }
}

SRS-PosResourceSetAggBW-CombinationList-r18 ::= SEQUENCE (SIZE(1.. maxNrOfLinkedSRS-PosResSetComb-r18)) OF SRS-PosResourceSetLinkedForAggBW-List-r18

SRS-PosResourceSetLinkedForAggBW-List-r18 ::= SEQUENCE (SIZE(2..maxNrOfLinkedSRS-PosResourceSet-r18)) OF SRS-PosResourceSetLinkedForAggBW-r18

-- TAG-RRCRECONFIGURATION-STOP
-- ASN1STOP


	RRCReconfiguration-IEs field descriptions

	appLayerMeasConfig
This field is used to configure application layer measurements. This field is absent when the UE is configured to operate with shared spectrum channel access or if sl-L2RemoteUE-Config-r17 is configured or not released.

	bap-Config
This field is used to configure the BAP entity for IAB nodes.

	bap-Address
Indicates the BAP address of an IAB-node. The BAP address of an IAB-node cannot be changed once configured for the cell group to the BAP entity.

	conditionalReconfiguration
Configuration of candidate target SpCell(s) and execution condition(s) for conditional handover, conditional PSCell addition or conditional PSCell change. The field is absent if any DAPS bearer is configured, if the sl-L2RemoteUE-Config or sl-L2RelayUE-Config is configured, or if the RRCReconfiguration message is contained within condRRCReconfig. When the masterCellGroup and/or secondaryCellGroup includes ReconfigurationWithSync, if this field is present, it only includes configurations/fields specific to subsequent CPAC. The RRCReconfiguration message contained in DLInformationTransferMRDC cannot contain the field conditionalReconfiguration for conditional PSCell change or for conditional PSCell addition. The network does not include this field in an RRCReconfiguration message contained within a LTM-Config IE.

	daps-SourceRelease
Indicates to UE that the source cell part of DAPS operation is to be stopped and the source cell part of DAPS configuration is to be released.

	dedicatedNAS-MessageList
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	[bookmark: _Hlk209107060]dedicatedPagingDelivery
This field is used to transfer Paging message for the associated L2 U2N Remote UE or for the associated child UE to the L2 U2N Relay UE in case of single hop or to L2 Last U2N Relay UE in RRC_CONNECTED.

	dedicatedPosSysInfoDelivery
This field is used to transfer SIBPos to the UE in RRC_CONNECTED.

	dedicatedSIB1-Delivery
This field is used to transfer SIB1 to the UE (including L2 U2N Remote UE). The field has the same values as the corresponding configuration in servingCellConfigCommon.

	dedicatedSystemInformationDelivery
This field is used to transfer SIB6, SIB7, SIB8, SIB19, SIB20, SIB21, SIB25 to the UE with an active BWP with no common search space configured or the L2 U2N Remote UE in RRC_CONNECTED. For UEs in RRC_CONNECTED (including L2 U2N Remote UE), this field is also used to transfer the SIBs requested on-demand.

	defaultUL-BAP-RoutingID
This field is used for IAB-node to configure the default uplink Routing ID, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BAP-RoutingID can be (re-)configured when IAB-node IP address for F1-C related traffic changes. This field is mandatory only for IAB-node bootstrapping.

	defaultUL-BH-RLC-Channel
This field is used for IAB-nodes to configure the default uplink BH RLC channel, which is used by IAB-node during IAB-node bootstrapping, migration, IAB-MT RRC resume and IAB-MT RRC re-establishment for F1-C and non-F1 traffic. The defaultUL-BH-RLC-Channel can be (re-)configured when IAB-node IP address for F1-C related traffic changes, and the new IP address is anchored at a different IAB-donor-DU. This field is mandatory for IAB-node bootstrapping. If the IAB-MT is operating in EN-DC, the default uplink BH RLC channel is referring to an RLC channel on the SCG; Otherwise, it is referring to an RLC channel either on the MCG or on the SCG depending on whether the MN or the SN configures this field.

	flowControlFeedbackType
This field is only used for IAB-node that support hop-by-hop flow control to configure the type of flow control feedback. Value perBH-RLC-Channel indicates that the IAB-node shall provide flow control feedback per BH RLC channel, value perRoutingID indicates that the IAB-node shall provide flow control feedback per routing ID, and value both indicates that the IAB-node shall provide flow control feedback both per BH RLC channel and per routing ID.

	fullConfig
Indicates that the full configuration option is applicable for the RRCReconfiguration message for intra-system intra-RAT HO. For inter-RAT HO from E-UTRA to NR, fullConfig indicates whether or not delta signalling of SDAP/PDCP from source RAT is applicable. This field is absent if any DAPS bearer is configured or when the RRCReconfiguration message is transmitted on SRB3, and in an RRCReconfiguration message for SCG contained in another RRCReconfiguration message (or RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1.

	iab-IP-Address
This field is used to provide the IP address information for IAB-node.

	iab-IP-AddressIndex
This field is used to identify a configuration of an IP address.

	iab-IP-AddressToAddModList
List of IP addresses allocated for IAB-node to be added and modified.

	iab-IP-AddressToReleaseList
List of IP address allocated for IAB-node to be released.

	iab-IP-Usage
This field is used to indicate the usage of the assigned IP address. If this field is not configured, the assigned IP address is used for all traffic.

	iab-donor-DU-BAP-Address
This field is used to indicate the BAP address of the IAB-donor-DU where the IP address is anchored.

	keySetChangeIndicator
Indicates whether UE shall derive a new KgNB. If reconfigurationWithSync is included, value true indicates that a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. Value false indicates that the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	ltm-Config
The network does not configure this field in an RRCReconfiguration message within an LTM-Config IE and ConditionalReconfiguration IE.

	masterCellGroup
Configuration of master cell group.

	mrdc-ReleaseAndAdd
This field indicates that the current SCG configuration is released and a new SCG is added at the same time.

	mrdc-SecondaryCellGroup
Includes an RRC message for SCG configuration in NR-DC or NE-DC.
For NR-DC (nr-SCG), mrdc-SecondaryCellGroup contains the RRCReconfiguration message as generated (entirely) by SN gNB. In this version of the specification, the RRC message can only include fields secondaryCellGroup, otherConfig, conditionalReconfiguration, ltm-Config, measConfig, bap-Config, IAB-IP-AddressConfigurationList and appLayerMeasConfig.
For NE-DC (eutra-SCG), mrdc-SecondaryCellGroup includes the E-UTRA RRCConnectionReconfiguration message as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRC message can only include the field scg-Configuration.

	mrdc-SecondaryCellGroupConfig
This field is used to configure and release an SCG in NR-DC and NE-DC. In an RRCReconfiguration message within an LTM-Config IE associated with the MCG, if this field is present its value can only be set to release.

	musim-GapConfig
Indicates the MUSIM gap configuration and controls setup/release of MUSIM gaps. In this version of the specification, the network does not configure MUSIM gap together preconfigured measurement gap for positioning. For the UE supporting musim-GapPriorityPreference, the network can configure MUSIM gap together with concurrent measurement gap. Otherwise, the network does not configure MUSIM gap together with concurrent measurement gap.

	nas-Container
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS  security after inter-system handover to NR. The content is defined in TS 24.501 [23].

	needForGapsConfigNR
Configuration for the UE to report measurement gap requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForGapNCSG-ConfigEUTRA
Configuration for the UE to report measurement gap and NCSG requirement information of E‑UTRA target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForGapNCSG-ConfigNR
Configuration for the UE to report measurement gap and NCSG requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message.

	needForInterruptionConfigNR
Indicates whether the UE shall report interruption requirement information of NR target bands in the RRCReconfigurationComplete and RRCResumeComplete message. The network sets this field to enabled only if the needForGapsConfigNR is configured. The network sets this field to disabled if the needForGapsConfigNR is released.

	nextHopChainingCount
Parameter NCC: See TS 33.501 [11]

	onDemandSIB-Request
Indicates that the UE is allowed to request SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5.

	onDemandSIB-RequestProhibitTimer
Prohibit timer for requesting SIB(s) on-demand while in RRC_CONNECTED according to clause 5.2.2.3.5. Value in seconds. Value s0 means prohibit timer is set to 0 seconds, value s0dot5 means prohibit timer is set to 0.5 seconds, value s1 means prohibit timer is set to 1 second and so on.

	otherConfig
Contains configuration related to other configurations. When configured for the SCG, only fields drx-PreferenceConfig, maxBW-PreferenceConfig, maxBW-PreferenceConfigFR2-2, maxCC-PreferenceConfig, maxMIMO-LayerPreferenceConfig, maxMIMO-LayerPreferenceConfigFR2-2, minSchedulingOffsetPreferenceConfig, minSchedulingOffsetPreferenceConfigExt, rlm-RelaxationReportingConfig, bfd-RelaxationReportingConfig, btNameList, wlanNameList, sensorNameList, obtainCommonLocation, idc-AssistanceConfig, multiRx-PreferenceReportingConfigFR2, ul-TrafficInfoReportingConfig, n3c-RelayUE-InfoReportConfig, successPSCell-Config and sn-InitiatedPSCellChange can be included.

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs, multicast MRBs) including SDAP/PDCP. In (NG)EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3. SRB4 should not be configured if sl-L2RemoteUE-Config-r17 is configured or not released.

	radioBearerConfig2
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. This field can only be used if the UE supports NR-DC or NE-DC.

	scg-State
Indicates that the SCG is in deactivated state.
This field is not used
-	in an RRCReconfiguration message received:
-	within mrdc-SecondaryCellGroup, or
-	in an E-UTRA RRCConnectionReconfiguration message, or
-	in an E-UTRA RRCConnectionResume message or
-	in an RRCReconfiguration message received via SRB3, except if the RRCReconfiguration message is included in DLInformationTransferMRDC.
The field is absent if CPA, CPC, or subsequent CPAC is configured for the UE, or if the RRCReconfiguration message is contained in CondRRCReconfig, or PSCell is configured with tag2, or if the RRCReconfiguration message is included within an LTM-Config IE.

	sl-L2RelayUE-Config
Contains L2 U2N relay operation related configurations used by a UE acting as or to be acting as a L2 U2N Relay UE or L2 U2U relay operation related configuration used by a UE acting as a L2 U2U Relay UE. In case of L2 U2N relay operation, the field is absent if conditionalReconfiguration is configured for CHO.

	sl-L2RemoteUE-Config
Contains L2 U2N relay operation related configurations used by a UE acting as or to be acting as a L2 U2N Remote UE or L2 U2U relay operation related configuration used by a UE acting as a L2 U2U Remote UE. In case of L2 U2N relay operation, the field is absent if conditionalReconfiguration is configured for CHO, or if appLayerMeasConfig or SRB4 is configured/not released.

	secondaryCellGroup
Configuration of secondary cell group ((NG)EN-DC or NR-DC).

	sk-Counter
A counter used upon initial configuration of S-KgNB or S-KeNB, as well as upon refresh of S-KgNB or S-KeNB. This field is always included either upon initial configuration of an NR SCG or upon configuration of the first RB with keyToUse set to secondary, whichever happens first. This field is absent if there is neither any NR SCG nor any RB with keyToUse set to secondary, or if the RRCReconfiguration message is contained in condRRCReconfig for subsequent CPAC.

	sl-ConfigDedicatedNR
This field is used to provide the dedicated configurations for NR sidelink communication/discovery/positioning.

	sl-ConfigDedicatedEUTRA-Info
This field includes the E-UTRA RRCConnectionReconfiguration as specified in TS 36.331 [10]. In this version of the specification, the E-UTRA RRCConnectionReconfiguration can only includes sidelink related fields for V2X sidelink communication, i.e. sl-V2X-ConfigDedicated, sl-V2X-SPS-Config, measConfig and/or otherConfig.

	srs-PosResourceSetLinkedForAggBWList
This field indicates the SRS resource sets across two or three carriers which are linked for SRS bandwidth aggregation in RRC_CONNECTED state as defined in clause 6.2.1.4 of TS 38.214 [19].

	sl-TimeOffsetEUTRA
This field indicates the possible time offset to (de)activation of V2X sidelink transmission after receiving DCI format 3_1 used for scheduling V2X sidelink communication. Value ms0dpt75 corresponds to 0.75ms, ms1 corresponds to 1ms and so on. The network includes this field only when sl-ConfigDedicatedEUTRA is configured.

	targetCellSMTC-SCG
The SSB periodicity/offset/duration configuration of target cell for NR PSCell addition and SN change. When UE receives this field, UE applies the configuration based on the timing reference of NR PCell for PSCell addition and PSCell change for the case of no reconfiguration with sync of MCG, and UE applies the configuration based on the timing reference of target NR PCell for the case of reconfiguration with sync of MCG. If both this field and the smtc in secondaryCellGroup -> SpCellConfig -> reconfigurationWithSync are absent, the UE uses the SMTC in the measObjectNR having the same SSB frequency and subcarrier spacing, as configured before the reception of the RRC message.

	t316
Indicates the value for timer T316 as described in clause 7.1. Value ms50 corresponds to 50 ms, value ms100 corresponds to 100 ms and so on. This field can be configured only if the UE is configured with split SRB1 or SRB3.

	ue-TxTEG-RequestUL-TDOA-Config
Configures the periodicity of UE reporting for the association between Tx TEG and SRS Positioning resources. When configured with oneShot UE reports the association only one time. When configured with periodicReporting UE reports the association periodically and the periodicReporting indicates the periodicity. Value ms160 corresponds to 160ms, value ms320 corresponds to 320ms and so on.

	ul-GapFR2-Config
Indicates the FR2 UL gap configuration to UE. In EN-DC and NGEN-DC, the SN decides and configures the FR2 UL gap pattern. In NE-DC, the MN decides and configures the FR2 UL gap pattern. In NR-DC without FR2-FR2 band combination, the network entity which is configured with FR2 serving cell(s) decides and configures the FR2 UL gap pattern.



	Conditional Presence
	Explanation

	nonHO
	The field is absent in case of reconfiguration with sync within NR or to NR; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case masterCellGroup includes ReconfigurationWithSync and RadioBearerConfig includes SecurityConfig with SecurityAlgorithmConfig, indicating a change of the AS security algorithms associated to the master key. If ReconfigurationWithSync is included for other cases, this field is optionally present, need N. If ReconfigurationWithSync is part of an RRCReconfiguration message within an LTM-Config IE associated with the MCG, the field is absent. Otherwise the field is absent.

	FullConfig
	The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during a reconfiguration with sync which is not related to an LTM cell switch or subsequent CPAC, and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.

	SCG
	The field is mandatory present in:
-	an RRCReconfiguration message contained in an RRCResume message (or in an RRCConnectionResume message, see TS 36.331 [10]),
-	an RRCReconfiguration message contained in an RRCConnectionReconfiguration message, see TS 36.331 [10], which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation).
The field is optional present, Need M, in:
-	an RRCReconfiguration message transmitted on SRB3,
-	an RRCReconfiguration message contained in another RRCReconfiguration message (or in an RRCConnectionReconfiguration message, see TS 36.331 [10]) transmitted on SRB1
-	an RRCReconfiguration message contained in another RRCReconfiguration message which is contained in DLInformationTransferMRDC transmitted on SRB3 (as a response to ULInformationTransferMRDC including an MCGFailureInformation).
Otherwise, the field is absent.

	PagingRelay
	For L2 U2N Relay UE, the field is optionally present, Need N. Otherwise, it is absent.





END OF CHANGES

START OF CHANGES



[bookmark: _Toc60777126][bookmark: _Toc193446041][bookmark: _Toc193451846][bookmark: _Toc193463116][bookmark: _Toc201295403][bookmark: _Toc210311675][bookmark: MCCQCTEMPBM_00000130]–	SidelinkUEInformationNR
The SidelinkUEinformationNR message is used for the indication of NR sidelink UE information to the network.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SidelinkUEInformationNR message
-- ASN1START
-- TAG-SIDELINKUEINFORMATIONNR-START

SidelinkUEInformationNR-r16::=         SEQUENCE {
    criticalExtensions                  CHOICE {
        sidelinkUEInformationNR-r16         SidelinkUEInformationNR-r16-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

SidelinkUEInformationNR-r16-IEs ::=    SEQUENCE {
    sl-RxInterestedFreqList-r16            SL-InterestedFreqList-r16           OPTIONAL,
    sl-TxResourceReqList-r16               SL-TxResourceReqList-r16            OPTIONAL,
    sl-FailureList-r16                     SL-FailureList-r16                  OPTIONAL,
    lateNonCriticalExtension               OCTET STRING                        OPTIONAL,
    nonCriticalExtension                   SidelinkUEInformationNR-v1700-IEs   OPTIONAL
}

SidelinkUEInformationNR-v1700-IEs ::=  SEQUENCE {
    sl-TxResourceReqList-v1700             SL-TxResourceReqList-v1700                                                 OPTIONAL,
    sl-RxDRX-ReportList-v1700              SL-RxDRX-ReportList-v1700                                                  OPTIONAL,
    sl-RxInterestedGC-BC-DestList-r17      SL-RxInterestedGC-BC-DestList-r17                                          OPTIONAL,
    sl-RxInterestedFreqListDisc-r17        SL-InterestedFreqList-r16                                                  OPTIONAL,
    sl-TxResourceReqListDisc-r17           SL-TxResourceReqListDisc-r17                                               OPTIONAL,
    sl-TxResourceReqListCommRelay-r17      SL-TxResourceReqListCommRelay-r17                                          OPTIONAL,
    ue-Type-r17                            ENUMERATED {relayUE, remoteUE}                                             OPTIONAL,
    sl-SourceIdentityRemoteUE-r17          SL-SourceIdentity-r17                                                      OPTIONAL,
    nonCriticalExtension                   SidelinkUEInformationNR-v1800-IEs                                          OPTIONAL
}

SidelinkUEInformationNR-v1800-IEs ::=  SEQUENCE {
    sl-CarrierFailureList-r18              SL-CarrierFailureList-r18                                                  OPTIONAL,
    sl-TxResourceReqListL2-U2U-r18         SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqL2-U2U-r18      OPTIONAL,
    sl-PosRxInterestedFreqList-r18         SL-InterestedFreqList-r16                                                  OPTIONAL,
    sl-PosTxResourceReqList-r18            SL-PosTxResourceReqList-r18                                                OPTIONAL,
    nonCriticalExtension                   SidelinkUEInformationNR-v1840-IEs                                          OPTIONAL
}

SidelinkUEInformationNR-v1840-IEs ::=  SEQUENCE {
    sl-PosRxInterestedFreqList2-r18        SL-InterestedFreqList-r16                                                  OPTIONAL,
    nonCriticalExtension                   SEQUENCE {}                                                                OPTIONAL
}

SL-InterestedFreqList-r16 ::=          SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)

SL-TxResourceReqList-r16 ::=           SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-r16

SL-PosTxResourceReqList-r18 ::=        SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-PosTxResourceReq-r18

SL-TxResourceReq-r16 ::=               SEQUENCE {
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16,
    sl-CastType-r16                        ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-RLC-ModeIndicationList-r16          SEQUENCE (SIZE (1.. maxNrofSLRB-r16)) OF SL-RLC-ModeIndication-r16         OPTIONAL,
    sl-QoS-InfoList-r16                    SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16          OPTIONAL,
    sl-TypeTxSyncList-r16                  SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16                OPTIONAL,
    sl-TxInterestedFreqList-r16            SL-TxInterestedFreqList-r16                                                OPTIONAL,
    sl-CapabilityInformationSidelink-r16   OCTET STRING                                                               OPTIONAL
}

SL-TxResourceReqList-v1700 ::=         SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-v1700

SL-RxDRX-ReportList-v1700 ::=          SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-RxDRX-Report-v1700

SL-TxResourceReq-v1700 ::=             SEQUENCE {
    sl-DRX-InfoFromRxList-r17              SEQUENCE (SIZE (1..maxNrofSL-RxInfoSet-r17)) OF SL-DRX-ConfigUC-SemiStatic-r17   OPTIONAL,
    sl-DRX-Indication-r17                  ENUMERATED {on, off}                                                             OPTIONAL,
    ...,
    [[
    sl-QoS-InfoList-v1800                  SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-v1800              OPTIONAL
    ]]
}

SL-RxDRX-Report-v1700 ::=              SEQUENCE {
    sl-DRX-ConfigFromTx-r17                SL-DRX-ConfigUC-SemiStatic-r17,
    ...
}

SL-RxInterestedGC-BC-DestList-r17 ::=  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-RxInterestedGC-BC-Dest-r17

SL-RxInterestedGC-BC-Dest-r17 ::=      SEQUENCE {
    sl-RxInterestedQoS-InfoList-r17        SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16,
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16
}

SL-TxResourceReqListDisc-r17 ::=       SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqDisc-r17

SL-TxResourceReqDisc-r17 ::=           SEQUENCE {
    sl-DestinationIdentityDisc-r17         SL-DestinationIdentity-r16,
    sl-SourceIdentityRelayUE-r17           SL-SourceIdentity-r17                                                      OPTIONAL,
    sl-CastTypeDisc-r17                    ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-TxInterestedFreqListDisc-r17        SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListDisc-r17              SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-DiscoveryType-r17                   ENUMERATED {relay, non-Relay},
    ...,
    [[
    ue-TypeU2U-r18                         ENUMERATED {relayUE, remoteUE}                                             OPTIONAL
    ]]
}

SL-TxResourceReqListCommRelay-r17 ::=  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqCommRelayInfo-r17

SL-TxResourceReqCommRelayInfo-r17 ::=  SEQUENCE {
    sl-RelayDRXConfig-r17                 SL-TxResourceReq-v1700                                                       OPTIONAL,
    sl-TxResourceReqCommRelay-r17         SL-TxResourceReqCommRelay-r17
}

SL-TxResourceReqCommRelay-r17 ::=      CHOICE {
    sl-TxResourceReqL2U2N-Relay-r17        SL-TxResourceReqL2U2N-Relay-r17,
    sl-TxResourceReqL3U2N-Relay-r17        SL-TxResourceReq-r16
}

SL-TxResourceReqL2U2N-Relay-r17 ::=    SEQUENCE {
    sl-DestinationIdentityL2U2N-r17        SL-DestinationIdentity-r16                                                 OPTIONAL,
    sl-TxInterestedFreqListL2U2N-r17       SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListL2U2N-r17             SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-LocalID-Request-r17                 ENUMERATED {true}                                                          OPTIONAL,
    sl-PagingIdentityRemoteUE-r17          SL-PagingIdentityRemoteUE-r17                                              OPTIONAL,
    sl-CapabilityInformationSidelink-r17   OCTET STRING                                                               OPTIONAL,
    ...,
	[[
	sl-PagingIdentityRemoteUEList-r19       SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-PagingIdentityRemoteUE-r17   OPTIONAL
	]]
}

SL-TxResourceReqL2-U2U-r18 ::=         SEQUENCE {
    sl-DestinationIdentityL2-U2U-r18       SL-DestinationIdentity-r16                                                 OPTIONAL,
    sl-TxInterestedFreqListL2-U2U-r18      SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListL2-U2U-r18            SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-CapabilityInformationSidelink-r18   OCTET STRING                                                               OPTIONAL,
    sl-U2U-InfoList-r18                    SEQUENCE (SIZE (1.. maxNrofRemoteUE-r17)) OF SL-U2U-Info-r18               OPTIONAL,
    sl-RLC-ModeIndicationListL2-U2U-r18    SEQUENCE (SIZE (1.. maxNrofSLRB-r16)) OF SL-RLC-Mode-r18                   OPTIONAL,
    ...
}

SL-U2U-Info-r18 ::=                    SEQUENCE {
    sl-U2U-Identity-r18                    CHOICE {
        sl-TargetUE-Identity-r18               SL-DestinationIdentity-r16,
        sl-SourceUE-Identity-r18               SL-SourceIdentity-r17
   },
   sl-E2E-QoS-InfoList-r18                 SEQUENCE (SIZE (1.. maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16         OPTIONAL,
   sl-PerHop-QoS-InfoList-r18              SEQUENCE (SIZE (1.. maxNrofSL-QFIsPerDest-r16)) OF SL-SplitQoS-Info-r18    OPTIONAL,
   sl-PerSLRB-QoS-InfoList-r18             SEQUENCE (SIZE (1.. maxNrofSLRB-r16)) OF SL-PerSLRB-QoS-Info-r18           OPTIONAL,
   sl-CapabilityInformationTargetRemoteUE-r18  OCTET STRING                                                           OPTIONAL
}

SL-PosTxResourceReq-r18 ::=                SEQUENCE {
    sl-PosDestinationIdentity-r18              SL-DestinationIdentity-r16,
    sl-PosCastType-r18                         ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-PosTxInterestedFreqList-r18             SL-TxInterestedFreqList-r16                                            OPTIONAL,
    sl-PosTypeTxSyncList-r18                   SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16            OPTIONAL,
    sl-PosQoS-InfoList-r18                     SEQUENCE (SIZE (1..maxNrofSL-PRS-PerDest-r18)) OF SL-PRS-QoS-Info-r18  OPTIONAL,
    sl-CapabilityInformationSidelink-r18       OCTET STRING                                                           OPTIONAL,
    ...,
    [[
    sl-PosTxInterestedFreqList2-r18            SL-TxInterestedFreqList-r16                                            OPTIONAL
    ]]
}

SL-TxInterestedFreqList-r16 ::=        SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)

SL-QoS-Info-r16 ::=                    SEQUENCE {
    sl-QoS-FlowIdentity-r16               SL-QoS-FlowIdentity-r16,
    sl-QoS-Profile-r16                    SL-QoS-Profile-r16                                                          OPTIONAL
}

SL-QoS-Info-v1800 ::=                  SEQUENCE {
    sl-TxInterestedFreqList-r18            SL-TxInterestedFreqList-r16,
    sl-TxProfile-r18                       SL-TxProfile-r18                    OPTIONAL,
    ...
}

SL-TxProfile-r18 ::=                   ENUMERATED {backwardsCompatible, backwardsIncompatible}

SL-RLC-ModeIndication-r16 ::=          SEQUENCE {
    sl-Mode-r16                            CHOICE  {
        sl-AM-Mode-r16                         NULL,
        sl-UM-Mode-r16                         NULL
    },
    sl-QoS-InfoList-r16                SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16
}

SL-FailureList-r16 ::=                 SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-Failure-r16

SL-Failure-r16 ::=                     SEQUENCE {
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16,
    sl-Failure-r16                         ENUMERATED {rlf,configFailure, drxReject-v1710, spare5, spare4, spare3, spare2, spare1}
}

SL-CarrierFailureList-r18 ::=          SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-CarrierFailure-r18

SL-CarrierFailure-r18 ::=              SEQUENCE {
    sl-DestinationIdentity-r18             SL-DestinationIdentity-r16,
    sl-CarrierFailure-r18                  SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)
}

SL-SplitQoS-Info-r18 ::=               SEQUENCE {
    sl-QoS-FlowIdentity-r18                SL-QoS-FlowIdentity-r16,
    sl-SplitPacketDelayBudget-r18          INTEGER (0..1023)                                                          OPTIONAL,
    ...
}

SL-PerSLRB-QoS-Info-r18 ::=            SEQUENCE {
    sl-RemoteUE-SLRB-Identity-r18           SLRB-Uu-ConfigIndex-r16,
    sl-QoS-ProfilePerSLRB-r18               SL-QoS-Profile-r16                                                        OPTIONAL
}

SL-PRS-QoS-Info-r18 ::=                SEQUENCE {
    sl-PRS-Priority-r18                    INTEGER (1..8)                                                             OPTIONAL,
    sl-PRS-DelayBudget-r18                 INTEGER (0..1023)                                                          OPTIONAL,
    sl-PRS-Bandwidth-r18                   ENUMERATED {mhz5, mhz10, mhz15, mhz20, mhz25, mhz30, mhz35, mhz40,
                                                      mhz45, mhz50, mhz60, mhz70, mhz80, mhz90, mhz100, mhz200, mhz400,
                                                      spare15, spare14, spare13, spare12, spare11, spare10, spare9, spare8,
                                                      spare7, spare6, spare5, spare4, spare3, spare2, spare1}         OPTIONAL,
    ...
}

SL-RLC-Mode-r18 ::=            CHOICE {
    sl-AM-Mode-r18                 NULL,
    sl-UM-Mode-r18                 NULL
}

-- TAG-SIDELINKUEINFORMATIONNR-STOP
-- ASN1STOP


	SidelinkUEinformationNR field descriptions

	sl-PosRxInterestedFreqList
Indicates the index of frequency where dedicated SL-PRS resource pool(s) locates on which the UE is interested to perform SL-PRS measurement. The value 1 corresponds to the frequency of first entry in sl-PosFreqInfoList broadcast in SIB23, the value 2 corresponds to the frequency of second entry in sl-PosFreqInfoList broadcast in SIB23 and so on. In this release, only value 1 can be included in the interested frequency list.

	sl-PosRxInterestedFreqList2
Indicates the index of frequency where shared SL-PRS resource pool(s) locates on which the UE is interested to perform SL-PRS measurement. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on. The list of interested frequencies indicated by this field should be a subset of the frequencies indicated by the field sl-RxInterestedFreqList.

	sl-PosTxResourceReqList
List of parameters to request the transmission resources for NR sidelink positioning for the associated destination.

	sl-RxDRX-ReportList
Indicates the accepted DRX configuration that is received from the peer UE and reported to the network for NR sidelink unicast communication.

	sl-RxInterestedFreqList
Indicates the index of frequency on which the UE is interested to receive NR sidelink communication. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on.

	sl-RxInterestedGC-BC-DestList
Indicates the reported QoS profile and associated destination for which UE is interested in reception to the network for NR sidelink groupcast and broadcast communication, or for NR sidelink discovery or ProSe Direct Link Establishment Request as described in TS 24.554 [72], or for Direct Link Establishment Request (TS 24.587 [57]).

	sl-SourceIdentityRemoteUE
This field is used to indicate the Source Layer-2 ID to be used to establish PC5 link with the target L2 U2N Relay UE for path switch.

	sl-TxResourceReq
Parameters to request the transmission resources for NR sidelink communication to the network in the Sidelink UE Information report.

	sl-TxResourceReqList
List of parameters to request the transmission resources for NR sidelink communication for the associated destination. If sl-TxResourceReqList-v1700 is present, it shall contain the same number of entries, listed in the same order as in sl-TxResourceReqList-r16.

	ue-Type
Indicates the UE is acting as U2N Relay UE or U2N Remote UE.



	SL-TxResourceReq field descriptions

	sl-CapabilityInformationSidelink
Includes the UECapabilityInformationSidelink message (which can be also included in ueCapabilityInformationSidelink-r16 in UECapabilityEnquirySidelink from peer UE) received from the peer UE.

	sl-CastType
Indicates the cast type for the corresponding destination for which to request the resource.

	sl-DestinationIdentity
Indicates the destination for which the TX resource request and allocation from the network are concerned.

	sl-DRX-Indication
Indicates the sidelink DRX is applied (value on) or not applied (value off) for the associated destination. This field is only valid for NR sidelink groupcast communication.

	sl-DRX-InfoFromRxList
Indicates list of the sidelink DRX configurations as assistance information received from the peer UE for NR sidelink unicast communication.

	sl-QoS-InfoList
Includes the QoS profile of the sidelink QoS flow as specified in TS 23.287 [55]. If sl-QoS-InfoList-v1800 is included, shall include the same number of entries, and listed in the same order, as in sl-QoS-InfoList-r16.

	sl-QoS-FlowIdentity
This identity uniquely identifies one sidelink QoS flow between the UE and the network in the scope of UE, which is unique for different destination and cast type.

	sl-RLC-ModeIndicationList
Each entry of this field indicates the RLC mode and optionally the related QoS profiles for the sidelink radio bearer, which has not been configured by the network and is initiated by another UE in unicast. The RLC mode for one sidelink radio bearer is aligned between UE and NW by the sl-QoS-FlowIdentity.

	sl-TxInterestedFreqList
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink communication, for each destination. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on.

	sl-TypeTxSyncList
A list of synchronization reference used by the UE. The UE shall include the same number of entries, listed in the same order, as in sl-TxInterestedFreqList, i.e. one for each carrier frequency included in sl-TxInterestedFreqList.



	SL-Failure field descriptions

	sl-DestinationIdentity
Indicates the destination for which the SL failure is reporting for unicast.

	sl-Failure
Indicates the sidelink cause for the sidelink RLF (value rlf), sidelink AS configuration failure (value configFailure) and the rejection of sidelink DRX configuration (value drxReject-v1710) for the associated destination for unicast.



	SL-RxDRX-Report field descriptions

	sl-DRX-ConfigFromTx
Indicates the sidelink DRX configuration received from the peer UE for NR sidelink unicast communication.



	SL-RxInterestedGC-BC-Dest field descriptions

	sl-RxInterestedQoS-InfoList
Indicates the QoS profile for which UE reports its interested service to which SL DRX is applied to the network, for NR sidelink groupcast or broadcast reception.



	[bookmark: _Hlk107231069]SL-TxResourceReqDisc field descriptions

	sl-CastTypeDisc
Indicates the cast type for the NR sidelink discovery messages. Only value broadcast can be set in this release.

	sl-DestinationIdentityDisc
This field is used to indicate the destination L2 ID for which the TX resource request and allocation from the network are concerned for relay discovery and non-relay discovery.

	sl-SourceIdentityRelayUE
This field is used to indicate the source L2 ID of relay-related discovery transmission by L2 U2N Relay UE.

	sl-TxInterestedFreqListDisc
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink discovery. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.



	SL-PosTxResourceReq field descriptions

	sl-CapabilityInformationSidelink
Includes the UECapabilityInformationSidelink message (which can be also included in ueCapabilityInformationSidelink-r16 in UECapabilityEnquirySidelink from peer UE) received from the peer UE.

	sl-PosCastType
Indicates the cast type for the SL-PRS transmission.

	sl-PosDestinationIdentity
This field is used to indicate the destination L2 ID for which the TX resource request and allocation from the network are concerned for SL-PRS transmission

	sl-PosQoS-InfoList
This field is used to indicate the QoS information for SL-PRS transmission.

	sl-PosTxInterestedFreqList
Each entry of this field indicates the index of frequency in SIB23 on which the UE is interested to transmit SL-PRS. The value 1 corresponds to the frequency of first entry in sl-PosFreqInfoList broadcast in SIB23, the value 2 corresponds to the frequency of second entry in sl-PosFreqInfoList broadcast in SIB23 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.

	sl-PosTxInterestedFreqList2
Each entry of this field indicates the index of frequency in SIB12 on which the UE is interested to transmit SL-PRS. The value 1 corresponds to the frequency of first entry in sl-PosFreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on. The list of interested frequencies indicated by this field should be a subset of the frequencies indicated by the field sl-TxInterestedFreqList.

	sl-PosTypeTxSyncList
A list of synchronization references used by the UE. The UE shall include the same number of entries, listed in the same order, as in sl-PosTxInterestedFreqList, i.e. one for each carrier frequency included in sl-PosTxInterestedFreqList.

	sl-PRS-DelayBudget
Indicates the SL-PRS delay budget provided by upper layers (see TS 38.355 [77]).

	sl-PRS-Priority
Indicates the priority of SL-PRS provided by upper layers (see TS 38.355 [77]). Value 1 is the highest priority whereas value 8 is the lowest priority.

	sl-PRS-Bandwidth
Indicates the desired bandwidth of the requested SL-PRS resources provided by upper layers (see TS 38.355 [77]) in the unit of MHz.



	SL-TxResourceReqCommRelayInfo field descriptions

	sl-RelayDRXConfig
This field is used to indicate the applied sidelink DRX configuration for the relay related communication.

	sl-DestinationIdentityL2U2N
This field is used to indicate the destination L2 ID for which the TX resource request and allocation from the network are concerned for the established PC5 link for relay by L2 U2N Relay UE.

	sl-LocalID-Request
This field is used to request local UE ID for the corresponding destination by the L2 U2N Relay UE.

	sl-TxInterestedFreqListL2U2N
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink communication for established PC5 link for relay. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.

	sl-PagingIdentityRemoteUE
This field is used to indicate the paging UE ID(s) for the corresponding destination(s) by the L2 U2N Relay UE.

	sl-PagingIdentityRemoteUEList
Contains a list of paging identity of indirectly connected child UEs



	SL-QoS-Info field descriptions

	sl-TxInterestedFreqList
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink communication, for each QoS flow. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on.

	sl-TxProfile
Indicating Tx profile for each QoS flow, i.e., compatibility of supporting SL CA operation. The IE of SL-TxProfile is referred by upper layer signaling as specified TS 24.588 [78].



	SL-CarrierFailure field descriptions

	sl-CarrierFailure
Indicate the carrier(s) where the Sidelink carrier failure has been indicated by lower layer as specified in TS 38.321 [3]. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of first entry in sl-FreqInfoListSizeExt broadcast in SIB12, the value 3 corresponds to the frequency of second entry in sl-FreqInfoListSizeExt broadcast in SIB12 and so on.

	sl-DestinationIdentity
This field is used to indicate the destination L2 ID for which the per-carrier failure report is concerned.



	SL-TxResourceReqL2-U2U field descriptions

	sl-CapabilityInformationSidelink
Includes the UECapabilityInformationSidelink message (which can be also included in ueCapabilityInformationSidelink-r16 in UECapabilityEnquirySidelink from the L2 U2U Relay UE) received from the L2 U2U Relay UE by the L2 U2U Remote UE or includes the UECapabilityInformationSidelink message (which can be also included in ueCapabilityInformationSidelink-r16 in UECapabilityEnquirySidelink from the target L2 U2U Remote UE) received from the target L2 U2U Remote UE by the L2 U2U Relay UE.

	sl-DestinationIdentityL2-U2U
This field is used to indicate the destination L2 ID for which the TX resource request and allocation from the network are concerned for the established per-hop PC5 link between the L2 U2U Remote UE and L2 U2U Relay UE.

	sl-TxInterestedFreqListL2-U2U
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink communication for established per-hop PC5 link. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.

	sl-U2U-InfoList
This field indicates the information related to a list of end-to-end PC5 links. 



	SL-U2U-Info field descriptions

	sl-CapabilityInformationTargetRemoteUE
Includes the UECapabilityInformationSidelink message (which can be also included in ueCapabilityInformationSidelink-r16 in UECapabilityEnquirySidelink from the target L2 U2U Remote UE) received from the target L2 U2U Remote UE. In this version of the specification, only outOfOrderDeliverySidelink-r16 and accessStratumReleaseSidelink-r16 are included in the UECapabilityInformationSidelink message.

	sl-E2E-QoS-InfoList
This field is used by L2 U2U Remote UE to indicate a list of end-to-end QoS info.

	sl-PerHop-QoS-InfoList
This field is used by L2 U2U Remote UE to indicate a list of split QoS info for the first hop.

	sl-PerSLRB-QoS-InfoList
This field is used by L2 U2U Relay UE to indicate a list of split QoS info for the second hop in per-SLRB level, with each entry in accordance with an end-to-end SLRB.

	sl-U2U-Identity
This field is to identify an end-to-end PC5 link. For a L2 U2U Remote UE acting as source UE it includes sl-TargetUE-Identity to indicate the target L2 U2U Remote UE on the second hop, and for a L2 U2U Relay UE, it includes sl-SourceUE-Identity to indicate the source L2 U2U Remote UE on the first hop.



END OF CHANGES

START OF CHANGES

[bookmark: _Toc193463128][bookmark: _Toc60777137][bookmark: _Toc201295415][bookmark: _Toc193446053][bookmark: _Toc193451858]6.3	RRC information elements
[bookmark: _Toc193446086][bookmark: _Toc60777158][bookmark: _Toc193451891][bookmark: _Toc193463161][bookmark: _Toc201295448][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
<Omitted Text>
–	UE-TimersAndConstantsRemoteUE
The IE UE-TimersAndConstantsRemoteUE contains timers and constants used by the L2 U2N Remote UE in RRC_CONNECTED, RRC_INACTIVE and RRC_IDLE.
UE-TimersAndConstantsRemoteUE information element
-- ASN1START
-- TAG-UE-TIMERSANDCONSTANTSREMOTEUE-START

UE-TimersAndConstantsRemoteUE-r17 ::= SEQUENCE {
    t300-RemoteUE-r17                     ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000} OPTIONAL, -- Need S
    t301-RemoteUE-r17                     ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000} OPTIONAL, -- Need S
    t319-RemoteUE-r17                     ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000} OPTIONAL, -- Need S
    ...
}

-- TAG-UE-TIMERSANDCONSTANTSREMOTEUE-STOP
-- ASN1STOP

	UE-TimersAndConstantsRemoteUE field descriptions

	t300-RemoteUE
Indicates the timer value of T300 used by L2 U2N Remote UE. If the field is absent, the timer value indicated in t300 applies to L2 U2N Remote UE for the single hop case. The effective T300 value for the L2 U2N Remote UE, accounting for both the Uu and PC5 hop components,, is obtained by multiplying the base T300 timer value by the Hop Count. For a single-hop scenario involving one Relay UE, the Hop Count is 1. For multi-hop scenarios involving two or three Relay UEs, the Hop Count is 2 or 3, respectively. If the field is absent, the timer value indicated in t300 multiplied by the Hop Count applies to L2 U2N Remote UE for the multihop hop case.

	t301-RemoteUE
Indicates the timer value of T301 used by L2 U2N Remote UE. If the field is absent, the timer value indicated in t301 applies to L2 U2N Remote UE for the single hop case. The effective T301 value for the L2 U2N Remote UE, accounting for both the Uu and PC5 hop components, is obtained by multiplying the base T301 timer value by the Hop Count. For a single-hop scenario involving one Relay UE, the Hop Count is 1. For multi-hop scenarios involving two or three Relay UEs, the Hop Count is 2 or 3, respectively. If the field is absent, the timer value indicated in t301 multiplied by the Hop Count applies to L2 U2N Remote UE for the multihop hop case.

	t319-RemoteUE
Indicates the timer value of T319 used by L2 U2N Remote UE. If the field is absent, the timer value indicated in t319 applies to L2 U2N Remote UE for the single hop case. The effective T319 value for the L2 U2N Remote UE, accounting for both the Uu and PC5 hop components,, is obtained by multiplying the base T319 timer value by the Hop Count. For a single-hop scenario involving one Relay UE, the Hop Count is 1. For multi-hop scenarios involving two or three Relay UEs, the Hop Count is 2 or 3, respectively. If the field is absent, the timer value indicated in t319 multiplied by the Hop Count applies to L2 U2N Remote UE for the multihop hop case





END OF CHANGES

START OF CHANGES

[bookmark: _Toc60777521][bookmark: _Toc193446576][bookmark: _Toc193463653][bookmark: _Toc201295940][bookmark: _Toc193452381][bookmark: _Toc193446577][bookmark: _Toc193452382][bookmark: _Toc60777522][bookmark: _Toc201295941][bookmark: _Toc193463654][bookmark: MCCQCTEMPBM_00000658]6.3.5	Sidelink information elements
<Omitted Text>

[bookmark: _Toc193463680][bookmark: _Toc193452408][bookmark: _Toc193446603][bookmark: _Toc201295967][bookmark: MCCQCTEMPBM_00000684]–	SL-L2RelayUE-Config
The IE SL-L2RelayUE-Config is used to configure L2 U2N relay operation related configurations used by L2 U2N Relay UE, or L2 U2U relay operation related configurations used by L2 U2U Relay UE.
SL-L2RelayUE-Config information element
-- ASN1START
-- TAG-SL-L2RELAYUE-CONFIG-START

SL-L2RelayUE-Config-r17 ::=        SEQUENCE {
    sl-RemoteUE-ToAddModList-r17       SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-RemoteUE-ToAddMod-r17    OPTIONAL,    -- Need N
    sl-RemoteUE-ToReleaseList-r17      SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-DestinationIdentity-r16  OPTIONAL,    -- Need N
    ...,
    [[
    sl-U2U-RemoteUE-ToAddModList-r18   SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-U2U-RemoteUE-Config-r18   OPTIONAL,    -- Need N
    sl-U2U-RemoteUE-ToReleaseList-r18  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-DestinationIdentity-r16   OPTIONAL     -- Need N
    ]]
}

SL-RemoteUE-ToAddMod-r17 ::=       SEQUENCE {
    sl-L2IdentityRemote-r17            SL-DestinationIdentity-r16,
    sl-SRAP-ConfigRelay-r17            SL-SRAP-Config-r17                                                      OPTIONAL,    -- Need M
    ...,
	[[
	sl-SRAP-ConfigRelay-ToAddModList-r19     SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-SRAP-Config-ToAddMod-r19      OPTIONAL,      -- Need RN
	sl-SRAP-ConfigRelay-ToReleaseList-r19    SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-SRAP-ConfigId-r19               OPTIONAL      -- Need RN
	]]
}

SL-U2U-RemoteUE-Config-r18 ::=      SEQUENCE {
    sl-L2IdentityRemoteUE-r18           SL-DestinationIdentity-r16,
[bookmark: _Hlk152164589]    sl-SourceRemoteUE-ToAddModList-r18  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-SourceRemoteUE-Config-r18   OPTIONAL,    -- Need N
    sl-SourceRemoteUE-ToReleaseList-r18 SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-SourceIdentity-r17          OPTIONAL,    -- Need N
    ...
}

SL-SourceRemoteUE-Config-r18 ::=   SEQUENCE {
    sl-SourceUE-Identity-r18           SL-SourceIdentity-r17,
    sl-SRAP-ConfigU2U-r18              SL-SRAP-ConfigU2U-r18,
    ...
}
SL-SRAP-Config-ToAddMod-r19 ::=      SEQUENCE {
    sl-SRAP-ConfigId-r19               SL-SRAP-ConfigId-r19,
    sl-SRAP-ConfigRelay-r17r19         SL-SRAP-Config-r17
    ...
}

-- TAG-SL-L2RELAYUE-CONFIG-STOP
-- ASN1STOP

	SL-L2RelayUE-Config field descriptions

	sl-RemoteUE-ToAddModList
List of L2 U2N Remote UEs to be added and modified to the L2 U2N Relay UE.

	sl-RemoteUE-ToReleaseList
List of L2 U2N Remote UEs to be released by the L2 U2N Relay UE.

	sl-U2U-RemoteUE-ToAddModList
List of target L2 U2U Remote UEs for which the related configuration is to be added and modified to the L2 U2U Relay UE.

	sl-U2U-RemoteUE-ToReleaseList
List of target L2 U2U Remote UEs for which the related configuration is to be released by the L2 U2U Relay UE.

	sl-U2U-SourceRemoteUE-ToAddModList
List of Source L2 U2U Remote UEs for which the related configuration is to be added and modified relative to the destination L2 U2U Remote UE identified by the sl-L2IdentityRemoteUE.

	sl-U2U-SourceRemoteUE-ToReleaseList
List of Source L2 U2U Remote UEs for which the related configuration is to be released relative to the destination L2 U2U Remote UE identified by the sl-L2IdentityRemoteUE.

	[bookmark: _Hlk210682677]sl-SRAP-ConfigRelay-ToAddModList
List of SRAP configuration for each indirectly connected child UE in the multi hop case

	[bookmark: _Hlk210682702]sl-SRAP-ConfigRelay-ToReleaseList
List of SRAP configuration be released for each indirectly connected child UE in the multi hop case



NEXT CHANGE

[bookmark: _Toc193463700][bookmark: _Toc193446621][bookmark: _Toc193452426][bookmark: _Toc193446622][bookmark: _Toc201295988][bookmark: _Toc193452427][bookmark: MCCQCTEMPBM_00000703][bookmark: _Toc193463701]–	SL-RelayUE-ConfigMH
The IE SL-RelayUE-ConfigMH specifies the threshold configuration information for NR sidelink Last U2N Relay UE or Intermediate U2N Relay UE or First U2N Relay UE during multi hop relay communication.
SL-RelayUE-ConfigMH information element
-- ASN1START
-- TAG-SL-RELAYUE-CONFIGMH-START

SL-RelayUE-ConfigMH-r19::=           SEQUENCE {
    sd-RSRP-ThreshDiscConfigMH-r19       SL-RSRP-Range-r16,
    sd-hystMaxRelayMH-r19                Hysteresis
}

-- TAG-SL-RELAYUE-CONFIGMH-STOP
-- ASN1STOP

	SL-RelayUE-ConfigMH field descriptions

	sd-RSRP-ThreshDiscConfigMH
Indicates the threshold of SD-RSRP for an Last U2N Relay UE or Intermediate U2N Relay UE to evaluate AS layer conditions for discovery. The Last U2N relay UE applies the value of this field to evaluate AS layer conditions to decide whether to respond to the discovery solicitation message when performing the multi hop U2N Relay Discovery with Model B as specified in TS 23.304 [65]. The Intermediate U2N relay UE or the First U2N relay UE applies the value of this field to evaluate AS layer conditions to decide whether to forward the discovery solicitation message when performing the multi hop U2N Relay Discovery with Model B as specified in TS 23.304 [65].


[bookmark: _Toc193463739][bookmark: _Toc193452465][bookmark: _Toc201296026][bookmark: _Toc193446660][bookmark: _Toc60777562]
END OF CHANGES

START OF CHANGES
6.6	PC5 RRC messages
<Omitted Text>
[bookmark: _Toc201296031][bookmark: _Toc193463744]6.6.2	Message definitions
[bookmark: _Toc60777568][bookmark: _Toc193446666][bookmark: _Toc193452471][bookmark: _Toc193463746][bookmark: _Toc201296033][bookmark: _Toc210312338][bookmark: MCCQCTEMPBM_00000742][bookmark: _Toc193452472][bookmark: _Toc193446667][bookmark: _Toc193463747][bookmark: _Toc201296034][bookmark: MCCQCTEMPBM_00000743]–	MeasurementReportSidelink
The MeasurementReportSidelink message is used for the indication of measurement results of NR sidelink.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: UE to UE
MeasurementReportSidelink message
-- ASN1START
-- TAG-MEASUREMENTREPORTSIDELINK-START

MeasurementReportSidelink ::=                   SEQUENCE {
    criticalExtensions                              CHOICE {
        measurementReportSidelink-r16                   MeasurementReportSidelink-r16-IEs,
        criticalExtensionsFuture                        SEQUENCE {}
    }
}

MeasurementReportSidelink-r16-IEs ::=           SEQUENCE {
    sl-MeasResults-r16                              SL-MeasResults-r16,
    lateNonCriticalExtension                        OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                            SEQUENCE{}                                                              OPTIONAL
}

SL-MeasResults-r16 ::=                          SEQUENCE {
    sl-MeasId-r16                                   SL-MeasId-r16,
    sl-MeasResult-r16                               SL-MeasResult-r16,
    ...
}

SL-MeasResult-r16 ::=                           SEQUENCE {
    sl-ResultDMRS-r16                               SL-MeasQuantityResult-r16                                               OPTIONAL,
    ...,
    [[
    sl-Result-SL-PRS-r18                            SL-MeasQuantityResult-r16                                               OPTIONAL
    ]]
}

SL-MeasQuantityResult-r16 ::=                   SEQUENCE {
    sl-RSRP-r16                                     RSRP-Range                                                              OPTIONAL,
    ...,
    [[
    sl-RSRP-DedicatedSL-PRS-RP-r18                  SL-RSRP-Range-r16                                                       OPTIONAL
    ]]
}
[bookmark: _Hlk103182387]
SL-MeasResultListRelay-r17 ::=                  SEQUENCE (SIZE (1..maxNrofRelayMeas-r17)) OF SL-MeasResultRelay-r17

[bookmark: _Hlk103182407]SL-MeasResultRelay-r17 ::=                      SEQUENCE {
    cellIdentity-r17                                CellAccessRelatedInfo,
    sl-RelayUE-Identity-r17                         SL-SourceIdentity-r17,
    sl-MeasResult-r17                               SL-MeasResult-r16,
    ...,
    [[
    sl-MeasQuantity-r18                             ENUMERATED { sl-rsrp, sd-rsrp }                                         OPTIONAL,
    sl-RelayIndicationMP-r18                        SL-RelayIndicationMP-r18                                                OPTIONAL
    ]],
	[[
	sl-RelayUE-HopType-r19							ENUMERATED { single-hop, multi-hop }												OPTIONAL
	]]
}

-- TAG-MEASUREMENTREPORTSIDELINK-STOP
-- ASN1STOP

	MeasurementReportSidelink field descriptions

	sl-MeasId
Identifies the sidelink measurement identity for which the reporting is being performed.

	sl-MeasResult
Measured RSRP results of a unicast destination.

	sl-RSRP-DedicatedSL-PRS-RP
Measured SL PRS-based filtered RSRP.

	sl-RelayIndicationMP
Indicate the reported L2 U2N Relay UE supports RRC connection establishment/resume for MP operation triggered by receiving RemoteUEInformationSidelink containing the connectionForMP as specified in 5.3.3.1a and 5.3.13.1a in Rel-18.

	sl-RelayUE-HopType
Indicates the hop type as single-hop if the number of hops in the received discovery message is 1 or to multi-hop if the number of hops received in the discovery message is > 1 that is reported by the candidate relay UE.



–	NotificationMessageSidelink
The NotificationMessageSidelink message is used to send notification message from U2N Relay UE to the connected U2N Remote UE or from U2U Relay UE to the connected U2U Remote UE.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: U2N Relay UE to U2N Remote UE or U2N Parent relay UE to U2N Child UE or U2U Relay UE to U2U Remote UE
NotificationMessageSidelink message
-- ASN1START
-- TAG-NOTIFICATIONMESSAGESIDELINK-START

NotificationMessageSidelink-r17 ::=       SEQUENCE {
    criticalExtensions                        CHOICE {
        notificationMessageSidelink-r17           NotificationMessageSidelink-r17-IEs,
        criticalExtensionsFuture                  SEQUENCE {}
    }
}

NotificationMessageSidelink-r17-IEs ::=   SEQUENCE {
    indicationType-r17                        ENUMERATED {
                                                  relayUE-Uu-RLF, relayUE-HO, relayUE-CellReselection,
                                                  relayUE-Uu-RRC-Failure
                                              }                                     OPTIONAL,  -- Need N
    lateNonCriticalExtension                  OCTET STRING                          OPTIONAL,
    nonCriticalExtension                      NotificationMessageSidelink-v1800-IEs OPTIONAL
}

NotificationMessageSidelink-v1800-IEs ::= SEQUENCE {
    sl-IndicationType-r18                     ENUMERATED {relayUE-PC5-RLF, spare1}  OPTIONAL,  -- Need N
    sl-DestinationIdentityRemoteUE-r18        SL-DestinationIdentity-r16            OPTIONAL,  -- Need N
    nonCriticalExtension                      NotificationMessageSidelink-v19xy-IEs OPTIONAL
}

NotificationMessageSidelink-v19xy-IEs ::= SEQUENCE {
    mh-indicationType-r19                     ENUMERATED {
                                                  relayUE-RelayReselection,
												  relayUE-CellSelection,
												  relayUE-Parent-PC5LinkRelease
												  }  								OPTIONAL,  -- Need N
    nonCriticalExtension                      SEQUENCE {}                           OPTIONAL
}

-- TAG-NOTIFICATIONMESSAGESIDELINK -STOP
-- ASN1STOP

NEXT CHANGE

[bookmark: _Toc193452473][bookmark: _Toc201296035][bookmark: _Toc193446668][bookmark: _Toc193463748][bookmark: MCCQCTEMPBM_00000744]–	RemoteUEInformationSidelink
The RemoteUEInformationSidelink message is used to request SIB(s) or provide paging related information, or provide other remote UE information, as specified in clause 5.8.9.8.1.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: L2 U2N Remote UE to L2 U2N Relay UE, or U2N Child UE to U2N Parent relay UE, or L2 U2U Remote UE to L2 U2U Relay UE
RemoteUEInformationSidelink message
-- ASN1START
-- TAG-REMOTEUEINFORMATIONSIDELINK-START

RemoteUEInformationSidelink-r17 ::=           SEQUENCE {
    criticalExtensions                            CHOICE {
        remoteUEInformationSidelink-r17               RemoteUEInformationSidelink-r17-IEs,
        criticalExtensionsFuture                      SEQUENCE {}
    }
}

RemoteUEInformationSidelink-r17-IEs ::=       SEQUENCE {
    sl-RequestedSIB-List-r17                      SetupRelease { SL-RequestedSIB-List-r17}          OPTIONAL, -- Need M
    sl-PagingInfo-RemoteUE-r17                    SetupRelease { SL-PagingInfo-RemoteUE-r17}         OPTIONAL, -- Need M
    lateNonCriticalExtension                      OCTET STRING                                       OPTIONAL,
    nonCriticalExtension                          RemoteUEInformationSidelink-v1800-IEs              OPTIONAL
}

RemoteUEInformationSidelink-v1800-IEs ::=    SEQUENCE {
    sl-RequestedPosSIB-List-r18                  SetupRelease { SL-RequestedPosSIB-List-r18 }       OPTIONAL,  -- Need M
    sl-SFN-DFN-OffsetRequested-r18               ENUMERATED { true }                                OPTIONAL,  -- Need R
    connectionForMP-r18                          ENUMERATED {true}                                  OPTIONAL,  -- Need N
    sl-DestinationIdentityRemoteUE-r18           SL-DestinationIdentity-r16                         OPTIONAL,  -- Need N
    nonCriticalExtension                          RemoteUEInformationSidelink-v1900-IEs  OPTIONAL
}

RemoteUEInformationSidelink-v1900-IEs ::=    SEQUENCE {
    sl-PagingInfo-RemoteUE-List-r19              SetupRelease { SL-PagingInfo-RemoteUE-List-r19}   OPTIONALOPTIONAL, -- Need M
	nonCriticalExtension                         SEQUENCE {}										  OPTIONAL
}
SL-PagingInfo-RemoteUE-List-r19 ::=   SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-PagingInfo-RemoteUE-r17

SL-RequestedSIB-List-r17 ::=                 SEQUENCE (SIZE (maxSIB-MessagePlus1-r17)) OF SL-SIB-ReqInfo-r17

SL-PagingInfo-RemoteUE-r17 ::=                SEQUENCE {
    sl-PagingIdentityRemoteUE-r17                 SL-PagingIdentityRemoteUE-r17,
    sl-PagingCycleRemoteUE-r17                    PagingCycle                                        OPTIONAL  -- Need M
}

SL-SIB-ReqInfo-r17 ::=                   ENUMERATED { sib1, sib2, sib3, sib4, sib5, sib6, sib7, sib8, sib9, sib10, sib11, sib12, sib13,
                                                      sib14, sib15, sib16, sib17, sib18, sib19, sib20, sib21, sibNotReq11, sibNotReq10,
                                                      sibNotReq9, sibNotReq8, sibNotReq7, sibNotReq6, sibNotReq5, sibNotReq4,
                                                      sibNotReq3, sibNotReq2, sibNotReq1, ..., sib17bis-v1820 }

SL-RequestedPosSIB-List-r18 ::=          SEQUENCE (SIZE (1..maxSIB)) OF SL-PosSIB-ReqInfo-r18

SL-PosSIB-ReqInfo-r18 ::=                SEQUENCE {
    gnss-id-r18                              GNSS-ID-r16                                            OPTIONAL,   -- Need R
    sbas-id-r18                              SBAS-ID-r16                                            OPTIONAL,   -- Cond GNSS-ID-SBAS
    posSibType-r18              ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                             posSibType1-7, posSibType1-8, posSibType1-9, posSibType1-10, posSibType1-11,
                                             posSibType1-12, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4, posSibType2-5,
                                             posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10, posSibType2-11,
                                             posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15, posSibType2-16,
                                             posSibType2-17, posSibType2-17a, posSibType2-18, posSibType2-18a, posSibType2-19,
                                             posSibType2-20, posSibType2-20a, posSibType2-21, posSibType2-22, posSibType2-23,
                                             posSibType2-24, posSibType2-25, posSibType2-26, posSibType2-27, posSibType3-1,
                                             posSibType4-1, posSibType5-1, posSibType6-1, posSibType6-2, posSibType6-3, posSibType6-4,
                                             posSibType6-5, posSibType6-6, posSibType6-7, posSibType7-1, posSibType7-2, posSibType7-3,
                                             posSibType7-4, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1,
                                             ... }
}

-- TAG-REMOTEUEINFORMATIONSIDELINK-STOP
-- ASN1STOP

	RemoteUEInformationSidelink-IEs field descriptions

	connectionForMP
Indicates the connected L2 U2N Relay UE by the L2 U2N Remote UE that the access is for MP.

	sl-DestinationIdentityRemoteUE
Indicates the peer L2 U2U Remote UE upon end-to-end PC5 connection failure or release.

	sl-PagingCycleRemoteUE
Indicates the L2 U2N Remote UE's UE specific DRX cycle as the minimum value of the one provided by upper layers (if configured) and the one provided by RRC layer (if configured). Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	sl-PagingIdentityRemoteUE
Indicates the L2 U2N Remote UE's paging UE ID.

	[bookmark: _Hlk210682641]sl-PagingInfo-RemoteUE
Indicates the paging information used by L2 U2N Relay UE in case of single hop or L2 Last U2N Relay UE to perform the connected L2 U2N Remote UE's or the connected child UE's paging monitoring.

	SL-PagingInfo-RemoteUE-List 
Contains a list of paging information for the downstream remote UEs

	sl-RequestedPosSIB-List
Contains a list of requested PosSIBs.

	sl-RequestedSIB-List
Contains a list of requested SIBs.

	sl-SFN-DFN-OffsetRequested
If present, this field indicates that the L2 U2N Remote UE requests the L2 U2N Relay UE to provide the SFN-DFN offset in a subsequent RRCReconfigurationSidelink message.

	SL-SIB-ReqInfo
Indicates the requested SIB type. Values sibNotReq11, sibNotReq10, …, sibNotReq1 shall be ignored by L2 U2N relay UE (i.e., no SIB requested).



	Conditional presence
	Explanation

	GNSS-ID-SBAS
	The field is mandatory present if gnss-id is set to sbas. It is absent otherwise.




NEXT CHANGE


[bookmark: _Toc193446677][bookmark: _Toc193452482][bookmark: _Toc193463757][bookmark: _Toc201296044][bookmark: MCCQCTEMPBM_00000753]–	UuMessageTransferSidelink
The UuMessageTransferSidelink message is used for the sidelink transfer of Paging message and System Information messages.
Signalling radio bearer: SL-SRB3
RLC-SAP: AM
Logical channel: SCCH
Direction: L2 U2N Relay UE to L2 U2N Remote UE or U2N Parent relay UE to U2N Child UE
UuMessageTransferSidelink message
-- ASN1START
-- TAG-UUMESSAGETRANSFERSIDELINK-START

UuMessageTransferSidelink-r17 ::=           SEQUENCE {
    criticalExtensions                          CHOICE {
        uuMessageTransferSidelink-r17               UuMessageTransferSidelink-r17-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

UuMessageTransferSidelink-r17-IEs ::=       SEQUENCE {
    sl-PagingDelivery-r17                       OCTET STRING (CONTAINING PagingRecord)                   OPTIONAL,   -- Need N
    sl-SIB1-Delivery-r17                        OCTET STRING (CONTAINING SIB1)                           OPTIONAL,   -- Need N
    sl-SystemInformationDelivery-r17            OCTET STRING (CONTAINING SystemInformation)              OPTIONAL,   -- Need N
    lateNonCriticalExtension                    OCTET STRING                                             OPTIONAL,
    nonCriticalExtension                        UuMessageTransferSidelink-v1800-IEs                      OPTIONAL
}

UuMessageTransferSidelink-v1800-IEs ::=     SEQUENCE {
    sl-PagingDelivery-r18                       OCTET STRING (CONTAINING PagingRecord-v1700)             OPTIONAL,   -- Need N
    nonCriticalExtension                        SEQUENCE {}                                              OPTIONAL
}

-- TAG-UUMESSAGETRANSFERSIDELINK-STOP
-- ASN1STOP

	UuMessageTransferSidelink-IEs field descriptions

	sl-PagingDelivery
This field is used to transfer PagingRecord and PagingRecord-v1700 relevant to the L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE.

	sl-SIB1-Delivery
This field is used to transfer SIB1 to the L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE.

	sl-SystemInformationDelivery
This field is used to transfer SIBs and posSIBs to the L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE.



[bookmark: _Toc60777574][bookmark: _Toc193446678][bookmark: _Toc201296045][bookmark: _Toc193452483][bookmark: _Toc193463758][bookmark: MCCQCTEMPBM_00000754]–	End of PC5-RRC-Definitions
-- ASN1START

END

-- ASN1STOP

END OF CHANGES

START OF CHANGES

[bookmark: _Toc201296108][bookmark: _Toc193463821]9.4	Radio Information Related to Discovery Message
This clause specifies RRC information elements that are transferred in Discovery Message.
[bookmark: _Toc193452546][bookmark: _Toc201296109][bookmark: _Toc193463822][bookmark: _Toc193446741][bookmark: MCCQCTEMPBM_00000786]–	SL-AccessInfo-L2U2N
The IE SL-AccessInfo-L2U2N includes the radio information included in Discovery Message used for L2 U2N relay operation.
SL-AccessInfo-L2U2N information elements
-- ASN1START
-- TAG-SL-ACCESSINFO-L2U2N-START

NR-Sidelink-DiscoveryMessage DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
IMPORTS
    CellAccessRelatedInfo,
    SL-ServingCellInfo-r17,
    SL-RelayIndicationMP-r18
FROM NR-RRC-Definitions;

SL-AccessInfo-L2U2N-r17 ::=             SEQUENCE {
    cellAccessRelatedInfo-r17               CellAccessRelatedInfo,
    sl-ServingCellInfo-r17                  SL-ServingCellInfo-r17,
    ...,
    [[
    sl-RelayIndication-r18                  SL-RelayIndicationMP-r18                  OPTIONAL
    ]],
	[[
	relayUE-RRCState-r19              		ENUMERATED {rrc-Connected, spare1} SL-RelayUE-RRCState-r19	  	  OPTIONAL
	]]
}

END

-- TAG-SL-ACCESSINFO-L2U2N-STOP
-- ASN1STOP

–	SL-RelayUE-RRCState
The IE SL-RelayUE-RRCState is used to indicate the RRC state of L2 U2N Relay UE in case of multi-hop L2 U2N Relay communication.
SL-RelayUE-RRCState information element
-- ASN1START
-- TAG-SL-RelayUE-RRCState-START

SL-RelayUE-RRCState-r19 ::=   ENUMERATED {rrc-Connected, spare1}

-- TAG-SL-RelayUE-RRCState-STOP
-- ASN1STOP

END OF CHANGES
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