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1	Introduction
In this email discussion RAN2 is supposed to “reach a common understand of the power class related signalling as required by RAN1 and RAN4 agreements, and to progress the CR”. The intended outcome is a report and a set of CRs to the next meeting. 
The deadline for the discussion is Thursday 2018-08-02.
[bookmark: _Ref178064866]2	Discussion
2.1	Background
At the AH1807 meeting, the discussion was based on the following paper: 
· R2-1810384	E234/E235 Power Class and P-max	Ericsson	discussion	Rel-15
Several agreements have been reached:
	=>	The per-UE power is clarified to be just for FR1 (call it per-UE-FR1)
=>	Make the change backward compatible. (Changes to INMs may be non-backwards compatible)
=>	The change to the NR side should go into the SA CR, and the LTE side should go into the EN-DC CR.
=>	UE capability and INM aspects can be progressed offline



During the AH meeting we provided corresponding CRs for LTE and NR RRC that reflect the agreements:
· R2-1810858 Power class and P-max, CR to 38.331 Ericsson, RAN2-102-AH Montreal
· R2-1810934 Power class and P-max, CR to 36.331 Ericsson, RAN2-102-AH Montreal

As seen above, RAN2 agreed (based on RAN4’s input) that the per-UE power class should be applicable to serving cells on FR1 only. Furthermore, the existing inter-node signalling for conveying the per-cell-group values p-NR and p-LTE stated also explicitly that it is applicable only for serving cells in FR1. We therefore adjusted also the corresponding Uu signalling by renaming p-NR to p-NR-FR1 and p-LTE to p-LTE-FR1 (change “2” in the 38.331 CR).
2.2	Discussion
[bookmark: _GoBack]At the presentation of the above-mentioned CRs questions were raised whether it is really intended by RAN4 to apply the power restrictions only to FR1 or whether they should also apply to FR2. And if the latter, the question was whether separate signalling parameters would be required for FR2 or whether one parameter would apply to all serving cells (irrespective whether FR1 or FR2). To resolve these open issues and to finalize the CRs we would hence appreciate companies views... preferably after consulting their RAN4 colleagues. 

Q1) Do the p-Max fields in dedicated signalling (p-NR, p-LTE, p-UE) and in inter-node signalling apply only to serving cells operating on FR1 or also to serving cells operating on FR2?
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Q2) If they apply only to FR1, do we need additional parameters for FR2?
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Q3) Do we need an additional powerClass parameter for FR2 in the UE capability?
	Company
	Comment

	Ericsson
	No - It was concluded in the RAN2 AH meeting that the additional power class value in the band combination works anyway only for 2 UL and that hence a single “powerClass” value per band combination is sufficient. The network derives the allowed split among the Uls from the per-band power class. 
Hence, from signalling point of view, it does not matter whether the two ULs are for FR1 and/or FR2. In other words, the one powerClass parameter introduced in the CR should be sufficient for FR2, too.

	
	


 
Q4) ....?
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2.3	Draft CRs
The above-mentioned CRs that were briefly discussed at the RAN2-AH meeting are also in the Email discussion folder on the FTP server. We will update them based on input provided here. But other companies are also invited to provide their suggestion there directly by adding RIL-comments (like in the ASN.1 review). Please increment the version number of the file. 
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Conclusion
In the previous sections we made the following observations: 
No table of figures entries found.

Based on the discussion in the previous sections we propose the following:
No table of figures entries found. 
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