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	CR
	Rev
	Rel
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	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	37.105
	0123
	3
	Rel-15
	Correction to definition of OTA reference sensitivity
	F
	15.4.0
	RAN4#90
	R4-1902711
	Ericsson
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0124
	1
	Rel-15
	Correction to TDD OFF power requirement
	F
	15.4.0
	RAN4#90
	R4-1902296
	Ericsson
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0130
	-
	Rel-15
	CR to TS 37.105: Implementation of 1024QAM for E-UTRA, Rel-15
	F
	15.4.0
	RAN4#90
	R4-1901724
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0131
	1
	Rel-15
	CR to TS 37.105: Implementation of sTTI for E-UTRA, Rel-15
	F
	15.4.0
	RAN4#90
	R4-1902297
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0132
	2
	Rel-15
	CR to TS 37.105: new Rel-15 bands and isolation of band 49, Tx, Rel-15
	F
	15.4.0
	RAN4#90
	R4-1902583
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0133
	1
	Rel-15
	CR to TS 37.105: new Rel-15 bands and isolation of band 49, Rx, Rel-15
	F
	15.4.0
	RAN4#90
	R4-1902300
	Huawei
	AASenh_BS_LTE_UTRA-Core
	
	

	37.105
	0135
	1
	Rel-15
	CR to TS37.105 Correction to OTA test requirements
	F
	15.4.0
	RAN4#90
	R4-1902650
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Core
	
	

	37.145-1
	0128
	-
	Rel-15
	CR to TS 37.145-1: Corrections on blocking requirements
	F
	15.2.0
	RAN4#90
	R4-1901470
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-1
	0133
	1
	Rel-15
	CR to TS 37.145-1: editorial corrections and improving clarity to ACLR test requirements
	F
	15.2.0
	RAN4#90
	R4-1902308
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-1
	0139
	1
	Rel-15
	CR to TS 37.145-1: Implementation of 1024QAM for E-UTRA, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1902309
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-1
	0140
	-
	Rel-15
	CR to TS 37.145-1: Implementation of sTTI for E-UTRA, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1901728
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-1
	0144
	1
	Rel-15
	CR to TS 37.145-1: new Rel-15 bands and isolation of band 49, Tx, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1902301
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-1
	0145
	-
	Rel-15
	CR to TS 37.145-1: new Rel-15 bands and isolation of band 49, Rx, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1901737
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0073
	1
	Rel-15
	Correction to definition of OTA reference sensitivity
	F
	15.2.0
	RAN4#90
	R4-1902311
	Ericsson
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0076
	-
	Rel-15
	CR to TS 37.145-2: Corrections on blocking requirements
	F
	15.2.0
	RAN4#90
	R4-1901471
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0082
	-
	Rel-15
	CR to TS 37.145-2: additional reference angular step criteria in Annex F.2.2
	F
	15.2.0
	RAN4#90
	R4-1901558
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0084
	1
	Rel-15
	CR to TS 37.145-2: Implementation of 1024QAM for E-UTRA, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1902310
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0085
	-
	Rel-15
	CR to TS 37.145-2: Implementation of sTTI for E-UTRA, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1901729
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0086
	-
	Rel-15
	CR to TS 37.145-2: BS Spurious emissions limits for protection of the BS receiver for B28 in Europe, Rel-15
	F
	15.2.0
	RAN4#90
	R4-1901733
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.843
	0008
	-
	Rel-15
	CR to TR 37.843: Addition of uncertainty sources relevant for RC in Annex E
	F
	15.2.0
	RAN4#90
	R4-1900818
	Ericsson
	AASenh_BS_LTE_UTRA-Perf
	
	


