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<Start of change>
[bookmark: _Toc455960215]C.1.4	Other simulation assumptions
Other simulation assumptions are summarized in Tables C.1.4-1 and C.1.4-2 below:
Table C.1.4-1: Simulation parameters for Band 41 system with 23 dBm UE
	 
	Base Station
	UE

	Carrier frequency
	2600 MHz

	Channel bandwidth
	20 MHz, 10 MHz

	Inter-site distance
	Use Table C.1.3-1

	Cell layout
	Wrap-around 19 tri-sector cells, uncoordinated

	Frequency reuse
	1x3x1

	Lognormal fading
	10 dB

	Shadowing correlation
	Between cells: 0.5, between sites: 1.0

	MCL (including antenna gain)
	70 dB (urban and suburban areas)
80 dB (rural area)

	Antenna gain and horizontal antenna pattern
	



17 dBi, [image: ] = 65 degrees, 
Am = 20 dB
	Omni-directional antenna with -3.5 dBi.

	Noise figure
	5 dB
	9 dB

	Transmit power
	46 dBm
	23 dBm

	Antenna height
	45 m
	1.5 m

	ACLR
	45 dB
	Use Table 5.2 in TR 36.942
ACLR1: 30+X, ACLR2: 43+X
Where X is 1 dB

	ACS
	45 dB
	27 dB



Table C.1.4-2: Simulation parameters for Band 41 system with 29 dBm UE
	 
	Base Station
	HPUE

	Carrier frequency
	2600 MHz

	Channel bandwidth
	20 MHz, 10 MHz

	Inter-site distance
	Use Table C.1.3-1

	Cell layout
	Wrap-around 19 tri-sector cells, uncoordinated

	Frequency reuse
	1x3x1

	Lognormal fading
	10 dB

	Shadowing correlation
	Between cells: 0.5, between sites: 1.0

	MCL (including antenna gain)
	70 dB (urban and suburban areas)
80 dB (rural area)

	Antenna gain and horizontal antenna pattern
	



17 dBi, [image: ] = 65 degrees, Am = 20 dB
	Omni-directional antenna with -3.5 dBi.

	Noise figure
	5 dB
	9 dB

	Transmit power
	46 dBm
	29 dBm

	Antenna height
	45 m
	1.5 m

	ACLR
	45 dB
	Use Table 5.2 in TR 36.942
ACLR1: 30+X, ACLR2: 43+X
Where X is 1 dB

	ACS
	45 dB
	27 dB



Simulations should assume the worst case of 100 % HPUEs in the scenarios with HPUEs.
<End of change>
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