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	CR
	Rev
	Rel
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	Cat
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	TD#
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	Work Item
	Clauses affected
	Other Aff Specs

	37.145-2
	0145
	1
	Rel-15
	Correction to RX spurious emissions applicability range for SR E-UTRA BS
	F
	15.4.0
	RAN4#92
	R4-1910455
	Ericsson
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0146
	-
	Rel-16
	Correction to RX spurious emissions applicability range for SR E-UTRA BS
	A
	16.0.0
	RAN4#92
	R4-1908048
	Ericsson
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0147
	-
	Rel-15
	CR for TS37.145-2: definition of synchronization operation
	F
	15.4.0
	RAN4#92
	R4-1908069
	Samsung
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0148
	-
	Rel-16
	CR for TS37.145-2: definition of synchronization operation
	A
	16.0.0
	RAN4#92
	R4-1908072
	Samsung
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0149
	-
	Rel-15
	CR to TS 37.145-2: Clarification on application of OTA receiver requirements for BS supporting polarization
	F
	15.4.0
	RAN4#92
	R4-1908305
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0150
	-
	Rel-16
	CR to TS 37.145-2: Clarification on application of OTA receiver requirements for BS supporting polarization
	A
	16.0.0
	RAN4#92
	R4-1908306
	Nokia, Nokia Shanghai Bell
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0179
	1
	Rel-15
	CR to TS 37.145-2 – clarify measurement directions test procedures
	F
	15.4.0
	RAN4#92
	R4-1910453
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0180
	-
	Rel-16
	CR to TS 37.145-2 – clarify measurement directions test procedures
	A
	16.0.0
	RAN4#92
	R4-1909415
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0181
	1
	Rel-15
	CR to TS 37.145-2 – Improvements to Annex F
	F
	15.4.0
	RAN4#92
	R4-1910459
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0182
	-
	Rel-16
	CR to TS 37.145-2 – Improvements to Annex F
	A
	16.0.0
	RAN4#92
	R4-1909421
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0183
	1
	Rel-15
	CR to TS 37.145-2 – clean up reverberation chamber spurious emissions procedure
	F
	15.4.0
	RAN4#92
	R4-1910460
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0184
	-
	Rel-16
	CR to TS 37.145-2 – clean up reverberation chamber spurious emissions procedure
	A
	16.0.0
	RAN4#92
	R4-1909424
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0185
	1
	Rel-15
	CR to TS 37.145-2  - reverberation chamber in-band TRP procedures
	F
	15.4.0
	RAN4#92
	R4-1910461
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0186
	-
	Rel-16
	CR to TS 37.145-2  - reverberation chamber in-band TRP procedures
	A
	16.0.0
	RAN4#92
	R4-1909427
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0187
	1
	Rel-15
	CR to TS 37.145-2 – single polarisation measurement procedure
	F
	15.4.0
	RAN4#92
	R4-1910442
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	

	37.145-2
	0188
	-
	Rel-16
	CR to TS 37.145-2 – single polarisation measurement procedure
	A
	16.0.0
	RAN4#92
	R4-1909431
	Huawei
	AASenh_BS_LTE_UTRA-Perf
	
	


