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	Reason for change:
	-	Editor’s note indicates that A-GPS/GNSS requirements with NR FR2, as well as the respective NR FR2 frequency are FFS/TBD. Since Rel-15 timeframe is ending, the requirements need to finalized or removed from Rel-15. However, there have been no contributions so far, identifying any issue with NR FR2, thus the same requirements and frequency offset can be applicable for both FR1 and FR2.
-	In Annex B.1.7 the NR FR1 frequency refers to TS 38.508-1 [20], clause 6.2.3 (used for Signalling Tests), which explicitely mentions to repeat the test with different frequencies up to 4 times. This seems redundant for LBS performance as it does not bring any value to the testing. Section 4.3.1 can be used instead (RF/RRM tests), which allows the usage of one frequency (from the pool of defined frequencies).


	
	

	Summary of change:
	-	In sections 5 and 6 removed the Editor’s note on the restricted applicability, making the requirements applicable to both FR1 and FR2. 
-	In Annex B.1.7 removed the statement on the undefined NR FR2 frequency and offset. As such frequencies from 38.508 apply.
-	In Annex B.1.7 changed the frequency reference from TS 38.508-1 [20] clause 6.2.3 to clause 4.3.1 (incl. FR2).


	
	

	Consequences if not approved:
	-	NR FR2 requirements will remain undefined in Rel-15.
-	NR testing frequencies will be unnecessarely redundant.
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< Unchanged sections omitted >

[bookmark: _Toc5282123]5	A-GNSS minimum performance requirements (UE supports A-GPS L1 C/A only)
[bookmark: _Toc5282124]5.0	Introduction
The minimum performance requirements specified in clause 5 apply for UEs that support A-GPS L1 C/A only. The requirements for UEs that support other or additional A-GNSSs are specified in clause 6.
The A-GNSS minimum performance requirements are defined by assuming that all relevant and valid assistance data is received by the UE in order to perform GPS L1 C/A measurements and/or position calculation. This clause does not include nor consider delays occurring in the various signalling interfaces of the network.
In the following subclauses the minimum performance requirements are based on availability of the assistance data information and messages defined in annexes D and E.
Editor’s note: the requirements in this section apply for NR UE in FR1. FFS whether the same requirements apply for NR UE in FR2.

< Unchanged sections omitted >

[bookmark: _Toc5282138]6	A-GNSS minimum performance requirements (UE supports other or additional GNSSs)
[bookmark: _Toc5282139]6.0	Introduction
The minimum performance requirements specified in clause 6 apply for UEs that support other A-GNSSs than GPS L1 C/A, or multiple A-GNSSs which may or may not include GPS L1 C/A. The requirements for UEs that support A-GPS L1 C/A only are specified in clause 5.
The A-GNSS minimum performance requirements are defined by assuming that all relevant and valid assistance data is received by the UE in order to perform GNSS measurements and/or position calculation. This clause does not include nor consider delays occurring in the various signalling interfaces of the network.
In the following subclauses the minimum performance requirements are based on availability of the assistance data information and messages defined in annexes D and E.
Editor’s note: the requirements in this section apply for NR UE in FR1. FFS whether the same requirements apply for NR UE in FR2.

< Unchanged sections omitted >

[bookmark: _Toc5282166]B.1.7	E-UTRA or NR frequency and frequency error
In all test cases with E-UTRA frequency, the E-UTRA frequency used shall be the mid-range for the E-UTRA operating band. The E-UTRA frequency with respect to the GNSS carrier frequency shall be offset by +0.025 PPM.
In all test cases with NR frequency in FR1, the NR frequency used shall be as specified in TS 38.508-1 [20], clause  4.3.16.2.3. The NR frequency with respect to the GNSS carrier frequency shall be offset by + 0.025 PPM.
In all test cases with NR frequency in FR2, the NR frequency used shall be TBD. The NR frequency with respect to the GNSS carrier frequency shall be offset by TBD.

< End of changes >

