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1. Introduction
To be finished.
2. Text Proposal
It proposes to capture the following changes vs. TR 23.700-07.
* * * * First change * * * *

6.0
Mapping Solutions to Key Issues

Table 6.0-1: Mapping of Solutions to Key Issues
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* * * * Second change * * * *
6.X
Solution #X: PLMN assisted On-boarding Procedures
6.X.1
Introduction
The solution addresses key issue #4 "UE Onboarding and remote Provisioning".
The solution applies to SNPN.

Editor's note:
Whether the solution is applicable to PNI-NPN is FFS.
The solution applies when UE have registered to the PLMN. Basic idea of the solution is to send the on-boarding information (e.g. credential), which used to connect to SNPN, from provisioning server to UE over PLMN. 
Figure 6.x.1-1 illustrates the concept of PLMN assisted On-boarding Procedures. 
Take the concert, which deploy the SNPN, as the example,

Step 0: Some guys may buy the ticket for the concert and provide the MSISDN to host of the concert. The provisioning server send the on-boarding information, which used to connect to SNPN, to the PLMN. 
Step 1-2: The PLMN send the on-boarding information to corresponding UE based on MSISDN. Specific, it may send the on-boarding information to UE immediately or send it to UE triggered by some events as shown in step 1 (e.g. when the concert start, PLMN send the on-boarding information to UE). 
Step 3: UE can connect to SNPN via the received on-boarding information. This step is not shown in the figure. 
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Figure 6.X.1-1 PLMN assisted On-boarding Procedures
6.X.2
Functional Description
6.X.2.1
Architecture

[image: image2.emf] 


Figure 6.X.2.1-1: Architecture for UE Onboarding via a PLMN
6.X.3
Procedures
To be finished
6.X.4
Impacts on existing entities and interfaces
Editor's note: This clause describes procedures and information flows for the solution.
* * * * End of changes * * * *[image: image3.png]
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