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************ START OF CHANGES************
[bookmark: _Toc106364503][bookmark: _Toc129959826]6.1.3.3	5G ProSe UE-to-UE Relay Discovery
[bookmark: _Toc106364504][bookmark: _Toc129959827]6.1.3.3.1	General
[bookmark: _Toc106364505][bookmark: _Toc129959828]Editor’s Note: This clause describes the general description of the security of 5G ProSe UE-to-UE Relay Discovery.
6.1.3.3.2	Security flows
[bookmark: _Toc106364506][bookmark: _Toc129959829]6.1.3.3.2.1	Security procedure for 5G ProSe UE-to-UE Relay Discovery with Model A
[bookmark: _Toc106364507][bookmark: _Toc129959830]Editor’s Note: This clause describes the security procedure for 5G ProSe UE-to-UE Relay Discovery with Model A.
6.1.3.3.2.2	Security procedure for 5G ProSe UE-to-UE Relay Discovery with Model B
[bookmark: _Toc106364526][bookmark: _Toc106372396]Editor’s Note: This clause describes the security procedure for 5G ProSe UE-to-UE Relay Discovery with Model B.
************ NEXT CHANGE************
[bookmark: _Toc106364533][bookmark: _Toc129959853]6.3.6	Security for emergency service from 5G ProSe Remote UE via 5G ProSe UE-to-Network Relay
Editor’s Note: This clause describes the security procedure for emergency service from 5G ProSe Remote UE via 5G ProSe UE-to-Network Relay.
************ NEXT CHANGE************
[bookmark: _Toc106364513][bookmark: _Toc129959837]6.6	Security for 5G ProSe UE-to-UE Relay Communication
[bookmark: _Toc106364514][bookmark: _Toc129959838]6.6.1	General
[bookmark: _Toc106364515][bookmark: _Toc129959839]Editor’s Note: This clause describes the general description of the security for 5G ProSe UE-to-UE Relay Communication.
6.6.2	Security requirements
[bookmark: _Toc106364516][bookmark: _Toc129959840]Editor’s Note: This clause describes the security requirements for 5G ProSe UE-to-UE Relay Communication.
6.6.3	Security for 5G ProSe Communication via 5G ProSe Layer-3 UE-to-UE Relay
[bookmark: _Toc106364517][bookmark: _Toc129959841]6.6.3.1	Security of 5G ProSe PC5 Communication for 5G ProSe Layer-3 UE-to-UE Relay in coverage
Editor’s Note: This clause describes the security procedure for 5G ProSe PC5 Communication when the 5G ProSe Layer-3 UE-to-UE Relay is in coverage.
6.6.3.1	Security of 5G ProSe PC5 Communication for 5G ProSe Layer-3 UE-to-UE Relay out of coverage
Editor’s Note: This clause describes the security procedure for 5G ProSe PC5 Communication when the 5G ProSe Layer-3 UE-to-UE Relay is out of coverage.
6.6.4	Security for 5G ProSe Communication via 5G ProSe Layer-2 UE-to-UE Relay
Editor’s Note: This clause describes the security procedure for 5G ProSe Communication via 5G ProSe Layer-2 UE-to-UE Relay.
6.6.5	Security for 5G ProSe UE-to-UE Relay Communication with integrated Discovery
Editor’s Note: This clause describes the security procedure for 5G ProSe UE-to-UE Relay Communication with integrated Discovery.
************ END OF CHANGES************

