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1
Decision/action requested
This contribution proposes to update TR 33.740 conclusion for KI #4. 
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3
Rationale

· SA2 has defined in clause 6.7.2 and 6.7.3.3 of TS 23.304 [1] the communications procedures via L2 U2U Relay,  where an existing PC5 Link can be reused between the U2U Relay and the End UE (i.e., shared) for different E2E communications. 
· How the routing mechanism at the Relay (e.g., reusing same L2 IDs, using new IDs) is yet to be defined and depends on RAN decision. 
· Potential impact in terms of identifiers privacy should be addressed. So in order to conclude this aspect, it is proposed to add a NOTE that any potential privacy threat in L2 U2U Relay will be addressed during normative phase, based on RAN decision.
· SA2 has specified the L2 U2U relay reselection in clause 6.7.4.2 of TS 23.304 [1], where the current connection via the first Relay can either be released or maintained based on the following:

NOTE 2:
Whether a 5G ProSe End UE releases a PC5 unicast link with the original 5G ProSe UE-to-UE Relay after reselection depends on whether the PC5 unicast link is still required and UE implementation.

In this case, reuse of KNRP ID in DCR via the second Relay poses a similar threat as described in clause 5.3.3.2 of TS 33.536 [2] for direct unicast communication. It is therefore proposed to support privacy protection of KNRP ID for L2 relay reselection.
4
Proposal

It is proposed to approve the following changes for inclusion in TR 33.740 [2]. 








***
BEGIN OF CHANGES
***

7.4
Key Issue #4: Privacy of information over the UE-to-UE Relay
For Key Issue #4, the following is agreed:
· For L3 relay communication privacy, enhanced Link Identifier Update (LIU) procedure, Sol#2 is used as basis for normative work.
· For L2 relay communication privacy:

· Support for KNRP ID privacy in L2 U2U Relay selection procedure as described in Sol#35 is used as basis for normative work.

NOTE: Any additional mechanism for privacy of identifiers for communication procedure via Layer-2 UE-to-UE Relay will be determined during normative phase according to RAN's decision, e.g., based on identifiers used for routing at the Relay
Editor’s Note: further conclusion is FFS.
***
END OF CHANGES
***
