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	SP-241016
	LS on Support for Ambient IoT Security
	SA
	Chair: suggested to progress with two cases: one with UICC and one without UICC. Joint call with SA1 will be before the August meeting after SA1 submission.

Comments on how to proceed with dual track (e.g., assumptions spelled out for each case in KI description).

Rapporteur to draft and circulate list of questions or expectation from SA1, such as minimum device capability for discussed in the joint call.

	SOLUTIONS
	

	KI#2 solution
	S3-241846
	New Sol: AIoT device authentication and authorization
	vivo
	Comments on whether state-awareness is needed, use of SQN, alignment of paging with SA2, and how device ID is secured.

	
	S3-242290
	Solution for Authentication, Authorization of AIoT devices with USIM on AIoT AS Layer
	Lenovo
	Not presented

	
	S3-242340
	Solution for Authentication, Authorization of AIoT devices with USIM on AIoT Layer
	Lenovo
	Not presented.

	KI#3 solution
	S3-241847
	KI#3, New Sol: Privacy protection on number of AIoT devices
	vivo
	Comments on how device ID is protected, how duplicate is detected, impact of computational overhead, and pre-configuration of threshold.

	
	S3-241866
	Solution for Lightweight AIoT ID privacy
	InterDigital Belgium. LLC
	Comments on overhead to broadcast, whether each device with single or multiple ID, unauthenticated paging impact to potential DoS and replay,  and whether use case with inventory is related to privacy or not.

	
	S3-241931
	New solution on KI3 Privacy by protecting AIoT device identifiers
	CALTTA
	Comments on how device recovers from out of sync due to not able to receive request (e.g., device runs of power)

	
	S3-242139
	Sol on AIoT device ID protection during the AIoT device initial registration
	OPPO
	Comments on how AK can be identified, how to match individual device with only partial ID sent from the network

	
	S3-242151
	A new solution for privacy protection of AIoT device identifier
	Qualcomm Incorporated
	Comments on how freshness is synchronized between device and network (e.g., AF) with different T-ID every time, whether key used to derive the T-ID is same as long term key (e.g., key for authentication), and whether the procedure is for induvial device or a group of devices.

	
	S3-242159
	Sol on temporary ID based AIoT device privacy protection
	OPPO
	Comments on whether inventory only device can use the procedure, 

	
	S3-242250
	New solution - Ambient IoT ID privacy
	Philips International B.V.
	Comments on practicality of including list of device IDs in the inventory (e.g., limit of RAN defined message size)

	Other solution
	S3-241978
	solution on protection of information transfer for AIoT services
	Huawei, HiSilicon
	Comments on how external AT gets device credential stored in UDM

	
	S3-242152
	A new solution for end-to-end security protection of command
	Qualcomm Incorporated
	Comments the number of keys in the device (e.g., one for device ID protection, one for end-to-end protection and possibly one for other purposes)
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