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20 April 2012

Tuomo Sayndjakangas
Chair, 3GPP RAN4
tuomo.saynajakangas@nsn.com

RE: Handover Delay Requirement from E-UTRAN to cdma2000 1x

Dear Mr. Séyndjakangas:

3GPP TS 36.133 has specified the air interface handover delay requirements from E-
UTRAN to cdma2000 1X to be 200ms. 3GPP2 C.S0005 has specified cdma2000 1x
intra-RAT hard handover delay requirement to be 300ms.

We think the air interface handover delay requirement from E-UTRAN to cdma2000 1X
specified in TS 36.133 is a little bit tight compared with the existing cdma2000 1x intra-
RAT hard handover.

3GPP2 kindly requests 3GPP to modify the air interface handover delay requirement
from 200ms to 300ms to align with the existing cdma2000 1x intra-RAT hard handover
delay requirement.

Please let us know if you have any questions.

Regards,
Ed Tiedemann

Edward Tiedemann
Chair, 3GPP2 TSG-C

cc: C.Blum, Chair 3GPP2 SC cblum@tiaonline.org
V. Mitchell 3GPP2 Director vmitchell@tiaonline.org
S. Kooistra 3GPP Liaison Manager 3GPPLiaison@etsi.org
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