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ETSI TISPAN WG2 is currently working on the finalisation of the stage 2 and stage 3 work regarding the business communication requirements as publishes in ETSI TS 181 019.

ETSI TISPAN WG2 would like to draw 3GPP CT1's attention to protocol requirements that have been identified in the context of subscription based business trunking, which allows next generation corporate networks (NGCN) to be connected to the NGN IMS over the Gm reference point. Related work for the support of wildcarded public user identities have already been landed in CT1. 
In its stage 3 work on subscription based business trunking ETSI TISPAN WG2 has identified the following protocol procedure, for terminating request handling:

· When the terminating S-CSCF is ready to forward the initial or standalone request to the NGCN via the P-CSCF and a "loose-route" indication has been received from the UPSF during registration, it retains the received NGCN user identifier in the Request-URI, then it adds to the Route header the contents of the Path header as stored during registration, as well as the registered Contact address. This will ensure that the request is first routed to the P-CSCF assigned during registration and that the P-CSCF can forward the request over the Gm reference point towards the NGCN site. The NGCN site can then use the Request-URI to forward the request in the NGCN or it can use it to select an extension to forward the call to.
Action requested from CT1:

· TISPAN WG2 has agreed that the solution outlined above addresses its needs and kindly requests 3GPP CT1 to document this procedure in TS 24.229 and 24.503.
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