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1. Overall Description:

RAN1 respectfully informs RAN2 of the following agreement from RAN1#101-e for the case of operation with shared spectrum channel access. The first bullet and sub-bullet are relevant to RAN2's work.

Agreement:
· As per prior agreement, initial UL BWP is 20 MHz 
· FFS: The case of SUL in licensed band
· For PUSCH scheduled by a RAR UL Grant (e.g., Msg3) or by DCI 0_0 addressed to TC-RNTI (Msg3 re-transmission) when UL Resource Allocation Type 2 is configured, the PUSCH is transmitted as follows:
· PUSCH is transmitted in the same UL RB set of the active UL BWP as PRACH (Msg1)
· FFS: The case where PRACH is configured in more than one RB set

The prior agreement referred to in this agreement is from RAN1#93 during the NR-U study item phase, also for the case of operation with shared spectrum channel access:

Agreement: 
· Initial active DL/UL BWP is approximately 20MHz for 5GHz band
· The final value will be quantized to number of PRBs
· Initial active DL/UL BWP is approximately 20MHz for 6GHz band if similar channelization as 5GHz band is used for 6GHz band
· FFS: Initial active DL/UL BWP for other applicable bands, including 60GHz

2. Actions:
To RAN4
ACTION: 	RAN1 respectfully asks RAN2 to take the above into account in their further work.

3. Date of Next TSG-RAN1 Meetings:
TSG-RAN WG1 Meeting #102-e	24th – 28th August, 2020
TSG-RAN WG1 Meeting #102bis	12th - 16th October, 2020
