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Broadband Forum Liaison To: 
3GPP Liaison Coordinator 3GPPLiaison@etsi.org
3GPP TSG SA WG2  
Puneet Jain, 3GPP SA2 Chairman puneet.jain@intel.com

CC:
Belal Hamzeh  b.hamzeh@cablelabs.com

From:
Lincoln Lavoie Broadband Forum (BBF) Technical Committee Chair lylavoie@iol.unh.edu  
Liaison Communicated By: 
Manuel Paul, BBF liaison officer to 3GPP manuel.paul@telekom.de
Date: March 24th, 2022
Subject: ATSSS and Co-located AGF-UPF procedures 

[bookmark: _Hlk521881588]Dear colleagues, 

During the course of our deliberations we have come to realize that there are some potential issues with the use of ATSSS with a supporting UPF that is collocated with a W-AGF.

1) In the scenario where a multi access 5G-RG is registered on both a 3GPP access and a WWC non-3GPP access it is not clear that the AMF will have wAGF identities information available to present to the selected SMF if an MA-PDU session is initiated on the 3GPP access. The only references to the availability of wAGF identities information is when it is included in the N2 UPLINK NAS TRANSPORT container for the PDU session establishment transactions.  

We believe that it is essential/beneficial/required to ensure that a UPF collocated with AGF can be selected also in this scenario. One option to achieve this would be that the AMF would need to retain wAGF identities information obtained during the registration process in wireline access such that it is available to the selected SMF irrespective of the access used for MA-PDU session establishment.

2) In the scenario where a multi-access equipped 5G-RG initially is registered on a 3GPP access and the WWC non-3GPP access is unavailable, wAGF identities information will not be available and therefore selection of a collocated AGF-UPF would appear to be impossible.  When the WWC non-3GPP access returned to availability one method of redress would be to force any MA-PDU capable PDU sessions to be torn down and re-established to ensure proper UPF selection. 

We would note that one potential generalized solution would be the retention of the most recent wAGF identifies information in some form of persistent storage such that it was available for UPF selection in any of the cases above. This would address the majority of cases for co-located UPF selection and preserve session continuity, but would not completely eliminate the requirement for procedures to force UPF reselection. 

Your feedback on the scenarios and options for resolution outlined above would be appreciated.   On the assumption that a solution is forthcoming, can you please advise as to a potential timeline for publication.


We look forward to continuing our fruitful relationship.

Thanks,
Lincoln Lavoie
Broadband Forum Technical Committee Chair

CC:
liaisons@broadband-forum.org 

April Nowicki, Broadband Forum Member Support Manager anowicki@broadband-forum.org 
Manuel Paul, Broadband Forum WWC Work Area Director 
Christele Bouchat, Broadband Forum WWC Work Area Director
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