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_________________________________________________________________________

Introduction
Currently, validation for protocol test cases is required to be performed in a 5 MHz bandwidth and LTE in Band 13 will be deployed in a 10 MHz bandwidth, resulting in some test cases not being performed in the ultimate deployment environment.  
The default bandwidth configuration specified for protocol test cases is 5 MHz in 3GPP TS 36.508. The 3GPP RAN5 LTE Protocol Test Suite is implemented and verified based on this default bandwidth configuration. Band 13 deployment is 10 MHz, resulting in a mismatch between the test suite and the deployment.
To ensure that GCF UE testing and certification is aligned to the deployment of LTE live networks, GCF CAG#21 meeting decided validation of Band 13 E-UTRA and EPC protocol test cases shall be performed in a 10 MHz bandwidth configuration and not in a 5 MHz bandwidth.
The GCF, during the CAG#21 meeting, also has initiated an action to investigate whether the 10 MHz bandwidth should be applied to Band 7 to align with deployment, a decision is expected to be made at the CAG#22 meeting. 
Actions

RAN5: the GCF CAG asks RAN5 to make necessary updates to the RAN5 protocol test specifications (prose) and Test Suite to facilitate validation of Band 13 E-UTRA and EPC protocol test cases in a 10 MHz bandwidth configuration.
Dates of Next Meeting
CAG#22
20 – 21 Apr 10
Beijing, China





















