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1 Introduction

The GSMA Embedded Mobile Transport and Automotive workstream has discussed the following LSs regarding eCall testing from 3GPP sent to the GSME eCall Task Force, and would like to offer a response to the questions raised.

· On testing eCall inactivity timers 

· From 3GPP TSG RAN WG5:

 R5-110880

· From 3GPP TSG GERAN WG3: 
GP-110012

· On dynamically updating eCall USIM modes:

· From ETSI MSG:


MSG(10)0065r3

· From 3GPP TSG GERAN WG3:
GP-110857

· From 3GPP TSG RAN WG5:

 R5-112674

2 eCall inactivity timers

In the LS R5-110880, 3GPP RAN WG5 highlights the cost and complexity of testing the eCall inactivity timers, and asks for clarification of the timer values.

Similarly, in the LS GP-110012, 3GPP GERAN WG3 asks if it would be acceptable to test MS behaviour under the eCall inactivity timers (T3242 and T3243) for a shorter duration than specified for testing purposes only, to reduce the testing burden.

As the correct functioning of these timers is important to both the correct operation of eCall and limiting the network impact of eCall-only devices, the GSMA EMTA workstream recommends that both timers be tested for their full duration.

3 Dynamic update of eCall USIM modes

In LSs MSG(10)0065r3, ETSI MSG asks if it is necessary to specify a test case to verify that an eCall capable UE in eCall-only mode can be reconfigured to permit additional services, and that an eCall-capable UE can be configured for eCall-only operation.

In LSs GP-110857 and R5-112674, GSMA EMTA workstream notes that both 3GPP GERAN WG 3 and 3GPP RAN WG5 have selected the over-the-air option to update the eCall configuration on the USIM.

Considering that this over-the-air update would use existing USIM fields (albeit with new parameters for eCall), and that the back-office processes to initiate the reconfiguration are MNO-specific, the GSMA EMTA workstream does not consider it is necessary to specify test cases for the over-the-air update.

4 Request for action

The GSMA EMTA workstream kindly requests 3GPP RAN WG5 and 3GPP GERAN WG3 to define test cases for the eCall inactivity timers in accordance with the recommendation above.

Liaison Statement on eCall Testing
Page 1 of 2
Liaison Statement on eCall Testing
Page 1 of 2

