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1. GSMA thanks ITU-T SG2 for its liaison statement (COM2-LS55-E) on message identifiers for civil alerting purposes. The LS was discussed amongst operator representatives who used to make up the now closed GSMA SRG group.

MI values in the range of 0-999 are intended for CBS and are allocated by GSMA. Public Warning System (PWS) has already been defined as an application in 3GPP specifications. The user interface implementation for CBS varies, configuring the multiple numeric MI values is complex for the user, and the way incoming messages are displayed can vary significantly between different implementations. Therefore, the approach of using MI values in the range of 0-999 is not recommended as it cannot guarantee the desired service for all users.

MI value ranges starting from 1000 are assigned by 3GPP for application specific use (see Annex A for details). Each application will configure the UE to receive the corresponding messages. It cannot be guaranteed that legacy UEs can be configured by the user to receive Message Identifiers in value ranges above 1000. 

A global Public Warning System (PWS) has already been specified in 3GPP for civil alerting purposes. Civil alerts and functionality for ETWS and CMAS applications have already been defined within PWS.
Regarding your question on the user configurability of the MI values in the range allocated for PWS, please note that some of the MI values have been recently made settable by the user. That was not the case in the earlier versions of the specification. Please also note that not all terminals can be configured over the air to display cell broadcast information, and detailed user guidelines may be necessary for various terminal types.
2. Recommendation on further actions
GSMA would welcome the opportunity to work with ITU-T and 3GPP SA1 on this effort
Jaikishan Rajaraman (jrajaraman@gsm.org) 
Senior Director
GSMA
Annex A

The text below is an extract from clause 9.4.1.2.2 of 3GPP TS 23.041 version 9.1.0. This specifies the alert message categories for all currently known CBS applications, including PWS:

Networks shall only use Message Identifiers from the range 4352 – 6399 (1100 hex – 18FF hex) for Public Warning System as defined in 3GPP TS 22.268 [28]. If a message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

	Decimal
	Hex
	Meaning

	0 – 999
	0000 – 03E7
	To be allocated by GSMA (see GSMA PRD SE.15 [25]). If a Message Identifier from this range is in the "search list", the ME shall attempt to receive such CBS message.

This version of this document does not prohibit networks from using Message Identifiers in the range 0000 - 03E7 (hex) for Cell Broadcast Data Download to the SIM.

	...
	
	

	4352
	1100
	ETWS CBS Message Identifier for earthquake warning message.

	4353
	1101
	ETWS CBS Message Identifier for tsunami warning message.

	4354
	1102
	ETWS CBS Message Identifier for earthquake and tsunami combined warning message.

	4355
	1103
	ETWS CBS Message Identifier for test message.

The UE silently discards this message. A UE specially designed for testing purposes may display its contents.

	4356
	1104
	ETWS CBS Message Identifier for messages related to other emergency types.

	4357 - 4359
	1105 - 1107
	ETWS CBS Message Identifier for future extension.

	4360 - 4369
	1108 - 1111
	Intended for standardization in future versions of this document. These values shall not be transmitted by networks that are compliant to this version this document. If a Message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.

	4370
	1112
	CMAS CBS Message Identifier for Presidential Level Alerts.

Not settable by MMI.

	4371
	1113
	CMAS CBS Message Identifier for Extreme Alerts with Severity of Extreme, Urgency of Immediate, and Certainty of Observed.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4272
	1114
	CMAS CBS Message Identifier for Extreme Alerts with Severity of Extreme, Urgency of Immediate, and Certainty of Likely.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4373
	1115
	CMAS CBS Message Identifier for Extreme Alerts with Severity of Extreme, Urgency of Expected, and Certainty of Observed.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4374
	1116
	CMAS CBS Message Identifier for Extreme Alerts with Severity of Extreme, Urgency of Expected, and Certainty of Likely.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4375
	1117
	CMAS CBS Message Identifier for Severe Alerts with Severity of Severe, Urgency of Immediate, and Certainty of Observed.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4376
	1118
	CMAS CBS Message Identifier for Severe Alerts with Severity of Severe, Urgency of Immediate, and Certainty of Likely.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4377
	1119
	CMAS CBS Message Identifier for Severe Alerts with Severity of Severe, Urgency of Expected, and Certainty of Observed.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4378
	111A
	CMAS CBS Message Identifier for Severe Alerts with Severity of Severe, Urgency of Expected, and Certainty of Likely.

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4379
	111B
	CMAS CBS Message Identifier for Child Abduction Emergency (or Amber Alert).

Settable by MMI as per CMAS subscriber opt-out requirements, see 3GPP TS 22.268 [28].

	4380
	111C
	CMAS CBS Message Identifier for the Required Monthly Test.

According to CMAS requirements (see 3GPP TS 22.268 [28]), if this Message Identifier is in the "search list", the ME shall attempt to receive this CBS message.

	4381
	111D
	CMAS CBS Message Identifier for CMAS Exercise.

According to CMAS requirements (see 3GPP TS 22.268 [28]), if this Message Identifier is in the "search list", the ME shall attempt to receive this CBS message.

	4382
	111E
	CMAS CBS Message Identifier for operator defined use.

According to CMAS requirements (see 3GPP TS 22.268 [28]), if this Message Identifier is in the "search list", the ME shall attempt to receive this CBS message.

	4383-4399
	111F-112F
	CMAS CBS Message Identifier for future extension.

	4400 - 6399
	1130 – 18FF
	CBS Message Identifier for future PWS use.

These values shall not be transmitted by networks that are compliant to this version of this document. If a Message Identifier from this range is in the "search list", the ME shall attempt to receive this CBS message.
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