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1. Overall Description
ETSI ERM/MSG TFES has completed the work on the fifth release of the European Harmonised Standard EN 301 908-13 for E-UTRA UEs, which will cover features up to and including 3GPP Release 9.
TFES kindly informs RAN4 of the decision to adopt out of block emission levels derived from ECC Report 131 [1] and CEPT Report 39 [2] relating to FDD-TDD block edges in the 2.6 GHz and 2 GHz bands respectively as spurious emission UE co-existence requirements, as shown in Annex A. 
2. Date of Next TFES Meeting
TFES Meeting #32

[Brussels, Belgium] 21 – 23 March, 2011
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ANNEX A

Table 4.2.4.2-3: Spurious emission band UE co-existence limits
	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range
(MHz)
	Maximum

Level (dBm)
	MBW (MHz)
	Comment

	1
	E-UTRA Band 1, 3, 7, 8, 20, 34, 38
	FDL_low
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range 
	1900
	-
	1915
	-15.5
	5
	

	
	Frequency range 
	1915
	- 
	1920
	+1.6
	5
	

	3
	E-UTRA Band 1, 3, 7, 8, 20, 33, 34, 38
	FDL_low
	- 
	FDL_high
	-50
	1
	 

	7
	E-UTRA Band 1, 3, 7, 8, 20, 33, 34
	FDL_low
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	2570
	-
	2575
	+1.6
	5
	

	
	Frequency range
	2575
	- 
	2620
	-15.5
	5
	

	8
	E-UTRA Band 1, 8, 20, 33, 34, 38
	FDL_low
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	FDL_low
	- 
	FDL_high
	-50
	1
	Note 2

	
	E-UTRA band 7
	FDL_low
	- 
	FDL_high
	 -50
	1
	Note 2

	20
	E-UTRA Band 1, 3, 7, 8, 20, 33, 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 38
	FDL_low
	- 
	FDL_high
	-50
	1
	Note 2

	33
	E-UTRA Band 1, 3, 7, 8, 20, 34, 38
	FDL_low
	- 
	FDL_high
	-50
	1
	

	34
	E-UTRA Band 1, 3, 7, 8, 20, 33, 38
	FDL_low
	- 
	FDL_high
	-50
	1
	

	38
	E-UTRA Band 1,3, 8, 20, 33, 34
	FDL_low
	-
	FDL_high
	-50
	1
	 

	
	Frequency range
	2620
	-
	2690
	-15.5
	5
	

	NOTE 1:
FDL_low and FDL_high refer to each frequency range of the protected E-UTRA band.

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in table 4.2.4.2-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RE within the transmission bandwidth for which the 2nd or 3rd harmonic, i.e. the frequency equal to two or three times the frequency of that RE, is within the measurement bandwidth.


