[image: image1.png]PTCRB




PVG#48








PVG48_xxx
Portsmouth, UK
9th – 10th February 2010
Subject: Addition of EGAN test cases in 3GPP TS 51.010-2
To:
TSG GERAN WG3
Cc:
PTCRB
Source:
PVG
Contact: 
Oscar Castaneda (AT4 wireless)

(oacastaneda@at4wireless.com)

Attachment: none
_________________________________________________________________________

Introduction
PVG thanks GERAN3 so far for the work performed in developing test cases of RFT071.

PVG would like to inform GERAN3 that:

EGAN test cases have been included in 3GPP TS 51.010-1 v8.3.0 (see table below), but however, they are not listed in 3GPP TS 51.010-2 and therefore the test cases applicability conditions and new related PICS are not available.

Therefore GERAN WG3 is kindly asked to include the list of test cases in 3GPP 51.010-2 and, if possible, provide a target date for this work.
Following table shows the EGAN test cases included in 3GPP TS 51.010-1, for your reference.
	Reference
	Description

	81.2.1.6
	Registration Procedure, MS is capable of GAN A/Gb mode and GAN Iu mode, directed to operate in GAN A/Gb mode

	81.2.1.7
	Registration Procedure, MS is capable of GAN A/Gb mode and GAN Iu mode, directed to operate in GAN Iu mode

	81.2.1.8
	Registration Procedure, MS is capable of GAN A/Gb mode and GAN Iu mode, no GAN Mode Indicator IE in GA-RC REGISTER ACCEPT

	81.2.1.9
	Registration Procedure, MS is capable of GAN Iu mode only, no GAN Mode Indicator IE in GA-RC REGISTER ACCEPT

	81.2.1.10
	Registration Procedure, MS is capable of GAN Iu mode only, GAN Mode Indicator IE in GA-RC REGISTER ACCEPT indicates that MS shall use GAN A/Gb mode

	81.2.1.11
	Registration Procedure, MS is capable of GAN Iu mode (only) is directed to operate in GAN Iu mode

	81.2.6.10
	Registration Procedure, Deregister, Network Congestion, MS in State GA-RRC CONNECTED

	81.3.1.3
	TCP Reset, Successful Re-establishment, MS in State GA-RRC-CONNECTED (CS domain)

	81.3.1.4
	TCP Reset, Successful Re-establishment, MS in State GA-RRC-CONNECTED (PS domain)

	81.3.1.5
	TCP Reset, Unsuccessful Re-establishment, MS in State GA-RRC-IDLE (CS and PS domains)

	81.3.2.3
	IPSec Tunnel Failure, MS in State GA-RRC-IDLE (CS and PS domains)

	81.3.2.4
	TCP Failure, MS in State GA-RRC-CONNECTED (CS domain)

	81.3.2.5
	TCP Failure, MS in State GA-RRC-CONNECTED (PS domain)

	84.2.1.1
	GA-RRC connection establishment / successful case. GA-RRC connection establishment, Upper Layer Message Transmission and GA-RRC connection release by GANC (CS domain)

	84.2.1.2
	GA-RRC connection establishment / successful case. GA-RRC connection establishment, Upper Layer Message Transmission and GA-RRC connection release by GANC (PS domain)

	84.2.2.1
	GA-RRC connection establishment / negative cases. GA-RRC REQUEST rejected (CS domain)

	84.2.2.2
	GA-RRC connection establishment / negative cases. MS receives GA-RRC REQUEST ACCEPT message after TU5908 expiry (CS domain)

	84.2.2.3
	GA-RRC connection establishment / negative cases. GA-RRC REQUEST rejected (PS domain)

	84.2.2.4
	GA-RRC connection establishment / negative cases. MS receives GA-RRC REQUEST ACCEPT message after TU5908 expiry (PS domain)

	84.3.2.1
	Upper layer message transmission / negative cases. MS receives GA-RRC DOWNLINK DIRECT TRANSFER message when not in GA-RRC-CONNECTED state (CS domain)

	84.3.2.2
	Upper layer message transmission / negative cases. MS receives GA-RRC DOWNLINK DIRECT TRANSFER message when not in GA-RRC-CONNECTED state (PS domain)

	84.4.1.1
	Paging for CS domain

	84.4.2.2
	MS receives GA-RRC PAGING REQUEST when TU5908 is active

	84.4.2.3
	MS receives GA-RRC PAGING REQUEST when in GA-RRC-CONNECTED state

	84.4.2.4
	MS receives GA-RRC PAGING REQUEST when in GA-RC REGISTERED state

	84.4.3.1
	Paging for PS domain

	84.4.4.2
	MS receives GA-RRC PAGING REQUEST when TU5908 is active

	84.4.4.3
	MS receives GA-RRC PAGING REQUEST when in GA-RRC-CONNECTED state

	84.4.4.4
	MS receives GA-RRC PAGING REQUEST when in GA-RC REGISTERED state

	84.5.1.1
	CS Traffic Channel assignment and Release

	84.5.2.1
	MS fails to establish the CS traffic channel

	84.5.3.1
	PS Traffic Channel assignment and Release

	84.5.4.1
	MS fails to establish the PS traffic channel

	84.9.1.1
	Security Mode Control Procedure (CS domain)

	84.9.1.2
	Security Mode Control Procedure (PS domain)

	84.10.1.1
	CS channel modify / successful case

	84.10.2.1
	CS channel modify requests illegal change to parameter

	84.10.3.1
	PS channel modify / successful case

	84.10.4.1
	PS channel modify requests illegal change to parameter

	84.11.1.1
	CS deactivate channel request from GANC

	84.11.1.2
	CS deactivate channel request from MS

	84.11.2.1
	CS deactivate channel procedure / negative cases.TU5002 timer expires

	84.11.3.1
	PS deactivate channel request from GANC

	84.11.3.2
	PS deactivate channel request from MS

	84.11.4.1
	PS deactivate channel procedure / negative cases. TU5002 timer expires


Actions

GERAN3: Addition of the above mentioned test cases in 3GPP TS 51.010-2
Dates of Next Meeting
PVG#49
26th – 27th May 2010
Seoul, South Korea





















