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		rev	Comment by Explanation of field: 
 Enter the CR number here. This number is allocated by the WG and the ETSI support team.
	1
		Current version:	Comment by Explanation of field: 
 Enter the revision number of the CR here. If it is the first version, use a "-".
	15.2.0
		Comment by Explanation of field: 
 Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to http://docbox.etsi.org/scp/scp/specs/ .
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	Title:		Comment by Explanation of field: 
 Enter a concise description of the subject matter of the CR. It should be no longer than one line.
	Addition of 3GPP USIM (non-IMSI SUPI Type)

	
	

	Source:		Comment by Explanation of field: 
 Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.
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	Category:		Comment by Explanation of field: 
 Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".
	B
	
	Release: 	Comment by Explanation of field: 
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	REL-16
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· At the TC SCP Plenary level, the status "Accepted" means that a change request is accepted for implementation in the targeted specification.

	
	

	Reason for change:		Comment by Explanation of field: 
 Enter text which explains why the change is necessary.
	3GPP accepted in CT#88e in document CP-201288 / CR 0095 against 3GPP TS 31.101 Release 16, the allocation of a 3G Application code for USIM (non-IMSI type)
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	Addition of allocated value
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[bookmark: _Toc24451206]2	References
[bookmark: _Toc24451207]2.1	Normative references
[…]
[bookmark: REF_TS131102][11]	ETSI TS 131 102: "Universal Mobile Telecommunications System (UMTS); LTE; Characteristics of the Universal Subscriber Identity Module (USIM) application (3GPP TS 31.102)".
[…]
[bookmark: _Toc24451237]Annex E (normative):
Allocated 3GPP PIX numbers
Table E.1: Allocated 3GPP PIX numbers
	3G Application Identifiers

	Application
	AID
	Document
(see note 2)

	
	RID
(see note 1)
	PIX
	

	
	
	3G
App Code
	Additional PIX coding
	

	
	
	
	
	

	3GPP UICC 
(see note 3)
	'A000000087'
	'1001'
	See annex F for further coding details
	ETSI TS 131 101 [10]

	3GPP USIM
	'A000000087'
	'1002'
	See annex F for further coding details
	ETSI TS 131 102 [11]

	3GPP USIM toolkit
	'A000000087'
	'1003'
	See annex G for further coding details
	ETSI TS 131 111 [12]

	3GPP ISIM
	'A000000087'
	'1004'
	See annex F for further coding details
	ETSI TS 131 103 [14]

	3GPP (U)SIM API for Java Card™
	'A000000087'
	'1005'
	See annex J for further coding details
	ETSI TS 131 130 [18]

	3GPP ISIM API for Java Card™
	'A000000087'
	'1006'
	See annex K for further coding details
	ETSI TS 131 133 [24]

	3GPP Contact Manager API for Java Card™
	'A000000087'
	'1007'
	See annex L for further coding details
	ETSI TS 131 221 [27] 

	3GPP USIM-INI
	'A000000087'
	'1008'
	See annex F for further coding details
	ETSI TS 131 102 [11]

	3GPP USIM-RN
	'A000000087'
	'1009'
	See annex F for further coding details
	ETSI TS 131 102 [11]

	3GPP HPSIM
	'A000000087'
	'100A'
	See annex F for further coding details
	ETSI TS 131 104 [36]

	3GPP USIM (non-IMSI SUPI Type)
	'A000000087'
	'100B'
	See annex F for further coding details
	ETSI TS 131 102 [11]

	NOTE 1:	The 3GPP RID, as registered by ISO/IEC according to ISO/IEC 7816-4 [3], is 'A000000087'.
NOTE 2:	It is the responsibility of the 3GPP technical body, in charge of the application standardization, to inform the ETSI Secretariat when the respective 3G document is withdrawn or renumbered.
NOTE 3:	Currently, no application or functionality is defined for this AID.
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