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7.5.1.2
Structure of ENVELOPE (EVENT DOWNLOAD - MT call)

Direction: terminal to UICC.

The command header is specified in TS 102 221 [1] for a 3G platform and in TS 151 011 [8] for a 2G platform.

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Event download tag
	9.1
	M
	Y
	1

	Length (A+B+C+D+E)
	-
	M
	Y
	1 or 2

	Event list
	8.25
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Transaction identifier
	8.28
	M
	Y
	C

	Address
	8.1
	C
	N
	D

	Subaddress
	8.3
	C
	N
	E


Event list: the event list object shall contain only one event (value part of length 1 byte), and terminal shall set the event to:

· MT call.

Device identities: the terminal shall set the device identities to:

· source:
network;

· destination:
UICC.

Transaction identifier: the transaction identifier data object shall contain one transaction identifier.
Address: the address data object holds the Calling Party number received by the terminal in the call setup message. If the Calling Party number is included in the call setup message, the terminal shall include the Address object, otherwise the terminal shall not include the Address object.

Subaddress: The Subaddress data object holds the Calling Party Subaddress as received by the terminal in the call setup message. If the Calling Party Subaddress is included in the call setup message, the terminal shall include the Subaddress object, otherwise the terminal shall not include the Subaddress object.

Response parameters/data:

· none.

[…]

7.5.2.2
Structure of ENVELOPE (EVENT DOWNLOAD - call connected)

Direction: terminal to UICC.

The command header is specified in TS 102 221 [1] for a 3G platform and in TS 151 011 [8] for a 2G platform.

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Event download tag
	9.1
	M
	Y
	1

	Length (A+B+C)
	-
	M
	Y
	1 or 2

	Event list
	8.25
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Transaction identifier
	8.28
	M
	Y
	C


Event list: the event list object shall contain only one event (value part of length 1 byte), and terminal shall set the event to:

· call connected.

Device identities:

· in the case of connecting at the near end (an MT call), the terminal shall set the device identities to:

· source:
terminal;

· destination:
UICC.

· in the case of connecting at the far end (an MO call), the terminal shall set the device identities to:

· source:
network;

· destination:
UICC.

Transaction identifier: the transaction identifier data object shall contain one transaction identifier.
Response parameters/data:

· none.

[…]

8.28
Transaction identifier

Coding according to specific access technology.
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