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Title *
 : Enhanced Interference Management for HNBs
Acronym *
 : HNB
Unique identifier *

1
3GPP Work Area *

	X
	Radio Access

	
	Core Network

	
	Services


2
Classification of WI and linked work items
2.0
Primary classification *

This work item is a … *

	X
	Study Item (go to 2.1)

	
	Feature (go to 2.2)

	
	Building Block (go to 2.3)

	
	Work Task (go to 2.4)


2.1
Study Item

	Related Work Item(s) (if any]

	Unique ID
	Title
	Nature of relationship

	
	FDD Home NodeB RF Requirements
	


Go to §3.

2.2
Feature
	Related Study Item or Feature (if any) *


	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.3
Building Block

	Parent Feature (or Study Item)

	Unique ID
	Title
	TS

	
	
	


This work item is … *

	
	Stage 1 (go to 2.3.1)

	
	Stage 2 (go to 2.3.2)

	
	Stage 3 (go to 2.3.3)

	
	Test spec (go to 2.3.4)

	
	Other (go to 2.3.5)


2.3.1

Stage 1

	Source of external requirements (if any) *


	Organization
	Document
	Remarks

	
	
	


Go to §3.

2.3.2

Stage 2  *

	Corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other source of stage 1 information

	TS or CR(s)
	Clause
	Remarks

	
	
	



If no identified source of stage 1 information, justify: *
 
Go to §3.

2.3.3

Stage 3 *

	Corresponding stage 2 work item (if any)

	Unique ID
	Title
	TS

	
	
	


	Else, corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other justification

	TS or CR(s)

Or external document
	Clause
	Remarks

	
	
	



If no identified source of stage 2 information, justify: *
 
Go to §3.

2.3.4

Test spec *

	Related Work Item(s)

	Unique ID
	Title
	TS

	
	
	


Go to §3.

2.3.5

Other *

	Related Work Item(s)

	Unique ID
	Title
	Nature of relationship
	TS / TR

	
	
	
	


Go to §3.

2.4

Work task *

	Parent Building Block

	Unique ID
	Title
	TS

	
	
	


3
Justification *

Rel 8 Home NodeBs will provide desirable service for a large number of deployment scenarios. However, as the density of HNBs increases, the inter-HNB, HNB-to-macro network and macro network-to-HNB interference becomes more significant. 

It is desirable to maintain quality of service for macrocell UEs where the macro network is deployed on the same frequency as CSG HNBs. There may be cases where a macro UE is in close proximity of a CSG HNB and experiences interference from CSG HNB. In such scenarios, it is desirable to maintain idle mode and connected mode service that the macro UE is receiving from macro network.
It is also desirable to maintain quality of service for HNB UEs where the CSG HNB is deployed on the same frequency as the macro network. There may be cases where a HNB UE is in close proximity of a macro network and experiences interference from the macro network. In such scenarios, it is desirable to maintain idle mode and connected mode service that the HNB UE is receiving from CSG HNB.

It is also desirable to provide service to UEs at home by their own Home NodeB both to provide good coverage at home when the macro coverage is poor and to offload capacity from the macro network to HNBs.  As the density of HNBs increases, the chance of two HNBs in neighbouring apartments sharing the same carrier frequency increases. In such scenarios, a UE at home may not be able to receive any service from its own HNB in a significant portion of its own apartment due to significant DL interference created by the neighbouring closed subscriber group (CSG) HNB. 
Hence, interference coordination techniques are needed to (a) alleviate inter-HNB interference so that UEs are able to get service from their own HNB while at home, (b) to minimize the interference caused to the macro network service from nearby HNBs and (c) to minimize the interference caused to HNB service from nearby macro network. 
4
Objective *

The objective of this study item is to evaluate interference coordination techniques among HNBs in Rel9 to mitigate interference in dense HNB deployments, and also to evaluate interference coordination techniques between HNBs and macro network for maintaining the macro network service.
The study will primarily focus on maintaining the macro network service and secondarily on maintaining the HNB service.
The study consists of the following steps: 
· Identify solutions to solve issues described in TR 25.967 which can be solutions based on RF measurement and/or solutions based on signaling. 
· Evaluate the improvements provided by those solutions as well as their respective complexity using Release 8 UTRAN mechanisms as the benchmark
· Report the findings back to RAN plenary #44 to decide on a way forward
5
Service Aspects

None
6
MMI-Aspects

None
7
Charging Aspects

None
8
Security Aspects


         None
9
Impacts *

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	X
	X
	
	

	No
	X
	
	
	X
	

	Don't know
	
	
	
	
	X


10
Expected Output and Time scale *

	New specifications *

[If Study Item, one TR is anticipated]

	Spec No.
	Title
	Prime rsp. WG
	2ndary rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary#
	Comments

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Affected existing specifications *

[None in the case of Study Items]

	Spec No.
	CR
	Subject
	Approved at plenary#
	Comments
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Work item rapporteur(s) *



Farhad Meshkati (Qualcomm Europe)
12

Work item leadership *

                              RAN WG4
13

Supporting Individual Members *

	Supporting IM name

	Qualcomm Europe

	NTT DOCOMO

	AT&T

	Fujitsu

	Mitsubishi

	Panasonic

	NEC

	Airvana
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�This clause is intended to be used in rare cases where the work does not fit into the foregoing classifications.


�For guidance on the use of work tasks, see 3GPP TR 21.900 §6.0.2


�Explain in sufficient detail why this work is needed.
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�The time scale for the work is implied by the plenary TSG meeting at which the resulting deliverables will be seen and approved.  There is no need to revise the WID if these initial estimates change during the course of the work, unless other significant changes (eg a change of objectives) are also required, in which case the plenary meetings can be corrected and, if known, the formal numbers for the new TSs and TRs given in place of the original placeholder numbers.
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�The name of a physical person. If the person is new to 3GPP work, give full contact coordinates, in particular, email address. 


�Identify the lead working group (or parent Technical Specification Group) responsible for coordination of the work.  Mention also any other groups from which input may be required.


�See 3GPP Working Procedures, article 39, which specifies the minimum number of supporting IMs required (four, at the time of creating the present form), and the duties of those organizations. There is no upper limit to the number of supporting IMs.





