3GPP™ Work Item Description

For guidance, see 3GPP Working Procedures, article 39; and 3GPP TR 21.900.
Title:  Adding L-Band LTE for ATC of MSS in North America
Acronym:  L_Band_ATC_MSS
ATC:  Ancillary Terrestrial Component

MSS:  Mobile Satellite Service 
Unique identifier * 
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3GPP Work Area

	X
	Radio Access

	
	Core Network

	
	Services


2

Classification of WI and linked work items

This work item is a … 
	
	Study Item (go to 2.1)

	X
	Feature (go to 2.2)

	
	Building Block (go to 2.3)

	
	Work Task (go to 2.4)


2.1

Study Item

	Related Work Item(s) (if any]

	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.2

Feature
	Related Study Item or Feature (if any) 

	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.3

Building Block

	Parent Feature (or Study Item)

	Unique ID
	Title
	TS

	
	
	


This work item is … 
	
	Stage 1 (go to 2.3.1)

	
	Stage 2 (go to 2.3.2)

	X
	Stage 3 (go to 2.3.3)

	X
	Test spec (go to 2.3.4)

	
	Other (go to 2.3.5)


2.3.1

Stage 1

	Source of external requirements (if any) 

	Organization
	Document
	Remarks

	
	
	


Go to §3.

2.3.2

Stage 2  
	Corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other source of stage 1 information

	TS or CR(s)
	Clause
	Remarks

	
	
	



If no identified source of stage 1 information, justify: 
Go to §3.

2.3.3

Stage 3
	Corresponding stage 2 work item (if any)

	Unique ID
	Title
	TS

	
	
	


	Else, corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other justification

	TS or CR(s)

Or external document
	Clause
	Remarks

	TS 36.101
	5.1
	Other frequency bands and channel bandwidths may be considered in future releases.

	TS 36.104
	5.1
	Other frequency bands and channel bandwidths may be considered in future releases.

	FCC 03-15, Report and Order and Notice of Proposed Rulemaking, IB Docket Nos. 01-185; 02-364
	18 FCC Rcd 1962 (2003)  
	Flexibility for Delivery of Communications by Mobile Satellite Service Providers in the 2 GHz Band, the L-Band, and the 1.6/2.4 Bands, Adopted:  January 29, 2003, Released: February 10, 2003.

	In 2004, FCC granted LightSquared license to reuse its satellite spectrum for terrestrial service.
	19 FCC Rcd 22144 (2004)  
	

	Second Order of Reconsideration
	20 FCC Rcd 4616 (2005)  
	

	RP-010278
	-
	LS on Operating Frequency Band as a Release independent work item (From TSG-RAN to TSG-SA)



If no identified source of stage 2 information, justify: 
Go to §3.

2.3.4

Test spec

	Corresponding stage 3 work item

	Unique ID
	Title
	TS

	
	
	


Go to §3.

2.3.5

Other
	Related Work Item(s)

	Unique ID
	Title
	Nature of relationship
	TS / TR

	
	
	
	


Go to §3.

2.4

Work task
	Parent Building Block

	Unique ID
	Title
	TS
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Justification

L-Band is licensed by the FCC as:
· 1525 – 1559 MHz: Down-link (eNodeB transmit, UE receive)
· 1626.5 – 1660.5 MHz: Up-link (UE transmit, eNodeB receive)
In 2003, the FCC changed its rules to permit the use of the L-band (and other bands) by satellite operators to provide nationwide terrestrial service.  See - “Flexibility for Delivery of Communications by MSS Providers in the 2 GHz Band, the L-Band, and the 1.6/2.4 GHz Bands”, 18 FCC Rcd 1962 (2003)  

In 2004, the FCC granted LightSquared a license to reuse its satellite spectrum to provide terrestrial service.  See - 19 FCC Rcd 22144 (2004).  The FCC further revised these rules in 2005 to facilitate the deployment of more robust terrestrial networks.  See - “Second Order of Reconsideration”, 20 FCC Rcd 4616 (2005).  

The Canadian government has approved similar rules to those adopted by the FCC.

Initially, LightSquared is planning on 5 & 10 MHz wide channel deployments, but this could change based on business needs.  Our LTE ATC deployment will adhere to all 3GPP terrestrial out-of-band requirements for spurious emissions including those for UE, BS, and UE-to-UE emissions as defined in 3GPP TS 36.101 for the US (i.e. Bands 2, 4, 5, 10, 12, 13, 14, 17)
Spurious emission requirements from the addition of this new band are expected to be the same as those required from the addition of other new US bands in 3GPP. 
4

Objective

This is a parent WI to add the L-Band for ATC of MSS in North America in
a. Core requirements in RAN2 and RAN4 LTE specifications

b. Performance requirements in RAN4 LTE specifications
c. Conformance testing for RAN5 LTE specifications will be provided in a future work item proposal.
Note:

1. The scope of this WI excludes the Europe and Asia regions.
2. Not withstanding (1), L-Band-capable UEs will be designed to roam globally and meet all 3GPP requirements in roamed markets.
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Service Aspects

None
6

MMI-Aspects

None
7

Charging Aspects

None
8

Security Aspects

None
9
Impacts

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	X
	X
	
	

	No
	X
	
	
	X
	X

	Don't know
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Expected Output and Time Scale
	New specifications

	Spec No.
	Title
	Prime rsp. WG
	2ndary rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary#
	Comments

	
	
	
	
	
	
	Details in related work tasks

	Affected existing specifications

	Spec No.
	CR
	Subject
	Approved at plenary#
	Comments

	
	
	
	
	Details in related work tasks


11

Work item rapporteur(s)
Eric Jacks, LightSquared – (Eric.Jacks@lightsquared.com)
Maqbool Aliani, LightSquared – (Maqbool.Aliani@lightsquared.com)
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Work item leadership

RAN2 and RAN4 

See leadership for the different parts
13

Supporting Individual Members
	Supporting IM name

	LightSquared

	Alcatel-Lucent

	Rohde & Schwarz

	Qualcomm

	Infineon

	TerreStar

	Huawei

	DBSD

	Nokia Siemens Networks

	

	


