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	Removal of editor’s note related to Sy command names

	
	

	Source:            
    (

	Openet, Telcordia, Ericsson, ZTE

	
	

	Work item code:  
(

	QoS_SSL-CT3
	

	
	

	Reason for           (
   

change:

	To reach an agreement on the Sy command names based on the current names.

	
	

	Summary of 

change:                (

	Removal of the editor’s note stating that command names "Spending Limits Request/Answer" and "Spending-Status Notification Request/Answer" should be reviewed.



	
	

	Consequences    (
  

if not agreed:
	Sy command names are not finalised.

	
	

	Other specs         (

	

	affected(if any):
	

	
	 

	
	

	Other comments (

	


Proposed changes:

*** 1st Change ***

5.6.1
Command-Code Values
This section defines the Command-Code values for the Sy interface application as allocated by IANA from the vendor-specific namespace defined in IETF RFC 5719 [6]. Every command is defined by means of the ABNF syntax IETF RFC 2234 [7], according to the rules in IETF RFC 3588 [3]. 

The following Command Codes are defined in this specification:

Table 5.6.1: Command-Code values for Sy
	Command-Name
	Abbreviation
	Code
	Section

	Spending-Limit-Request
	SLR
	[TBD-IANA]
	5.6.2

	Spending-Limit-Answer
	SLA
	[TBD-IANA]
	5.6.3

	Spending-Status-Notification-Request
	SNR
	[TBD-IANA]
	5.6.4

	Spending-Status-Notification-Answer
	SNA
	[TBD-IANA]
	5.6.5


In addition, the Session-Termination-Request and Session-Termination-Answer commands are reused from IETF RFC 3588 [3].

For the commands defined in this specification and reused commands, the Application-ID field shall be set to [TBD-IANA] (application identifier of the Sy interface application, allocated by IANA).


*** End of Changes ***
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